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Section 1
Introduction

1.1 Project Understanding

Remedium Group, Inc. (Remedium), a subsidiary of W. R. Grace & Co., is providing

environmental assistance to W. R. Grace & Co. as required to comply with the Administrative Order

on Consent for Removal Action [Proceedings under Section 104,106(a), 107, and 122 of the

Comprehensive Environmental Response, Compensation, and Liability Act as amended, 42 U.S.C.

SS 9604, 9606(a), 9607, and 9622] at the Kootenai Development Company (KDC) Flyway site

(Flyway site), which is part of the "Libby Asbestos Site." Remedium is managing the effort with the

assistance of renewal contractor Mike Chapman Enterprises. Mike Chapman Enterprises will be

the excavation and equipment contractor. The air sampling and analysis will be conducted by Koch

Environmental Health, Inc. (KEH) and the soil samples will be collected by KEH, and analyzed by

EMSL Analytical, Inc. (EMSL).

The Libby Asbestos Project includes removal of asbestos contaminated soil at the

Flyway site located immediately south of the former Screening Plant (Operable Unit 02).

Remedium will be responsible for the remediation of the site.

It is important to note that this document contains portions of information, drawings, and

figures provided by the United States Environmental Protection Agency (USEPA). The

drawings and figures have been modified to make them site-specific for this project.

1.2 Background Information for the Flyway Site

Information included in this section was obtained during previous investigations at the

Flyway site. Figure 1-1 provides the General Locus Plan of the Libby, Montana area. Figure 1-

2 provides the Location of the Flyway site in relation to the vermiculite mine site on the U.S.

Geology Survey (USGS) quadrangle map.
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1.2.1 Current Site Usage

This Flyway site is currently vacant, undeveloped land consisting of meadow, sparsely

wooded areas, and crushed stone and gravel roadways. An abandoned pump house is located

on the property, close to the Kootenai River.

1.2.2 Historic Site Usage

The abandoned pump house on the Flyway site contains a pump used by the former

owner, W. R. Grace & Co., to convey water from the Kootenai River to the mine site.

1.2.3 Site Area (Acreage)

Total site acreage includes the Flyway site occupied by the pump house and gravel and

crushed stone roads. The Flyway site contains approximately 19-acres, located on the

northeastern side of the Kootenai River, approximately 4.5 miles northeast of Libby, Montana.

Highway 37 runs along the northeast boundary of the site. The overall dimensions of the

Flyway site are approximately 690+/- feet on the north; 1,495 +/- feet on the east along Rte. 37;

approximately 614 +/- feet on the south; and 1,910 +/- feet on the west along the Kootenai

River.

1.2.4 General Site Condition

The Flyway site is accessed through a gated entrance off of Highway 37. The east-

northeast side of the Flyway site along Route 37 has been fenced by the USEPA. The property

just north of the Flyway site has also been fenced by the USEPA. Access to the interior of the

Flyway site is vehicular access gained at one of three gravel roads off of Route 37 to a network

of gravel cart paths. These gravel roads meander through the Flyway site and connect back to

Route 37. Unimproved roads are in fair condition; however, vermiculite was visible at a number

of locations on and adjacent to these roads. Road access to the site appears to be adequate to
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support future removal activities. Figure 1-3 is a reduced copy of the topography and general

layout of the Flyway site.

1.2.5 Soil Conditions

Soil conditions observed during preliminary investigations reveal that site soils consist of

medium grained sand, cobbles (6-inch minus), and boulders. Topsoil at the site consists of

sandy loam soil containing some silt and clay. Vermiculite was observed in some surface soils

adjacent to and on the access roads.

1.2.6 Existing Infrastructure and Utilities

Telephone, water, and electrical power are not presently available at this Flyway site.

There are gravel and stone access roads as shown on Figure 1-3. An electrical transformer

was found outside of the abandoned pump house.

1.2.7 Availability of Water

An abandoned pump house is located on the property. Remedium understands that

water from the Kootenai River was once pumped from this location to the mine site when it was

in full operation. Water will be supplied to the site from tank trucks.

1.2.8 Existing Vegetation

Existing vegetation consists of grass, and small to medium growth trees of various types

and ages.

1.2.9 Surrounding Properties

The property lies between Highway 37 located on the eastern side of the Flyway site and

the Kootenai River located on the western side of the Flyway site. The former Screening Plant

(Operable Unit 02) is located north of the Flyway site. Adjacent to the southern side of the

Flyway site consists of occupied residential buildings.
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1.2.10 Excavation Considerations

Excavation at the Flyway site will be conducted in a careful and cautious manner. The

excavation and equipment contractor will be required to contact Dig Safe prior to initiating full-

scale excavation activities beginning at the Flyway site. In addition, the following items will need

to be considered when planning an excavation program at the Flyway site:

• Dust control

• Trucking access

• Site security

• Erosion control

• Underground utilities

• Site safety

See Section 3 for a summary of the work planned for 2004, which includes some narrative

and references to Appendices for these items and more.

1.2.11 Cultural Resource Survey

Archaeological Site 24LN1045 was first determined to be eligible for the National

Register of Historic Places by the Corps of Engineers (COE) on December 29, 1978. Tests on

this site in 1978 and in 1993 through 1994 determined that it contained significant

archaeological information. An archaeological survey was conducted on the property in 2000.

Recovered artifacts are currently being held by the archaeologist. Figure 1-4 shows the 1994

information from the Montana Historical Society files relative to the location of Archaeological

Site 24LN1045 and an exposed artifact area. It is understood that this survey has been

completed and there is no further action required on the part of W. R. Grace & Co.
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Figure 1-4
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Section 2
Summary of Work Completed in 2001

As an addendum to the Flyway site Final Removal Action Work Plan, August 14, 2001, the

following is a brief summary of work completed in 2001. Approximately thirteen (13) of the 41 grids

were excavated during the 2001 construction season. Soil was excavated to a minimum depth of

18 inches below existing grade. In areas where visible product was encountered, contaminated

soils were removed to depths of several feet until visible material was no longer present. Asbestos

containing soils were disposed at the abandoned Libby mine site. Soil sampling conducted

subsequent to issuing the 2001 Flyway Remedial Action Work Plan (RAWP) indicates that

approximately 53-grids require excavation for the 2004 construction season.

Trees equal to or greater than 6-inches in diameter at a point of 4-feet above ground surface

were protected from damage during soil excavation, backfilling, and restoration activities. Trees

less than 6-inches in diameter at a point 4-feet above ground surface were cut into manageable

size pieces and stockpiled by the removal contractor.

No field work was conducted in 2002 and 2003.
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Section 3
Summary of Work Planned for 2004

3.1 Planning Activities

3.1.1 Introduction

Where relevant, the Engineering Drawings and Technical Specifications developed in 2000

for the removal activities at the former screening plant (Operable Unit 02) will remain in effect for

the 2004 construction season.

3.1.2 Health and Safety Plan Requirements

Koch Environmental Health, Inc. (KEH) prepared a draft comprehensive Site Specific Health

and Safety Plan (HASP) for the Flyway site. The HASP will be followed for work efforts to be

implemented in 2004. See Appendix A for a copy of the draft Site Specific Health and Safety Plan.

3.1.3 Air Monitoring Requirements

Air monitoring requirements outlined in the Quantity Assurance Project Plan (see Appendix

B for the HASP) and in the Sampling and Analysis Plan (see Appendix C for the SAP) will be

followed for air monitoring work efforts to be implemented in 2004.

3.1.4 Sampling and Analysis

A Sampling and Analysis Plan was developed by Remedium (see Appendix C for the SAP).

This SAP will be followed for the activities to be conducted in 2004.

3.1.5 Decontamination and Dust Control

Personnel and construction equipment decontamination requirements will follow the

procedures outlined in the QAPP (see Appendix B) and the Dust Control Plan (see Appendix D).
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3.1.6 Confirmatory Soil Sampling

Confirmatory Soil Sampling as outlined in the Sampling and Analysis Plan (see Appendix C

for the SAP) will be conducted in 2004.

3.1.7 Erosion Control

An Erosion Control Plan was developed by Remedium (see Appendix E). This plan will be

followed for activities to be implemented in 2004.

3.1.8 Final Site Restoration

The Flyway site will be restored to a condition similar to what existed prior to soil removal

activities. Restoration of the Flyway site includes placing gravel (which will be the onsite stock piled

material) in the excavated areas to the approximate original contours. Prior to the use of this

gravel, the quality of the gravel will be determined. If the quality of the gravel has not been

previously sampled to assure its quality, the gravel will be sampled and its quality determined

before use.

The Riverbank if impacted will be restored using rip-rap material located onsite. As above,

the quality of the rip-rap will be determined before use.

3.2 Removal Activities

3.2.1 Contractor Mobilization

Contractor mobilization, including decontamination and lavatory facilities shall be similar to

those provided in the 2001 construction season. Mobilization shall begin upon notice to proceed by

the USEPA (Region VIII) remedial project manager and RAWP approval.

3.2.2 Temporary Facilities

Temporary facilities will include office trailers for project management and the field crew. A

trailer will be equipped with the same requirements (telephone, heating, air conditioning, lighting,

and ventilation systems, etc.) as described in the Flyway Property Final Removal Action Work Plan,
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dated August 14, 2001. Portable toilets, temporary water source and fencing shall be set up as

outlined in the Flyway Property Final Removal Action Work Plan, dated August 14, 2001 and follow

essentially the same procedures that were conducted in the 2001 construction season.

3.2.3 Decontamination Facilities

The removal contractor shall provide personnel decontamination facilities as outlined in the

Flyway Property Final Removal Action Work Plan, August 14, 2001 and follow the same procedures

that were conducted in the 2001 construction season. Also, see Appendix A for a copy of KEH's

HASP.

Equipment decontamination facilities will also be required on the haul road to the mine site

(see KEH's HASP, Appendix A; and the Dust Control Plan, Appendix D).

3.2.4 Tree Protection and Removal

Tree protection and removal will follow the same procedures that were conducted in the

2001 construction season and as outlined in the Flyway Property Final Removal Action Work Plan,

dated August 14, 2001.

3.2.5 Soil Excavation and Disposal

Fifty-three (53) grids remain to be excavated in 2004. Figure 3-1 shows the approximate

limits of soil excavation planned for the 2004 construction season. The excavated soil will be

transported by truck to the Libby abandoned mine site and disposed.

3.2.6 Confirmatory Soil Sampling

The Confirmatory Soil Sampling program is described in the Sampling and Analysis Plan

(see Appendix C for the SAP) will be conducted in the 2004 construction season, as required.

3.2.7 Transformer Removal and Disposal

A pole mounted transformer is located next to an abandoned pump house.

3-3



According to information generated from SunOhio, the transformer does not contain PCB

liquids.

In addition, the USEPA sampled soil in the area where the pole-mounted transformer is

located.

According to EPA, no PCBs were identified in any of the soil samples.

In light of this information, no PCB soil sampling is proposed in the pole-mounted

transformer area.

3.2.8 Transportation and Disposal Considerations

Transport and disposal of contaminated soil from the Flyway site will be conducted by truck

to the Libby abandoned mine site. See Appendix D for the Dust Control Plan and Appendix F for

the Traffic Control Plan.

3.2.9 Backfilling and Compaction

Backfill material shall meet the requirements outlined in the Flyway Property Final Removal

Action Work Plan, dated August 14, 2001. The Flyway site will be graded to the approximate

original contours. Existing clean stockpiled material will be used to grade the Flyway site.

3.2.10 Topsoil and Hydroseeding

In accordance with an agreement between the USEPA and Remedium, topsoil and

hydroseeding will not be conducted at the Flyway site.



3.2.11 Final Site Restoration

Final restoration of the Flyway site will include erosion control (see Appendix E), removing

asbestos contaminated soil to the depths established in the SAP (see Appendix C), furnishing,

placing and compacting river run gravel in the 53-grid area, placing rip-rap along the impacted river

bank area, and placing granular fill for roadways and restoring the Flyway site to the approximate

original contours.

3.2.12 Document Control

Remedium developed a Document Control Plan (see Appendix G). The Document Control

Plan will be used to control all documents produced during the Flyway site removal action.
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Section 4
Remedium Management

The Remedium management team for the Flyway site project is comprised of the following:

Project Coordinator (PC), Alternate PC, Project Manager, Sample Coordinator and Air Monitoring

Manager, Air Monitoring Manager, Project Quality Assurance Coordinator, Health and Safety

Manager, and Excavation and Equipment Contractor.

The following personnel are assigned to this project:

Project Coordinator

Alternate Project Coordinator

Project Manager

Sample Coordinator and
Air Monitoring Manager

Robert Marriam
(Remedium Group, Inc.)

Robert J. Medler
(Remedium Group, Inc.)

Alan R. Stringer
(W. R. Grace & Co.)

Patrick McGurren
(Koch Environmental Health, Inc.)

Air Monitoring Manager

Project Quality Assurance Coordinator

Health and Safety Officer

Excavation and Equipment Contractor

See Figure 4-1 for the project management organization chart.

Patrick McGurren
(Koch Environmental Health, Inc.)

David Tucker
Remedium Group, Inc.

Thomas Koch, CIH
(Koch Environmental Health, Inc.)

Mike Chapman
(Mike Chapman Enterprises, Inc.)
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CONTACT INFORMATION

Robert R. Marriam, Consultant
Remedium Group, Inc.
6401 Poplar Ave., Suite 301
Memphis, IN 38119-4840
Tel.: 1-901-820-2023
Fax: 1-901-820-2061
Cell: 1-901-277-9031
Email: Robert.R.Marriam@grace.com

- Project Coordinator

Robert J. Medler, Director
Remedium Group,. Inc.
6401 Poplar Ave., Suite 301
Memphis, TN 38119-4840
Tel.: 1-901-820-2024
Fax: 1-901-820-2061
Cell: 1-901-493-5856
Email: Robert.J.Medler@grace.com

- Alternate Project Coordinator

Alan R. Stringer
President, Kootenai Development, Inc.
W. R. Grace & Co.
317 Mineral Ave.
Libby, Montana 59923
Tel.: 1-406-293-3964
Fax: 1-406-293-4749
Cell: 1-360-941-6302
Email: Alan.R.Stringer@grace.com

Thomas D. Koch, CIH
Koch Environmental Health, Inc.
16696 Singletree Court
Morrison, CO 80465
Tel.: 1-303-932-8484
Fax: 1-303-932-8585
Cell: 1-303-503-0442
Email: kehenvl@aol.com

- Project Manager

- Health and Safety Officer

Patrick McGurren,
Koch Environmental Health, Inc.
do W. R. Grace & Co.
317 Mineral Ave.
Libby, Montana, 59923
Tel.: 1-406-293-3964

David Tucker
Remedium Group, Inc.
6401 Poplar Ave., Suite 301
Memphis, TN 38119-4840
Tel.: 1-901-820-2027
Fax: 1-901-820-2061
Cell: 1-901-277-9025
Email: David.Tucker@.grace.com

Sample Coordinator
Air Monitoring Manager

- Project Quality Assurance Coordinator
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Michael (Mike) D. Chapman
Mike Chapman Enterprises
P. O. Box 576
Libby, Montana 59923
Tel.: 1-406-293-8305
Fax: 1-406-293-1983
Cell: 1-406-293-1983
Email: Mike@Libbv.org

- Excavation and Equipment Contractor
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FIGURE 4-1
PROJECT MANAGEMENT ORGANIZATION CHART
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Section 5
Project Schedule

A schedule was developed that shows the proposed work efforts and the timeframe needed

to complete these work efforts in 2004. Remedium will work closely with EPA and COM (team

member and EPA representative). It is Remedium's understanding that COM will have a field

technician assigned to perform oversight and coordinate with Remedium's field team. CDM's field

technician will be present for field meetings, kick off meetings, etc.

See Figure 5-1 for the project schedule.
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Section 1
Introduction

The health and safety (H&S) requirements for the Remedium Group, Inc. (Remedium) and

subcontractor personnel engaged in the activities associated with the removal of impacted soil at

the Flyway site located northeast of Libby, Montana, are defined in this Health and Safety Plan

(HASP). This HASP addresses general site H&S requirements and, specifically, removal of

impacted soils; soil sampling preparation of a disposal location at the mine; transportation and

disposal of materials; and property restoration. Remedium will maintain a copy of the HASP on

site.

The HASP identifies the potential hazards present at the Flyway site and the protocols,

equipment, and control measures to be implemented in order to protect workers from exposure to

these hazards. Background information on the Flyway site and the work tasks associated with this

project are described in the Removal Action Work Plan (RAWP) for the project. This HASP

describes the key H&S organization and personnel responsible for implementing the HASP; their

qualifications and responsibilities; training and medical surveillance requirements for H&S and field

personnel, including copies of certificates and other training and medical surveillance

documentation for Remedium and subcontractor personnel assigned to the Flyway project; types

and levels of personal protective equipment (PPE), control measures required during normal

conditions, and contingency PPE and controls to be used for more extreme conditions; site and

personal monitoring requirements; site control and security measures; decontamination protocols;

reports and record keeping; and emergency response procedures.

The HASP was prepared in accordance with H&S standards, provisions, and requirements

specified in the following regulations and guidance documents:

• U.S. Environmental Protection Agency (EPA) Standard Operating Safety Guides. (EPA
1988);

• Title 29 Code of Federal Regulations (CFR) Section 1910 (29 CFR 1910), Occupational
Safety and Health Administration (OSHA) General Industry Standards;
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• 29 CFR 1926, OSHA Safety and Health Regulations for Construction;

• 29 CFR 1910.120 OSHA Hazardous Waste Operations and Emergency Response
(HAZWOPER).

• Army Corps of Engineers' Safety and Health Requirements Manual (COE 1996);

• National Institute for Occupational Safety and Health (NIOSH) Pocket Guide to Chemical
Hazards (NIOSH 1997);

• NIOSH, OSHA, U.S. Coast Guard (USCG), EPA. Occupational Safety and Health Guidance
Manual for Hazardous Waste Site Activities (NIOSH 1985);

• American Conference of Governmental Industrial Hygienists (ACGIH) 1999 TLVs® and
BEIs®, Threshold Limit Values for Chemical Substances and Physical Agents; Biological
Exposure Indices (ACGIH 1999); and

• American National Standards Institute (ANSI). Standards for emergency eye wash/showers
(ANSI Z358.1-1998), safety glasses (ANSI Z87.1-1989), hard hats (ANSI Z89.1-1997,Type I,
Class E), hearing protection (ANSI S3.9-1974); Tyvek® coveralls (ANSI/ISEA 101-1996,
sizing requirements), safety boots (ANSI Z41 PT 91 M/F I/75 C/75).

1.1 Site Description

See the project RAWP.

1.2 Planned Activities

The HASP identifies the procedures, and/or policies designed to address H&S for the

following work activities at the Flyway site:

• Preparation of site property;

• Excavation of impacted soil;

• Transportation and disposal of waste; and

• Property restoration.

The following individual tasks to complete the removal action activities, described in

detail in the project Work Plan, are addressed in Attachment 1, Task Hazard Analysis of

this HASP:

• Mobilization and Site preparation;

• Furnish/install and maintain temporary storage areas and buildings;

• Transportation to and disposal at mine site;

A-1-2



• Surface excavation;

• Backfill and compaction (site restoration); and

• Demobilization.
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Section 2
Health and Safety Organization

Implementing and enforcing H&S requirements is a team effort on the part of

Remedium and subcontractor personnel. However, because of the complex and dynamic

nature of worker safety policy, a team of individuals devoted specifically to H&S is required

to aid Remedium management in administering an effective and efficient program. The

following describes the Remedium H&S organizational structure and summarizes the

primary areas of responsibility.

2.1 Remedium Management

Remedium management is committed to a safe and healthful work environment.

Remedium believes that health and safety is a line responsibility of project management and

employees. To that end, management will work toward ensuring that all project

management and employees comply with H&S requirements and will institute corrective

actions whenever the need for such actions becomes apparent. With advice from Koch

Environmental Health, Inc., Remedium management will initiate immediate modifications or

corrective actions directly through the Project Manager (PM).

2.2 Health and Safety Officer

The H&S Director, Tom Koch, CIH, is responsible for developing and administering

the H&S programs on this site. His duties will include:

• Establishing requirements and criteria for H&S equipment; and

• Briefing management on H&S concerns and corrective actions.

• Develop and approve this HASP;

• Review H&S qualifications of Remedium and subcontractor personnel assigned
to perform fieldwork at the Flyway site.

• Participate in the project kick-off meeting and initial site safety meeting.

• Conduct periodic evaluations of the Flyway work site for compliance with policies
and procedures specified in this HASP;
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• Review project logs, inspection, and air monitoring reports;

• Direct liaison activities among Remedium, OSHA, and other federal, state, and
local government agency personnel responsible for H&S issues; and

• Assist management in the investigation of injuries, illnesses, and significant
incidents that occur at the Flyway site and provide Remedium management with
reports of findings.

2.3 Site Safety Coordinator

Mr. Patrick McGurren has been assigned as the Site Health and Safety Coordinator

(SHSC). He will coordinate and monitor site-specific H&S concerns at the site. The SHSO

will be on site during all work activities at the Flyway site. Only employees who satisfy the

training and medical surveillance requirements specified in this HASP and have a

comprehensive understanding of project activities are allowed to serve as a SHSC. The

SHSC, in addition to other project-related duties, will have the following primary H&S

responsibilities:

• Ensure field activities are conducted in accordance with the provisions and
requirements of the HASP;

• Verify that personnel are medically qualified, trained, and have reviewed and are
prepared to implement the procedures defined in the HASP;

• Conduct and document initial site-specific training for all site personnel entering
designated or contaminated work, zones of the Flyway site. The training will cover
the use of safety, health, respiratory, and protective equipment, as well as the safety
and security procedures to be implemented at the work site;

• Conduct and document follow-up site-specific training for new personnel or visitors,
subcontractor personnel entering designed or contaminated Flyway work zones;

• Conduct daily site safety briefings covering specific H&S items for the work to be
performed that day;

• Prepare, sign, and maintain training logs on site. The logs are to document
personnel in attendance, the dates/time of training sessions, topics covered,
equipment demonstrated and used by personnel, prohibitions, and other pertinent
information;

• Complete daily safety inspection and logs and complete the seven day progress
report that will include significant safety and health incidents, air monitoring results,
and safety and health issues related to upcoming work;
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• Observe PPE use for compliance* with the HASP;

• Ensure monitoring of personal exposure in the work area, area monitoring,
calibration of instruments, and weekly reporting of air monitoring results;

• Control work site access, establish and maintain (when necessary) work zone
boundaries and access points;

• Assess daily decontamination procedures for compliance with the HASP and the
Building Cleanup/Decontamination Plan;

• Ensure work sites are clean and free from debris and wastes;

• Ensure hazardous materials and fuels are safely handled, stored, and disposed of
and that Material Safety Data Sheets (MSDSs) are on file for all chemicals used on
site and that chemical containers are properly labeled per OSHA hazard
communication requirements;

• Develop and establish emergency procedures, ensure appropriate emergency
response personnel are notified in the case of a imminent health risk or other
emergency, and coordinate/assist response personnel as necessary;

• Immediately report verbally any deviations from the HASP, near-misses, injuries,
illnesses, and significant incidents that occur at the Flyway site to the PM and Project
CIH;

• Assist in the investigation of all accidents, injuries, illnesses, and incidents occurring
on the site; and

• Order shutdown of field activities on determination of an imminent H&S hazard, and
advise Remedium and subcontractor personnel of the hazard.

As a routine is established for the Flyway site remediation work, many of these

responsibilities may be reassigned to other personnel.

2.4 Personnel

Each Remedium employee or contractor must do his/her part to reduce potential

hazards in the work environment. All personnel are responsible for taking all reasonable

precautions to prevent injury to themselves, fellow workers, subcontractor personnel, site

visitors, and the public. On-site workers are required to review and adhere to the provisions

of this HASP and to report all accidents and any unsafe conditions to the SHSC.

Specifically, employees are required to:

• Evaluate the hazards associated with their work assignment;
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Comply with all H&S requirements applicable to their work assignments;

Report to the Project Manager all unsafe conditions; work-related injuries, or
illnesses; and

Participate in training, medical surveillance, and workplace monitoring programs
applicable to their work assignments.

NOTE: Any individual observing an operation that presents a clear and imminent
danger to the environment or to the health and safety of site personnel,
subcontractors, visitors, or the public has the authority to Initiate a stop-work action
and then notify their supervisor.

2.5 Subcontractor and Vendor Personnel

Implementation of the policies and procedures of the HASP is intended to reduce the

potential for injury and illness with respect to all employees. Subcontractors will also

benefit. Subcontractors are expected to comply with the requirements of the HASP as well

as their own H&S procedures. However, neither Remedium management nor employees

can protect subcontractors as well as those parties can protect themselves. If a

subcontractor's unsafe practices are observed, the Project Manager is to be immediately

informed so that subcontractor supervisory personnel can be advised. Subcontractors will

be held financially responsible for any shutdown or delays caused by their employees'

unsafe work practices.
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Section 3
Training and Medical Surveillance Requirements

Field personnel working within a hazardous waste site designed work zone [e.g.,

Exclusion Zone (EZ) or Contamination Reduction Zone (CRZ)] during soil excavation, soil

sampling and transportation and disposal at the mine site must have successfully completed

classroom and field training for hazardous waste site operations, in accordance with OSHA

HAZWOPER requirements [29 CFR 1910.120(e)]. Pre-assignment training requirements for

the Flyway site include successful completion of 40-hour initial H&S training, 3-day site-

supervised fieldwork, and annual 8-hour H&S refresher. In addition, the SHSC will have 8-

hour HAZWOPER Supervisor training. At least two field team members will have a current

valid certification in standard first aid and cardiopulmonary resuscitation (CPR).

Heavy equipment operators will be qualified on the basis of training and experience

as determined by the SHSC. Haul truck operators will have current commercial drivers'

licenses (CDLs).

Remedium field personnel are required to participate in a Medical Surveillance

Program, in accordance with the requirements specified by OSHA [29 CFR 1910.120(f)] for

cleanup operations at uncontrolled hazardous waste sites. All field personnel potentially

exposed to hazardous substances/health hazards, such as those in designated work zones,

must have completed either a baseline or an annual medical surveillance physical

examination and must have been found to be medically fit and qualified to wear respiratory

protective equipment prior to their assignment to the Flyway site.

Initial site-specific H&S training is to be conducted by the Health & Safety Officer and

other designated and qualified individuals prior to initiating on-site activities. The training will

include instruction in the use of safety equipment and PPE, hazards known or potentially

present at the work site, each individual's assigned work tasks and responsibilities,

monitoring activities, safety and security procedures, review of the HASP, and other safety
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requirements unique to the work site. Subsequent to the initial safety trainings, follow-up

training sessions will be conducted for new personnel or visitors. Additional follow-up

training will also be conducted whenever significant changes in work tasks or work-site

conditions may affect worker safety.

Daily "tailgate" safety briefings will be conducted by the Project Manager, Excavation

and Construction Contractor, or another qualified designee prior to each day's work

activities. The tailgate briefing will address H&S issues specific to the work for the day. All

training will be appropriately documented by the Project Manager, including time/dates of

the training, topics covered, and signature of individuals attending the training.

Training and medical surveillance requirements for project personnel working at

different levels of participation are summarized in Table A-1.

Table A-1
Flyway Health and Safety Training Requirements

Requirement

Medical

Training

i.

ii.
iii.
i.

ii.

iii.
iv.

V.

vi.

Baseline Medical Examination
(29CFR1910.120[f])
Annual Medical Examination
(29CFR1910.120[f])
Asbestos Medical Examination
40-hour Initial Health & Safety
Training
Qualified for Respirator Use
(includes fit test)
Site-Specific Training
Annual 8-hour Refresher
Training
First Aid*
Annual CPR*

Employee
Participation

Level

X

X
X

X

X
X

X
X
X

Notes:
X Indicates training requirement

* At least two persons at the site will have current valid certification to
administer first aid and CPR
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Section 4
Hazard Assessment

This section of the HASP provides an assessment of the specific chemical,

biological, and assorted physical and construction-related safety hazards anticipated during

the work tasks identified in Subsection 1.2. The Task Hazard Analysis in Attachment 1

provides a summary of the work tasks, potential hazard(s) associated with the tasks, and the

control measures that will be implemented. Relevant SMSs are referenced.

4.1 Chemical Hazards

This section identifies the hazardous substances of concern that may pose a

potential exposure risk to field personnel. The substances include asbestos and total

particulates. The principal route of exposure to these substances is inhalation, and to a

much lesser degree, ingestion of asbestos fibers. Table A-2 summarizes the general

lexicological information (e.g., potential target organs, health effects, medical monitoring in

case of exposure) for these substances. Table A-3 identifies OSHA-enforceable worker

exposure standards, or Permissible Exposure Limits (PELs). Exposure to any of these

chemicals in excess of the PELs is prohibited without appropriate respiratory protection.

Personnel may also be exposed to fuels for diesel- or gasoline-powered heavy

equipment used at Flyway work site to excavate, scrape, compact, haul materials, etc., and

water (possibly contain magnesium chloride) used for dust suppression. MSDSs will be

maintained and available at the Flyway field trailer for all hazardous materials that are used

or stored at the work site. All chemical containers will be labeled according to OSHA hazard

communication requirements.

4.2 Biological Hazards

Biological hazards that may be encountered at Libby work sites consist primarily of

insects, spiders, and snakes. Individuals with allergies to insects (e.g., bee or wasp stings)

should note this fact on the Medical Data Sheet (MDS) they are required to complete and to
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Table A-2, Potential Chemical Hazards

Chemical Pass/Compounds Uses7,:.- Target Organs Potential Effects Medical Monitoring
Asbestos

e« a

ffs

Thermal system
insulation; spray-on
insulation; transite panels
and material; mastic;
brake linings; found in
vermiculite ore at Libby,
Montana mine site.

Lungs
Eyes

Dyspnea; restricted pulmonary
function
Asbestosis; mesothelioma w

Eye irritation

Occupational/general medical history
emphasizing prior exposure to asbestos.
Medical examination with focus on
lung. Chest x-ray.
Pulmonary function test.

Total Paniculate Naturally occurring;
associated with soil
disturbance.

Eyes
Respiratory System

Eye irritation; upper respiratory
system irritation; accumulation
in lungs.

Long-term effects generally manifest in 10 to 30 years.

8
c

g«5*
t/i M
*~^ O
<* O
NO O



Table A-3, Permissible Inhalation Exposure Levels

Contaminant

Asbestos

Total Participate

OSHA-PEL/STEL

.Itfcc/
If7cc(30min.)

15mg/m3 total
5 mg/mj respirable

ACGIH -TLV/STEL

.If/ccAl
10 mg/m3 total

3 mg/mj respirable

NIOSH REL

.If7cc

ME

D3LH

Ca

NE

Notes:

Al
ACGIH
Ca

f/cc
IDLH

NE
PEL
(OSHA)
STEL
TLV

Confirmed human carcinogen
American Conference of Governmental Industrial Hygienists
"Ca" designation indicates that NIOSH recommends substance be treated as a potential human carcinogen and exposures reduced to lowest
feasible concentration. Non-enforceable standard.

Fibers per cc
National Institute for Occupational Safety and Health (NIOSH) "Immediately dangerous to life or health." The exposure concentration
represents a condition that poses a threat that is "...likely to cause death or immediate or delayed permanent adverse health effects or prevent
escape from such an environment,"
No level value established.
Permissible Exposure Limit (29 CFR 1910.1000). Occupational Safety and Health Administration's PELs, expressed as an 8-hour time-
weighted average (TWA) concentration.
Short-term exposure limit. OSHA and Ca|/OSHA 15-minute TWA concentration that should not be exceeded unless otherwise noted.
Threshold Limit Value*. American Conference of Governmental Industrial Hygienists' TLVs are non-enforceable guidelines based on an 8-
hour TWA. "A I" designation indicates substance recognized by ACGIH as a confirmed human carcinogen; "A2" designation indicates
substance is a suspected human carcinogen; "A3" designates carcinogenicity in experimental animals; "A4" designates inadequate evidence to
classify substance as carcinogenic in humans or animals; "A5" designates non-carcinogenic in humans based on epidemiologic studies.

Sources: NIOSH 1997; ACGIH 1998; 29 CFR 1910. WOO et seq.



remind the SHSO prior to the start of field activities. A first aid kit will be available at the

work site to treat minor skin irritations, stings, and bites.

Although most spiders are harmless, there are two species that pose potential

hazards: the Brown Recluse or violin spider (Los osceles reclusa) and the Black Widow

spider (Latrodectus mactans). Field personnel should exercise extreme caution when lifting

sumps or other covers and when working in dark, dank, enclosed, or heavily covered areas,

since spiders are typically found in such microenvironments. Spider bites, although rarely

fatal, are often quite painful. Symptoms may include severe pain in the area of the bite,

profuse sweating, nausea, abdominal cramps, and difficulty breathing and speaking. First

aid procedures for minor insect bites and stings include cold applications; use of soothing

lotions (e.g., calamine); and for a bee sting, removal of the venom, stinger, and venom sac.

If the bite or sting is suspected to be from a brown recluse or black widow or it produces a

severe reaction, implement the following procedures: 1) calm the victim and keep him/her

from moving about, preferably in a prone position; 2) remove the venom with a Sawyer

extractor (which should be maintained in the first aid kit); 3) immobilize the bitten extremity

and keep it below the heart; 4) if necessary, provide artificial respiration or CPR; and

5) get the victim to a hospital immediately.

Ticks are common in wooded areas and may carry transmittable diseases. The most

common are Rocky Mountain spotted fever, transmitted by the wood tick, and Lyme

disease, carried by the deer tick. Recommendations for avoiding tick bites are to wear

clothing to cover the skin and walk in open areas rather than through brush. At the end of

the day, check your body for ticks, especially in areas where their movement might be

restricted such as the ankles, shins, and waist. If a tick is attached to the skin, gently pull it

out with tweezers, being careful not to squeeze the tick's body. Clean the bitten area with

antiseptic and watch for any rash. If possible, save the tick in a bottle for later identification.



Poisonous snakes are found in most states. Snakes will usually be found on slopes

and rocks exposed to sunlight. When in "snake country," look before you step, step on top

of rocks and logs, and look for snakes before stepping over these obstacles. In areas where

poisonous snakes may be present, a snakebite kit should be included in the first aid kit.

Personnel should remember that snake bits are preventable events. Most individuals who

are bitten see the snake but then take actions that put them at risk. Give a snake a wide

berth - move away, and the snake will not chase you. Always look before you step over an

object, before you turn over a rock or log, and before you place your hand in a crevice.

Complete outdoor tasks during daylight hours. Personnel should always wear protective

clothing (heavy leather work gloves, thick leather safety boots, long-sleeved shirts) when

working in areas with tall grass or in a potential snake habitat.

All snakebites are serious and should be treated as though from a venomous snake,

such as a rattlesnake (triangular head; thick body; pits between the eyes and nostrils;

generally 4 to 6 feet long; blotched brownish, gray, or red coloration; characteristic rattles).

Seek medical attention immediately. Symptoms of venomous poisoning include swelling,

pain, and tingling at the bite site; tingling and a metallic taste in the mouth; fever, chills,

blurred vision, and muscle tremors. Even if the bite is not from a venomous snake, there is

a real possibility of tetanus. The following first aid steps should be followed while awaiting

emergency medical services.

• Calm the victim and keep hydrated and comfortable,

• Immobilize the affected area and keep at or below the level of heart,

• Remove rings, watches, and other constrictive items before swelling starts, and

• Gently clean the wound with an antiseptic soap and apply sterile dressing; do not
apply ice or attempt to cut the bite site or suck out the venom.

The goal of the treatment should be safe and rapid transport to the emergency room

without undue anxiety or activity that may accelerate absorption of the venom. A short walk
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is acceptable if the patient feels up to it and if no alternative is available. A suction

device, such as a Sawyer Extractor, can be used to effectively remove up to 30% of the

venom if applied within three minutes of the bite. An extractor, which is applied without

incision, should be maintained in the first aid kit and used only when there may be a delay in

securing emergency medical treatment.

Other animal hazards that could be encountered include wild and domestic animals,

primarily dogs. Most wild animals will be frightened away at sight, but the more domestic

they are, the less likely they are to run. Consequently, domestic dogs probably represent

the greatest threat. However, beware of skunks and porcupines that do not flee or that raise

their tails vertically; you could become a target for noxious excretions or quills. The

following guidelines are recommended to avoid animal attacks in the field:

• Avoid surprising animals by making noise and make a wide detour around any
animals acting abnormally;

• If dogs are present and pose a potential threat, return to the field trailer and notify the
SHSO;

• Carry a walking stick to fend off attacks from domestic dogs; and

• Avoid contact with rodents, because they frequently are hosts for Hantavirus and
fleas, which carry typhus and the plague. Avoid direct contact or inhalation of dust
associated with rodent feces. Cleanup will be conducted using a respirator with
high-efficiency particulate air (HEPA) cartridges, gloves, and a Clorox® solution to
wet down nesting material that might contain rodent feces or urine. Dispose of fecal
material, nesting material, or dead rodents in a sealed bag.

One of the most prevalent hazards to field personnel is sensitivity to poison oak,

poison ivy, or poison sumac (members of the Rhus species). These plants are common

throughout the U.S. Sensitive individuals should avoid contact and if contact is suspected,

promptly wash with soap and water. Wear long sleeves and gloves to help avoid contact.

Sensitivity varies considerably, but exposure can result in a debilitating rash if not treated

and/or allowed to spread. Exposure to the irritating and sensitizing agent, urushiol, is also
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possible from the smoke of burning Rhus plants. In addition, many plant leaves,

bark, berries, or flowers are toxic if ingested.

As indicated in Table A-2, exposure to chemical hazards will be controlled via the

implementation of appropriate administrative and engineering controls (daily safety training,

good work practices, general safety rules, dust suppression, cover material, etc.),

immediately available emergency equipment (first aid, emergency eye wash, fire

extinguisher, etc.), and the use of appropriate chemical resistant clothing and respirators

when Action Levels are exceeded. Exposure to contaminants is expected to be limited to

intrusive activities when the underlying contaminants could be exposed or contact. The

SHSO will brief all personnel assigned to the work site of the potential hazards. Perimeter

air monitoring of the work site and breathing zone of potentially exposed workers will be

conducted throughout the work shift when intrusive activities are underway.

4.3 Physical Hazards

The Task Hazard Analyses in Attachment 1 identify the physical hazards of concern

that pose a potential risk to field personnel. The hazards include vehicle traffic, noise,

electrical, hand and power tools, fire/explosion, hot work, above and below ground utilities,

heavy equipment operation, material handling, extreme weather conditions (heat stress,

lightning, high winds, tornadoes), muscle strains, and slip/trip/fall hazards. Exposure to

physical hazards will be controlled through the implementation of appropriate administrative

and engineering controls (daily safety training, good work practices, general safety rules,

traffic and site control), immediately available emergency equipment, and the use of

appropriate PPE.

While most work is not expected to take place near the Kootenai River, workers will

be alerted of the hazards involved in working near the water.

Should work be conducted on or near the river bank, the following precautions will be

taken:
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1. Water hazards will be addressed in the applicable toolbox safety meeting
for that day with all affected workers; and

2. Personnel working near the bank of the river will wear a life preserver.
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Section 5
Personal Protective Equipment and Controls

The following subsections identify the appropriate engineering and administrative

control measures and PPE for the Flyway work sites. The PPE and control measures are

designed to limit the risk of exposure to known or potential hazards at the work site.

Significant variations or modifications to these requirements, or additional PPE/controls

required to meet additional or unexpected site- and task-specific hazards, will require

revisions and/or addenda to this HASP, approved by Project CIH.

5.1 Engineering/Administrative Control Measure

Field personnel will be reminded during the initial site-specific training, subsequent

follow-up training, and daily safety briefings to be aware of potential chemical and physical

hazards and to implement the hazard controls specified in the Task Hazard Analyses

(Attachment 1). Field personnel will immediately inform the Project Manager, or other

supervisory personnel of any unsafe conditions or new hazards they may encounter. The

Project Manager is responsible for ensuring that site control measures (e.g., marking,

warning signs, placards, erecting barriers, securing and controlling access) and

decontamination procedures are implemented.

All hazardous materials and fuels will be stored in appropriately marked/labeled

containers, in accordance with the manufacturer's recommendations, and, as approved by

the SHSO, stored in secured areas of the work site or the fire locker. All containers will be

regularly checked for leaks, and must be clearly labeled, tagged, marked [e.g., signs, labels,

Department of Transportation (DOT) placards, etc.] indicating the name/type of hazardous

chemical(s) and the H&S hazards. All MSDSs for hazardous materials used on site will be

available at the Remedium field trailer.

Outdoor field activities will be scheduled for daytime hours. Activities within work

areas required a minimum intensity of 30 footcandles. Areas outside of immediate work
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areas (exit ways, walkways, etc.) may require substantially less illumination, normally about

10footcandles.

General safety rules, as presented in Table A-4, will be in effect at the Flyway work

site. These rules are designed to minimize potential exposure to work site hazards.

A-5-2



Table A-4
General Safety Rules

Personnel and authorized visitors; at Flyway work site will be required to sign in at the
on-site trailer. Visitor access within the work site will be limited to areas outside of
designated work zones, or Exclusion Zone (EZ) and Contamination Reduction Zone
(CRZ). Personnel authorized to work in or enter the EZ or CRZ will be required to
meet training/medical surveillance requirements, review and fully understand the
HASP, and agree (in writing) to comply with its requirements.

Eating, drinking, chewing gum or tobacco, and smoking are prohibited except in
designated work site areas.

PPE will be used at the work site at the protective level specified in the HASP or as
required by the SHSC. The SHSC will ensure that personnel are medically qualified
and trained in the use of the PPE, and that the PPE is tested/inspected and found to
be clean and in good working order.

Authorized personnel with facial hair (i.e., over one day's growth) will not be allowed
in the EZ whenever respiratory protection is required.

Personnel and authorized visitors will remove and discard all disposable PPE prior to
leaving the work site.

Personnel and authorized visitors in the EZ must go through decontamination,
including showers, before leaving the site.

All personnel will be trained in the site-specific emergency procedures, including the
location of emergency equipment, telephone numbers, and hospital route maps.

Field personnel must use the "buddy system" at all times while working in designated
work areas or EZs. If approved by the SHSC, an individual within the EZ may work
alone but must be in continuous visual or verbal contact (e.g., cellular phones or two-
way radio) with another authorized field team member.

Equipment will be kept in proper working order and will be kept free of accumulated
lubricants, contaminants, or other hazardous or flammable substances.

Safety briefings will be held daily prior to the beginning of each shift.

Field activities are to be conducted during daylight hours whenever possible. Any
work conducted during evening or nighttime hours will require a minimum light
intensity of 30 footcandles.
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5.2 Dust Control

Throughout surface excavation,, and material transport and disposal activities at the

Flyway site, the exposed subsurface soils and areas of dust generation will be thoroughly

wetted at all times to control dust generation. A water truck will be used throughout these

activities supplemented by sprinkler and pressurized hose. Water and, if necessary,

magnesium chloride will be sprayed on haul roads. Detailed dust control information can

be found in the Dust Control Plan for the Flyway site (see Appendix D of the RAWP).

5.3 Personal Protective Equipment

The level of Personal Protection Equipment (PPE) required at a work site depends

not only on existing conditions and hazards, but also on the specific work tasks to be

performed. A PPE Hazard Assessment has been conducted for the Flyway project. To

avoid or control exposure to potential chemical and physical hazards, personnel will be

provided with, and required to use, PPE that is specific to the individual's work tasks and

potential work site hazards. The SHSO and PM will ensure that the required PPE (e.g.,

protective footwear; and head, eye, face, hearing, and respiratory protection) is tested,

inspected, and maintained in serviceable and sanitary condition during the course of field

activities. Any defective PPE will be discarded or returned to the manufacturer.

The presence of asbestos and airborne dust concentrations in open, well-ventilated

areas of Flyway work site where dust suppression is in place, particularly in the breathing

space of field personnel, are not expected to exceed PELs (see Table A-3). The SHSO, or

designee, will monitor the breathing space of field personnel during surface excavation and

contaminated material transportation and disposal (see Section 6) to evaluate the need for

respiratory protection. A full face respirator will be worn for the entire project, unless an

initial exposure assessment is conducted. If an initial exposure assessment is conducted, a

determination will be made to determine if half-face respirators will provide proper
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protection. In addition, once work begins, Level C PPE will be required in the exclusion

zone.

Table A-5 lists the required PPE for each of the work tasks at the Libby site.

These may be modified by SHSO.

In addition to PPE, the following protective equipment will be on site:

• First aid kits with Sawyer Extractor for bites;

• Safety cans;

• Chemical spill kit;

• Lockout/tagout kit;

• Eyewash bottles in every vehicle;

• Fire extinguishers in every vehicle, at fuel areas, and during hot work;

• Tape, barricades, warning signs, and cones; and

• Cellular telephone or other two-way communication system.
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Table A-5
Task-Specific PPE Requirements

Task

Mobilization and Site Preparation

Furnish/Install and Maintain Temporary
Storage Areas

Transportation to and Disposal at Mine Site

Surface Excavation

Back Fill and Compaction

Equipment Decontamination in Contaminant
Reduction Zone (CRZ)

Hot Work

PPE

Hardhat, safety glasses, steel-toe boots, ear plugs, traffic
safety vest, and work gloves.

Hardhat, safety glasses, steel-toe boots, ear plugs, traffic
safety vest, work gloves, body harness and lanyard in
aerial lifts.

Hardhat, safety glasses, steel-toe boots, ear plugs, traffic
safety vest, nitrile surgical gloves, work gloves,
polypropylene coverall, rubber boot covers; full-face air
purifying respirators (APR) with HEPA cartridges.

Hardhat, safety glasses, steel-toe boots, ear plugs, traffic
safety vest, nitrile surgical gloves, work gloves,
polypropylene coverall, rubber boot covers, full-face air
purifying respirators with HEPA cartridges.

Hardhat, safety glasses, steel-toe boots, ear plugs, traffic
safety vest, work gloves.

Ram suit, hardhat, face shield, rubber and steel-toe boots,
ear plugs, traffic safety vest, nitrile gloves, polypropylene
coverall, rubber boot covers, full-face air purifying
respirators with HEPA cartridges.

Welding hood with shaded lenses, welding respirator;
flame-retardant clothing, (gloves, chaps, aprons), and
hearing protection. No disposable protective clothing (e.g.,
Tyvek®)

If necessary. NIOSH-approved, full-face air-purifying respirator (APR) with HEPA

cartridge will be immediately available at the work sites.

Respiratory protection will be selected and maintained in accordance with the

KEHs' respiratory protection program and in conformance with OSHA's revised Respiratory

Protection Standard (29 CFR 1910.134). KEH's Respirator Standard Operating Procedure

(SOP) form (see Attachment C) will be completed for each job task requiring respirators,

prior to task start-up. Each working employee will be fit tested for a proper face piece seal

using the qualitative fit test protocol. The employee is then assigned the same NIOSH-
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approved brand (MSA, North, 3M, etc.) type (full-face), and size respirator for their use.

Personnel will be required to perform positive and negative fit checks prior to donning the

respirator at the beginning of the workday. The SHSC will instruct personnel in proper

maintenance procedures, including daily cleaning, inspection, and replacement of cartridges

when breathing resistance is encountered.

If conditions are encountered requiring a further upgrade, personnel will evacuate the

work site and field activities would be halted until such time as the PM and SHSC establish it

is safe to resume work.
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Section 6
Air Monitoring

6.1 Background Air Samples

No background air samples are proposed unless specified by the Air Monitoring

Manager. See Attachment 2 for the Air Monitoring/Industrial Hygiene Project Plan.

6.2 Daily Air Monitoring

KEH will conduct daily down wind perimeter air monitoring during surface

excavation and material disposal to verify that asbestos fibers are not being released. KEH

will place portable air sampling pumps along the downwind perimeter of the EZ established

for each of these tasks. Air samples will be collected according to NIOSH 7400 method and

analyzed by the AHERA TEM method.

During surface excavation, contaminated material transport, and disposal at the

mine, the SHSO will collect daily personal air samples for asbestos on workers. The SHSO

will collect two daily samples from workers on the ground, heavy equipment operators,

and/or haul truck drivers. Samples will be collected on a rotating basis among the jobs but

one truck driver will be sampled every day.

6.3 Final Air Monitoring

No final air monitoring will be conducted at the Flyway site.
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6.4 Air Monitoring Summary

Table A-6
Air Monitoring Reference Table

Sample

Daily Perimeter

Excavation and Soil
Sampling

Final Perimeter

Sample Location

Downwind Perimeter
of the EZ

10% of staff,
minimum of 1
personnel in
breathing zone

None

Test Method

AHERA TEM

TWA-AHERATEM

30 min. excursion
personnel air
sampling - AHERA
TEM

.

Frequency

Each day of field
activity

Each day of
excavation or
scraping

_
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Section 7
Site Control

7.1 Work Site Access and Security

Access to the Flyway work site will be limited to one truck access and one

personnel access point located at the Remedium trailer. All personnel are to check in and

sign in at the trailer before accessing the work site. The access point will be posted with

appropriate emergency numbers, OSHA poster, and warning, danger, caution, and notice

signs, in accordance with 29 CFR 1910.145. Access to Libby work sites will be limited to

authorized personnel. Only visitors who have received prior authorization from the

Remedium PM will be permitted to enter the work site.

The Project Manager will be responsible for coordinating site access control and

security during field activities. Authorized visitors will be advised of the potential hazards at

the work site and will not be allowed to (inter designated work zones unless they meet all

required training/medical qualifications, have reviewed the HASP, and agree to adhere to its

requirements. A visitor log will be maintained at the field trailer, and authorized visitors will

be required to sign in before entering.

7.2 Work Zones

An Exclusion Zone (EZ), Contamination Reduction Zone (CRZ), and Support Zone

(SZ) will be established for those areas of the Flyway site with known or suspected

contamination (see Work Plan). These include surface excavation areas and contaminated

material disposal areas.

The EZ represents an area of the work site where there is the greatest likelihood of

exposure to physical or chemical hazards, and is generally limited to those areas where

active work is being performed and there is a potential exposure to toxic or hazardous

chemicals through inhalation, dermal/eye contact, and/or ingestion. The final size and
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shape of the EZ will be determined by the SHSC based on potential hazards, site-specific

conditions, site limitations, and the nature of the work tasks to be performed. The SHSO will

mark the EZ with appropriate high visibility fencing and asbestos warning signs during

surface excavation, and contaminated material disposal tasks.

The CRZ will be established to provide a buffer zone where personnel can

complete personal and equipment decontamination. The personnel decontamination trailer

and equipment decontamination pad will be located in the CRZ upwind from the EZ

boundary. Personnel working in the equipment decontamination job assignment will be in

Level C PPE.

The SZ will constitute the clean safe area used for work site support, field trailer,

sanitary facilities (portable toilets and potable water), and administrative activities. The SZ

will be located in an area of the work site(s), upwind of the EZ and CRZ.

7.3 Buddy System

Personnel working within the EZ must use the "buddy system" at all times.

Individuals within the EZ must be in visual or verbal contact (e.g., cellular phone or two-way

radio) with another authorized field tarn member at the work site. The use of the "buddy

system" will ensure field team members have the assistance of a partner able to observe

symptoms of chemical exposure, illness, secure emergency assistance, notify management

or response agencies in the event of an emergency, and provide other assistance that may

be necessary. Enforcement of the buddy system will be the responsibility of the SHSC.

If approved by the SHSC, based on a review of work area conditions and

operational activities, verbal or visual contact with another authorized field team member

located at the Remedium field trailer but outside or away from the immediate work site may
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be sufficient to satisfy the "buddy system" requirement and permit routine activities within the

EZ to be conducted by one individual.

7.4 Site Communications Plan

Radios will be with each work crew to communicate with the Remedium field trailer

and each other. Telephones will be available at the Remedium site trailer to communicate

with agencies and individuals outside of the work sit throughout field activities. In addition,

the SHSC will establish emergency signals during the initial site safety briefing prior to initial

field activities. Examples include:

EMERGENCY, NEED HELP: grasping throat with hand;

LEAVE AREA IMMEDIATELY: grasping other employee's wrist;

OK, I UNDERSTAND: thumbs up;

NO, I DON'T UNDERSTAND: thumbs down;

EMERGENCY, EVACUATE WORK SITE: continuous blast on compressed air horn
or alarm; and

ALL CLEAR: two short blasts on air horn or alarm.

A-7-3



Section 8
Decontamination

The extent of decontamination will depend primarily on the nature and extent of the

contamination at a work site. The SHSC can modify procedures, as necessary, thereby

adapting them to actual site conditions (e.g., changes in the nature and extent of

contamination, PPE level, work tasks, etc.).

8.1 Personnel Decontamination

A negative-pressure personnel decontamination trailer will be provided at the Flyway

site for personnel decontamination during surface excavation and contaminated material

disposal tasks. The trailer will contain a clean area, showers, and dirty area. All personnel

will be required to shower before leaving the site. Respirators will be worn when moving

through the dirty room into the shower. Tyvek® coveralls worn as outer cover will be

disposed of after each use. All textile items will remain on the dirty side.

All disposable PPE and other equipment will be properly disposed of in 6 mil clear

asbestos disposable bags. Any reusable PPE (e.g., outer work gloves, hardhats, safety

glasses, rubber boot covers, respirators) that has been on contact with hazardous

substances will be decontaminated before being reused.

The following doffing and decontamination sequence will be followed, a flow chart of

which will be posted in the decontamination trailer for employees to refer to:

1. Exit EZ through the boot wash outside the decontamination trailer;

2. At the boot wash, clean rubber boot covers using a stiff brush and water;

3. Enter the dirty side of the CRZ decontamination trailer;

4. Remove and hang rubber boot covers on rack provided;

5. Remove outer work gloves, hard hat, safety glasses, traffic safety vest, and steel-
toed boots, wipe down with a damp cloth, and set aside on clean shelf or bench;
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6. Remove Tyvek® protective coveralls using the inside-out method and place in a
lined trash can in the dirty area.

7. Wipe down the outside of the respirator and cartridges (if used), KEEP IT ON. In
addition, respirators will be worn when moving through the dirty room into the
shower and all textile items will remain on the dirty side;

8. Remove inner surgical gloves and dispose of in lined trash can or plastic bag;

9. Wearing respirator enter shower area carrying work gloves, hardhat, safety
glasses, traffic safety vests, and steel-toed boots and place on clean shelf or
bench. In addition, respirators will be worn when moving through the dirty room
into the shower and all textile items will remain on the dirty side;

10. Shower then remove respirator by loosening straps and gently pulling the
respirator over the top of the head leaving cartridges on during the workday but
remove cartridges and dispose of in a lined container in the shower area at the
end of the shift;

11. Carry respirator, work gloves, hardhat, safety glasses, traffic safety vests, and
steel-toed boots to the clean area;

12. Store work gloves, hardhat, safety glasses, traffic safety vests, and steel-toed
boots in lockers provided in the clean area;

13. Don street clothes;

14. At the end of the shift disassemble, clean, disinfect, and dry respirator in sink
provided in clean area, place in clean plastic bag, and store in locker; and

15. Exit the decontamination trailer.

8.2 Equipment Decontamination

Heavy equipment, haul trucks, and other vehicles that have come into contact with

potentially asbestos containing soil or vermiculite, will be decontaminated prior to leaving the

Flyway site. A bermed decontamination pad with a high-pressure washer and splash

curtains to contain overspray will be provided in the CRZ at the Flyway site. Contaminants

and dirt will accumulate within the undercarriage, tracks, sprockets, axles, and tires of

equipment and trucks. Consequently, it will be necessary to scrape, broom clean, and

pressure wash this equipment before it leaves the CRZ.
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Reusable equipment and tools will be cleaned by wash. If reusable sampling

equipment is used, it will be decontaminated using a decontamination solution and followed

by a series of distilled water rinses.

8.3 Disposition of Project-Derived Wastes

All discarded PPE, equipment, plastic sheeting, and other items will be placed in 6

mil clear asbestos disposal bags for disposal. Spent washwater, rinsewaters, and rinseates

will be discharged through a 5.0 micro filter into tanks for subsequent disposal at the mine

site. The source will determine the ultimate disposition of these solutions in accordance with

state and federal regulatory requirements [Resource Conservation and Recovery Act and

Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA)].

Decontamination wastewater may be disposed of at the Flyway site disposal area. The

Project Manager will ensure that wastes are properly containerized, secured, stored, and

disposed.
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Section 9
Emergency Response Procedures

9.1 Introduction

In the event of any on-site emergencies at the Flyway site, the SHSC or Project

Manager will have the responsibility and authority for coordinating emergency response

activities until proper authorities arrive and assume control. All personnel will follow the

HASP emergency procedures.

In the event of an accident or incident, the SHSC will notify the PM and the SHSC as

soon as possible. The SHSC will determine the need to evacuate field personnel off site to

a safe place of refuge, and notify the appropriate emergency response agencies.

Specifically, spills or fires resulting from the mishandling of petroleum products or fuels, and

personal injury/illness resulting from exposure to physical hazards are the emergencies

most likely to be encountered at the Flyway site. The local fire department and ambulance

service will be best suited to handle these emergencies and are located within a reasonable

distance to ensure adequate response time. The emergency response procedures

presented in this section have been prepared to conform to OSHA standards as specified in

29 CFR 1910.138 as permitted by OSHA 29 CFR 1910.120(1)(1)(ii).

9.2 Pre-Emergency Planning

Pre-emergency planning activities associated with the Flyway project activities

include the following:

• Meeting with the local emergency services and hospital personnel to ensure that
proposed emergency response activities are compatible with existing emergency
response procedures.

• Establishing and maintaining information at the Remedium field trailer for easy
access in the event of an emergency. This information will include the following, and
it will be the responsibility of the SHSC to ensure the information is available.
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o Copies of the HASP;

o An inventory of chemical substances used on site, with corresponding
MSDSs;

o Emergency contacts (see Table A-7);

o Site personnel records regarding medical treatment concerns (MDSs);
and

o Log identifying personnel present on the site each day.

The provisions of the emergency response/contingency plan and emergency

response procedures will be included as part of the site-specific training. The response

procedures, evacuation routes, types and locations of emergency equipment (fire

extinguishers, emergency eye wash/drench shower, first aid kit, etc.) and spill response

material (pads, absorbents, tools), emergency alerting/alarm signals, and safe refuge

location(s) will be discussed by the SHSC during follow-up or daily safety briefings for

specific Flyway work site.

9.3 Emergency Recognition and Prevention

9.3.1 Recognition

Emergency situations are generally recognizable by visual observation. An injury or

illness will be considered an emergency if it requires treatment other than first aid (i.e.,

requires treatment by a physician or other medical professional). A fire, beyond the incipient

(beginning) stage, that cannot be put out with a fire extinguisher will be considered an

emergency. A chemical release or spill will be considered an emergency when it can affect

unprotected on-site personnel, off-site workers, and the environment. The type(s) of

materials that could pose a public or environmental hazard if spilled include lubricating oils,

hydraulic fluids, fuels, and wastewaters.
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9.3.2 Prevention

Remedium will prevent emergencies by observing and complying with the provisions

and requirements of the HASP, observing good work practices, proper maintenance of work

site(s), inspecting equipment prior to start-up and throughout capping activities, daily safety

inspections of the work site and drums/containers, and the use of approved and labeled

DOT drums/containers to store fuels or other hazardous materials.

9.4 Safe Distances and Places of Refuge

In the event that the work site must be evacuated, all personnel will immediately stop

activities and report to a designated upwind muster point in the SZ. Upon reporting,

personnel will remain there until directed otherwise by the SHSC. The SHSC or designee

will take roll at this location, using the log, to confirm the location of all field personnel.

9.5 Evacuation Routes and Procedures

An evacuation must be initiated whenever a fire/explosion or significant spill occurs

or there is an imminent threat of such an occurrence, or when personnel show signs or

symptoms of overexposure to potential site contaminants. In the event of an evacuation,

personnel will proceed immediately to the upwind muster point in the SZ, unless doing so

would further jeopardize the welfare of workers.

Evacuation procedures will be discussed daily prior to the initiation of any work at the

site. Evacuation from the site depends on the location at which work is being performed. In

general, the evacuation routes will be based on wind direction, which could change daily. It

will be important for personnel to move crosswind until out of the path of smoke or vapors, to

not evacuate in the same direction the wind is blowing, and to travel upwind to the

predesignated muster point.
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9.6 Decontamination Procedures/Emergency Medical Treatment

Decontamination procedures will be performed only if doing so does not further

jeopardize the welfare of site workers. It will not be performed if it would further endanger

the lives of workers through a delay in obtaining medical treatment, or from the potential

hazards due to performing decontamination procedures at or near the site.

9.7 Emergency Alerting and Response Procedures

Because Remedium and subcontractor field personnel will be working in close

proximity to each other, hand signals and voice commands will be sufficient to alert site

personnel to an emergency. If necessary, the following hand signal communications will be

used during activities at the site:

EMERGENCY, NEED HELP: grasping throat with hand.

LEAVE AREA IMMEDIATELY: grasping other employee's wrist.

OK, I UNDERSTAND: thumbs up.

NO, I DON'T UNDERSTAND: thumbs down.

EMERGENCY.EVACUATE WORK SITE: continuous blast on compressed air horn
or alarm.

ALL CLEAR: two short blasts on air horn or alarm.

9.8 Spills, Accidental Releases

9.8.1 Response Procedures

The materials likely to be used or stored at the Flyway site in quantities that could

present a potential hazard to field personnel or the environment if released or spilled include

fuels (gasoline, diesel), lubricating oils, hydraulic fluids, magnesium chloride, and

decontamination wastewater. The following spill prevention measures and procedures will

be implemented by the SHSC and site personnel in the event of a significant release or spill

exceeding 25 gallons:
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• Notify the SHSC and PM immediately;

• Take immediate measures to control and contain the spill within the Flyway site
boundary, away from storm drains, drainage ditches, and water courses;

• Remove and keep unnecessary personnel away from the spill, and isolate and define
the extent of the spill or hazardous area;

• If there are vapors, gases, fumes, particulates, dust, or other airborne hazardous
substances present, ensure that personnel remain upwind, and keep them out of
low-lying areas where the gases or vapors can concentrate; and

• Prohibit the use of flames, sparks, smoking, or other sources of ignition in the area of
the spill, and keep combustibles away from the spilled material.

For small dry spills, the SHSC or designee will shovel the contaminated material into

dry containers, cover, and label the container. For small liquid spills, the SHSO or designee

will apply absorbent material or pads to the spill and place the absorbent in a labeled

container. All reusable tools and equipment used in any cleanup activity must be

decontaminated before reuse. Contaminated disposable equipment or materials (sorbents,

rags, dirt, etc.) must be discarded in appropriately labeled containers.

The SHSC must file a written report on the Accident/Incident Report form and submit

the form to the PM and SHSC within 24 hours of the time of a spill. Gasoline or diesel spills

greater than 25 gallons from an aboveground storage tank (any amount from an

underground storage tank) must be reported to the Montana Department of Environmental

Quality (see Table A-7).

9.8.2 Spill Prevention Measures

The SHSC, in concert with subcontractors, will implement or ensure that the

following spill prevention measures are implemented to minimize the potential for spills of

fuels, fluids, oils, or other hazardous materials:

All drums/containers brought on site for storing or containing fuels, fluids, oils, or
hazardous materials or wastes must meet DOT standards for their intended uses.
The SHSC will inspect drums or containers prior to use, and any personnel using or
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transporting such containers onto the Flyway site will be responsible for visually
inspecting them prior to their use.

• All drums/containers will be properly labeled as to their contents. Unlabeled
containers will be assumed to contain hazardous materials, until confirmed
otherwise, and will be subject to appropriate handling.

• The SHSC and PM will work with subcontractors to minimize the number of
containers used and transported on site.

• Personnel responsible for drum/container handling activities must be informed of the
potential hazards presented by the operations and the importance of spill prevention
during site-specific training.

• Damaged or weakened drums/containers that could rupture or leak must be
overpacked, or the contents transferred into another DOT-approved or appropriate
container.

• Stationary fuel storage tanks are to be diked.

• The SHSC will conduct regular inspections of operational areas to identify existing or
potential spill or release conditions and ensure that appropriate corrective actions are
implemented.

9.9 Fires

In the event of an explosion, large fire, or small fire that cannot be extinguished by

the fire extinguishers available at the Flyway work site, the SHSC will notify the local fire

department immediately and evacuate all unnecessary personnel from the work site to a

safe upwind refuge area. The SHSC or Project Manager will work with and advise the fire

Incident Commander of the location, nature, and identification of fuels, or hazardous

materials stored on site.

For small fires (fires that can be extinguished with a 20-pound ABC fire extinguisher),

the SHSC will evacuate all unnecessary personnel from the immediate area threatened by

the fire and attempt to extinguish the fire using the on-site fire extinguishers or by

smothering the fire. The SHSC will then notify, as needed, local emergency response

assistance (fire department, ambulance, emergency medical team).
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9.10 Work Site Injury or Illness

The SHSC has the responsibility and authority to coordinate emergency medical

response activities until proper emergency medical services (EMS) arrive at the work site.

In the event of a minor injury, routine first aid procedures will be used immediately,

particularly if blood is present. Medical follow-up exams may be required, depending on the

nature of the injury or exposure. First aid kits will be maintained at Flyway work site for

treating minor injuries. In the event of a serious injury or illness, field personnel will

immediately notify the Emergency Medical Services (EMS) by dialing 911. The SHSC and

one other member of the field team will have current certifications in first aid or CPR and will,

if necessary, be able to provide emergency care before EMS arrives. Workers with

suspected back or neck injuries are not to be moved. If there is evidence of serious trauma

or unknown chemical exposure, the employee should be stabilized while awaiting EMS.

The SHSC will determine whether there is sufficient contamination to warrant removal of

garments and/or spraying the victim with water to remove the contamination.

In the event of respiratory exposure, dermal or eye contact, or ingestion of a

potentially toxic substance, the following procedure will be followed:

Respiratory Exposure (Inhalation) - Move to fresh air immediately. Any loss of

consciousness or exposure to elevated levels of toxic substances, even if the individual

appears to have fully recovered, requires immediate treatment and/or surveillance by a

qualified physician.

Dermal Contact- Wash/rinse affected area for at least 15 minutes. An emergency

drench system will be available at the decontamination trailer. If clothing is contaminated

and the extent of the injuries permit, remove the clothing and flood the skin with potable

water. If necessary, the potable water supply provided at the site can also be used to
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immediately flush skin or eyes. Ensure that the worker is immediately transported to the

local hospital.

Eye Contact- Flush eye(s) with emergency eyewash bottles in vehicles. Transport

to decontamination trailer and flush continuously for 15 minutes using portable emergency

eyewash, then transport worker to the local hospital. Follow-up treatment or examination by

a qualified physician is required.

Ingestion - Immediately transport to the local hospital. If the victim cannot be

immediately transported to the emergency facility, call the EMS at 911. It may also be

necessary to call the Regional Poison Control Center for instructions while waiting for EMS.

9.11 PPE and Emergency Equipment

Emergency response equipment and PPE will be maintained at the field trailer. The

equipment will include at a minimum:

Telephone or appropriate communication network to allow immediate contact with
the fire department, ambulance, and Remedium supervisory personnel;

Two 20-pound ABC fire extinguishers;

Spill kit (sorbent materials, pads, booms, pillows and other materials and equipment
appropriate to neutralize or contain the types of chemicals/substances present at the
work site);

First aid kit;

Emergency eye wash/drench station, and/or a potable water source capable of
providing sufficient water to flush exposed skin or eye(s) for a period of 15 minutes;
and

Extra sets of PPE consisting of rubber aprons, chemical resistant gloves and
coveralls; rubber steel-toed boots, half-face respirator with combination organic
vapor/Pi00 (HEPA) cartridges, safety glasses; hard hat with face shield; and ear
plugs.
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9.12 Emergency Contacts

Table A-7 provides a list of emergency telephone numbers and contacts. This list

will be conspicuously posted in the Remedium field trailer and at work sites near the

communication system, making it available to all field personnel. The list will be updated

and revised as necessary to ensure the correct telephone numbers for all appropriate

emergency assistance personnel, Remedium and local resources are always readily

available to field personnel.

9.13 Recordkeeping

In addition to OSHA recordkeeping requirements, Remedium will maintain a file of

H&S-related events occurring at the Flyway work site. Any exposure or potential exposure

will be recorded, as well as accidents or incidents that require the filing of an

Accident/Incident Report (e.g., injuries, illnesses, and accidental damage to property, or

"near miss" occurrences that could have resulted in personal injury). A copy of an

Accident/Incident Report form is located in Attachment 3.

A HASP will be kept on site. An accident/incident reporting form will be kept on site

when needed. An OSHA 200 form will also be kept on site and a copy is located in

Attachment 3. Any incidents or accidents will be noted on daily logs for reporting purposes.
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Table A-7
Emergency Telephone Numbers

Libby, MT Fire Department

Libby, MT Police

Libby, MT Ambulance
Hospital
St. Johns Lutheran
350 Louisiana Avenue
Libby, Montana
Montana DEQ
2209 Phoenix Ave.,
Helena, Montana

911

911

911

(406) 293-7761

(406)444-2544
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Section 10
HASP Approval, Review, and Documentation

Field personnel will review the HASP during the initial Flyway project briefing. The

field team member(s) must sign the HASP Acknowledgement of Understanding form. The

form will be maintained as part of the project H&S file.

The SHSC is responsible for informing all site personnel of any changes to the HASP

and describing the specific details of the changes during safety meetings.

Field personnel will be informed fn writing of the results of any monitoring or

sampling conducted during remedial and other field activities, or any other information

indicating possible work site exposure(s). Any data or other documentation indicating

possible employee exposure to chemical hazards exceeding PELs will be forwarded to the

employee and, at the employee's request, to his/her personal physician.
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Attachment A, Task Hazard Analysis

WoifkTask Hazard SMS Control Measures
Mobilization and Site
Preparation

• Movement of material and
equipment to site.

• Set up of site trailer.

• Installation of site electrical.

• Connex set up.

• Establishment of traffic
routes, parking, equipment
laydown yards.

• Fencing of areas.

• Set up of personnel
decontamination trailer.

• Set up of sanitary facilities.

• Set up of equipment
decontamination pads.

Hazardous
Chemicals

Minimize quantities of hazardous chemicals to only what is needed.
No hazardous chemicals are to be brought on site without a Material Safety Data Sheet (MSDS).
Maintain MSDSs for hazardous chemicals used on site, including subcontractors, in the job trailer.
Store chemicals in approved containers.
Properly label all chemical containers in accordance with the OSHA Hazard Communication Standard.
Train employees exposed to hazardous chemicals during site safety briefings.

Biological hazards

Traffic/Vehicles

Identify personnel with allergies and make necessary accommodations. Use cabbed equipment whenever available.
If you are allergic to plant toxins, be alert and avoid those plants or use gloves and long sleeves when handling them.
Check work areas for snakes and spiders. Check items for spiders before donning them to avoid spider bites. Be alert
for presence of snakes. Train employees in the recognition of poisonous snakes and spiders indigenous to area. Dust
suppression and PPE for work in areas where rodent feces is present.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 15 mph in the work area.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.
Wear traffic safety vests.

Ladders 28

Noise 26

Inspect ladders before use; remove damaged ladders from service.
Use wooden or fiberglass ladders around electrical lines.
Place ladders on substantial base.
Do not place ladders in doorways or other locations where they may be knocked over unless barricaded.
Tie or block or provide a spotter to hold the ladder while in use.
Four to one vertical to horizontal angle.
Extend ladder three feet above landing.
Only one person on ladder at a time.
Maintain "three-point" contact with ladder at all times.
Follow proper ladder lifting and carrying procedures; get help when needed.
Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed 85dBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
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Work Task Hazard SMS Control Measures
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Mobilization and Site Preparation,
(cont).

Electrical shock or

Electrocution

12 Temporary power installed per code by qualified electrician.
Three-foot clearance around electrical boxes.
GFCIs on all temporary cords.
Grounding of electrical circuits.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Thorough training and demonstration of competence to operate equipment
Three pronged grounded plug or double-insulated tools.
Unplug (turn off power) or disconnect power source when servicing equipment and lockout/taROUt.

Lifting/Back Injury 45

Heavy Equipment
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Conduct training on and practice safe lifting procedures..
Get help when lifting heavy or awkwardly shaped objects.
Use mechanical devices for heavy loads.
Wear required PPE, including work gloves and steel-toed boots.
Be aware of the location of heavy equipment at all times.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment.
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered, never go under a raised bed unless it is blocked.
Never get in between a dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators .are to operate heavy equipment.
All equipment is to be inspected prior to arrival on site, then daily.
Equipment will be maintained in good operating condition. Remove defective equipment from service.
Rollover Protection (ROP) as required.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or
the lines must be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe Boots.
Orange safety vests required in all areas of operating mobile equipment.
Equipment must have functional back-up alarms, mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has

been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment in event of hydraulic system failure, contain fluid/fuel line leaks.
Leavf hvfry""e «v«tem servicing/repairs to trained mechanic.
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Work Task Hazard SMS Control Measures
Mobilization and Site Preparation
(cont.)

Hand and

Power Tools

16
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All hand tools and power tools will be in good repair and will be used only for Ac task for which they were designed.
Alt tools will be inspected prior to use and any tool that is damaged or defective will be tagged "out-of service" and
will be repaired or destroyed.
Surfaces and handles will be kept clean and free of excess oil to prevent slipping.
Sharp tools will not be carried hi pockets.
Wrenches will have a good bite before pressure is applied.
Only non-sparking tools will be used in atmospheres that exhibit fire or explosive characteristics.
Cheater pipes will not be used.
Wear required PPE, including work gloves and safety glasses.
Do not operate any controls when hands are wet.
Thorough training and demonstration of competence to operate equipment is required.
GFCIs must be on all electrical cords.
Only three-pronged grounded plug or double-insulated tools can be used.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Machine guards must be in place.
Machine guarding must not be removed for any reason except during necessary maintenance and repair.
Lockout/tagout prior to work on machinery.
Machine guards must be put back in place following maintenance and repair work.
Warning signs will be posted at all machine guards indicating that personnel are not to operate the equipment unless
guards are in place.
Unplug (turn off power) or disconnect power source when servicing equipment and lock out/tag out.
Never exceed maximum pressure ratings (30 psi).
Never use compressed air to blow dust off of your body. .

Slips, trips, falls 21 Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment
Conspicuously mark areas where trip hazards are present
Fill in holes or uneven terrain prior to die start of work.
Install and maintain proper stairways on trailers, Connexs, etc.
Keep stairs free of ice.
Practice good housekeeping at all times, always maintain clear view of walking path especially when on stairs, do not
walk over or through materials-use walkways. Watch for and avoid muddy, wet, icy areas when walking. Use "three

int" rule when mounting and dismounting equipment
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Work Task Hazard SMS Control Measnres
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Mobilization and Site Preparation
(cont.)

Fire/

Explosion

14,15

Hot Work
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Pressurized

gas cylinders
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All electrical wiring, lights and other equipment in hazardous locations will be explosion proof.
Bonding and grounding will be utilized for the transfer of all fuels and flammable liquids.
Fire extinguishers will be kept immediately available during all fire risk activities (e.g. fueling).
Refuel equipment in designated areas from approved fuel trucks or storage tanks.
Stationary fuel storage tanks are to be diked.
No matches, lighted or unlit cigarettes, cigars, cigarettes, pipes, or lighters will be taken into the area where work is
being done or in any fueling areas.
Approved safety cans will be used to store flammable liquids.
Implement an emergency action plan to include employee notification, evacuation routes, assembly areas, and
personnel accounting procedures.
Complete Hot Work Permit and have it signed by the SHSO.
Inspect area for flammables and combustibles prior to Hot Work.
Test for flammable atmospheres; ventilate to less than 10% LEL.
Maintain 20-Ib. A:B:C fire extinguisher in welding/hotwork area, and a clear 35-foot radius around area free of
flammable/combustible materials.
Inspect equipment (e.g., cylinders, regulators, hoses, fittings) for leaks, keep fittings/equipment free of grease, oil or
lubricant
Torches are to be lit only with friction spark lighters, and are never to be left unattended when lit.
Cutting torches wiii be outfitted with anii-fWnbae!c back devices.
Don proper PPE during welding (welding hood with shaded lenses, welding respirator, flame-retardant clothing,
welding/cutting goggles, gloves, chaps, aprons), and hearing protection during cutting/grinding activities; no
disposable protective clothing (e.g., Tyvek®).
Position work to avoid contact with hot metal, falling slag and waste material (i.e., start at the top and work to
bottom), do not weld or cut on concrete or gravel.
All grinders to be equipped with guards and not to exceed specified grinding disc RPM.
Inspect and "ring test" grinding wheels prior to use.
Secure all cylinders in upright position with valve caps in place and stored in protected area away from heat,
combustible and incompatible materials.
Station a fire watch.
Inspect area immediately after Hot Work, 30 minutes later, and at the end of the shift to verify that there is not
smoldering material.
Gas cylinder valves are to be closed when not in use
Hoses are to be periodically inspected and replaced when worn or damaged
Valve protection caps must always be kept on cylinders when they are being
removed, stored, or until ready for use.
Secure cylinders with chains or store in cylinder rack.
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Work Task
Mobilization and Site Preparation
(cont.)

Hazard
Severe weather

conditions
(e.g., lightning,

high winds)

SMS; Control Measures
Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose
potential safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
Provide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
Install and inspect mobile trailer tie-downs.

D> 3

o 8

D. S

e_
I1

TJ
Q>

CO
<D
ai

oo

l/l NJ

o\ o



Attachment A, Task Hazard Analysis
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Work Task Hazard SMS Control Measures
Furnish/Install and Maintain
Temporary Storage Areas and
Temporary Storage Buildings

• Prepare gravel base for
storage areas as needed.

• Move cleaned materials to
storage areas.

• Set up temporary structures.

• Installation of temporary
power.

Biological

hazards

Traffic/Vehicles 1932

Identify personnel with allergies and make necessary accommodations.
Use cabbed equipment whenever available.
If you are allergic to plant toxins, be alert and avoid those plants or use gloves and long sleeves when handling them.
Check work areas for snakes and spiders.
Check items for spiders before donning them to avoid spider bites.
Be alert for presence of snakes.
Train employees in the recognition of poisonous snakes and spiders indigenous to area.
Dust suppression and PPE for work in areas where rodent feces is present.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 5 mph in the work area.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.

Ladders 28
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Inspect ladders before use; remove damaged ladders from service.
Use wooden or fiberglass ladders around electrical lines. <.
Place ladder son substantial base.
Do not place ladders in doorways or other locations where they may be knocked over unless barricaded.
Tie or block or provide a spotter to hold the ladder while in use.
Four to one vertical to horizontal angle.
Extend ladder three feet above landing.
Only one person on ladder at a time.
Maintain "three-point" contact with ladder at all times.
Follow proper ladder lifting and carrying procedures; get help when needed. .

Noise 26 Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed 85dBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
Enclose or muffle high noise equipment such as engines, pumps, and compressors.
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Attachment A, Task Hazard Analysis
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Work Task Hazard SMS Control Measures

rumisn/Install and Maintain
Temporary Storage Areas and
Temporary Storage Buildings
(cont.).

blectncal SHOCK
or electrocution

12

I
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o
Lifting/Back

Injury
45

Temporary power must be installed per code by qualified electrician.
GFCIs required on all temporary cord's.
Electrical circuits must be grounded.
There must be a three-foot clearance around electrical boxes.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Thorough training and demonstration of competence to operate equipment id required.
Three-pronged grounded plug or double-insulated tools only can be used.
Unplug (turn off power) or disconnect power source when servicing equipment and lockout/taflout.

Heavy
Equipment

19

Conduct training on and practice safe lifting procedures.
Get help when lifting heavy or awkwardly shaped objects:
Use mechanical devices for heavy loads.
Wear required PPE. including work gloves and steel-toed boots.
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Be aware of the location of heavy equipment at all times.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered; never go under a raised bed unless it is blocked.
Never get in between a dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators are to operate heavy equipment
AH equipment is to be inspected prior to arrival on site, then daily inspection is required thereafter.
Equipment maintained in good operating condition. Remove defective equipment from service.
Rollover Protection (ROP) is required, as appropriate.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or the lines must
be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe boots.
Orange safety vests are required in all areas of operating mobile equipment.
Equipment must have functional back-up alarms and mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has
been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment hi event of hydraulic system failure, contain fluid/fuel line leaks.
Leave hydraulic system servicing/repairs to trained mechanic.
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O Work Task Hazard SMS Control Measures
Furnish/Install and Maintain
Temporary Storage Areas and
Temporary Storage Buildings
(cont.).

Hand and Power
Tools

16
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All hand tools and power tools will be in good repair and will be used only for the task for which they were designed.
All tools will be inspected prior to use and any tool that is damaged or defective will be tagged "out-of service" and
will be repaired or destroyed.
Surfaces and handles will be kept clean and free of excess oil to prevent slipping.
Sharp tools will not be carried in pockets.
Wrenches will have a good bite before pressure is applied.
Only non-sparking tools will be used in atmospheres, which exhibit fire or explosive characteristics.
Cheater pipes will not be used.
Wear required PPE, including work gloves and safety glasses.
Thorough training and demonstration of competence to operate equipment is required.
Do not operate any controls when hands are wet; GFCIs on all electrical cords are required.
Three-pronged grounded plug or double-insulated tools is required.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Machine guards must be in place.
Machine guarding must not be removed for any reason except during necessary maintenance and repair.
Lockout/tagout must be performed prior to work on machinery.
Machine guards must be put back in place following maintenance and repair work.
Warning signs will be posted at all machine guards indicating that personnel are not to operate the equipment unless
guards are in place.
Unplug (turn off power) or disconnect power source when servicing equipment and lockout/or tagout.
Never exceed maximum pressure ratings (30 psi).
Never use compressed air to blow dust off of your body.

Slips, trips, falls 21 Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment.
Conspicuously mark areas where trip hazards are present.
Fill in holes or uneven terrain prior to the start of work.
Install and maintain proper stairways on trailers, Connexs, etc.
Keep stairs free of ice.
Practice good housekeeping at all times, always maintain clear view of walking path especially when on stairs, do not
walk over or through materials-use walkways. Watch for. and avoid muddy, wet, icy areas when walking. Use "three
point" rule when mounting and dismounting equipment
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Attachment A, Task Hazard Analysis

Work Task Hazard SMS Control Measures
Furnish/Install and Maintain
Temporary Storage Areas and
Temporary Storage Buildings
(cont.).

Falls from aenal
lift

7,40

n
c

Cranes and
rigging

38,41

Only trained, qualified personnel are to operate aenal lifts.
Review manufacturer's operation instructions prior to use.
Provide personal fall arrest harness and lanyard.
Train and certify personnel in basket in personal fall arrest systems.
All aerial lifts are to be inspected prior to arrival on site, then daily thereafter.
Survey route of travel for obstructions, overhead hazards.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or the lines must
be de-energized.
Set aerial lift brake and chock wheels on incline prior to use.
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Any cranes that are to be used on the site will require proof of annual inspection by a qualified competent person
within the last 12 months.
Cranes/booms/hoists must be inspected by a qualified competent person prior to use after each installation.
The crane/boom/hoist must be inspected and tested daily prior to each use by the operator and the inspection
documented to the Project Files. Any defects must be corrected before use.
Rated load capacities, recommended operating speeds, and special hazard warnings or instructions must be
conspicuously posted on all equipment. Instructions or warnings must be visible from the operator's station.
No modification to any cranes/hoists will be acceptable without the written approval of the manufacturer or designed
by a Registered Professional Engineer.
Tne weights of ail ioads must be known or a load indicating device must be used.
Only qualified, licensed crane operators can be used.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or the lines
must be de-energized.
At no time can any worker on the ground be allowed under a load or within the swing radius of a load.
Ground personnel will not attempt to guide or move suspended loads except with the use of "tag lines",
Accessible areas within swing radius of a crane must be barricaded to prevent employees from being struck or
crushed by the crane.
Crane operators will follow the direction of the designated rigger/signalman.
All rigging must be inspected by a competent person and marked as inspected before each use and annually.
All rigging must be clearly labeled as to capacity. All rigging will be stored in a loft or equivalent area where it will
not be exposed to the elements.
Wire ropes must be kept in good repair without deformities. Softeners must be used when wire rope is used for
hoisting in a basket configuration. Use the 3:6 rule on broken wires.
Synthetic slings must be carefully maintained. Any synthetic sling whose red warning has been exposed will be
removed from service.
Knots will not be tied in rigging.
All riggers/signalmen must be trained and provided with rigging handbook.
•rovide safety latches on all load hooks.
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i? Work Task
Furnish/Install and Maintain
Temporary Storage Areas and
Temporary Storage Buildings
(cent.)-

Hazard
Severe weather
conditions (e.g.
lightning, high

winds)

SMS Control Measures
Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose
potential safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
Provide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
Install and inspect mobile trailer tie-downs.s Io.
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Work Task

Mine Site

• Truck decontamination

• Haul material to mine.

• Grading contaminated
material at the mine.

• Covering contaminated
material at the mine.

Hazard

lacerations,
contusions, eye

injury during
decontamination

of equipment
using steam or

pressure washers

Traffic/Vehicles

Inhalation of
airborne asbestos

fibers and total
particulates

Noise

Lifting/Back
Injury

19^2

8,43

26

45

.

Control Measures
Wear proper PPE (hardhat, face shields, ear plugs, rubber apron, gloves, steel-toed boots, Tyvek® coverall)
Never point nozzle at personnel.
Operate only within prescribed decon area.

Implement traffic control plin.
Haul truck drivers must have CDLs.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 5 mph in the work area or 20 mph on mine access road.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.
Wear traffic safety vests.
Implement dust control plan.
Material must be thoroughly wetted prior to transport.
Loads must be covered.
PPEperTtbleB-6.
Truck operators are to remain in truck cab, with window closed during loading and hauling.
Personnel are to work or stand on the upwind side of contamination.
Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed 85dBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
Enclose or muffle high noise equipment such as engines, pumps, and compressors.
Conduct training on and practice safe lifting procedures.
Get help when lifting heavy or awkwardly shaped objects.
Use mechanical devices for heavy loads.
Wear required PPE, including work gloves and steel-toed boots.
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Work Task Hazard SMS Control Measures
Transportation to and Disposal at
Mine Site (cont.)

Heavy
Equipment

•0
fii
03
(D
^
ro

to
oo

00 £?
o^
l/l KJ

Be aware of the location of heavy equipment at all tomes.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment.
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered, never go under a raised bed unless it is blocked.
Never get in between a dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators are to operate heavy equipment.
All equipment is to be inspected prior to arrival on site, then daily.
Equipment must be maintained in good operating condition. Remove defective equipment from service.
ROP as required.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or
the lines must be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe boots.
Orange safety vests are required in all areas of operating mobile equipment
Equipment must have functional back-up alarms, mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has
been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment in event of hydraulic system failure, contain fluid/fuel line leaks.
Leave hydraulic system servicing/repairs to trained mechanic.
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D Work Task Hazard SMS Control Measures
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Transportation to and Disposal at
Mine Site (cont.)

Slips, trips, falls 21
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Severe weather
conditions (e.g.
lightning, high

winds)

Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment.
Conspicuously mark areas where trip hazards are present.
Fill in holes or uneven terrain prior to the start of work.
Install and maintain proper stairways on trailers, Connexs, etc.
Keep stairs free of ice.
Practice good housekeeping at all times, always maintain clear view of walking path especially when on stairs, do not
walk over or through materials-use walkways. Watch for and avoid muddy, wet, icy areas when walking. Use "three
point" rule when mounting and dismounting equipment.
Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose
potential safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
Provide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
Install and inspect .mobile trailer tie-downs.
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Attachment A, Task Hazard Analysis

Work Task Hazard SMS Control Measures
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Surface Excavation

> Clearing a grubbing

| Remove 6 to 18 inches of
soil

> Load haul trucks

> Hand digging

' Soil sampling

Equipment decontamination

TJ
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Bums,
lacerations,

contusions, eye
injury during

decontamination
of equipment

using steam or
pressure washers

Wear proper PPE (hardhat, face shields, ear plugs, rubber apron, gloves, steel-toed boots, Tyvek® coverall)
Never point nozzle at personnel.
Operate only within prescribed decon area.

Traffic/Vehicles 19,32 Implement traffic control plan.
Haul truck drivers must have CDLs.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 5 mph in the work area.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.
Wear traffic safety vests.

Underground
utilities

34 Prior to performing excavation, clear and flag utility locations.
Hand-probe locate utilities prior to excavation.
Support exposed piping to prevent breakage.

Inhalation of
airborne asbestos

fibers and total
particulates

8,43 Implement dost control plan.
Material must be thoroughly wetted prior to transport.
Loads must be covered.
PPE per Table B-6.
Truck operators are to remain in truck cab, with window closed during loading and hauling.
Personnel are to work or stand on the upwind side of contamination.

Heat Stress 18 Monitor work site temperatures;
Monitor workers for early signs of heat stress, take body temperatures as necessary;
Follow heat stress work rest cycles per SMS.
Provide drinking water, work breaks, scheduling during cooler parts of day.

Noise 26 Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed 85dBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
Enclose or muffle high noise equipment such as engines, pumps, and compressors.
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Work Task Hazard SMS Control Measures

Surface Excavation (cont.) Lifting/Back
Injury

45
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Heavy
Equipment

19

Conduct training on and practice safe lifting procedures.
Get help when lifting heavy or awkwardly shaped objects.
Use mechanical devices for heavy loads.
Wear required PPE. including work gloves and steel-toed boots.
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Slips, trips, falls 21

Be aware of the location of heavy equipment at all times.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment.
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered, never go under a raised bed unless it is blocked.
Never get in between a dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators are to operate heavy equipment.
All equipment is to be inspected prior to arrival on site, then daily.
Equipment must be maintained and in good operating condition. Remove defective equipment from service.
Rollover Protection (ROP) as required.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or
the lines must be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe boots.
Orange safety vests are required in all areas of operating mobile equipment
Equipment must have functional back-up alarms, mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has
been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment in event of hydraulic system failure, contain fluid/fuel line leaks.
Leave hydraulic system servicing/repairs to trained mechanic.
Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment.
Conspicuously mark areas where trip hazards are present.
rill in holes or uneven terrain prior to the start of work,
hstall and maintain proper stairways on trailers, Cormexs, etc.
Ceep stairs free of ice.
toctice good housekeeping at all times, always maintain clear view of walking path especially when on stairs, do not

walk over or through materials-use walkways. Watch for and avoid muddy, wet, icy areas when walking. Use "three
>oint" rule when mgunting^idjjsnioiintjngjguiBment.^ _^____

ON
\O



o O
so 3
0 8

Attachment A, Task Hazard Analysis

Work Task
Surface
Excavation (cont.)

.Hazard
Severe weather
conditions (e.g.,
lightning, high
winds)

Water Hazard

SMS Control Measures
Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose potential
safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
Provide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
Install and inspect mobile trailer tie-downs.
Conduct safety meetings regarding work on or near the Kootenai River.
Assure that any worker performing a task within 10 feet of the river be tied off to a stationary object with a secure harness.
Position a portable life preserver on the bank near where any daily work is being conducted.
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Attachment A, Task Hazard Analysis
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Work Task Hazard SMS Control Measures.
Backfill and Compaction

• Loading and hauling backfill

• Grading backfill

Traffic/Vehicles 19,32

o

Implement traffic control plan.
Haul truck drivers must have CDLs.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 5 mph in the work area.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.
Wear traffic safety vests.

Noise 26

Lifting/Back
Injury

45

Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed 85dBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
Enclose or muffle high noise equipment such as engines, pumps, and compressors.

01
(Q

Conduct training on and practice safe lifting procedures.
Get help when lifting heavy or awkwardly shaped objects.
Use mechanical devices for heavy loads.
Wear requiredPPE, including work jsjoyes andjteeMoed boots.
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Attachment A, Task Hazard Analysis

Work Task Hazard SMS Control Measnres
Back Fill and Compaction

(cont.)

Heavy
Equipment

-o
0)
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Be aware of the location of heavy equipment at all times.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered, never go under a raised bed unless it is blocked.
Never get in between a dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators are to operate heavy equipment.
All equipment is to be inspected prior to arrival on site, then daily.
Equipment must be maintained and be in good operating condition. Remove defective equipment from service.
ROP as required.
Ten-foot minimum clearances from power lines as described in OSHA regulations must be followed or
the lines must be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe boots.
Orange safety vests are required in all areas of operating mobile equipment.
Equipment must have functional back-up alarms, mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has
been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment in event of hydraulic system failure, contain fluid/fuel line leaks.
Leave hydraulic system servicing/repairs to trained mechanic.

Slips, trips, falls 21 Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment.
Conspicuously mark areas where trip hazards are present.
Fill in holes or uneven terrain prior to the start of work.
Install and maintain proper stairways on trailers, Connexs, etc.
Keep stairs free of ice.
Practice good housekeeping at all times, always maintain clear view of walking path especially when on stairs, do not
walk over or through materials-use walkways. Watch for and avoid muddy, wet, icy areas when walking. Use "three
joint" rule when mounting and dismounting equipment

Severe weather
conditions (e.g.
lightning, high

winds)

c
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Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose
potential safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
'rovide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
install and inspect mobile trailer tie-downs.
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Work Task Hazard SMS Control M&tfOres
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Demobilization

• Movement of material and
equipment offsite.

• Takedown of site trailer.

• Removal of site electrical.

• Connex take down.

• Removal of fencing.

• Removal of personnel
decontamination trailer.

• Removal of sanitary
facilities.

• Take down of equipment
decontamination pads.

• Removai/'dismanttlemenl of
temporary pole bams.

Hazardous

Chemicals

Biological
hazards

Remove hazardous chemical to off-site storage for future use.
Send MSDSs with chemicals.
Verify proper containers and labeling of chemicals prior to removal.
Train employees exposed to hazardous chemicals during site safety briefings.

Traffic/Vehicles

Identify personnel with allergies and make necessary accommodations. Use cabbed equipment whenever available.
If you are allergic to plant toxins, be alert and avoid those plants or use gloves and long sleeves when handling them.
Check work areas for snakes and spiders. Check items for spiders before donning them to avoid spider bites. Be alert
for presence of snakes. Train employees in the recognition of poisonous snakes and spiders indigenous to area. Dust
suppression and PPE for work in areas where rodent feces is present.
Inspect work and travel area to verify that it will support heavy equipment traffic.
Establish marked parking area for personal vehicles and visitors.
Follow only the designated traffic routes.
Obey all traffic signs and controls.
Do not drive over 5 mph in the work area.
Cone or barricade work/storage areas.
Wear seat belts in moving vehicles at all times.
Do not ride in truck beds.
Wear traffic safety vests.

Ladders 28 Inspect ladders before use; remove damaged ladders from service.
Use wooden or fiberglass ladders around electrical lines.
Place ladder on substantial base.
Do not place ladders in doorways or other locations where they may be knocked over unless barricaded.
Tie or block or provide a spotter to hold the ladder while in use.
Use four to one vertical to horizontal angle.
Extend ladder three feet above landing.
Only one person can be on ladder at a time.
Maintain "three-point" contact with ladder at all times.
Follow proper ladder lifting and carrying procedures; get help when needed.

Noise 26 Identify and post high noise level areas.
Avoid high noise areas, limit exposure to noise to short periods.
Wear hearing protection in areas where noise levels exceed SSdBA such as around heavy equipment (if you have to
shout within three feet to communicate, may exceed 85 dBA).
Enclose or muffle high noise equipmet^sucJLaiengiieSjjurnps, and compressors.
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Attachment A, Task Hazard Analysis
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Work Task Hazard SMS Control Measures
Demobilization (cont.) Electrical shock

or electrocution
12

I
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Lifting/Back
Injury

45

Temporary power must be removed per Code by qualified electrician.
GFCIs must be on all temporary cords.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Thorough training and demonstration of competence to operate equipment is required.
Three-pronged grounded plug or double-insulated tools must be used.
Unplug (turn off power) or disconnect power source when servicing equipment and lockout/tacout.

8
Heavy

Equipment
19

Conduct training on and practice safe lifting procedures.
Get help when lifting heavy or awkwardly shaped objects.
Use mechanical devices for heavy loads.
Wear required PPE, including work gloves and steel-toed boots.
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Be aware of the location of heavy equipment at all times.
Establish hand signals to communicate with heavy equipment operators.
Do not approach a piece of heavy equipment from behind, or without getting the operator's attention first to let him
know you are approaching.
Stay out of the swing radius of any equipment.
Do not work under lifted loads.
Never ride on the outside step of heavy equipment.
Never stand beside a dump truck while bed is being raised or lowered; never go under a raised bed unless it is blocked.
Never get in between A dump truck bed and an open bed door.
No horseplay when working around operating equipment of any kind.
Only authorized, qualified operators are to operate heavy equipment
All equipment is to be inspected prior to arrival on site, then daily thereafter.
Equipment must be maintained in good operating condition. Remove defective equipment from service.
Use ROP as required.
Ten feet minimum clearances from power lines as described in OSHA regulations must be followed or
the lines must be de-energized.
Wear the appropriate personal protective equipment including hardhat, eye protection, and steel-toe boots.
Orange safety vests are required in all areas of operating mobile equipment
Equipment must have functional back-up alarms, mirror, or spotters must be provided.
Park equipment on level areas, ground all extensions, set emergency brake or chock wheels.
Assume equipment is hot, don't touch exhaust pipes, mufflers, radiators, radiator caps, hoses until equipment has
been allowed to cool.
Check cooling systems through overflow tank.
Shut down equipment in the event of hydraulic system failure, contain fluid/fuel line leaks.
Leave hydraulic system seryjcjnj/re^ajratgjrajnedjnechanjc.
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Work Task Hazard SMS Control Measures
Demobilization (cent.) Hand ana rower

Tools
lo

(Q
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All hand tools and power tools will be in good repair and will be used only for the task for which they were designed.
All tools will be inspected prior to use and any tool that is damaged or defective will be tagged "out-of service" and
will be repaired or destroyed.
Surfaces and handles will be kept clean and free of excess oil to prevent slipping.
Sharp tools will not be carried in pockets.
Wrenches will have a good bite before pressure is applied.
Only non-sparking tools will be used in atmospheres, which exhibit fire or explosive characteristics.
Cheater pipes will not be used.
Wear required PPE, including work gloves and safety glasses.
Operators will be trained thoroughly and will demonstrate competence to operate equipment.
Do not operate any controls when hands are wet.
GFCIs must be on all electrical cords.
Three-pronged grounded plug or double-insulated tools will be used.
Check electrical cords for broken insulation and potential exposure to water/liquids.
Machine guards must be in place.
Machine guarding must not be removed for any reason except during necessary maintenance and repair.
Lockout/tagout must be done prior to work on machinery.
Machine guards must be put back in place following maintenance and repair work.
Warning signs wil! be posted at a!! machine guards indicating that personnel arc not to operate the equipment unless
guards are in place.
Unplug (turn off power) or disconnect power source when' servicing equipment and lockout/tagout.
Never exceed maximum pressure ratings (30 psi).
Never use compressed air to blow dust off of your body.

Slips, trips, falls 21 Locate trailers and storage areas on level ground.
Keep the work area free of miscellaneous materials and equipment.
Conspicuously mark areas where trip hazards are present.
Fill in holes or uneven terrain prior to the start of work.
Install and maintain proper stairways on trailers, Connex boxes, etc.
Keep stairs free of ice.
Practice good housekeeping at all times, always maintain clear view of walking path especially on stairs, do not walk
over or through materials-use walkways. Watch for and avoid muddy, wet, icy areas when walking. Use "three
point" rule when mounting and dismounting equipment
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Attachment A, Task Hazard Analysis

Work Task Hazard SMS Control Measures
Demobilization (cont.) Fire/Explosion 14,15
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Hot Work
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Pressurized gas
cylinders

20

AH electrical wiring, lights and other equipment in hazardous locations will be explosion proof.
Bonding and grounding will be utilized for the transfer of all fuels and flammable liquids.
Fire extinguishers will be kept immediately available during all fire risk activities (e.g. fueling).
Refuel equipment in designated areas from approved fuel trucks or storage tanks.
Stationary fuel storage tanks will be diked.
No matches, lighted or unlit cigarettes, cigars, pipes, or lighters will be taken into the area where work is being done
or in any fueling areas.
Approved safety cans will be used to store flammable liquids.
Implement an emergency action plan to include employee notification, evacuation routes, assembly areas, and
personnel accounting procedures.
Complete Hot Work Permit and have it signed by the SHSO.
Inspect area for fiammables and combustibles prior to Hot Work.
Test for flammable atmospheres; ventilate to less than 10% LEL.
Maintain 20-lb. A:B:C fire extinguisher in welding/hotwork area and a clear 35-foot radius around area free of
flammable/combustible materials.
Inspect equipment (e.g., cylinders, regulators, hoses, fittings) for leaks, keep fittings/equipment free of grease, oil or
lubricant.
Torches are to be lit only with friction spark lighters, and are never to be left unattended when lit
Cutting torches will be outfitted with anti-flashback devices.
Don proper PPE during welding (welding hood with shaded lenses, welding respirator, flame-retardant clothing,
welding/cutting goggles, gloves, chaps, aprons), and hearing protection during cutting/grinding activities; no
disposable protective clothing (e.g., Tyvek®).
Position work to avoid contact with hot metal, falling slag and waste material (i.e., start at the top and work to
bottom), do not weld or cut on concrete or gravel.
All grinders are to be equipped with guards and are not to exceed specified grinding disc RPM.
Inspect and "ring test" grinding wheels prior to use.
Secure all cylinders in upright position with valve caps in place and store in protected area away from heat,
combustible and incompatible materials.
Station a fire watch.
Inspect area immediately after Hot Work, 30 minutes later, and at the end of the shift to verify that there is not
smoldering material.

15 Gas cylinder valves are to be closed when not in use.
Hoses are to be periodically inspected and replaced when worn or damaged.
Valve protection caps must always be kept on cylinders when they are being removed, stored, or until ready for use.
Secure cylinders with chains or store ijLcylinderrack.
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Attachment A, Task Hazard Analysis

Work Task
Demobilization (com.)

Hazard
Severe weather
conditions (e.g.,
lightning, high

winds)

•SMS. Control Measures
Terminate outdoor field activities if high winds, electrical storms, heavy rains, visibility-impairing conditions pose
potential safety hazard.
Remain alert for warnings, alerts, or signs of impending tornadoes and the location of the closest shelters.
Provide shelter or cover, as feasible, and non-slip safety matting in slippery open areas.
Secure all equipment and material during high winds.
Install and inspect mobile trailer tie-downs.
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CDL
dbA
DRI
GFCI
LEL
mph
MSDS
OSHA
PiM
PPE
psi
ROP
RPM
SHSO
SMS
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Commercial driver's license
decibel in A-weighted scale
Direct reading instrument
Ground fault circuit interrupter
Lower explosive limit
miles per hour
Material safety data sheet
Occupational Safety and Health Administration
Project Manager
Personal protective equipment
pounds per square inch
Rollover protection
Revolutions per minute
Site Health and Safety Officer
Safety Management Standard
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Section 1
Introduction

The following describes the proposed air monitoring/industrial hygiene strategies to

be provided by Koch Environmental Health, Inc. (KEH) for Remedium in support of the

removal of the important soil at the Flyway site. Please note that this sampling plan has

been designed to incorporate project-specific changes and/or provide flexibility in altering

the plan to safely meet the intent and goals of the project. This plan has been developed by

a Certified Industrial Hygienist/Asbestos Project Designer and may be altered in the field

based on actual project conditions. Any changes to this plan will be coordinated in the field

based on actual project conditions. Any changes to this plan will be coordinated through

Remedium, will be implemented only after approval by SHO and the EPA. KEH will support

Remedium in achieving the objective of the project in the most safe and healthful manner

possible and in meeting or exceeding OSHA, EPA, and State of Montana requirements for

asbestos control. This plan will apply to asbestos removal/decontamination in all work areas

at the Flyway site, although changes or alterations may be made in some work areas as

conditions deem them necessary. Target work areas will include the following:

• Surface Excavation, general; and

• Soil Sampling.

KEH Industrial Hygienists will use the most efficient sampling and analytical methods

and will provide those services necessary to meet the safe completion of each project. KEH

will conduct all asbestos work using personnel trained and certified in accordance with

requirements of the EPA and the State of Montana with respect to Asbestos Professionals.
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Section 2
Air Monitoring

All air monitoring for this project will be conducted in accordance with the project

requirements with the intent of meeting the goals of the project in a safe and healthful

manner. The KEH Project Manager will coordinate all sampling activities with the

designated Remedium Representative to ensure that all affected removal areas and

appropriate monitoring points (i.e., clean rooms) are monitored by an experienced asbestos

professional. All visual inspections and air monitoring will be conducted in accordance with

EPA and State of Montana requirements regarding asbestos control. The air sampling plan

for this project involves monitoring via either Phase Contrast Microscopy (PCM) and/or

Transmission Electron Microscopy (TEM) method.

KEH will work within the project requirements to implement a sampling strategy

designed to efficiently and economically determine airborne asbestos (fiber) levels in and

around each work area in the interest of protecting human health and the environment.

PCM air samples will be collected as appropriate utilizing the NIOSH 7400 Method, A

Counting Rules. PCM samples will be used as a general means for monitoring airborne

fiber levels in and around each work area, although this type of analysis is non-specific for

asbestos fibers. PCM monitoring is useful in tracking and determining airborne fiber levels

and provides an efficient and economic means to assess airborne fiber concentrations as

they related to asbestos removal.

TEM analysis is specific for asbestos fibers and can be used as a tool for

determining actual asbestos concentrations in air samples collected. TEM sampling will be

used for asbestos determination in airborne samples as necessary and may be used for

perimeter background. In some cases, both PCM and TEM samples may be collected

simultaneously (i.e., side-by-side) for use in determining effective fiber control strategies.

2-1



Two (2) down wind perimeter air samples will be collected and analyzed by the

AHERA TEM analysis method. Perimeter samples will be collected during each day during

soil excavation activities.

2.1 Sample Collection

Phase Contrast Microscopy (PCM) samples will be collected on 25 millimeter (mm)

mixed-cellulose ester membrane filters, 0.8 micron pore size, with an effective collection

area of 385 mm2. Transmission Electron Microscopy (TEM) samples will be collected on 25

millimeter (mm) mixed-cellulose ester membrane filters, 0.45 micron pore size, with an

effective collection area of 385 mm2. All filters used by KEH are pre-assembled by the

manufacturer in three-stage, conductive sampling cassettes with extension cowls. Asbestos

removal is a dynamic process and may necessitate altering sampling strategies regarding

the numbers, locations, and types (e.g., PCM, TEM) of samples collected in and around

each work area.

Depending upon weather conditions high volume air samples will be collected at flow

rates between 2.0 and 10.0 liters per minute (L/m) for PCM and TEM sampling. Low volume

pumps for personal samples will be operated at .5 to 2.5 liters per minute. KEH

Representatives will use professional judgment and expertise in determining sample flow

rates and locations based upon project conditions. Flow rates will be recorded at the

beginning and at the end of the sampling period utilizing an airflow rotameter calibrated

against a primary flow calibration instrument (DryCal DC Lite #DCL739). Start times and

stop times will be recorded for all sampling periods. KEH will maintain a primary flow

calibration instrument on-site at all times during this project and will maintain calibration

records on site for review by the Remedium representative.
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2.2 Laboratory Analysis

To ensure state-of-the-art quality control, all analysis will be conducted by EMSL

Analytical, Inc., accredited by the American Industrial Hygiene Association (AIHA) and/or the

National Voluntary Laboratory Accreditation Program (NVLAP) for analysis of PCM and TEM

air samples. Results of all air samples will be posted in or around the affected work area

within 24 hours for (PCM) or upon laboratory forwarding of analysis for AHERA TEM.

2.3 CIH Review and Sign-Off

Upon completion of the project, a final technical report will be generated by KEH that

describes the project activities, air sample results, and visual inspection data. All standard

operating procedures and technical reports have been developed by KEH's staff CIH to

ensure that our clients are provided reliable technical data. All technical reports for this

project will be developed, reviewed, and signed by a CIH.

2.4 Equipment

KEH maintains a complete inventory of air sampling pumps, calibration equipment,

and sampling media necessary to conduct the work at multiple projects and multiple project

locations. Our inventory for air sampling consists of up to 40 high volume, adjustable

sampling pumps, up to 30 low-volume battery-operated pumps, and all of the necessary

support equipment, including calibrated rotameters, primary flow standards ad associated

electrical and personal protective equipment. All of our rotameters are calibrated against a

primary flow calibration standard (Dry Cat DC Lite) quarterly. An inventory of up to 20 high-

volume pumps and 10-15 low-volume (i.e., battery) pumps will be maintained on site to

support air monitoring requirements for the project.

KEH utilizes Thomas brand electric high-volume sampling pumps capable of running

at 1-15 liters per minute continuously for multiple shifts. KEH battery pumps have a typical

run-discharge cycle of approximately 16 hours for full shift coverage when work area
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conditions do not allow for electric pumps. Multiple battery pump and battery packs will be

maintained on site to adequately monitor the project on a daily basis and allow for charge-

discharge cycles, pump failures, and backup capabilities. The KEH inventory also holds

other types of IH sampling equipment including respirable particulate cyclones, real-time

sampling instrumentation, exposure monitoring apparatus, and various types of media for air

sampling a variety of contaminants. Our excellent working relationships with nationwide

safety suppliers and laboratories enable us to secure other types of sampling equipment.as

necessary to conduct any type of industrial hygiene evaluation.
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/. Introduction
It is the policy of Koch Environmental Health, Inc. (KEH) to provide employees with a safe and
healthful work environment. This is accomplished through the use of safe work practices,
employee training, engineering controls, and administrative controls. When these controls are
not effective or when working with hazardous materials, personal protective equipment must be
used to ensure the safety and health of employees. The objective of the KEH Respiratory
Protection Program is to protect KEH employees from the risk of injury by inhalation of
contaminants. Respirators are to be used in conjunction with good engineering, administrative
controls, and good work practices in an effort to prevent workplace injuries. Respirators will be
provided, used, and maintained when it has been determined that a hazard exists and that the
use of respirators is appropriate to lessen the likelihood of injury or illness from exposure to the
hazard.

Due to the nature of work performed by KEH and the wide variation in work practices, locations,
and potential respiratory hazards, the use and evaluation of respiratory protection employed by
KEH is predominantly site-specific and may change from work site to work site. This program
has been developed to establish standard procedures for safe selection, use, and maintenance of
respiratory protective equipment by KEH personnel and to establish procedures for site-specific
respirator use.

This program does not apply to contractors, as they are responsible for administering their own
respiratory protection programs, respiratory training, and protective equipment.

The KEH Respiratory Protection Program is administered and maintained by the KEH Program
Manager. Elements of the program include:

Responsibilities of KEH personnel;
Selection and Use of Respiratory Equipment;
Respirator Training, Medical Evaluations;
Fit Testing;
Maintenance and Care of Respiratory Equipment
Program Review
Recordkeeping

//. Responsibilities

A. KEH Respiratory Protection Program Manager
The KEH Program Manager (Program Manager) is responsible for implementation,
administration, and maintenance of the KEH Respiratory Protection Program. The Respiratory
Protection Program is designed to provide information and protection to employees against
airborne inhalation hazards and to ensure respirators are properly selected, used, and maintained
by KEH personnel. The program is designed to meet federal regulatory standards (OSHA
1910.134, NIOSH) and industry-accepted standards (ANSI). Responsibilities of the Program
Manager include:



maintaining records related to the Respiratory Protection Program;
identifying tasks where respirators may be necessary;
administering the employee training program related to respirators (i.e. proper use,
care, selection, and cleaning of approved respirators);
providing guidance in selection and use of respirators used at KEH;
providing a means to evaluate suitability of respirators as necessary;
providing a means to periodically review, evaluate, and update the overall
effectiveness of the KEH Respiratory Protection Program

8. Supervisors
Supervisors have the responsibility for implementation of the KEH Respiratory Protection
Program in his or her work area. This includes:

• supervising staff to ensure that the KEH Respiratory Protection Program elements
are followed and that employees property use and care for respirators in their work
areas;

• seeking assistance from the KEH Program Manager regarding selection, use, and
care of respirators;

• ensuring that defective or damaged respirators are immediately replaced

C. Employees
KEH employees assigned to tasks requiring the use respirators are responsible for following the
requirements of the KEH Respiratory Protection Program. This includes:

Attending required training sessions;
wearing respirators as required;
caring, cleaning, and maintaining respirators as required or as necessary;
informing the supervisor of the need to repair or replace damaged or defective
respirators;
being involved in medical surveillance processes;
informing the supervisor of any unusual occurrences related to respirators or
respirator use

D. Contractors
Contractors working at KEH facilities or for KEH on satellite field projects must inform their KEH
representative of any Contractor activities performed at KEH that require the use of respirators.
Contractors working at KEH facilities are responsible for administering their own respiratory
protection programs and supplying/using their own respirators.

///. Selection and Use of Respirators

A. Respirator Use Areas or Tasks
Respiratory protection shall be used by KEH employees when performing certain identified tasks
at KEH work sites. Personnel performing the identified tasks must be medically qualified to wear
a respirator and must comply with the requirements of the KEH Respiratory Protection Program.
Tasks requiring respirator use may include any operations Involving the handling and use of
hazardous chemicals, hazardous wastes and materials, airborne contaminants, airborne
radiologic hazards and/or hazardous chemicals without the benefit of controlled ventilation (e.g.
chemical exhaust hoods, engineering controlled dilution ventilation, etc.).



Other non-routine tasks may expose employees to hazardous substances or oxygen deficient
atmospheres and require the use of respirators. Work sites will be evaluated on a project-by-
project or work area-by-work area basis by the Program Manager prior to KEH personnel donning
any respiratory equipment. Work sites will be evaluated to identify and evaluate the respiratory
hazard(s) in each work site in accordance with the: provisions of OSHA 1910.134.

B. Respiratory Selection

Respirators used at KEH will be of safe design and construction for the work to be performed and
shall be maintained in a sanitary and reliable condition. Only those respirators and respirator
parts that meet the National Institute for Occupational Safety and Health (NIOSH) and/or
American National Standards Institute (ANSI) standards will be purchased and accepted for use.
Respirators and filters/cartridges to be used at KEH will be selected after a determination has
been made as to the real and/or potential exposure of employees to airborne contaminants.
Each work area will be evaluated for proper respiratory protection prior to any KEH personnel
donning respiratory protective equipment. The following items will be considered:

contaminant concentrations and potential for oxygen deficiency;
the real or potential for IDLH environment;
effectiveness of the device against the substance of concern;
estimated maximum concentration of the substance in the work area(s);
general environment configuration (i.e. confined space, open atmosphere, etc.);
known limitations of respiratory protection;
comfort, fit, and worker acceptance;

Careful consideration is given to comfort and fit of respirators in order to ensure that they will be
used properly. Respirators are generally available in a variety of sizes. Care should be taken to
ensure that the correct size is selected. For assistance in selecting the correct type and size of
respirators, contact the KEH Program Manager.

C. Types of Respirators

There are generally two kinds of respiratory protection: (1) air-purifying respirators and (2)
supplied-air respirators. Respiratory protection at KEH consists primarily of air-purifying
respirators; however, tasks that may expose KEH employees to harmful contaminants will be
evaluated as they arise to determine the adequacy of respiratory protection.

1. Air-Purifying Respirators
Air-purifying respirators remove air contaminants by filtering, absorbing, adsorbing, or chemical
reaction with the contaminants as they pass through the respirator canister or cartridge. These
respirators will not be used by KEH personnel in IDLH atmospheres and may only be used when
there is adequate oxygen content (19.5-23.5% by volume) in the atmosphere. All air-purifying
filers, cartridges, and canisters used on KEH work sites will be property labeled and color-coded
with the appropriate NIOSH approval label and the labels will be legible. Air purifying respirator
filter cartridges are classified as follows:

a. P articulate - Filter out dusts, mists, fibers, fumes; may be single-use disposable or
replaceable filter cartridges/canisters. Canisters must be certified by NIOSH under 30 CFR
part 11 as HEPA filters or certified for particulates by NIOSH under 42 CFR part 84. For
contaminants consisting primarily of particles with mass median aerodynamic diameters
(MMAD) of at least 2 micrometers, any respiratory filter certified for particulates by NIOSH.

b. Gas, Vapor - Removes specific individual contaminants or a combination of contaminants by
absorption, adsorption, or by chemical reaction; examples include gas masks and chemical-
cartridge respirators/canisters. Canisters used for protection against gases and vapors will
be equipped with an end-of-service-life indicator (ESLI) certified by NIOSH. If there is no



ESLI appropriate for work-specific conditions, canisters will be replaced upon exiting each
wort; area at the end of shift,

c. Co mbination - combines characteristics of Participate and Gas/Vapor filters.

2. Supplied-Air Respirators
Supplied-air respirators provide breathing air independent of the environment. These respirators
are used when contaminants have insufficient warning properties (e.g. smell, taste) or when the
contaminant is of such high concentration and/or loxicity that air-purifying respirators are
inadequate. Supplied-air respirators, also called air-line respirators, are classified as follows:

a. D emand - supplies air to the user on demand (inhalation) which creates a negative pressure
within the facepiece. Leakage into the facepifjce may occur if there is a poor seal between
the respirator and the user's face

b. Pressure-Demand - maintains a continuous positive pressure within the facepiece, thus
preventing leakage into the facepiece

c. Co ntinuous-Flow - maintains a continuous flow of air through the facepiece and prevents
leakage into the facepiece

Supplied air respirators shall only be used with breathing gases of high purity. All compressed
air, compressed oxygen, liquid air, and liquid oxygen used in conjunction with respiratory
protection systems will conform to the requirements and specifications of OSHA 1910.134.1,
Breathing Air Quality and Use.

3. Self-Contained Breathing Apparatus (SCBA)
This type of respirator allows the user complete independence from a fixed source of air and
offers the greatest degree of protection but is also the most complex. Any work performed by
KEH in IDLH atmospheres shall be conducted utilizing full-facepiece pressure-demand SCBA
certified by NIOSH for a minimum service life of thirty (30) minutes. Training and practice in the
use of SCBA is essential and is mandatory for all KEH personnel prior to donning SCBA
protection. SCBA will not be approved for use by KEH personnel without written authorization
from the KEH Program Manager and only after all other means to provide employee protection
have been exhausted. Emergency response procedures requiring the use of SCBA will be
performed by outside agencies (e.g. local Fire and Police Departments, etc.).

D. Identification of Respirator Filter Cartridges or Canisters

Respirator filter cartridges and canisters are designed to protect against individual or a
combination of potentially hazardous atmospheric contaminants, and are specifically labeled and
color-coded to indicate the type and nature of protection they provide.

Respirator filter cartridges used by KEH must be identified by the NIOSH approval label on the
outside of the cartridge for use against specific contaminants. Labels are not to be damaged,
erased, or otherwise made illegible.

The following filter type designations were established by the NIOSH Guide to the Selection and
Use of Particulate Respirators certified under 42 CFR 84 Filter Classes. The filter classes were
re-evaluated by NIOSH in 1995 and 3 filter series were established, N, R, & P. Within each
series there are 3 filter efficiencies available. The 100 filter type designation is equivalent to a
HEPA filter.

The air monitoring data, hazard assessment and physical characteristics of the particulate will
determine which filter type is chosen. The Program Manager will assist in the respirator filter
selection.



Filter Series

N Series
Non-oil

R Series
oil-Resistant

P Series
oil-Proof

Filter Type
Designation
N95
N99
N100
R95
R99
R100
P95
P99
P100

Minimum Efficiency

95%
99%
99.97%
95%
99%
99.97%
95%
99%
99.97%

NOTE: Certification categories apply only to non-powered, air purifying, particulate-filter
respirators. PAPRs for particulates will bo approved only with HEP A filters.

Respirator Decision Logic

The Program Manager shall use the NIOSH Decision Logic determining the appropriate
respiratory protection. The decision logic contains a series of questions regarding situations.

| which may require the use of respirators. The decision logic describes respirator limitations,
use of applicable exposure limits, warning properties, protection factors, oxygen limitations, and
medical evaluation.

Hazard Assessment

The Program Manager will evaluate new and existing operations that may expose workers to
airborne hazards and require respiratory protection. Past air monitoring data, process
information, types of contaminants involved, location and duration of operations, and other factors
are considered when evaluating existing engineering and administrative controls.

E. Respirator Failure and Warning Signs
Respirators and respirator cartridges have limited lives depending on the frequency of use and
contaminant concentrations. Based on the nature of work performed by KEH, new respirator
cartridges will be Issued to all employees requiring their use upon reporting to a job site
location for the first time. Schedules for replacing respirator filters, cartridges, and canisters
will be determined by the KEH Supervisor or Program Manager at the initiation of each project
requiring respirator use. Listed below is a description of warning signs and end-of-service-life
indicators that assist in identifying when respirator canisters are or may be approaching failure.
Should an employee notice any of these warning signs when using a respirator, replace the
cartridge and contact the KEH Program Manager for assistance.

1. End-of-Service-Life (EOSL) indicators - labels indicating useful life or colorometric indicators
that identify EOSL characteristics of the filters). EOSL indicators must be certified by NIOSH
for a target contaminant or respiratory hazard.

2. Particulate Air-Purifying - When breathing difficulty is encountered with a filter respirator (due
to filter loading and increased resistance to air flow), the filters) must be discarded and
replaced.

3. Gas/Vapor Air-Purifying - When using Gas/Vapor cartridges, if any of the warning properties
(e.g. odor, taste, eye irritation, or respiratory irritation) are detectable by the respirator user,
or If an EOSL indicator is activated, promptly leave the area and inspect the respirator for the
following:

• proper face seal
• damaged or missing respirator parts
• saturated of inappropriate cartridge/canister



If no discrepancies are observed, replace the cartridges/canisters. If any of the warning
properties are detectable again, the contaminant concentration may exceed the
cartridge/canister design specification. Should this occur, contact the KEH Program Manager
for direction.

4. Service Life of Air-Purifying Cartridges/Canisters - The cartridges/canisters of air-purifying
respirators are intended to be used until filter resistance precludes further use, or the
chemical sorbent is expended as signified by a specific warning property (e.g. odor, taste,
etc.). New cartridges, canisters, or filters shall always be provided by KEH when a respirator
is re-issued. When in doubt about the previous use of the respirator, obtain a replacement
cartridge, canister, or filter.

Air purifying respirators shall be equipped with end of service life indicator (ESLI)as
available. In the absence of an ESLI. the Respiratory Cartridge/Canister Change Schedule
shall_be based on the Manufacturer's Recommendation and the suggested Rule of Thumb
from Chapter 36 of AIHA publication. The Occupational Environment - Its Evaluation and
Control".

The OSHA suggested ESLI Rule of Thumb for organic vapor cartridges/canisters is:

• If the chemical's boiling point is >70°C and the concentration is less than 200 ppm a service
life of 8 hours at a normal work rate is expected;

• Service life is proportional to work rate;

• Reducing concentration by a factor of 10 will increase service life by a factor
of 5;

• Humidity above 85% will reduce service life by 50%.

5. Supplied-Air Respirator - When using a supplied-air (air-line) respirator, if the failure alarm(s)
is activated, if an air pressure drop is sensed, or if instructed by an "outside" person, leave
the area immediately and contact the KEH Program Manager.

IV. Medical Evaluation and Surveillance
Any KEH employee required to wear a respirator or to perform a task in which respiratory
protection is required must be medically qualified to wear the respirator being issued prior to
wearing a respirator. Medical qualification shall be conducted by a qualified Physician or licensed
healthcare professional (PLHCP) In accordance with OSHA medical surveillance requirements
and/or NIOSH recommendations. The medical evaluation will include a medical questionnaire or
an initial medical examination that obtains the same information as the medical questionnaire.
The medical evaluation will be conducted in a mariner consistent with that contained in Sections 1
and 2, Part A of Appendix C of OSHA 1910.134, a copy of which is incorporated herein.

1. A follow-up evaluation will be provided for an employee who gives a positive response to any
question among questions 1-8 in Section 2, Part A of Appendix C of OSHA 1910.134, a copy
of which is incorporated herein.

2. Supplemental Information Provided to PLHCP - KEH will supply the PLHCP with the
following information prior to the PLHCP making a recommendation with respect to that
employee's fitness to wear respiratory protection:



a. the type and weight of respirator to be used;
b. the duration and frequency of respirator use;
c. the expected physical work effort;
d. additional protective clothing and equipment to be worn during respirator use;
e. temperature and humidity extremes that may be encountered;
f. any other supplemental information that will assist the PLHCP in making respiratory

protection recommendations; and,
g. a copy of the KEH Respiratory Protection Program

3. Upon completion of medical evaluation, KEH will obtain from the PLHCP a written
recommendation regarding the employee's ability to wear the respirator. Written
recommendations will include any limitations on respirator use related to the medical
condition of the employee, or relating to the workplace conditions in which their respirator will
be used, including whether or not the employee is medically able to use the respirator.
Written recommendations must also contain the need, if any, for follow-up medical evaluation
and a statement that the PLHCP has provided the employee with a copy of the PLHCP's
written recommendation.

4. Additional medical evaluations shall be provided to KEH employees if:

a. An employee reports medical signs or symptoms that are related to ability to use a
respirator;

b. A PLHCP, supervisor, or the Program Manager informs the KEH principles that an
employee needs to be re-evaluated;

c. Information from the KEH Respiratory Protection Program indicates a need for employee
revaluation; or

d. A change occurs in work site conditions that may result in a substantial increase I the
physiological burden placed on an employee.

For further information regarding medical evaluations and respirator use or to set-up a medical
evaluation, contact the KEH Program Manager.

V. Respirator Fit Testing
Fit tests are used to determine the ability of each individual respirator wearer to obtain a
satisfactory fit with the desired respirators to be used (based on brand, model, type, and size). Fit
tests shall be performed and records of fit tests shall be maintained for all KEH employees
required to wear respirators. Employees must successfully pass a fit test (and medical
evaluation) before being issued a respirator. All employees assigned to job tasks or work
locations requiring the use of negative-or positive-pressure, tight-fitting facepieces will be fit-
tested with the same make, model, style, and size of respirator that will be used.

Quantitative and/or qualitative fit tests will be conducted initially upon assignment to tasks
requiring respirator use and annually thereafter upon successful completion of respirator training
or if the type or model of respirator is changed from that recorded in previous fit test records for
an employee. Fit testing will be conducted according to the procedures described in OSHA
1910.134 Appendix A, a copy of which is incorporated herein.

Fit testing will be administered by the KEH Program Manager, with fit test results identifying the
date of fit test, individual fit-tested, and the type, model, and size of respirator used. There are
two types of fit testing procedures: (1) Qualitative, and (2) Quantitative

A. Qualitative Fit Testing
A qualitative fit test (QLFT) is conducted to test the respirator user's response to a chemical
introduced outside the respirator facepiece. This response is either voluntary or involuntary



depending on the chemical used. Several methods may be used for qualitative fit testing. The
two most common are the irritant smoke test and the odorous vapor test. Fit testing at KEH will
consist primarily of qualitative fit tests using the Irritant Smoke Protocol described below.

1. Irritant Smoke Test - The irritant smoke test is an involuntary response test. Air-purifying
respirators must be equipped with a high efficiency participate air (HEPA) filter for this test.
An irritant smoke, usually either stannic chloride or titanium tetrachloride, is directed from a
smoke tube toward the respirator. If the test subject does not respond to the irritant smoke, a
satisfactory fit is assumed to be achieved. Any response to the irritant smoke (e.g. coughing)
indicates an unsatisfactory fit.

(Note: Irritant smoke is also an irritant to the eyes, skin, and mucous membranes and may
be harmful to breathe. Control fugitive emissions of irritant smoke using a smoke chamber or
controlled ventilation).

2. Odorous Vapor - The odorous vapor test is a voluntary response test. It relies on the
subject's ability to detect an odorous chemical while wearing the respirator and reporting it to
the test conductor. Air-purifying respirators must be equipped with an organic cartridge or
canister for this test. Isoamyl acetate (banana oil) is the usual test substance. An isoamyl
acetate-saturated pad is generally placed near the facepiece-to-face seal of the respirator. If
the test subject is unable to smell the chemical, than a satisfactory fit is assumed to be
achieved. If the subject smells the chemical, the fit is unsatisfactory.

If the subject cannot smell the chemical, the respirator will be momentarily pulled away from
the subject's face. If the subject is then able to smell the chemical, a satisfactory fit is
assumed. If the subjects cannot smell the chemical with the respirator pulled away from the
face, this test is inappropriate for the subject and a different test must be administered.

This test is limited by the wide variation of odor thrProgram Managertds and responses
among individuals and the introduction of possible olfactory fatigue.

B. Quantitative Fit Testing

Quantitative fit testing (QNFT) involves exposing the respirator user to a known concentration of
contaminant and comparing the outside-of-mask concentration to the inside-of-mask
concentration in determining proper fit. This fit test method requires specialized testing
equipment (such as a "Portacount System"). An acceptable fit is achieved when a respirator
wearer successfully completes a series of six programmed exercises (normal breathing, deep
breathing, moving head, etc.)

C. Recordkeeplng
Respirator fit-testing shall be documented and maintained by the KEH Program Manager. Fit
testing documentation shall include the type of respirator, brand name and model, method of test,
test results, test date, and identification of the test conductor. Fit-test records will be maintained
in the KEH Environmental Safety and Health Program Manual.

VI. Respirator User Seal Checks

As opposed to a respirator fit test conducted annually to determine correct respirator type, size,
etc, a respirator user seal check must be performed every time a respirator is donned to ensure a
proper face seal is achieved during every respirator use. These checks are not a substitute for fit
testing but are used in conjunction with fit testing to ensure proper fitting respirators are worn.
There are two types of user seal checks: (1) positive pressure user seal check, and (2) negative
pressure user seal check.



Negative Pressure User seal check
Negative pressure user seal checks cannot be carried out on all respirators; however, it can be
used on facepieces of air-purifying respirators equipped with tight-fitting respirator inlet covers
and on atmosphere-supplying respirators equipped with breathing tubes which can be squeezed
or blocked at the inlet to prevent the passage of air. To conduct a negative pressure user seal
check, close off the inlet opening of the respirator canisters), with the palm of the hand, or
squeeze the breathing air tube or block its inlet so that it will not allow the passage of air. Inhale
gently and hold for at least 10 seconds. If the facepiece collapses slightly and no inward leakage
of air into the facepiece is detected, it can be reasonable assumed that the respirator has been
properly positioned and the exhalation valve and facepiece are not leaking.

Positive Pressure User seal check
Positive pressure user seal checks cannot be canied out on al respirators; however, respirators
equipped with exhalation valves can be tested. To conduct a positive pressure user seal check,
close off the exhalation valve or the breathing tube with the palm of the hand. Exhale gently. If
the respirator has been properly positioned, a slight positive pressure will build up inside the
facepiece without detection of an outward air leak between the sealing surface of the facepiece
and the face.

A. Respirator Fit Problems

Certain situations or circumstances can affect the way a respirator is worn, used, or operates,
and thus, can affect the ability of the respirator to protect the user. Under these circumstances, fit
testing may be required in more frequent intervals to determine effectiveness of respirators.
Should any of the following circumstances apply to an KEH respirator user, a new fit test must be
conducted. Contact the KEH Program Manager for direction.

Facial Hair - growth of mustache, beard, facial hair can affect fit;
Dentures - absence or presence can affect respirator fit;
Surgery - surgery to face, head, neck can affect respirator fit;
Excessive weight loss/gain - can affect respirator fit;
Corrective lenses - prescription eyeglasses/frames can interfere with respirator fit;

KEH employees required to wear respirators must be clean shaven to the point that facial hair
does not affect the fit of the respirator. KEH employees that wear corrective or prescription
lenses will be provided respirators that incorporate vision correction in their design without
compromising the fit of the respirator. Contact the KEH Program Manager for further information.

VII. Issuance of Respirators
Respiratory protective equipment shall not be issued to any KEH employee who has not
successfully completed the KEH Respiratory Protection Training Program. Additionally,
employees must be declared medically qualified to wear a respirator and must have successfully
met fit testing requirements.

The types of respiratory protection used at KEH is evaluated and selected by the KEH Program
Manager. To request a respirator or to change types, brands, or models of respiratory protection,
contact the KEH Program Manager.

VIII. Maintenance, Cleaning, and Storage of Respirators

KEH policy is to properly maintain and store all respirators and to keep respirators/parts used by
personnel free from damage and defects. Respirators should be inspected, cleaned and



maintained at regular intervals so that it provides the requisite level of protection that it was
designed for.

IX. Canister Change Out Schedules
Respirator cartridges used by KEH employees must be changed in accordance with OSHA
1910.134. In lieu of visible replacement indicator;; on respirator cartridges, all canisters, filters,
and cartridges must be changed each time contaminants in field operations change and upon
arrival at each new project field site where contaminants may differ from previous work sites.

Air purifying respirators shall be equipped with end of service life indicator (ESLI) as available. In
the absence of an ESLI. the Respiratory Cartridge/Canister Change Schedule shall_be based on
the Manufacturer's Recommendation and the suggested Rule of Thumb from Chapter 36 of AIHA
publication, "The Occupational Environment - Its Evaluation and Control".

The OSHA suggested ESLI Rule of Thumb for organic vapor cartridges/canisters is:

• If the chemical's boiling point is >70°C and the concentration is less than 200 ppm a service life
of 8 hours at a normal work rate is expected;

• Service life is proportional to work rate;

| -Reducing concentration by a factor of 10 will increase service life by a factor of 5;

• Humidity above 85% will reduce service life by 50%.

Formatted: Bullets
and Numbering

A. Maintenance
The maintenance of respiratory protective devices involves a thorough visual inspection for
cleanliness and defects (i.e. cracking rubber, deteriorated straps, defective valves, etc.) each time
the respirator is donned and doffed. KEH employees who use respirators are responsible for
inspecting protective gear each time it is donned and re-inspecting and cleaning the protective
gear each time it is doffed. If damage or defects to respirators or component parts is detected
during inspections, immediately take the equipment out of service by marking or labeling it and
turn it over to the KEH Program Manager for appropriate disposal. No attempt will be made to
repair or replace component parts or make adjustments beyond those recommended by the
manufacturer. Under no circumstances will parts be substituted as such substitutions will
invalidate the protection factor of the respirator.

B. Cleaning of Respirators
Respirators shall not be shared between employees until they have been property cleaned and
sanitized. Respiratory protective devices shall be cleaned and sanitized after each use with a
disinfectant solution or using pre-manufactured disposable disinfecting pads. Respirators will be
distributed for individual use whenever possible. When PPE is distributed for individual use, the
PPE should be marked or labeled to identify the target user.

Cleaning and disinfection of respirators must be done frequently to ensure that skin-penetrating
and dermatitis-causing contaminants are removed From the respirator surface. The following
procedure is recommended for cleaning and disinfecting respirators:

1. Remove and discard all used filters, cartridges, or canisters;
2. Wash faceplece and breathing tube in a cleaner-disinfectant solution (note: solvents

which can affect integrity of rubber or plastic should not be used);



3. Rinse completely in clean, warm water,
4. Air dry in a clean area;
5. Clean other respirator parts as recommended by the manufacturer;
6. Inspect valves, headstraps, and other parts to ensure proper working condition;
7. Reassemble respirator and replace defective parts;
8. Store in a clean, dry, place free from contamination

C. Storage of Respirators

All respirators shall be stored in a clean, dry location free of chemical or excessive dust
contamination. The storage location for PPE shall be determined by the KEH Program Manager.

IX. Respirator Training
KEH employees who use respirators are required to receive training on the contents of the KEH
Respiratory Protection Program and their responsibilities under it prior to using respirators.
Employees will be trained on the proper selection, use, limitations, care, and storage of the
respirators. Training will also instruct the users on proper donning and doffing procedures, proper
fit and user seal checking, and how to determine the effectiveness of the respirator. KEH
employees who use respirators must also successfully complete a medical evaluation of the
employees' fitness to wear a respirator. The Respiratory Protection Training Program is
administered and maintained by the KEH Program Manager.

Respiratory Protection Training will include at a minimum the following information:

nature and degree of respiratory hazards
selection and use of respirators
how to properly don, doff, adjust, and wear respirators
the limitations of respirators and cartridges/canisters
proper care, maintenance, and storage of respirators
applicable requirements of the OSHA Respiratory Protection Standard, 1910.134

X. Respiratory Program Surveillance
The KEH Respiratory Protection Program will be evaluated periodically to determine overall
program effectiveness and to ensure that the Program is being properly implemented. Program
evaluations will be conducted by the KEH Program Manager or his/her designated representative
as necessary to ensure that the provisions of the current written KEH Respiratory Protection
Program is implemented and effective. Employees; required to use respirators will be consulted
to assess employee views of program effectiveness. Factors to be assessed include but are not
limited to:

• Respirator fit;
• Respirator selection for protection against Identified hazards;
• Respirator use under workplace conditions encountered by employees in the field;
• Respirator maintenance



XI. Recordkeeplng

Recordkeeping for the KEH Respiratory Protection Program will be performed by the KEH
Program Manager. Records maintained include medical evaluations, training records, fit test
records, program evaluations, and the written KEH Respiratory Protection Program. Records will
be maintained in the KEH administrative offices.

The KEH Respiratory Protection Program Manager has reviewed and evaluated this written
program.

Thomas D. Koch, CIH
KEH Program Manager Date



KEH RESPIRATORY PROTECTION TRAINING PROGRAM



KEH RESPIRATORY PROTECTION TRAINING PROGRAM RECORDS



KEH RESPIRATORY PROTECTION PROGRAM - MEDICAL SURVEILLANCE RECORDS



KEH RESPIRATORY PROTECTION PROGRAM - FIT TEST RECORDS



KEH RESPIRATORY PROTECTION PROGRAM - PROGRAM EVALUATIONS



APPENDIX A- KEH PROJECT EVALUATION FORM FOR RESPIRATORY PROTECTION
(To be completed by KEH Supervisor or Program Manager prior to conducting any work on a
project that requires respiratory protection)

Date: KEH Project #:

Project Location:.

Completed by: Work Area:

Description of Project:,

Nature of Respiratory Hazards:

Particulates

Other (describe):.

Gases/Vapors

Types of Respirators Selected for Use:

Air-purifying

Other (describe):

. Supplied Air

Other Protective Clothing/Equipment Selected for Use:

Hard hat Work Gloves
Gloves

Combination

SCBA

Chemical

Outerwear
. Chemical Boots

. Protective Clothing (describe):.

. Other (describe):

Face Protection

Schedule for Filter/Cartridge/Canister Replacement (prior to every work site entry unless
otherwise specified):

Other information as necessary for safe completion of the job:

KEH Supervisor Date KEH Program Manager Date

KEH Respiratory Protection Program/April, 1999
Work Area Evaluation Form



APPENDIX B - OSHA RESPIRATORY PROTECTION STANDARD AND APPENDICES



OSHA's Form 300 (Rev. 01/2004)
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STAFF INCIDENT REPORT
MELBOURNE HFAITH

This form should be filled in by the individual staff member involved, immediately following an incident, accident, injury or near miss/hit.
It should be forwarded by the end of the shift to the Work Environment Consultant responsible for the Campus/Location cl- Human Resources

If the person involved is unable to fill in the form, their Manager/Supervisor must complete it. (Please print all information)

1. DETAILS OF PERSON INVOLVED IN INCIDENT

Surname:
Given Names:
Date of Birth: / / Phone (H):
Home Address:

Post Code:
Occupation:
Division: Cost Centre:
Campus/Location:
Phone (W): Employee No:

Employment Status:
D Employee D Agency D Contractor
D Full Time D Part Time D Casual
D Other (please specify):
Gender: D Male D Female

2. DETAIL OF INCIDENT

Date of incident: / / Time of incident: am/pm
Exact location of incident:

kw
Factors contributing to the incident:
(What were you doing at the time e.g. pushing trolley)

3. LIKELY CAUSE OF INCIDENT

(Please tick as many as appropriate)

D Fall from height D Striking against object
D Slip/trip/fall D Struck by moving object
D Physical assault D Verbal abuse
D Repetitive movement
D Manual handling - patient
D Manual handling - other (please specify):

D Exposure - Hot/cold D Contact - electricity

D Exposure - Chemical D Single D Prolonged
D Exposure - Biological (please specify):
D Sharps injury D Blade Q Needle
D Other (please specify):

Procedure Tvoe

D Set up for procedure D During procedure
^H Laboratory procedure D Clean up after procedure
•j During sharps disposal D During garbage disposal
J Other (please specify):

4. DETAIL OF INJURY

Did an injury occur? D Yes Q No
Bodily Location(s) (eg. Right Wrist):

Nature of Injury
DFracture DSprain/Strain QNeedle stick
QLaceration QForeign body QBruising
DChemical exposure distress/Anxiety QDermatitis
DBody fluid exposure DBurn/Scald dPuncture
DEIectric shock DPain/Discomfort only

DOther (please specify):

Treatment reauired at the time of Incident occurrina?
n Report Only D First Aid
D Medical Treatment D Time Lost
G Needle Stick Follow Up

5. DETAILS OF PERSONAL PROTECTIVE

EQUIPMENT (PPE)

Did this task require PPE? D Yes Q No
Was correct PPE being used at time of
incident? D Yes D No
Please dive details of PPE worn:

Q Eye Protection D Gloves D Gowns/Aprons
D Face Protection D Footwear D Hearing Protection
6. OTHER DETAILS ABOUT INCIDENT

Details of other visitors/patients involved:

Did the incident involve a visitor? Q Yes D No
Did the incident involve a patient? D Yes D No
Patients Name: UR:

Details of wltness(es) Involved:

Surname:
Given name:
Phone (H): Phone (W):

Details of suoervisor/manaaer to whom Incident was
reported
Surname:
Given name:
Position: Phone:
Signature: Date: / /

Signature of person
involved in
Incident:
Date: / /
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INCIDENT FOLLOW-UP REPORT 3. ACTION TO BE TAKEN TO PREVENTING
AND CONTROL RE-OCCURRENCE: (please
tick as many as applicable)

form is to be filled by the MANAGER / SUPERVISOR
,! the staff member involved in the incident.

It must be completed before the end of the shift and
forwarded with the Staff Incident Report Form (page 1)
to the Work Environment Consultant responsible for the
Campus / location c/o Human Resources.

1. DETAILS OF MANAGER / SUPERVISOR
RESPONSIBLE FOR STAFF MEMBER

Manager / Supervisor's:

Surname:

Given Name:

Dvision:

Campus / Location:

Phone:

2. DETAILS OF MANAGER / SUPERVISOR OF
DEPARTMENT IN WHICH INCIDENT

OCCURRED
(If incident occurred in the same department where staff member

irmally works write "As Above".)
anaaer / Supervisor's:

Surname:

Given Name:

Occupation:

Division:

Ca

^^>h<

Campus / Location:

Phone:
Others Involved In Incident follow-up process:
(eg. Supervisors or Health and Safety Representative)
i) Surname:
Given Name:
Occupation:
Department:
Campus / Location:
Phone:
ii) Surname:
Given Name:
Occupation:
Department:
Campus / Location:

one:

This action must be implemented by those involved in the
Incident Follow-up process.
All Staff Incident Reports will be followed up by the Return
to Work Coordinator / Administrator.
The Incident Follow-up Reports will be followed up by the
Work Environment Consultant with the Department Manager
concerned, and where appropriate with the General Manager.
fj Remove Hazard

n Clean up / Housekeeping

D Improve Layout of Work Place
D Repair Equipment / Tools / Signs
n Upgrade Equipment / Tools / Signs
fj Improve Inspection Procedure
D Staff Counselling
n Staff Training
fj Personal Protective Equipment

D Manager to provide
D Employee to wear

Please specify details of required action:

Other follow-up recommended:

4. FOLLOW-UP OF STAFF MEMBER INVOLVEC

Did an injury occur? Q Yes
Treatment required at time of incident occurring:
D Report Only

First Aid
Medical Treatment
Inpatient Admission
Time Lost
Needle Stick follow up
Debriefing
Counselling

No

n
n
n
n
n

MANAGER / SUPERVISOR
Please ensure that this completed Incident Follow-up Report
AND the Staff Incident Report (page 1) as completed by the
staff member involved in the incident, are forwarded to the
following parties, by the completion of the shift In which the
Incident occurred.
• Original to: The Work Environment Consultant

responsible for your campus / location at the Work
Environment Unit c/o Human Resources, ROYAL
MELBOURNE HOSPITAL

• Copy to: The Manager / Supervisor of the staff member
involved in the incident to place in the Register of Injuries
for the Departments (S101, Accident Compensation Act
1985)

Copy to: The staff member Involved in the incident (S102,
• Accident Compensation Act 1985)
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Section 1
Project Management

This QAPP supports the draft Remedial Action Work Plan (RAWP) for the Flyway

site located near Libby, Montana. This section covers the basic area of project

management, including the project organization, background and purpose, project

description, quality objectives and criteria, special training, and documentation and

records.

1.1 Project Organization

Organization and responsibilities specific to this study are discussed in this

section. Remedium Group, Inc. (Remeclium) will provide the necessary technical and

field staff to perform sampling and reporting aspects of the project. Health and Safety

and Air Monitoring will be conducted by Koch Environmental Health, Inc. Excavation &

Equipment will be supplied and conducted by Mike Chapman Enterprises. The

analytical services will be provided through EMSL Analytical Laboratory (EMSL) located

in Libby, Montana and Koch Environmental Health, Inc. (also Badlands Environmental

Consultants, Inc.) located in Libby, Montana.

1.1.1 Remedium Management

The Remedium management team for the Flyway project is comprised of the

following: Project Coordinator (PC), Alternate PC, Project Manager, Project Quality

Assurance Coordinator, Sample Coordinator and Air Monitoring Manager, Excavation

and Equipment Contractor, Health & Safety Officer, and project support team.

Mr. Jim Christiansen and/or a representative of the USEP-Region VIII office will

work closely with Remedium on all aspects of the project and will be responsible for
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ensuring that the work meets the requirements set forth in the approved legal and

technical documents. See Figure 1-1 for the Project Management organization chart.

The following personnel are assigned to this project:

Project Coordinator Robert Marriam

Alternate PC Robert J. Medler

Project Manager Alan Stringer

Project Quality Assurance Coordinator J. David Tucker

Sample Coordinator and Patrick McGurren
Air Monitoring Manager (Koch Environmental Health, Inc)

Excavation and Equipment Contractor Mike Chapman
(Mike Chapman Enterprises)

Health & Safety Officer Thomas Koch, C.I.H.
(Koch Environmental Health, Inc.)

The Remedium PC and Alternate PC for this removal action work will be Mr.

Robert Marriam and Mr. Robert J. Medler, respectively. Mr. Marriam and Mr. Medler will

be responsible for the overall management and coordination of the following activities:

• Maintaining communications with EPA regarding the status of this project;

• Supervising production and review of deliverables;

• Reviewing analytical results;

• Tracking of planned budgets and schedules;

• Incorporating and informing EPA of changes in the RAWP, HASP, and
other project documents;

• Providing oversight of data management;

• Notifying the appropriate personnel immediately of significant problems
affecting the quality of data or the ability to meet project objectives;

• Using sampling data in site remediation decision making;

• Preparing weekly status reports; and

• Reviewing analytical results.
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FIGURE 1-1
PROJECT MANAGEMENT ORGANIZATION CHART
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The Remedium Project Manager (PM) for this removal action work is Mr. Alan

Stringer. Mr. Stringer is responsible for the daily management of the following activities:

• Overseeing excavation operations in the field;

• Notifying the PC of significant problems which may affect the quality of
the data or the ability to meet project objectives;

• Scheduling personnel and material resources;

• Implementing sampling and analysis aspects of the cleanup;

• Organizing and conducting periodic meetings with onsite facility
personnel;

• Providing oversight of daily and periodic report preparation;

• Coordinating work activities including sampling;

• Ensuring that sampling is conducted in accordance with pertinent
procedures and that the quantity and location of all samples meet the
requirements of this RAWP; and

• Scheduling and conducting required sampling and monitoring activities.

The Project Quality Assurance Coordinator for this project will be Mr. David

Tucker. The Project Quality Assurance Coordinator has the authority to objectively

review projects and identify problems, and the authority to use corporate resources as

necessary to resolve any quality-related problems. The Project Quality Assurance

Coordinator for this project will be responsible for the following:

• Verifying that corrective actions resulting from staff observations, QA/QC
surveillances, and/or QA audits are documented and implemented;

• Reviewing and approving the project-specific plans;

• Directing the overall project QA/QC program;

• Maintaining QA/QC oversight of the project;

• Reviewing QA/QC sections in project reports, as applicable;

• Reviewing QA/QC procedures applicable to this project;

• Initiating, reviewing, and following up on response actions, as necessary;
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• Take corrective action as needed;

• Arranging performance audits of measurement activities, as necessary;
and

• Providing weekly written reports on the QA/QC activity to the QA
manager.

The Sample Coordinator and Air Monitoring Manager for this project is Mr.

Patrick McGurren. Mr. McGurren is responsible for the following:

• Maintaining proper chain-of-custody forms and sample labels for proper
transfer of the samples to the analytical laboratories;

• Preparing and shipping samples to the analytical laboratories; and

• Maintaining sampling equipment.

Mr. Patrick McGurren will receive the soil sample analysis data directly from

EMSL, and ambient and personal air sample analysis data from Koch Environmental

Health, Inc. (also Badlands Environmental Consultants, Inc.) in the Libby 2 format.

Remedium will also provide a QA/QC review of the field data package, ensuring that the

data, with backup instrument calibration and standard information, is included.

Mr. Patrick McGurren will conduct the soil sampling and the air sampling as per

indicated in the SAP.

The Excavation and Equipment Contractor for this excavation and sampling

effort is Mr. Mike Chapman (Mike Chapman Enterprises). Mr. Chapman is responsible

for the overall management and coordination of the following activities:

• Overseeing operation and maintenance of excavation and equipment
activities; and

• Conducting tailgate safety meetings with truck drivers.

The Health & Safety Officer for this project is Mr. Thomas Koch, C.I.H. (Koch

Environmental Health, Inc.). Mr. Koch is responsible for the overall health & safety of

the workers and work efforts conducted as part of this project. See Appendix A for a

copy of the Health & Safety Plan (HASP).
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Section 2
Background and Purpose

Site background and history are provided in the RAWP and the SAP. The

purpose and objectives of the sampling and analysis efforts are discussed in the RAWP

and the SAP. The purpose of this QAPP is to provide guidance to ensure that all

environmentally related data collection procedures and measurements are scientifically

sound and of known, acceptable, and documented quality, and conducted in accordance

with the requirements of the project.

2.1 Project Description

A description of this project is provided in the RAWP and SAP. Work efforts will

only be conducted in the 53-Grid Area (see Figure 2-1 for the 53-Grid Area).

Grid areas that overlap the riverbank will be addressed in the areas that are not

seasonably under water.

No work efforts will be conducted in the Transformer area. No PCB soil

contamination was found in this area, according to EPA's soil sample results.

2.2 Quality Objectives and Criteria for Measurement

This section provides an internal means for control and review of the project, so

that environmentally related measurement and data collected are of known and

acceptable quality. The data quality objectives (DQOs) and data measurement

objectives are addressed below.

In support of the quality objectives and criteria for measurement, the following

documents are attached to this QAPP.

Appendix 1

• Request for Modification to the Libby sampling and Quality Assurance
Project Plan Field Activities FFO-000000
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• Libby Asbestos Investigation - Chain of Custody Record

• Libby Field Sample Data Sheet (FSDS) For Personal Air

• Libby Field Sample Data Sheet (FSDS) For Soil

• Libby Field Sample Data Sheet (FSDS) For Stationary Air

Appendix 2

• EMSL Analytical, Inc. - Request for Modification to Laboratory
Activities LB-000031, dated 2/5/04

• Syracuse Research Corporation - Request for Modification to
Laboratory Activities LEJ-000030, dated 8/14/03

• Request for Modification to Laboratory Activities LB-000029a, dated
11/18/03

• Request for Modification to Laboratory Activities LB-000029, dated
8/26/03

• Request for Modification to Laboratory Activities LB-000028, dated
6/24/03

• Request for Modification to Laboratory Activities LB-000017A, dated
8/25/03

Appendix 3

EMSL Analytical, Inc. - Standard Operating Procedures, Asbestos
Analysis, PLM Analysis of Bulk Samples, 8/1/00

Appendix 4

EMSL Analytical S.O.P. for AHERA Analysis, 40CFR Part 763
Appendix A to Subpart IE Interim Transmission Electron Microscopy
Analytical Methods, 7/02

Appendix 5

EMSL Analytical, Inc. - Standard Operating Procedures, Asbestos
Analysis, Phase Contrast Microscopy (PCM), 8/1/00
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Appendix 6

• EMSL Analytical, Inc. - NIST Bulk Asbestos Proficiency Test, April
2003, Round M12003

• EMSL Analytical, Inc. - United States Department of Commerce
National Institute of Standards and Technology, NVLAP, Certificate of
Accreditation, EMSL Analytical Inc. Mobile Laboratory, Airborne
Asbestos Fiber Analysis, June 30, 2004

• EMSL Analytical, Inc. - United States Department of Commerce
National Institute of Standards and Technology, NVLAP, Certificate of
Accreditation, EMSL Analytical Inc. Mobile Laboratory, Bulk Asbestos
Fiber Analysis, June 30, 2004

• Department of Public Health and Human Services Environmental
Laboratory, State of Montana, Certification for Drinking Water
Analysis, Expiration Date: 9/18/06

• EMSL Analytical, Inc., Outline of the Laboratory Quality Assurance
Program, Phase Contrast Microscopy Transmission Electron
Microscopy Polarized Light Microscopy, 12/03

Appendix 7

• Badlands Environmental Consultants, Inc., Quality Manual, 1/5/00

2.3 Data Quality Objectives

The Data Quality Objectives (DQO) process is a series of planning steps based

on scientific methods that are designed to ensure the type, quantity, and quality of

environmental data used in decision-making are appropriate for the intended purpose.

2.3.1 Organization

To accomplish the project goals, the SAP calls for the sampling and analysis of

ambient air, personal air, and soil. For convenience and to clarify the specific purpose of

each sampling and analysis program, the DQOs are organized separately by medium

and respective purpose. Whenever possible, this is accomplished in tabular form. As

shown, the various DQOs are segregated into the following: (1) Personal Air (BZ)
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Monitoring Samples, (2) Perimeter Monitoring Air Samples, and (3) Soil Confirmation

Samples.

All project personnel are detailed in Section 1.1. The decision makers for the

activities described in this SAP are Robert Marriam (PC), Robert Meddler (alternate PC),

Alan Stringer (PM), David Tucker (PQAC), Patrick McGurren (Sample Coordinator and

Air Monitoring Manger), Thomas Koch (H&S Officer), and Jim Christiansen (EPA RPM).

Previous investigations at the Flyvvay near Libby (see CDM's Final Removal

Action Work Plan dated August 14, 2001) and CDM's QAPP were designed to

characterize Libby amphibole asbestos (LA) contamination at that location. Removal

activities will be performed at the Flyway in the fifty-three (53) grid area that have been

found to contain LA asbestos-contaminated soils. During removal activities, the potential

for LA fibers to migrate offsite increases. Likewise, during these activities, the potential

for LA exposure to workers is also increased. Therefore, it is important to ensure worker

safety and contaminant containment through periodic monitoring. Following cleanup

(soil removal), confirmation soil samples will be collected and analyzed expeditiously to

determine if the removal actions met project goals (categories) as described in

Remedium's SAP dated April 2004. Therefore, a program must be put in place to

monitor: (1) worker exposure and contaminant containment during removal activities;

and (2) the effectiveness of the cleanup (i.e., soil sample confirmation) following removal

activities.

Some of the grids located in the fifty-three (53) grid area are located along the

Riverbank. Any contaminated soil located in the Riverbank grid areas will be addressed.

An area previously identified at the Flyway site that will not need to be addressed

is the Transformer area located near an abandoned pump house. Based on EPA's

composite soil sample data, no PCB contamination was detected beneath the

Transformer area (near the abandoned pump house); therefore, no sampling and/or
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remedial activities are proposed for the soil in this area.

2.3.2 Principal Study Questions and Identify the Decision

The necessary resources (e.g., personnel, equipment, etc.) and budget will be

allocated to meet the data quality objectives. The schedule of the proposed sampling,

analysis, and removal response activities is located in the RAWP.

The principle study question(s), alternative actions, and decision statements are

summarized in Table 2-1.
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Table 2-1
Identify the Decision

Data Quality
Objective

Sample Description Principle Study Question(s) Alternative Actions Decision Statements

RA Monitoring Personal (BZ) Air
Monitoring

Is LA asbestos detected in the
workers' breathing zone above
worker safety limits?

1) Continue contaminated soil
removal and re-evaluate
engineering controls, work
practices, and/or PPE
2) Stop work
3) Take no action

Are LA asbestos fibers collecting in the
workers' breathing zone above worker safety
limits? If yes, engineering controls, work
practices, and/or PPE will be re-evaluated
and/or work will stop. If no, cleanup
activities will continue with no additional
evaluation.

RA Monitoring Perimeter Air
Monitoring

Are LA asbestos fibers detected
in air along the perimeter
boundary of an exterior cleanup
site (exclusion zone)?

1) Continue contaminated soil
removal and re-evaluate
engineering controls and work
practices

2) Stop Work
3) Take no action

Are LA fibers migrating to the exclusion zone
boundary during LA contaminated soil
removal? If yes, engineering controls and/or
work practices will be re-evaluated and/or
work will stop. If no, excavation activities will
continue with no additional evaluation.

RA
Confirmation

Soil Confirmation

Sampling

Is LA asbestos detected in the
soil surface of the excavated
area, after soil removal?
If so, has the maximum
excavation depth of 18 inches or
4 feet (soil contamination only or
ACM/mine waste contamination,
respectively) been achieved?

See the SAP for each soil
removal and sampling category.

1) Remove additional soils by either
excavation or surface scraping
2) Stop removal and designate as
either a non-contaminated area or
an area of no further removal action

See the SAP for each soil removal
and sampling category.

If LA is detected, and -
Max. excavation depth is not achieved:

1 ) Remove additional soils
2) Continue until no LA asbestos is detected
or max. excavation depth achieved
3) Stop removal and designate as a non-
contaminated area (if [LA] is ND)

Max. excavation depth js achieved:

1 ) Stop removal and designate as either a
non-contaminated area (if [LA] is ND) or an
area of no further removal action (if

2) Stop work at a depth of 4 feet bgs.

See the SAP for each soil removal and
sampling category.
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RA - Removal Action
ACM - Asbestos Containing Material
BZ - Breathing Zone
PPE - Personal Protective Equipment
bgs - below ground surface

a - Up to a depth of 18 inches, we require a non-detect via NIOSH 9002 to state that excavation is complete. At a depth of 18 inches, which is our general maximum
excavation depth, we will only continue excavation if there is substantial asbestos containing material (such as mine waste) or samples via NIOSH 9002 are greater
than or equal to 1%. See the SAP for each soil removal and sampling category.
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2.3.3 Inputs to the Decision

The information needed for the decision, the action levels, the basis for the action

levels, and analytical method summaries are provided in Table 2-2. Further details

about the sampling and analysis methods that can meet the data requirements are

summarized in the SAP (Section(s) 3,4, and 5). This SAP is designed only for cleanups

for which LA characterization at the Flyway property (e.g., soil concentration) has been

performed through another investigation (SAP). Analytical results (that are confirmatory

and do not serve to characterize contamination) are needed within hours of sampling so

that excavation/cleanup work may continue with relative continuity. As such,

confirmation soil samples will not be ground as in previous characterization studies and

will be analyzed via polarized light microscopy (PLM) Modified NIOSH 9002 Method.

Further, analyses will generally be performed onsite at EMSL's Libby laboratory to

ensure expedited results.
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Table 2-2
Inputs to the Decision

Data Quality
Objective

RA Monitoring

RA Monitoring

RA Confirmation

Sample Description

Personal (BZ) Air
Monitoring

Perimeter Air
Monitoring (down
wind)

Soil Confirmation
Samples

Information Needed

ASpcm: 1 f/cc
ASTEM: 0.1 LA s/cc
Min. Volume: 400 La

Collect:
TWA: 8-hour TWA
STEL: 30 minute excursion
sample

ASTEM: -0.005 LA AHERA/cc
Min. Volume: 1200 L
Collect: 2 samples, min. along
down wind side of EZ

Reported Result: % LA by VAE
AS: Method defined as 1%, but
qualitative estimates of LA
present below 1% reported as
trace or ND
Approx. Mass: 1 kg8

Action Level11

TWA: 0.1 PCME s/cc
STEL: 1.0 s/cc

Each air sample <ASTEM
Approx. 0.005 AHERA
s/cc

Up to max. cleanup
depth of 18 inches: ND

Beyond max. cleanup
depth:
31%LAbyVAE"'°

Basis for Action
Level

OSHA Worker
Safety Regulations

Removal Action
Clearance Criteria"

Removal Action
Clearance Criteria"10

Analytical Method

PCM: NIOSH 7400
TEMd: TEM AHERA

TEM AHERA

Preparation:
Homogenize, Cone &
Cut
Analysis: NIOSH 9002

AS-Analytical Sensitivity
RA - Removal Action
ND - Not Detected or non-detect
VAE - Visual Area Estimation
f/cc - Fiber Per Cubic Centimeter
bgs - Below Ground Surface
PCM - Phase Contrast Microscopy
TWA - Time Weighted Average
STEL - Short-term Exposure Limit
AHERA s/cc - AHERA structures per cubic centimeter of air
TEM AHERA - All samples are analyzed by transmission electron microscopy using the counting method as described in the Asbestos Hazard
Emergency Response Act (AHERA) (EPA 1987) with project specific modifications.
EZ - Exclusion Zone
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a - Minimum volume requirements according to the method are 25 L. However, in order to achieve a reasonable analytical sensitivity by TEM, the
sampler should attempt to collect 400 L of air for the BZ sample.
b - Action Level/Clearance Criteria Technical Memorandum (EPA 2003).
c - In the spirit of statements made in the technical memorandum (EPA 2003), efforts will be made to avoid having to repeat cleanup activities by
cleaning soils to NO up to the maximum cleanup depth of 18 inches. Excavation beyond the maximum cleanup depth will only continue if soils have
concentrations 31% LA. Excavation will stop at a maximum depth of 4 feet bgs.
d - If PCM results are above the OSHA limit, TEM confirmation must be performed.
e - Approximately 0.5 kg for analysis and 0.5 kg for EPA split sample (when required).
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2.3.4 Define the Study Boundaries

The target population, spatial and temporal boundaries, potential constraints, and

the smallest subpopulation are summan'zed in Table 2-3.

B-2-11



Table 2-3
Study Boundaries

Data Quality
Objective

RA Monitoring

RA Monitoring

RA Confirmation

Sample
Description

Personal (BZ) Air
Monitoring

Perimeter Air
Monitoring

Soil Confirmation
Sampling

Target
Population

Ambient air
within the
workers'
breathing zone;
during removal
activities

Ambient air at the
boundary of the
EZ; during
removal activities

Surface soil at
the bottom of the
excavation site;
after soil removal
activities

Spatial Boundaries

Each individual
worker's breathing
zone for the activity
type performed

Vertical: Air space
above the exclusion
zone to sampling
height (-4-6 ft.)
Horizontal: perimeter
bounding the site-
specific EZ

Vertical3:
Generally: 18 inches
bgs to ground surface
Maximum: 4 feet bgs
to ground surface
Horizontal: site-specific
grid area

Temporal Boundaries"

Collected during
exterior removal
activities (ie.,
excavation)

Collected during
exterior removal
activities (ie.,
excavation)

Collected after all
contaminated soil is
excavated and
removed from the site
and will continue until
the area is designated
as either non-
contaminated or
removal actions are
discontinued (no
further action)

Potential Constraints

NA

Inaccessibility due to
property boundaries or
other obstacles
Inclement weather
such as rain that can
cause the sample to be
voidc

No soil available for
sampling because
excavation continued
to bedrock

Smallest Sub-
population

1 ) Air sample for
each work
activity per week.
DEFINE THE
WORK
ACTIVITIES
HERE

1 ) 4 air samples
that bound the
EZ

1 ) A composite
soil sample for
every 100 ft2

excavated
See the SAP for
each soil removal
and sampling
category

BZ - Breathing Zone
EZ - Exclusion Zone
RA - Removal Action
bgs - below ground surface
NA - Not Applicable

a - These are generally the vertical boundaries for soil. If LA contamination 31% is found, the vertical boundary shall be extended for that location until the
concentration is below 1% LA or until a depth of 4 feet bgs is achieved (whichever is achieved first).
b - A general schedule/timeline for cleanups is provided in the Flyway RAWP. This section is specific to timeframes for sampling at the 53-grid area,
c - If it is raining, attempts will be made to protect the sample from moisture.
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2.3.5 Decision Rule

The population parameter, action levels, and decision rules are summarized in
Table 2-4.
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Table 2-4
Decision Rule

Data Quality
Objective

Sample Description Population Parameter Action Level Decision Rule

RA Monitoring Personal (BZ) Air
Monitoring

1) Air sample
representing the
breathing zone for the
activity conducted

TWA: 0.1 PCMEs/cm3

STEL: 1.0s/cm3
If the concentrations of the BZ samples
30.1 s/cm3 (TWA) or 31.0 s/cm3 (STEL)
engineering controls, work practices,
and/or PPE will be re-evaluated and/or
work will stop. If concentrations are not
above action levels, cleanup activities will
continue with no additional evaluation.

RA Monitoring Perimeter Air
Monitoring

1)2 air monitoring
samples that bound the
down wind perimeter of
theEZ

Each air sample <ASjEM
Approx. 0.005 AHERA s/cm3

If the concentration of any of the 4
samples 30.005 AHERA s/cm3, then
excavation engineering controls and work
practices will be re-evaluated and/or work
will be stopped. If all 4 perimeter air
samples are ND, then no action will be
taken.

RA Confirmation Soil Confirmation

Samples

1) Composite soil
sample representing
the area of excavation,
per 100 ft2

Up to max. cleanup depth of
18 inches: ND

Below max. cleanup depth (&
up to 4 feet bgs): <1 % LA by
VAEa'b

If LA is detected, and -
Max. excavation depth is not achieved:
1 ) Remove additional soils
2) Continue until no LA asbestos is
detected or max. excavation depth
achieved
3) Stop removal and designate as a non-
contaminated area (if [LA] is ND)

Max. excavation depth is achieved:
1) Continue removing additional soils IF
[LA] 31%
2) Stop removal and designate as either a
non-contaminated area (if [LA] is ND) or
an area of no further removal action (if

3) Stop work at a depth of 4 feet bgs.
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BZ - Breathing Zone
EZ - Exclusion Zone
RA - Removal Action
NO - Not Detected or Non-detect
PCME - Phase Contrast Microscopy Equivalent
TWA - Time Weighted Average
STEL - Short-term Exposure Limit

a - Action Level/Clearance Criteria Technical Memorandum (EPA 2003).
b - In the spirit of statements made in the technical memorandum (EPA 2003), efforts will be made to avoid having to repeat cleanup activities by
cleaning soils to ND up to the maximum cleanup depth of 18 inches. Excavation beyond the maximum cleanup depth will only continue if soils have
concentrations 31% LA. Excavation will stop at a maximum depth of 4 feet bgs.
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2.3.6 Tolerable Limits on Decision Errors

For the purposes of completing all six steps of the DQO process, the null

hypotheses, consequences of making an incorrect decision, gray region, and tolerable

limits are summarized in Table 2-5.

This DQO process is useful to encourage careful design of decision rules by

defining and integrating the errors that are acceptable based upon a myriad of integrated

project management decisions such as reduction in risk to human health,

implementability/practability, and cost. As stated in the guidance document for

development of DQOs: QA/G-4 (EPA 2000), solely statistically generated tolerable limits

on decisions errors, are not necessary in certain cases, providing a line of reasoning

(scientific justification) is presented that adequately defines acceptable limits or decision

errors. This particular effort was put forth in the Action Level/Clearance Criteria

Technical Memorandum (EPA 2003) for the following DQOs: (1) Asbestos in Soil

Confirmation Samples and (2) Perimeter Monitoring Air Samples. The decision rule for

the personal (BZ) air monitoring samples has been promulgated by legislation, and as

such, limits on decision errors do not apply.
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Table 2-5
Limits on Decision Errors

Data Quality
Objective

RA Monitoring

RA Monitoring

RA
Confirmation

Sample
Description

Personal (BZ)
Air Monitoring

Perimeter Air
Monitoring

Soil
Confirmation

Sampling

Null Hypothesis

1)TheBZairis
contaminated with LA
above the worker safety
action levels.

1 ) The perimeter down
wind air is contaminated
with LA.

1) The soils below an
excavation are still
contaminated with LA
after removal.

Type I Error

Will Result in:

1) Determining that the BZ air is
not contaminated with LA above
the worker safety action levels
when it actually is. This in turn,
results in and increased risk to
workers performing removal
actions.

1) Determining that the perimeter
air is not contaminated with LA
when it actually is. This in turn,
results in an increased risk to
human health.

1) Determining that the surface
soils at the bottom of the
excavated area are not
contaminated with LA when they
actually are. This in turn, results
in an increased risk to human
health.

Type II Error

Will Result in:

1) Determining that the BZ air is
contaminated with LA above the
worker safety action levels when
it is not This in turn, results in
re-evaluating engineering
controls, possibly stopping work,
or increasing the level of PPE
when it is not necessary and
adds unnecessarily to cleanup
costs.

1 ) Determining that the perimeter
air is contaminated with LA when
it is not. This in turn, results in
re-evaluating engineering
controls and possibly stopping
work when it is not necessary,
and adds unnecessarily to
cleanup costs.

1 ) Determining that the surface
soils at the bottom of the
excavated area are contaminated
with LA when they are not. This
in turn, results in excavation of
additional soils when it was not
necessary and adds
unnecessarily to cleanup costs.

Gray
Region

NA

NA

NA

Tolerable
Limits

NA

NA

NA

BZ - Breathing Zone
NA • Not Applicable
RA - Removal Action
PPE - Personal Protective Equipment
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2.3.7 Optimize the Design for Obtaining Data

Using data previously generated for the site, the DQOs have been designed to

support the proposed removal activities for the Flyway RAWP, and represent the best

possible project planning effort. However, in implementing the SAP, unforeseen

situations may arise, or team members may find more efficient means to carry out some

of the day-to-day activities. Therefore, team members are always afforded the

opportunity to recommend optimization the data gathering design. Recommendations

must come through proper channels and documented using either a modification form or

and addendum to the RAWP. All modifications or addendums must be approved prior to

making the proposed changes.
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Section 3
Laboratory Analysis

Soil samples collected under this QAPP will be analyzed for asbestos using the

PLM analytical method (Modified NIOSM 9002 Method). The personal air samples will

be analyzed for PCM (NIOSH Method 7400) and a percentage will be analyzed using

the TEM analytical method (AHERA TEM). The perimeter air samples will be analyzed

using the AHERA TEM analytical method.

The soil samples will be submitted to EMSL's Libby laboratory for the PLM

(Modified NIOSH 9002 Method) analysis.

The personal air samples will be submitted to Koch Environmental Health, Inc.'s

(also Badlands Environmental Consultants, Inc.) Libby laboratory for the PCM (NIOSH

Method 7400) analysis and the TEM (AHERA TEM) analysis.

The perimeter air samples will be submitted to EMSL's Libby laboratory for TEM

(AHERA TEM) analysis.

Prior to shipping samples, sampling personnel will ensure that the laboratory is

ready to receive and analyze the samples, and can provide an electronic copy of the

data in the Libby 2 format. In addition, the laboratories will submit analytical data reports

to Remedium and EPA. The data reports will contain a case narrative that briefly

describes the number of samples, the analyses, and any noteworthy analytical

difficulties or QA/QC issues associated with the submitted samples. The data report will

also include signed chain-of-custody forms, container receipt forms, analytical data, and

a QC package. The laboratories will also provide an electronic copy of the data to

Remedium.

3.1 Reporting Limits

The reporting limits are the minimum levels that the laboratories will report

without a qualifier. It is therefore important for the laboratory to monitor the sensitivity of
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data-gathering instruments to ensure data quality through constant instrument

performance checks.

3.2 Holding Times and Preservation

There are no required holding times or parameters for asbestos.

3.3 Quality Control Analyses

Project analytical laboratories will follow all laboratory QC requirements as

outlined in their respective statements of work, or in the handbook of laboratory

analytical methods and references (EPA 2003), as applicable. Laboratory QC may be

measured by the preparation and analysis of laboratory duplicates, MSs, LCSs, and/or

laboratory blanks (i.e., preparation blanks), or by visual verification or other controls

consistent with national standardized laboratory operation programs (e.g., National

Voluntary Laboratory Accreditation Program criteria).

3.4 Special Training Requirements

Special training required for this study may include the following:

• Health and safety training, as described in the HASP, including 40 hour
Occupational Safety and Health Administration (OSHA) Training and 8
Hour Refresher Training; and

• Asbestos Inspector Training.

3.5 Documentation and Records

The laboratories will submit the sample data packages in a hard copy and in an

electronic version (pf) to the Remedium laboratory coordinator, as required by the

Remedium subcontract with the laboratory. An electronic data deliverable (EDO), in the

Libby 2 format, will also be provided to Remedium's Project Quality Assurance

Coordinator and EPA.
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Section 4
Measurement and Data Acquisition

This section covers sample process design, sampling methods requirements,

handling and custody, analytical methods, QC, equipment maintenance, supply

acceptance, and data management. The field procedures are designed so that the

following occurs:

• Samples collected are consistent with project objectives; and

• Samples are collected in a manner so that data represent actual conditions.

4.1 Sample Process Design

The general goal of sampling is to provide information regarding soil confirmation

and perimeter air monitoring, during and after soil excavation at the Libby site.

4.2 Sampling Methods Requirements

Sampling methods, sample containers, and overall field management is

described below.

4.2.1 Sampling Equipment and Preparation

Equipment required for field sampling is listed in the SAP (Appendix C).

4.2.2 Sample Containers

Sample containers required for field sampling will consist of a 1-gallon zip lock

plastic bag for the soil samples and air sample cassettes for the air samples.
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4.2.3 Sample Collection, Handling, and Shipment

Samples collected during the study consist of soil, air, and QC samples. All

samples will be handled and shipped according to procedures located in the SAP

(Appendix C).

4.3 Sample Handling and Custody Requirements

Custody and documentation for field and laboratory work are described below,

followed by a discussion of corrections to documentation. Also see the SAP (Appendix

C).

4.3.1 Sample Handling and Field Custody Procedures

This section describes sample labeling, field custody procedures, and sample

handling. Also see the SAP (Appendix C).

4.3.1.1 Sample Labeling and Identification

A unique alphanumeric code will identify each sample collected during sampling

events. The coding system will provide a tracking record to allow retrieval of information

about a particular sample and to ensure that each sample is uniquely identified. Sample

numbers will correlate with locations to be sampled. The sample locations and numbers

will be identified in the field logbooks. In addition, Remedium will coordinate with the

Volpe Center on the appropriate sample prefix that will apply to the Flyway site so we

can ensure that data is tracked and entered appropriately on EPA's data base.

Samples will be labeled with index identification numbers supplied and

maintained by the sample coordinator, and signed out by the sampling teams.

Labels will be used in accordance with the Sample Custody Form. Sample

labels will be completed and affixed to the appropriate sample containers. Preprinted
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adhesive labels may be used. These labels will be secured with waterproof tape if

necessary.

4.3.1.2 Chain-of-Custody Requirements

Chain-of-custody procedures and sample shipment will follow the requirements

stated in the procedure located in the SAP (Appendix C). The chain-of-custody record is

employed as physical evidence of sample custody and control. This record system

provides the means to identify, rack, and monitor each individual sample from the point

of collection through final data reporting. A completed chain-of-custody record is

required to accompany each shipment of samples. A sample chain-of-custody form from

EPA is located in Appendix 1 of the SAP (Appendix C).

4.3.1.3 Sample Packaging and Shipping

Samples will be packaged and shipped in accordance with the packaging and

shipping procedure (See Appendix 5 of the SAP) and laboratory. The samples will be

placed in a plastic bag and in a container for shipment.

Custody seals will be placed over at least two sides of the container and secured

by tape, if custody is released to a non-sampler. All samples will be delivered to the

appropriate laboratory.

4.3.1.4 Field Logbook and Records

Field logbooks will be maintained in accordance with the field logbook procedure,

located in Appendix 6 (SAP, Appendix C). The log is an accounting of activities at the

site, and will duly note problems or deviations from the governing plans and

observations relating to the sampling and analysis program. The Flyway Project

Coordinator will maintain the logbook(s).
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4.3.2 Laboratory Custody Procedures and Documentation

Laboratory custody procedures are provided by the laboratory. Upon receipt at

the onsite laboratory, each sample shipment will be inspected to assess the condition of

the shipping container and the individual samples. The enclosed chain-of-custody

records will be cross-referenced with all of the samples in the shipment. These records

will be signed by the laboratory sample custodian, and copies will be provided to

Remedium in the laboratory report. The sample custodian will continue the chain-of-

custody record process by using the chain-of-custody record number for each sample on

receipt. It is the laboratory's responsibility to maintain internal logbooks and records

throughout sample preparation, analysis, data reporting, and disposal.

4.3.3 Corrections to and Deviations from Documentation

Documentation modification requirement for field logbook entries are described in

the field logbook procedure (see Appendix 6 of the SAP). For the logbooks, a single

strikeout, initialed and dated, is required for documentation changes. The correct

information should be entered in close proximity to the erroneous entry.

All deviations from the guidance document controls will be recorded in field

logbooks. In addition, any major deviations to field sampling procedures will be

documented on a Record of Deviation/Request for Modification Form, which will undergo

review by Remedium prior to implementation of field changes. Any modifications to

chain-of-custody forms will be made on the sample coordinator copy of the form and

faxed to the analytical laboratory for documentation purposes.

4.4 Analytical Methods Requirements

The laboratory QA program and analytical methods are addressed below.
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4.4.1 Laboratory Quality Assurance Program

Samples collected during this project will be analyzed in accordance with the

specific EPA procedure. The purpose of using the specific procedure is to provide

analytical data of known quality and consistency. Analytical laboratories will adhere to

QC requirements as established the analytical method used.

4.4.2 Methods

The methods to be used for asbestos analysis are presented in Section 3. In

addition, the Appendices include the laboratory SOPs.

4.5 Quality Control Requirements

Field, laboratory, and internal office QC are discussed below.

4.5.1 Field Quality Control Samples

4.5.1.1 Ambient Air

Field QC samples will be collected. See Section 3.3.6 of the SAP for the ambient

air QC samples.

4.5.1.2 Personal Air

Field QC samples will be collected. See Section 4.3.6 of the SAP for the

personal air QC samples.

4.5.1.3 Soil

Field QC samples will not be collected. See Section 5.3.4 of the SAP for the soil

QC samples.

4.5.2 Laboratory Quality Control

Project analytical laboratories will follow all laboratory QC requirements as

outlined in their respective statements of work, or in the handbook of laboratory

analytical methods and references (EPA 2003), as applicable. Laboratory QC may be
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measured by the preparation and analysis of laboratory duplicates, MSs, LCSs, and/or

laboratory blanks (i.e., preparation blanks), or by visual verification or other controls

consistent with national standardized laboratory operation programs (e.g., National

Voluntary Laboratory Accreditation Program criteria). See the appendices for the

laboratory certifications and SOPs.

4.5.2.1 Laboratory Internal Quality Control Samples

QC data are necessary to determine precision and accuracy, and to demonstrate

the absence of interferences and/or contamination. Each type of laboratory-based QC

sample will be analyzed in accordance with the laboratories SOPs. The results of the

QC analysis will be included in the QC package, and QC samples may consist of

laboratory duplicates, and laboratory blanks, whichever is applicable, and any other

method-required QC samples.

4.5.2.2 Laboratory Quality Control Checks

The laboratories will perform the QC checks required by each analytical method.

4.5.3 Internal Quality Control Checks

Internal QC checks will be conducted throughout the project to evaluate the

performance of the project team during data generation. All internal QC will be

conducted in accordance with the applicable procedures listed below:

• All project deliverables will receive technical and QA reviews prior to being
issued to EPA in any form;

• Completed review forms will be maintained in the project files; and

• Corrective action of any deficiencies is the responsibility of the PM.

4.6 Equipment Maintenance Procedures

All field and laboratory equipment will be maintained in accordance with the

manufacturers' maintenance and operating procedures.
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4.7 Instrument Calibration Procedures and Frequency

Calibration of field and laboratory instruments is addressed in the following

subsections.

4.7.1 Field Instruments

The only field instruments utilized will be the pumps to collect the air samples

and weather instruments to measure wind direction and velocity.

4.7.2 Laboratory Instruments

Calibration of laboratory instruments will be based on written procedures

approved by laboratory management and included in the laboratory's QA manual.

Instruments and equipment will be initially calibrated, and will continuously be calibrated

at required intervals as specified by either the manufacturer or by more updated

requirements (e.g., methodology requirements). Calibration standards used as

reference standards will be traceable to EPA, National Institute of Standards and

Technology, or another nationally recognized reference standard source.

Records of initial calibration, continuing calibration, repair, and/or replacement of

laboratory equipment will be filed and maintained by the laboratories. Calibration

records will be filed and maintained at the laboratories' location, where the work is

performed, and may be required to be included in data reporting packages.

4.8 Acceptance Requirements for Supplies

Prior to acceptance, all supplies and consumables will be inspected by the

Project Manager and/or team leaders to ensure that the supplies and consumables are

in satisfactory condition and free of defects.
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4.9 Nondirect Measurement Data Acquisition Requirements

Nondirect measurement data includes information from previous sampling

events. The acceptance criteria for such data include a review by someone other than

the author. Any measurement data included in information from the above sources (i.e.,

previous sampling event) will determine further action at the site, only to the extent that

the data can be verified by project staff.

4.10 Data Management

Analytical results are maintained in the Libby version 2 secured project database.

Hard copy data reports will be maintained in the project files in the Remedium office in

Libby, Montana.
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Section 5
Assessment and Oversight

Assessments and oversight reports to management are necessary to ensure that

procedures are followed as required, and that deviations from procedures are

documented. These reports also serve to keep management current on field activities.

EPA will work closely with Remedium on all aspects of the project and will be

responsible for ensuring that the work meets the requirements set forth in the approved

legal and technical documents.

5.1 Assessments and Response Actions

Assessments and corresponding response actions are discussed below. It is

important to note that EPA may perform onsite field and/or laboratory analysis or visits at

any time.

5.1.1 Assessments

Performance assessments are quantitative checks on the quality of a

measurement system and are appropriate to analytical work. Performance assessments

for the laboratories may be accomplished by submitting reference material as blind

reference (or performance evaluation) samples. These assessment samples are

samples with known concentrations, that are submitted to the laboratories without

informing the laboratories of the known concentration or that they are performance

samples. Samples will be provided to the laboratories for performance assessment

upon request from the EPA RPM. Laboratory audits may also be conducted upon

request from the EPA RPM.

System assessments are qualitative reviews of different aspects of project work,

to check on the use of appropriate QC measures and the functioning of the QA system.

Any determination or change for project assessments will be performed by the
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Remedium Project Coordinator. Due to the amount of sampling and the duration of the

project, both a field audit and an office audit are scheduled for the site annually.

5.1.2 Response Actions

Response actions will be implemented on a case-by-case basis to correct quality

problems. Minor response actions taken in the field to immediately correct a quality

problem will be documented in the applicable field logbook, and a verbal report will be

provided to the Remedium PC. For verbal reports, the Remedium PC will complete a

communication log to document that response actions were relayed to him. Major

response actions taken in the field will be approved by the Remedium PC and the EPA

RPM prior to implementation of the change. Major response actions are those that may

affect the quality or objective of the investigation. Quality problems that cannot be

corrected quickly through routine procedures may need to be documented in writing.

5.2 Reports to Management

QA reports will be provided to management whenever quality problems are

encountered. Field staff will note any quality problems on field data sheets, or in field

logbooks. Remedium's PC will be informed immediately and will be corrected. Weekly

reports and change request forms are not required for this work assignment. Monthly

QA reports will be developed by the project PC.

• Topics to be summarized regularly may include but not be limited to:

• Document technical and QA reviews that have been conducted;

• Activities and general program status;

• Project meetings;

• Corrective action activities;

• Any unresolved problem; and

• Any significant QA/QC problems not included above.
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The EPA will receive copies of all management reports. In addition, Remedium is

responsible for communicating with and coordinating with EPA and EPA's oversight

contractor.
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Section 6
Data Validation and Usability

Laboratory results will be reviewed for compliance with project objectives. Data

validation and evaluation are discussed in the laboratory SOPs located in the

appendices.

6.1 Data Review, Validation, and Verification Requirements

Due to the real-time usage of air monitoring and confirmation soil sampling

results, no formal data validation for these media is currently required of Remedium.

However, data is reviewed daily by the field health and safety coordinator and the project

manager to ensure data (e.g., sampling dates and sample volumes, as appropriate) are

reported correctly by the analytical laboratory. In addition, data packages are reviewed

for completeness prior to distribution.

The analytical laboratories will validate the soil and air data. Data validation

consists of examining the sample data package(s) against pre-determined standardized

requirements. The validator may examine, as appropriate, the reported results, QC

summaries, case narratives, chain-of-custody information, raw data, LCS/LCSDs,

MS/MSDs, initial and continuing instrument calibration, and other reported information to

determine the accuracy and completeness of the data package. During this process, the

validator will verify that the analytical methodologies were followed and QC requirements

were met. The validator may recalculate selected analytical results to verify the

accuracy of the reported information. Analytical results will then be qualified as

necessary.

Data verification includes checking that results have been transferred correctly

from laboratory data printouts to the laboratory report and to the Libby 2 electronic data

deliverable (EDD). Data verification for this project is primarily performed as a function
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of built-in quality control checks in the Libby project database when data is uploaded.

However, Remedium's project quality assurance coordinator will notify the laboratories

and Remedium's PC of any discrepancies found during data usage.

6.2 Reconciliation with Data Quality Objectives

Once data has been generated, the analytical laboratories will evaluate the data

to determine if DQOs were achieved. This achievement will be discussed in the

measurement report, including the data and any deviations to the RAWP. Sample data

will be maintained in a Libby 2 database. Laboratory QC sample data will be stored in

hard copy (in the project files) and in a separate database, to be determined.
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Appendix 1

Request for Modification to the Libby Sampling and Quality Assurance
Project Plan Field Activities LFO-000000

Libby Asbestos Investigation - Chain of Custody Record

Libby Field Sample Data Sheet (FSDS) For Personal Air

Libby Field sample Data Sheet (FSDS) For Soil

Libby Field Sample Data Sheet (FSDS) For Stationary Air



Request for Modification
to the

Libby Sampling and Quality Assurance Project Plan
Field Activities
LFO-000000

Instructions to Requester: Fax to contacts at bottom of form for review and approval.
File approved copy with Data Manager at the Llbby Field Office (LFO).

Data Manager will maintain legible copies in a binder that can be accessed by LFO personnel.

Project QAPP (circle one): Phase I (approved 4/00) Phase II (approved 2/01)

Removal Action (approved 7/00) Contaminant Screening Study (approved 5/02)

Other (Title and approval date): •

SOP (Number and Revision No.):.

Other Document (Title, Number/Revision):.

Requester: Titte:_
Company: Date:

Description of Modification:

Field logbook and page number modification is documented on:.

Reason for modification:

Duration of Modification (circle one):
Temporary Date(s):.

Resident address(es):

- If appropriate, attach a list of all applicable Index Identification numbers.

Permanent (complete Proposed Modification Section) Effective Date:

Proposed Modification to SQAPP (attach additional sheets if necessary; state section and page
numbers of SQAPP when applicable):

Technical Review and Approval: Date:.
(Volpe Project Manager or designate)

EPA Review and Approval: • ; Date:
(USEPA RPM or designate)

Page 1 of 1
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Chain of Custody Record
From:

Libby Asbestos Investigation No. FOOOO
Send to:

via: hand delivery shipped

Sample
Placed In

Cooler/Bag Index ID Suffix ID
Sample

Date

Sample Media
(S-SoH:VWViftr;

D-OmtA-AlrB-Bulk
mtulitien)

Volume (L) or
Area (cm*)

Filter
Pore Size

(O.Bum or.45um)
Turn Around

Time Analysis Request* Comments

Sample
Received
by Lab

Stationary AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-IS010312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
Personal AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-IS010312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
SOIL: PLM-9002 (NIOSH 9002 (Issue 2))

Total Number of Samples.

Additional Comments:

END OF SUBMITTAL

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

March 31, 2004 Copies: Pink - Retained by Sample Coordinator, Yellow - Retained by laboratory; White - Included in analytical report Page of



Chain of Custody Record
From:

Libby Asbestos Investigation
Send to:

No. FOOOO

via: hand delivery shipped

Stationary AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-ISO 10312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
Persona! AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-IS010312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
SOIL: PLM-9002 (NIOSH 9002 (Issue 2))

Total Number of Samples.

Additional Comments:

END OF SUBMITTAL

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) DateHlme Received by (Signature and Company) Date/Time Sample Condition upon Receipt

March 31, 2004 Copies: Pink - Retained by Sample Coordinator; Yellow - Retained by laboratory; .White - Included In analytical report Page of



Sheet No.: PA-

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR PERSONAL AIR
Field Logbook No: Page No: Sampling Date:
Address: Owner/Tenant
Business Name:
Land Use: Commercial Mining
Sampling Team: REMEDIUM Other.
Person Sampled:

Roadway Other (
Names:

SNN: Task:

Data Kern

Index ID

Location ID

Sample Group

Location Description

Category (drde)

Matrix Type (drde)

Filter Diameter (drde)

Pore Size (drde)

Flow Meter Type (drde)

Pump ID Number

Flow Meter ID No.

Start Date

Start Time

Start Flow (L/min)

Stop Date

Stop Time

Stop Flow (L/min)

Pump fault? (drde)

MET Station onstte?

Sample Type

Field Comments

Cassette Lot Number.

QC (Field Team)

Entered (LFO)

Cassette 1

FS FB-(fieM blank) LB-(tot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

Cassette 2

FS FB-(field Wank) LB-(lot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

Cassette 3

FS FB-(fleld blank) LB-(lot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

vs 101503

For Field Team Completion
(Provide Initials)

Completed by QCby



Sheet No.: S-

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR SOIL

Field Logbook No:
Address:

Page No: __ Sampling Date:
Owner/Tenant:

Business Name:
Land Use: Commercial Mining
Sampling Team: REMEDIUM Other.

Roadway Other (

Names:

Data Item

Index ID

Location ID

Sample Group

Location Description
(circle)

Category (circle)

Matrix Type
(Surface soil unless other
wise noted)

Type (circle)

Sample Time

Top Depth (in.)

Bottom Depth (in.)

Field Comments
Note if vermiculite is
visible in sampled
area

Entered (LFO)

Sample 1

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:

Entered Validated

Sample 2

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:

Entered Validated

Sample 3

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:

Entered Validated

vs 101503

For Field Team Completion

(Provide Initials)
Completed by QCby



Sheet No.: SA-

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR STATIONARY AIR
Field Logbook No: Page No: Sampling Date:
Address: Owner/Tenant:
Business Name:
Land Use: Commercial Mining
Sampling Team: REMEDIUM Other.

Roadway Other (
Names:

Data Item

Index ID

Location ID

Sample Group

Location Description

Category (dude)

Matrix Type (circle)

Filter Diameter (circle)

Pore Size (circle)

Flow Meter Type (circle)

Pump ID Number

Flow Meter ID No.

Start Date

Start Time

Start Flow (L/min)

Stop Date

Stop Time

Stop Flow (L/min)

Pump fault? (circle)

MET Station onsite?

Sample Type

Field Comments

Cassette Lot Number.

QC (Field Team)

Entered (LFO)

Cassette 1

FS FB-(fleld blank) LB-(lot blank)

Indoor Outdoor NA

25mm 37mm

TEM-.45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (circle): Yes No

Volpe:

Entered Validated

Cassette 2

FS FB-(field blank) LB-(lot blank)

Indoor Outdoor NA

25mm 37mm

TEM-.45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (circle): Yes No

Volpe:

Entered Validated

Cassette 3

FS FB-(field blank) LB-(lot blank)

Indoor Outdoor NA

25mm 37mm

TEM-.45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (circle): Yes No

Volpe:

Entered Validated

vs 101503

For Field Team Completion
(Provide Initials)

Completed by QCby



Appendix 2

• EMSL Analytical, Inc. - Request for Modification to Laboratory Activities
LB-000031, dated 2/5/04

• Syracuse Research Corporation - Request for Modification to Laboratory
Activities LB-000030, dated 8/14/03

• Request for Modification to Laboratory Activities LB-000029a, dated
11/18/03

• Request for Modification to Laboratory Activities LB-000029, dated
8/26/03

• Request for Modification to Laboratory Activities LB-000028, dated
6/24/03

• Request for Modification to Laboratory Activities LB-000017A, dated
8/25/03



Request for Modification
To

Laboratory Activities
LB-000031

Instructions to Requester: E-mail form fo contacts at bottom of form for review and approval.
File approved copy with Data Manager (COM). Data Manager distributes approved forms as follows:

All Labs Applicable forms - copies to: EPA, Volpe, COM, All project labs
Individual Labs Applicable forms - copies to: EPA, Volpe, COM. Initiating Lab

Method (circle one/those applicable):
EPA/600/R-93/116, |ASTM D5755^9g. EPA/540/2-90/005a, Other:.

FEM-AHERAL TEM-ISO 10312, PCM-NIOSH 7400, PLM-NIOSH 9002,

Requester R.K. Mahonev
Company: EMSL Analytical. Inc.

Title: Senior Analyst / Special Projects Coordinator
Date: 27 January 2004

Description of Modification:
This is a clarification and expansion of TEM structure measurement and counting as expressed in the AHERA
40 CFR-Part 763 and ASTM D5755-95 methodologies.

Reason for Modification:
This clarification Is intended to provide a basis for more consistent and uniform TEM results for the laboratories
involved in the EPA Region 8. Ubbv. MT project.

Potential Implications of this Modification:
There are no negative potential Implications of this clarification.

Laboratory Applicability (circle one): Individual(s)

Duration of Modification (circle one):
Temporary Date(s):

Analytical Batch ID:
Temporary Modification Forms - Attach legible copies of approved form w/ all associated raw data packages

Historic[Permanent] (Complete Proposed Modification Section) Effective Date:
Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets If necessary; state section and page numbers of
Method when applicable):

Technical Review:
(Laboratory Ma

Project Review and Approval:

Approved Bv:

(USEPA:

Date:
designte)

pe: Project Technical L&ff or designate)
Date: -D'

Date:

Chemist or designate)

Lab Modification Form Revision S



A Guide for Structure Measurement and Classification.
AHERA 40 CFR - Part 763 and ASTM D5755-95
US EPA Region 8, Libby, MT Project
Laboratory Modification LB-000031

Figure 1 Simple fiber - Record length and width. Structure must meet AHERA
length and aspect ratio criteria.

Figure 2 Stqpped fiber - Record length. Record width as a best estimate of the
average width. Structure must meet AHERA length and aspect ratio criteria.

FigureB Bundle - Record length and width. The aspect ratio of the overall
structure is not a factor. At least three individual sub-structures in parallel arrangement
separated by less than one sub-structure diameter, adequate to meet AHERA bundle
definition, must meet AHERA length and aspect ratio criteria.

Figure 4 Stepped bundle - Record length. Record width as a best estimate of the
average width. The aspect ratio of the overall structure is not a factor. At least three
individual sub-structures in parallel arrangement separated by less than one sub-structure
diameter, adequate to meet AHERA bundle definition, must meet AHERA length and
aspect ratio criteria.

Figure 5 Matrix - Record longest exposed structure and its width. Structure must
meet AHERA length and aspect ratio criteria.

Figure 6 Fiber with adhering matrix material - This structure does not fall into the
matrix category as defined in mat both ends are exposed (definition 14, AHERA) -
Record length and width. Structure must meet AHERA length and aspect ratio criteria.

Figure 7 Structure with protrusions < 5:1 aspect ratio but an overall > 5:1 aspect
ratio- Provided that the structure can be observed to be continuous through the adhering
material, count as a fiber. Structure must: meet AHERA length and aspect ratio criteria. If
the structure cannot be observed to be continuous through the adhering material, do not
count.

Figure 8 Cluster - Record the length of the longest observable structure. Record
width as a best estimate of the average width of the overall structure. The aspect ratio of
the overall structure is not a factor. There must be at least three intersections comprised
of individual sub-structures that meet AHERA length and aspect ratio criteria to meet
cluster definition.
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Request for Modification
To

Laboratory Activities
LB-000030

Instructions to Requester: E-mail form to contacts at bottom of form for review and approval.
File approved copy with Data Manager (COM). Data Manager distributes approved forms as follows:

All Lab Applicable forms - copies to: EPA, Volpe, CDM-Denver, All project labs
Individual Lab Applicable forms - copies to: EPA, Volpe, CDM-Denver, Initiating Lab

Method (circle one/those applicable)JTEM-AHERA. TEM-ISO 103121. PCM-NIOSH 7400, PLM-NIOSH 9002,
EPA/60Q/R-93/116, |ASTM 05755^95 , EPM54Q/2-90/OO5a, Other IEPA/600/R-94/134 (EPA 1002)1

Requester W.J. Brattin Title: Technical consultant
Company: Syracuse Research Corporation Date: 5 August 2003

Description of Modification:
_ Ail samples analyzed by TEM shall Include sketches of all asbestos structures observed. UP to a
maximum of 50 structures In a sample. These sketches need not be highly detailed, but should include an
indication of stricture appearance and orientation relative to any nearby landmarks. If present. _

^morphology ,

Reason for Modification:
_ This modification is needed to standardize the procedure used bv each laboratory for recording
sketches of asbestos structures. One benefit of this modification Is that samples for verified analysis no loner
need to be Identified before analysis. _ . _

Potential Implications of this Modification:
_ There are no potential neative Implications resulting from this standardization of QC procedures.

Laboratory Applicability (circle one):

Duration of Modification (circle one):
Temporary Date(s):.

Individual:

Analytical Batch ID:
Temporary Modification Forms - Attach legible copies of approved form w/ all associated raw data packages

. _ ,
Permanent | (complete Proposed Modification Section) Effective Date: fireert batted

Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets If necessary; state section and page numbers of
Method when applicable):

Technical Review:
(Laboratory

Project Review and Approval:

Date:
r or

j
(Volpe: Project TecRhlcal Lead or designate)

Approved Bv:
(USEPA: Pr hemist or designate)

Date:

Modification lor Lab QC
Page 1 of J



Request for Modification
To

J .Laboratory Activities
f I b /inn Aid A

Instructions to Requester; E-mail form to contacts at bottom of form for review and approval.

File approved copy with Data Manager (COM). Data Manager distributes approved forms as follows:
All Lab Applicable forms - copies to: EPA. Volpe, CDM-Denver, All project labs

Individual Lab Applicable forms - copies to: EPA, Volpe, CDM-Denver, initiating Lab

Method (circle one/those applicable):TEM-AHERA. TEM-ISO 10313, PCM-NIOSH 7400, PLM-NIOSH 9002,
EPA/600/R-93/116. |ASTM D6765-951 EPA/540/2-90/005a. lOtherj AJI other TEM methods, including:
[SOP EPA-UBBY-03. SOP EPA-LIBBY-07. and EPA/60Q/R-94/134 (EPA 100.21.1

Requester W.J. Brattin Title: Technical consultant
Company Syracuse Research Corporation Date: J & November 2003

Description of Modification:
Permanent clarifications to laboratory-based Quality pontrol (QC) sample analysis. The purpose of the

attached Is to standardize the frequency of analysis and procedures for Interpretation of the results for laboratory-
based Quality Control (QC) samples for TEM analyses fall media).

Reason for Modification:
This modification Is needed to standardize the frequency with which different types of QC samples are

prepared In different laboratories In the program, and to ensure that all results are evaluated In accord with a
standard set of criteria.

Potential Implications of this Modification:
There are no potential negative implications resulting from this standardization of QC procedures.

Laboratory Applicability (circle one): JAp Individual):,

Duration of Modification (circle one):
Temporary Date(s):.

Analytical Batch ID:
Temporary Modification Forms - Attach legible copies of approved form w/ all associated raw data packages

_
permanent! (complete Proposed Modification Section) Effective Date: ting«t basJd oft data of final aoprgyaii

Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets If necessary; state section and page numbers of
Method when applicable):

Technical Review ra __ _ Date:
(Laboratory Ma

Project Review and Approval: t̂ /̂ ^M^ 7^2> ^ "̂̂  Date:
xProJtf&Tedfffical Lead or designate)

Approved By: .^ r^, T y j l f J L __ Date:
(USEPA: Prqtef Chemist or designate)

forLBbOO
PagalofB



Frequency

The minimum frequency for laboratory-based QC samples forTEM analyses (all media combined) shall be as
follows:

QC Sample Type
Lab blank
Recount same
Recount different
Reprep
Verified analysis
Interlab
Total

Min. Frequency
4%
1%

2.5%
1%
1%

0.5%
10%

Each laboratory should prepare and analyze lab blanks, recount (same, different and verified), and reprep
samples selected at random in accord with this table. Samples for intertab comparisons will be designated on the
COC sheets accompanying the samples.

Procedure for Evaluating QC Samples and Responses to Exceptions

The procedure for evaluating QC sample results varies depending on sample type. These procedures are
presented below.

Note: the procedures for evaluating QC samples presented below are based in part on professional judgement
and experience at the site to date. These procedures and rules for interpretation may be revised as more data
are collected.

Lab Blanks
There shall be no asbestos structure of any type delected in an analysis of 10 grid openings on any lab blank. If
one or more asbestos structures are detected, the laboratory shall immediately investigate the source of the
contamination and take Immediate steps to eliminate the source of contamination before analysis of any
investigative samples may begin.

Re-Analysis.
All re-analyste samples (same, different, Interlab, and verified) will be evaluated by comparing the raw data sheets
prepared by each analyst. Note that the raw data for samples must Include sketches for both the initial and QC
reanalysls, as described In modification LB-000030. The following criteria will be used to identify cases where
results for LA structures are concordant (In agreement) or discordant (not in agreement). These LA criteria were
established by microscopists experienced in the analysis of Ubby amphibole asbestos, and serve as an Initial
attempt at review criteria developed using their professional experience. As the database continues to grow and
we learn more, these criteria may be revisited and revised. Changes to the criteria for LA structures will be
accompanied by scientific justification to support the change. Criteria for concordance on noivLA fibers (OA and
C) fibers are the same as described in NIST (1994) (provided as Attachment 2).

Modification fix-Lab QC
Page 2 of6



Measurement parameter

Number of LA asbestos structures within
each grid opening

Asbestos class of structure (LA, OA, C)

LA Structure length

LA Structure width

Concordance Rule

For grid openings with 10 or fewer structures,
counts must match exactly. For grid openings
with more than 10 structures, counts must be
within 10%.

Must agree 100% on chrysotile vs amphibote.
For assignment of amphlboles to LA or OA
bins, must agree on at least 90% of all
amphlbole structures.

For fibers and bundles, must agree within 0.5
urn or 10% (whichever is less stringent)

For clusters and matrices, must agree within 1
um or 20% (whichever is less stringent)

For fibers and bundles, must agree within 0.5
um or 20% (whichever is less stringent).

For clusters and matrices, there is no
quantitative rule for concordance.

Whenever a recount occurs in which there is one or more discordance, the sample will undergo verified analysis
as described by NIST (1994), and the senior laboratory analyst will use the results of the validated analysis to
determine the basis of the discordance, and will then take appropriate corrective action (e.g., re-training in
counting rules, quantification of size, identification of types, etc). Whichever analytical result is determined to be
correct will be identified with the word 'Confirmed' in the sample comment field of the electronic data reporting
sheet In the special case where the original and the reanalysls are both determined to have one or more errors,
a third electronic data report will be prepared that contains the correct results. This will be identified as QA Type
= "Reconciliation". The laboratory should maintain records of all cases of discordant results and of actions taken
to address any problems, in accord with the usual procedures and requirements of NVLAP. In addition, each
laboratory should notify the CDM Laboratory Manager of any significant exceptions and corrective actions through
a Job-specific (temporary) modification form. The CDM Lab Manager will ensure that appropriate Volpe and EPA
representatives are notified accordingly.

Re-Preparation.
Re-preparation samples will be evaluated by comparing the total counts for the original and the re-preparation
samples. In order to be ranked as concordant, the results must not be statistically different from each other at the
90% confidence interval, tested using the statistical procedure documented in Attachment 1. Whenever an
exception is identified, a senior analyst shall determine the basis of the discordant results, and if it Is judged to be
related to laboratory procedures (as opposed to unavoidable variability In the sample), the laboratory shall then
take appropriate corrective action (e.g., re-training In sample and filter preparation, counting rules, quantification
of size. Identification of types, etc).

Program-Wide Goals

While each laboratory shall monitor the results of the QC samples analyzed within their laboratory and shall take
actions as described above, the overall performance of the program shall be monitored by assembling summary
statistics on QC samples, combining data within and across laboratories. The program-wide goals shall be
Interpreted as follows:

Modification for LttQC
Pags3of6



Sample
Type
Lab Blanks
Recount
samples

Reprep

Metric

% with :>1 asbestos structures
Concordance on LA count
Concordance on type (chrys vs amphibole)
Concordance on LA length
Concordance on LA width
Concordance on LA count

Program-Wide Criteria
Good

0%-0.1%
>95%
>99%
>90%
>00%
>9$%

Acceptable
0.2% - 0.5%

86-95%
9S%-99%
80%-90%
80%-90%
90-95%

Poor
>0.5%
<85%
<95%
<80%
<80%
<90%

As the database continues to grow and we learn more, these project-wide goals may be revisited and revised.
Changes to the project-wide goals will be accompanied by appropriate justification to support the change.

REFERENCES

NIST. 1994. Airborne Asbestos Method: Standard Test method for Verified Analysis of Asbestos by
Transmission Electron Microscopy - Version 2.0. National Institute of Standards and Technology, Washington
DC. NISTIR5351. March 1994.

Nelson W. 1982. Applied Life Data Analysis. John Wiley & Sons, New York, pp 438-446.

ModfflcatfonfcrUfcQG
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ATTACHMENT 1

STATISTICAL COMPARISON OF TWO POISSON RATES

1.0 INTRODUCTION

An important part of the Quality Control plan for this project Is the re-preparation and re-anaiysis of a number of
TEM grids for quantification of asbestos fiber concentrations In environmental media (air. dust, water, soil).
Because of random variation, It is not expected that results from re-preparations samples should be identical.
This appendix presents the statistical method for comparing two measurements and determining whether they are
statistically different or not.

2.0 STATISTICAL METHOD

This method is taken from the textbook entitled "Applied Life Data Analysis" (Nelson 1982). input values required
for the test are as follows:

Y1
t1
Y2
t2

= Fiber count in first evaluation
0 Number of grid openings In first evaluation
= Fiber count in second evaluation
• Number of grid openings in second evaluation

The test is performed by following the following step;;:

Stepl:

Calculate Y = (YH-Y2)/2
t = (t1+t2)/2
A « Y / t

Step 2:

Calculate Q = (Y1-Y)8 / (A-t1) + (Y2-Y)a / (X-t2)

Step 3:

Compare Q to the critical value of CHISQ(1-ct,1) from the following table:

Alpha

0.05

0.10

0.20

0.30

CHISQ(1-a,1)

3.841

2.706

1.642

1.074

If Q Is (ess than or equal to CHISQ(1-a,1), conclude that the two results are not statistically different at the
100(1 -a)% confidence level.

If Q Is greater than CHISQ(l-a, 1), conclude that the two results are statistically different at the 100(1 -o)%
confidence level.

Modification tor Lao QC
Pace 6 of 6
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Preface

wi«ofIR3thatwffl
«ri»ne asbestos tytnnsnris^cfcrtrooraiaos^^ TTie farm ̂ stjfc of flicAn^cm Society far
Testing «nd Materials (ASTM) was adopted is a standard format fcr this series of reports.



1. Scope
I.I This test method describes a procedure for verUfed analysis of asbestos by transnnssioa deacon

TfacfOSdOpy.
12 Ttemeflxxl is applicable city v&mwfliaentinfbflBsti^

gad square so that individual asbestos structures can be uniquely identified.
L3 The method is wita to the analy& of • grid s^^

than two operators •with stijft modifications Due to the analysis of a gtil square by more than one TEM
operator, the test method can be applied only when conttmniadod and beam damage of particles are
mtnfmfaj. IfotwTEM operates aaaseibB sans TEMfrtbemial^
difienntTEMs (in the annc or in dtifacot latoratatics).

1,4 The method can be used -wHh any Bet of comtmgndes applied by all analysts- Though the method
desoibesvmficjrfioa of asbestos paitides,̂
Donasbeaos particles if *D analysis nse ibc none cowtJue ndes:

Z TennlnoJogy
2.1 Definitions:
2.1.1 7I /̂--traiisniissi<xv electron mJcroaoojjc.
ZO grid square, sridopentog-nn area mn gridngcdfijrttalyfiis of asbestos ty transmisswo dcctron

^apc&%l$is*3e^
airftTahjaricffl^

by • vending analyst- Prtrifod infi^pTmfi/^ _ nrv^miing fbgirfi'te of nj^dvs lo'̂ tikni, a sfcgfafc
riz» (kngtii, width), mcxpfaology; analytical infi«mati(»indid6odfiearioa— bnwjrded for each gbserved
Structure.

rd Verified counts can be
used to tnin new analysts and to monitor the consistency of analysts over time.

Z2 Description of Tens Specific to This Standard:
22-1 iWOT/fr£ro/«HnjJ«usedtodetiTOnK5tlttinmifflttf

sanpfc. CooDting rales are a part of most mohods fee anab^ of asbestos by tra
inchi<^fiieAHEKAnKtbc^

H AMTOH ntiCTngflftpy Afitflnped

l Jnstztutc of
Standards •dd Technology.

jnartteU-** isolated collection of mxteria! deposited o» «grid or fiHcr.

atjy t̂ MM^ fbrubtttos fflh^K Aifruc6uci$abzsicunit uŝ d ui tDroy Qicthods of ssbcstos
analysis to report (be amount gf isbestos present in • parade.

12.6 T1-M operator, TBifendlyst-pxw 4at inalyxcs a grtd square by transmission dectron
nicroseopy to detcnnme the picscuot of asbestos;

2 .̂7 vertJ5 f̂ ^o&^-powoUialcoiT^OTratheinalj^csofafi^
operatocx. ThcKpctft^ufaestosieooaipandcmistnKtin^y^t^^
Structure that are not matched tn relocated and reanalyzed ty die verifying walyst The verifying snaJya is

•Cote Fdl. Reg. 1W7.52 (No. 210). 41 R2&-JI 905.

HSO10312 1993, in press.
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profo^ty not ore of the TEM operators. If tfrfscannot be avoided. the job of verifying anatysf should be
rotated between fa TEM operators.

2-2;8 ^El/«»^«/feftn™f<jntt oa which tbe analysis of* grid square is recorded TJie bfooaafiaa
recorded for a verified analysis should include at feast a sketch of ihcstnicftire«irfMomiatKHi related to the
absolute or relative locatiod, size, identification and analytical data for the reported structures.

2.2.? report form~foaa on which the evaluation of verified analyses Is summarized- TTie fbnn should be
Identical toor include all infenaarioagiroihFfgurtXUofAppeBdKXl.

2-2.10 ^(&n<cno^rc/»or/^-~uteittimbvofcn^^
2.2.11 2Prrnre/^t^~^ctiveutak;l)repoitrtbyb^

operator and confirmed by the verifying analyst, or 3) reported by ndditt TEM operator but is found by fl»
verifying analyst ft* three types of troe positives ait discussed in the next three tanas.

2.2.12 JTMftnm poiHivewitcfiedJ-^tnctittR that is nyumi CM Ac TEM analytic fnmni «f ̂ t, TE^"

iBilthctfi^^

n «^gti<yri fte cm îTKstianl̂  be reported as C Q U l l c bv both anahata
2.2,13 TfUftraeposTttv-tmmaKhe^t-e/inxtoie inat is reported on the TBtf-analy^s form of onbf one

cperamr aod lhat is conflmod as countable by the vending analyst.
2JL14 TPVftiw positive found by vrtfrnganafyttJ-gnKX^

found by the vmfying analyst.

verified atuuysn of dte grid opening. TUsv^uoconESpcmo^ to UK nnrnba of imiqactnie positive fouwJ by
tfae TEM operators aikl die veiuying analyst

tbc grid square because bo& the TEM analysts nd the verifying analyst may have missed one or more
Tie probability of a missed stnotnî , however, decreases wJui on increased nun)l«rorBnaIyits.

2J.16 fl/ 0^H^arnte>-$Uiictiircuiatll»s not been reported as countable by one of the TEM toalyste.
False negatives can be divided into two catcgories-typ A and type Bac discussed m die nmt two teoaa.

rfedoca
SomenaajnsforlhlstypeoffekeiKgaQ'veincIwJc: I) structure

!"(?;, 3) foooirect teigth
12.1S ro&{?&ei«$â f̂i;~(alsc illegal

aoalyfis finn. Aicascuibru^typdof&l^neeativ^isdiatastnicaucwasinksMD^
2.2.19 /7(J^/^ft'w>-iepoit^pfflticfeftatisliioontctfyi^^ Some reasons for

false pasitfves include: ))«tracoDcs counted nioie than one one. 2) materials miaidciitified as asbestos, 3)
CnnfiMinn ft-ith fte coHrriî  r îlgg 4) tnenrmct langth A-t««^natinM

2.2 30 ?V fraa »rfgm»»»l-Jiep«rtfld |MT»Mg Airt- it t

cannot be located by the verifying analyst.
2J2.21.1

not been removed from the TEM bcovam tbc two anarystf counts. It howcw,« grid has been removed

-rfMbYi^ouf rinara/vj^ snwtDra that!) fe
opoator and 2) is found by the verifying analyst but cannot bft utuunb^pousFyidentffied«s*5fcuct«redu*to
beam damage, oootanrinatioo, or other ft«oifi.
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3. Significance and Use
3.1 The analysis of asbestos DytransraissJcfldettron microscopy is important for the detCTnmatioa of the

cfranUness of air or water and for research purposes. Verified analyses provide nvae accurate values forth*
dlion of asbestos oo a grid opening Uiaa obtained by other methods. The accuracy should increase

3.2 The 1^ method cm be u^ as part of a quality assurance programfa
training procedkoo for pew onalysU. ThevdiicsfarTP/TNS«odFP/tKScaftbeplo<l^wtiuaonoaoboI
dBJ^to$l«wipiiaov«nMotSOTdegradati<«imtfaequ^tyrftl^<Mal>«^ Experienced analysts should
•ttBinTP/TNS values % 0.85 and FP/TNS valuer iO.05. The test atfifiiod can be used to characterize the
types and, m many eases, the causes of prtoJnns experienced by TEM analysis.

3J The average of values obtained for TT/TNS«ndFP/TNS can be ised to detenmnetbe analytical
motiae asbestos malyscs.

4. Procedure

KOTB I- Thtt tt3 inahwlmvohes two TEM operators and *vm^^ Tto steps discussed in
rtcms4.1ind4.2«Ktobcfgjlowcdbythep(«»ooodLia!ingaie This
person om be cue of die TEM opeiBWrs, iLe wiping wafyst or ait
assurance office*).

4.1 ObtalnanalysesofapidBqtarefofa<ixKtosbytwoTSrfopcia^ Conduct ihc analyses

4.1.1 Kequire that die TEM opcntOnieccxdaDOaT^iiial^
V^tfifH flflh* '*"*^["nffl-fKimftrJ""a^yyc y A»*'theiiAiriu^l^«riM nf AH .rfrnrfuneseflfl he

NOTE 2- The absotate lacatkn of Ihe strocturefi caa be reaxdcd by various nwmsiodwfingnse of a d/e^al
rotooctef or computer tenable stepping motors to record die positioQ of* structure. To present
information about the relative location of the tepefied 5tnictm^d» analyses most be coodocted 90 that bodi

grid cquiK. 3) imtiaOy Kan m the same direction, «od 4) $coa die grid sipaietapanfleHni«ase$.

i
fff tflff t*̂ "̂ "". ymfytiraj data and afeeAer Afi anKtare fa amtablft. ThcSketeb

i fi^fiffEQ of find ttitfs
4_2 Spbnrittbfi nudyses of the ttro TEM operators to the Tcrî ine analyst

KOTE3-Thoraa«oi(iero/tfaBiectiond«cn^egp^ The
procedure Bar comparison of Ac TEM analysis fonts is pven in items 4.3-4.6 sod (samples of
of cOUmri»eU arc given in Figs. X2.1-X2.9 of Appendix Z Appendix 3 contains a ftpnajaty of the
comparison pnxs^(Fi^X3.I)nxl8flow«i3rt^coinjwifion of «^^ Tfae
procedure for completion of th* wport form is given k ton 4.7.

43 CoinparetbetffDTBMtmalpisJimxisonasinictro^ If «m«ch of asbestos
stractmc fc obeervBd. bbel both *ncb» with a TPM(munber) «Hber fa ihe sketch box or in a column
specifically designated for verified ooonts. An example is givai in Fig. Xl.1 of Appendix X2.

NOTE4-Tbenc«ncpfalbepioccdiire(ltan4.4)isoptionflL The most prudent apprtwoh is to e«aaunc
unmatched stroctures in the TEM Qlcm 4.5).
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4.4 Determine if the Status of any of the unmatched structures can be uowribiguonsly decided by
examining the TEM analysis farms, Ifthcrcfeamblgul^IndaenjiMDglhcstatusofastnictnre.tfic
veriiyfaig analyst nmstcxanwne the structore in the TEMw The comparison of
TEM analysis fonns and labelling of in^^
3CL2 - X2.4 of Appendix X2 or mott complex as described in die next item.

4.4.1 Forniattca^dicidaitifkalfonoftttteporifrT3,fol&p^$rtiv^
This cannot be done, however, ffica$c3v»l>ere analysts

numbers of countable structures in an ssbostos-oootAtflvnc particle. In FiHh CTJT, both Analysts yV îld be
aligned ona TT>M(Tiir(«KT) fof Vfrnrifyjng ito pftrflflrt ay ̂ nurfntiig emmtahle asbestos. The '"CMUlilUllg

structures nBj«^iwdTPU.FP or FN depending oaflwpotienlar situation. Examples of such cas« are
green in Fig. X15 and Fig. X2.6 of Appcndrt X2.

4.5 Dctermine^ptatU5crf^yren»»H^pJabenedsmxiiirefibytt^^

micntsoopy BIB Jivai id Figs. X2.7-X2.9 of Appendix 2. For each onJabcUedstnKturc requiring
cxaminatko by transmbdon dectron microscopy, follow items 4.3.1-4.5.7 tod 4.6 until the structure b

nndJalljrtrocturesareJabclIed.
prooe4ucc ao4 Klowcfavt do not cover the conntiiigdiscicpancy discussed in kan4.4.I. If=nch a otaatioo is
recognized, the verilying analyst Aould follo-w me procedure given in item 4.4. lead in the examples in Pigs.

NOTC 5- The proccdme in items 4.3 .1 -4 J.7 should cover the great najoriV of
There may, however, be owe conqilex situations oot

covered jDtbcprocedimL If so, de writing ;mal>^ should aî ly the basfcprfflC^ksoudij^ in iffims 4 J.l-
4.5.78*14.4.1.

4.5.1 Detennjnc if flic reported structure ain be located. IfmestmcnBecaminotbBlbund,labelme
Rporttd stracnzre NL (place the label next to tfaa skrtoh or in a column specifically designated for verified
analyses).

4J5.2 fftltt reported JtrurfunsU found, detî hw if a judg^ If the
structare rjTTnrrf be jpdgol as to its oonntability due to ̂ ^m Hnmng* contanunatton or odio' factors lab Î tte
nponcd striictuit? AMB.

4.5.3 If ajadgcmeatcanbemadc as to the cotmtflbib'y of iho ivpuited structun; dacnnaic if thesmictare
is countable. U^feportedstnacliaehiiotaiiiiitablc^labditFPCiiumbcr). A unique number is grvm to the
FPlaocl»thatilcanbespedlicaJlyn^ai^iointb£^panfona Optional: Cbccktbeotbor analysfs TEM
analysis fona. Iffbcotbcrftna^skcicbcdibsp^nictoaddcontcdyf^^^
paiticlATKCmimber). Note: The valoes for TM are not recorded on d» report fbnn.

If k 'a a dnplicaM> libd the reported stracturc iFPCnnmbo).

Detaralne If ̂ otfaia- TEM opgrtUyttCTKdedi sketch of the ttnKtu^ IfAe other tTEM operator .
did not report the stracturo on hk/hcr TEM «nnty$i* fonu. place an FNB6nwiber)oaAejrTEJd«aalysi$

The nmubcr should correspond
to that fiiven to me TPU on the first analyst's TEM analysts fbrrn.

4.5.7 If the olfacrTCM operates nxoidcd a :dcetct of the stnxture> label me strtdi with an FNA(nuraber).
The number should cafcspond to that given to the TPU on the first analyst̂  TEM analysis fbrnx

4.6 Countable asbestos structuics reported by ndtr«T^Mcpcrir^ hot fcund by the verifying analyst in
«ba course of examinlnfi a find square should be recorded on a scp«r»te TEM mafygis fonn and labelled
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TPV(numberX The TEM operators shoold be assigned an FKA(mnnber) or FNBCnumber) as described in
items 4J.6-4.5.7.

4.7 Compkta the repcrtfcm 25 inscribed khans 4.7. M.7.10.
4.7.1 Complete Ae hading of the npxtfcnn aid film the m^

oa the first Bnc of the report form table.
4.7.2 Coant the ninnb«r of t9bc$to9fltn^rc3 obtained tye^an^^

(structures reported) on die report feno.
4.7.3 DctcnniiKihciiunbcroftriiopositrmtirt

•re aatnatdted fTPU) and the total nomba-ofilntt potitwci CTP) obteb^ for each TEM operator on fbc grid
sqoareindeotertJbe values oa the report fbnn.

47.4 PrlymriTir mri TTfrrmi rmtim iTfmt firnn thrimui^frfrf tmfrfftffihTf^ ftrmH fry ffir vmQ'iffle ap'-V*
(IPV).

4.7.5 Determine and record onihcicpwt form Uw total number of stiudiires(TNS)ondiegridsqu««.
4.7.6 f)ftBiiniiift»n*^««xy^<?I^i^fgp<7*t^>m> t^«>A<yerg*ftr<l>Bfennahi^ 1) themnnberoffilsc

positives CFPX 2)tbeDonberoffUseD^Btivc8(FN),3} tbtirandwrofftbeo^alJvesofQpeABodtypDB
(FNA,F>raX4)(hciiUnibcrQfstrartuixsd^
sttuctnres(AMB).

4.7.7 Determine and itcoritbe values ftrTPmtS,FP/TNS to two dedmalfteocs.
4.7.8 List oo the report fixm the swpedfid reason? for the febe positives cfaained by cadi Analyst Soo»a

examples would le as follows: incorrect length measurement, stnjctoweoantedt«ricc;pr6blei»i'with
mterpibtdbcd of tfac connting rules, nnsidcotifiotion of a ctonctmL

4.7.9 List on therepcrtlbnatho suspected rftflsoas for &lsoacgauvcs(FNABndFNB). Someexampla
would be: incotrcct length mcasmaatt, probka with fatarprctatk» of the canting rales,
ftf Material ft« achftctoaj pftfto l̂e Ineo fftfrtf, nf cî acrifM imd ̂ mfnnent rtvftAip of !• nvnr̂ ^

4.7.10 AyptiMl imy other ictovant oonnnritf^ to UUP report forrn (qtaHty of flic puepaffllif m, ctc.X
4-8 ChcdC thf flmiliLfl5 f*1 ^* wgnnrf fnnn nfrmn itî  MiMttysa»y mvfft m rin»

5. OUcolatlon
3.1 The vahies on the report fomishorfd be'Wrttottni with the fbDo^

For both analyses:

TNS-mif TPU(Operattr I)-MPU(Op<wior2)+TPV

For B given analysis:

SR - TP+FP +NL-«-AMB

TP=TPM-i'TPg

FN- FNA+FNB

TNS - TP + FN

J - .TP/INS * FN/TNS
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& Precision and Bias
6.1 To determine ttepnxiswa of tterai^

in two laboratories on a set of 21 grid sqttoRS. TbCmeanvahiefiir INS fortbcdatasclivas 16.2
stmctareateiid square and the pooled etonxtanl deviation of fte. pairs of verified oRmtdetcnninafetevTO
1.12 stractares/grid square. TbecoWWenwat appn«ima(td(y^W%lOTd (2 saiidard deviations) of a

dvedfiod count vah» to this data set is 224 stmcoire^gridsqiiaroor 13.9%elfthtl>l»ea»valw!fiJ^
We use 13.9% as »n estimate of Uwirapitcisioaof Aemcthcd.

NOTE 5- Tbs diftbrenccs In the values obtaioid Ibrihciftdcpeafent verified analyse* deacoibed in item 6.1
are_ «hrrii» m<>5t pan, dag to ^Jjntaencea ht in^rpi^tarinm ftf tha Bftnnrittg roles. Its ctnwtmes analyzed in the
study wit coo^k^aodlbtfeiforsi^finpredirionestin^
to the imprccisioa for tbo method.

6-2 Thnl»mBMtlii-̂ î ĵ iii3||vmy<iqpl>l̂ ingiy«iiilM|uiiLirinM

analysis by die TEM opente«3 and verO^ anafyst

7., Keywords
7.1 asbestos; quality assurance; transmission election microscopy, •verified apalysij
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Fig. Xl.l
TEM operators' IBM analysis fbpns.

Gridbooc __

Grid slot _

Odd square;

APPENDIXES

(Noomandatory Information)

XI. TEST REPORT FORM

is suggested for u» by tbflverU^

Date ^___

Verifying Analyse.

TEM Operator

Structures Reported (SR)

Txtie Positives (TP)

*TPM

TPU

"TPV

Total ft Stnctuns (TNS)

False PosJtircs (FP)

False Negatives (FN)

FNA

FNB

Not Located OIL)

AmbigooosCAMB)

TP/TNS

FP/TNS

Analysis I Analysis 2 •

*Tlie values father items twT] to the SBniefcf both tnslyscs.
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Test Report Fonn (caaaaaoi)

1) List details of suspected reasons fgr ftlse positives. Foe each analyst describe reasons for FP1,FI>2,FP3,
Me. Note-it rosy «rt be posdbfe to detennliie the reason for i^pos^

2) IJ& details of snqwaeditaans for fklrtneg^^ For each anatyst describe
reasons for FNA1.FNA2, cox; FNBl^FNK^ctii Note -H may net be possible to dctomine the TWSOBS fcr

CB3DVCS ^QT EMiBC Stfl**'f*tf*??-»
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X2. EXAMPLES OF COMPARISONS OF TEM ANALYSIS FORMS

[Note: Tte1^anab^fore»shovwmtbi» oodles trcab^^
information. TtoAHERAcoinilipg rales (1987) were used for all analyses.]

Analyst 1 Analyst 2

JS

1.3

07

1.0

a

0.1

0.1

0.1

Sketch

TPM1

TPM2

TPM3

Chr

Chr

Chr

lb
 {p

m
)

1.3

1.0

0.7

0.1

0.1

0.1

-Sketch

TPM1

7PM3

TPM2

3

Chr

Chr

ctv

FIg.3GLl EV«««f.1» f* ^o.t̂ t.mg .t̂ -hmgi MI hmi TEM analyfo fenny frr-fii- tn t«^m A •* «f fh^ptywA .̂̂

Three stnioures on a {rid square were found by bo* amlyats. Thoreliitnreordefcfthclasttwpsiiwtwwifi
<fifftrcnt oo the two TEM nalysis fiwns; this may be di* to the aatoc of tiwtravases by the analysts,1
Matching bUuuUaq «c bdicated by TPM(nEnrfxT).



Analyst 1 Analyst 2

t
a
t
Q
ID

-J

1.3

0.7

1.0

0.7

|
0.1

0.1

0.1

0.1

Sketch

/

~^

-"

~^

|

TPM1

TPM2

TPM3

FPt

1

1

1

1

1

Fig.X12 Example of ddanunjnfi foe status c
item 4.4 of lite prooadore). Three of tbostrocta
is tmnwtched but can be teen from the TEM tt
by the same analyst (die two stractves hive ft

3

Chr

Chr

Chr

Chr

,wJ

E
5

3

1.3

1.0

0.7

wcS KIH"̂ ! in flic two
ah/sb£xbilob0icli
;sameUbrtiGaatioa

}
0.1

0.1

0.1

Sketch

/

— "

•=-

.

V
er

ific
at

io
n

TPM1

V

TPM3

TPM2

<0

1

1

1

3

Chr

Chr

Chr

tot from TEM analyrfs fisais (refer to
analyses. The 1m structure of stuuyst 1
uphcfltt of flic sccood strucQvc obtaiasd

nearty particle). Tho delicate strocture ii thctcfont assigned an FPL
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Analyst 1 Analyst 2

Le
ng

th
 (J

JT
T>

)

0.6

.•>

£

0.1

Sketch

^
I

TPU1

I

1

9

Chr

E
a.

0.6 0.1

Sketdi

§
1

FNA1

Q

Chr

item4.4afdicproce(kBc>. Bofltmy^ysts have tbuirf the same partidflMipctreihH by the t

stractnrc ((because of this owisl̂ tt is rejtknmm). Analyst 1 is assignediTPUl Hodanalyst 2 anFNAL
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Analyst 1 Analyst 2

Sketch Sketch

I
Q

0.4 0.1 FP1 Ctir 0.4 0.1 TN1 Chr

analyst 2 » INI.

Howcvtt; analyst 1 lias i
Analyst I is assigned 30 FP1 and



Analyst 1 Analyst 2

-C
0

1

f
0.6

Sketch

X

|
TPM1

FNA1

i
1

Q

Chr

Sketch
§
1

1 0.1 F1 TPM1 1 Chr

0.6 0.1 F2 TPUI 1 Chr

Flg,X2_5
item 4.4.1 pf the proocdnreX

aldKdst^^

However, analyst lh«; reported one coimtablo
stmctme and otolyst 2 has reported two countable sttncdires. IfcdoriboAHERAoountipgndes, analyst 2 is
comet The structure reported by analyst 1 is assigned both a TPMl andanPNAl.
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X3. SUMMARY .OFTOE PROCEDURE FOR COMPARISON OF TWO TEM ANALYSIS FORMS

Qvend Goat: To label an of the repotted structures on twth
court sheets as either TPM. TPU, PP. ML of AMB and to

label missed structures as either FKA or FNB.

compare the two count forms.
Rnd those structures that match between

ttw two count forms; label matched "
Structures with nrt»M(numl»<y (4.3)*. An

exampto U given in Pig. X2.1.

Ddennlns if the status of any of the
unmatched structures can be

unambiguously determined by looking at
th« count sheets (4.4). Examples are

Often In Figs. X£2

PI* thu grid in the TEM to resolve the
status of any remaining urdabeded

structures (4.5). Examples of cases that
most be examined by TEM are given in

Figs. X2:j - X2.9. A flowchart for this pan
of the procedure is given in Fig. X3.2.

F1&X3.1 rcr company
*Numbcii in parentheses in each block rcftr lo ftc item number in tbc proccowu
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NflteBanawstrucUireteWenfifiedbytheverir/nai .
•taurfwe should be drawn on a new count form and labelled

TPV[nUTr*«T. AtobeJofe»iern^mimfa^yorn4S(rwrob^
should be put on tha two analysts' count forms at trie appropriate

location (4.0).

Examine the grid square In the TEM.
For each reported structure do th»

following proeftdure unfll an sbuctu^
are labelled (4.6)'.

No
s

\ r

Ubd the reported
structure Ttt.' (4.5.1).

No

Label ?<e reported
structure'AUB-

K5.2).

x

Label trie reported

TP(Mimbcr)T(4.&3).

Optional: ir the other analyst sketched
the perSole and correctly reported It as

noncounrote, labd hat analyst's
sketch TK{itumlwrr (4.5.3).

Label the reported structure

swttch lo the other
snarysfs count form.

Yta

1

X

Label tr»ft8W**
•FM n̂umber)'

(4.5.7).

Dkf

recortaiskEtchoflh*
frjrfur
{418)7

Note th« cfiscnrpancy due to
counting rule
discussed in itam 4.4.1 of the

procedure rs not covered in the
flowchart

Put an TNB(ruiir*err ogjhc
count cheet at the appnedmate

location It should have been
found (4.5.6).

Fig.X3.2 FhwrfwtrtfbfexaminatiiwofaslnjdiffeiatheTEM: The flowchart is an cxpflnsioo of die last
block ia Fig. X3.1. nJumbcfsraparaUbas« in eaefa block refer to to itannun^



Request for Modification
To

Laboratory Activities
LB-QQ0029

Instructions to Requester: E-mail form to contacts at bottom of form for review and approval.
File approved copy with Data Manager (COM). Data Manager distributes approved farms as follows:

All Lab Applicable forms - copies to: EPA, Volpe, CDM-Denver, All project labs
Individual Lab Applicable forms - copies to: EPA, Volpe, CDM-Denver, Initiating Lab

Method (circle one/those appHcable)JTEM-AHERA. TEM-IS01031 .̂ PCM-NIOSH 7400, PLM-NIOSH 9002,
EPA/6QO/R-93/116. ASTM D5755-95, EPA/540V2-9()/Q05e7l
BOP EPA-L1BBY-03. SOP EPA-LIBBY-Q7. and EPA/600/R-94/134 (EPA 100.2)j

Allother TEM methods, including:

Requester. W.J. Brattin Title: Technical consultant
Company: Syracuse Research Corporation Date: 25 August 2003

Description of Modification:
Permanent clarifications to laboratory-based Quality Control (QC) sample analysis, The purpose of the

attached is to standardize the frequency of analysis and procedures for Interpretation of the results for laboratory-
based Quality Control (QC) samples for TEM analyses (all media).

Reason for Modification:
This modification Is needed to standardize the frequency with which different types of QC samples are

prepared In different laboratories In the program, and to ensure that all results are evaluated in accord with a
standard set of criteria.

Potential Implications of this Modification:
Then? are no potential negative implications resulting from this standardization of QC procedures.

Laboratory Applicability (circle one): Individual:

Duration of Modification (circle one):
Temporary Date(s):.

Analytical Batch ID:.
Temporary Modification Forms - Attach legible copies of approved form w/ all associated raw data packages

_ _ ,
Permanent ( (complete Proposed Modification Section) Effective Date: Qmut based on dlte of find approval)

Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets if necessary, state section and page numbers of
Method when applicable):

Technical Review:
(Laboratory

Project Review and Approval:

Approved By:_

Date:

echnlcal Lead or designate)
Date: 01*7

-Date:
(USEPA: Pro/eel Cbefoist or designate)

ModMcaUenforLabOC
Page lots



Frequency

The frequency for laboratory-based QC samples for TEM analyses (all media combined) shall be as follows:

QC Sample Type
Lab blank
Recount same
Recount different
Reprep
Verified analysis
Interiab
Total

Frequency
4%
1%

2.5%
1%
1%

0,5%
10%

Each laboratory should prepare and analyze lab blanks, recount (same, different and verified), and reprep
samples selected at random in accord with this table. Samples for interlab comparisons will be designated on the
COC sheets accompanying the samples.

Procedure for Evaluating QC Samples and Responses to Exceptions

The procedure tor evaluating QC sample results varies depending on sample type. These procedures are
presented below.

Note: the procedures for evaluating QC samples presented below are based In part on professional judgement
and experience at the site to date. These procedures and rules for interpretation may be revised as more data
are collected.

Lab Blanks
There shall be no asbestos structure of any type detected In an analysis of 10 grid openings on any lab blank. If
one or more asbestos structures are detected, the laboratory shall immediately investigate the source of the
contamination and take immediate steps to eliminate the source of contamination.

Re-Analysis.
Ail re-analysis samples (same, different, interlab, and verified) will be evaluated by comparing the raw data sheets
prepared by each analyst. Note that the raw data for samples must include sketches for both the initial and QC
reanalysis, as described in modification LB-000030. The following criteria will be used to Identify cases where
results are concordant (in agreement) or discordant (not in agreement). These criteria were established by
microscopists experienced in the analysis of Libby arnphibole asbestos, and serve as an initial attempt at review
criteria developed using their professional experience. As the database continues to grow and we learn more,
these criteria may be revisited and revised. Changes to the criteria will be accompanied by scientific justification
to support the change.

Modification fcr Lab QC



Measurement parameter

Number of asbestos structures within each
grid opening

Asbestos class of structure (LA, OA, C)

Structure length

Structure width

Concordance Rule

For grid openings with 10 or fewer structures,
counts must match exactly. For grid openings
with more than 10 structures, counts must be
within 10%.

Must agree 100% on chrysotile vs amphibole.
For assignment of amphiboles to LA or OA
bins, must agree on at least 90% of all
amphibole structures.

For fibers and bundles, must agree within 0.5
urn or 10% (whichever is less stringent)

For cluster? and matrices, must agree within 1
um or 20% (whichever is less stringent)

For fibers and bundles, must agree within 0.5
um or 20% (whichever is less stringent).

For clusters and matrices, there is no
quantitative rule for concordance.

Whenever a recount occurs In which there is one or more discordance, the sample will undergo verified analysis
as described by NIST (1994), and the senior laboratory analyst will use the results of the validated analysis to
determine the basis of the discordance, and will then take appropriate corrective action (e.g., re-training in
counting rules, quantification of size, identification of types, etc). Whichever analytical result Is determined to be
correct will be identified with the word "Confirmed" in the sample comment field of the electronic data reporting
sheet In the special case where the original and the reanalysls are both determined to have one or more errors,
a third electronic data report will be prepared that contains the correct results. This will be identified as QA Type
= "Reconciliation". The laboratory should maintain records of all cases of discordant results and of actions taken
to address any problems, in accord with the usual procedures and requirements of NVLAP. In addition, each
laboratory should notify the COM Laboratory Manager of any significant exceptions and corrective actions through
a Job-specific (temporary) modification form. The COM Lab Manager will ensure that appropriate Volpe and EPA
representatives are notified accordingly.

Re-Preparation.
Re-preparation samples will be evaluated by comparing the total counts for the original and the re-preparation
samples. In order to be ranked as concordant, tha results must not be statistically different from each other at the
90% confidence interval, tested using the statistical procedure documented in Attachment 1. Whenever an
exception is Identified, a senior analyst shall determine the basis of the discordant results, and if it is judged to be
related to laboratory procedures (as opposed to unavoidable variability in the sample), the laboratory shall then
take appropriate corrective action (e.g., re-training In (sample and filter preparation, counting rules, quantification
of size, identification of types, etc).

Program-Wide Goals

While each lab shall monitor the results of the QC samples analyzed within their lab and shall take actions as
described above, the overall performance of the program shall be monitored by assembling summary statistics on
QC samples, combining data within and across laboratories. The program-wide goals shall be interpreted as
follows:

Pago 3 of 5



Sample
Type
Lab Blanks
Recount
samples

Reprep

Metric

% with &1 asbestos structures
Concordance on count
Concordance on type (Chrys vs amphibole)
Concordance on length
Concordance on width
Concordance on count

Program-Wide Criteria
Good

0%-0.1%
>95%
>99% .
>90%
>90%
>95%

Acceptable
0.2% - 0.5%

85-95%
95%-99%
80%-90%
80%-90%
90-95%

Poor
>0.5%
<85%
«95%
<80%
<80%
<90%

As the database continues to grow and we learn more, these project-wide goals may be revisited and revised.
Changes to the project-wide goals will be accompanied by appropriate justification to support the change.

REFERENCES

NIST. 1994. Airborne Asbestos Method: Standard Test method for Verified Analysis of Asbestos by
Transmission Electron Microscopy - Version 2.0. National Institute of Standards and Technology, Washington
DC. NISTIR5351. March 1994.

Nelson W. 198Z Applied Life Data Analysis. John Wiley & Sons, New York, pp 438-446.
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ATTACHMENT 1

STATISTICAL COMF'ARISON OF TWO POISSON RATES

1.0 INTRODUCTION

An important part of the Quality Control plan for this project Is the re-preparation and re-analysis of a number of
TEM grids for quantification of asbestos fiber concentrations In environmental media (air, dust, water, soil).
Because of random variation, It Is not expected that results from re-preparations samples should be Identical.
This appendix presents the statistical method for comparing two measurements and determining whether they are
statistically different or not

2.0 STATISTICAL METHOD

This method is taken from the textbook entitled "Applied Ufa Data Analysis" (Nelson 1982). Input values required
for the test are as follows:

Y1 a Fiber count In first evaluation
t1 a Number of grid openings in first evaluation
Y2 = Fiber count in second evaluation
t2 B Number of grid openings In second evaluation

The test is performed by following the following steps:

Stepf:

Calculate Y-(Yl+Y2)/2
t = (t1+t2)/2
A = Y/t

Step 2:

Calculate Q = (Y1-Y)2 / (A t1) + (Y2-Y)2 / (A-t2)

Step 3:

Compare Q to the critical value of CHISQ(1-a,1) from the following table:

Alpha

0.05

0.10

0.20

0.30

CHISQ(1-a,1)

3.841

2.706

1.642

1.074

If Q is less than or equal to CHISQ(1-o,1), conclude that the two results are not statistically different at the
100(1-a)% confidence level.

If Q Is greater than CHISQ(1-a, 1), conclude that the two results are statistically different at the 100(1-a)%
confidence level.

Modification for Lab QC
PsgeS of 5



Request for Modification
To

Laboratory Activities
LB-000028

Instructions to Requester: E-mail form to contacts at bottom of form for review and approval.
File approved copy with Data Manager (COM). Data Manager distributes approved forms as follows:

All Labs Applicable forms - copies to: EPA, Volpe, COM, All project labs
Individual Labs Applicable forms - copies to: EPA, Volpe, COM, Initiating Lab

Method (Cirde one/those appllcabie):TEM-AHERA, TEM-ISO 10312. PCM-NIOSH 7400. PLM-NIOSH 9002,
EPA/600/R-93/116, ASTM D5755-95, EPA/540/2-90/005a, Other 1A1ITEM Methodologies!

Requester,
Company: _

R. K. Mahonev
EMSL Analytical. Inc.

.Title: Senior Analyst / Specjal Projects Coordinator
Date: 17 June 2003

Description of Modification:
This is a clarification pertaining to the re-analysis of TEM samples when some of the originally read arid

openings In a sample selected for re-analvsls have become unreadable. In the event that more than half of the
originally read grid openings have become unreadable, select the closest adjacent sample from the same
sample delivery group with adequate intact arid openings for re-analvsls. If half or less of the original openings
on the sample selected are unreadable, make note in the Comments box In Data Entry 1 of the TEM, EDO as to
which grid openings are unreadable, and proceed with analysis of the original sample.

Reason for Modification:
This clarification is intended to provide more complete TEM re-analysis data.

Potential Implications of this Modification:
There are no negative Implications to this clarification.

Laboratory Applicability (circle one): JAJ] indMdual(s).

Duration of Modification (drde one):
Temporary Date(s):

Analytical Batch ID:
Temporary Modification Forms - Attach legible copiet of approved form w/ all associated raw data packages

permanent) (Complete Proposed Modification Section) Effective Date: 17June 2003

Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets if necessary; state section and page numbers of
Method when applicable):

Technical Review: _

Project Review and Approval;/

Approved By;

Title:.
(USEPA?

: Pro/eofTec/infcaf Lead or d

Date: /ffc

Date: 7 WO 3

.Date:

or designate)

Lab ModlDcadon Fbrni RevWon 9



Request for Modification
To

Laboratory Activities
LB-000017A

Instructions to Requester E-mail form to contacts at bottom of form for review and approval.
File approved copy with Data Manager (CDM). Data Manager distributes approved forms as follows:

All Labs Applicable forms - copies to: EPA, Volpe, CDM, All project labs
Individual Labs Applicable forms - copies to: EPA, Volpe, COM, Initiating Lab

Method (clrde one/those appllcable):ffEM-AHERA|. TEM-ISO 10312, PCM-NIOSH 7400, PLM-NIOSH 9002,
EPA/600/R-93/116, ASTM D5755-95, EPA/540/2-9Q/005a, Other:

Requester R.K. Mahoney Title: Senior Analyst / Special Projects Coordinator
Company: EMSL Analytical. Inc. Date: 25 August 2003

Description of Modification:
This a clarification of laboratory modification LB-000017. If abundant chrvsotile is present, the chrvsotile count
mav be terminated at the end of the arid opening In which the 100th chrvsotile structure is counted. The analysis
will continue recording amphibole structures only until the remaining grid openings to be analyzed are
completed. The arid opening designations will be followed bv an '*" to indicate the grid openings where only
amphibole structures were recorded. I.e. J6*.

Reason for Modification:
This clarification In structure counting and recording Is to provide consistency In analytical procedures and data
recording In the project laboratories.

Potential Implications of this Modification:
There are no potential negative Implications of this clarification.

Laboratory Applicability (circle one): (Ajj Ind'rvidual(s).

Duration of Modification (circle one):
Temporary Date(s):.

Analytical Batch ID:
Temporary Modification Forms - Attach legible copies of approved form w/ all associated raw data packages

Permanent (Complete Proposed Modification Section) Effective Date: 23 January 2002
Permanent Modification Forms - Maintain legible copies of approved form in a binder that can be accessed by analysts.

Proposed Modification to Method (attach additional sheets if necessary; state section and page numbers of
Method when applicable):

Technical Review: /<.#: L//7-£*.^^ f/̂ t.. Date: 3.WtW^2oo?
(Laboratory I

Project Review and Approval: WS&ifA 7^^ , — wflg Date:
s(Volpe: BfoJeoLfGchnlcal Lead or designate) 7 l

Approved Bv: ., UA . ^-y î̂ rP— Date:

(USEPA: Pr&ject Chemist or designate)

Lab Modification Form Revision 5



Appendix 3

EMSL Analytical, Inc. - Standard Operating Procedures, Asbestos
Analysis, PLM Analysis of Bulk Samples, 8/1/00

EMSL Analytical, Inc. - Standard Operating Procedures, Quality Control
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1.0 INTRODUCTION

Standard Operating Procedures (SOPs) documented in this manual are intended for
information and use of all laboratory personnel employed by EMSL, Inc. at all
laboratories that perform asbestos analysis of bulk material by Polarized Light
Microscopy. Currently, PLM analysis is performed at all EMSL laboratories. The
Corporate Quality Assurance Department is responsible for the control and oversight of
any revision in these Standard Operating Procedures. All laboratory personnel must
adhere to procedures documented! in this manual. Any major deviations must be
approvedty)the Quality Assurance Department. Standard Operating Procedures for all
other anal/Bis are presented in other SOP's.

<t
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2.0 SAMPLE RECEIPT/LOG IN PROCEDURES

Care should be used to avoid cross contamination of bulk samples and air samples when
handling incoming samples.

Acceptance of Bulk Samples

Incoming samples are inspected by the Sample Receiving Coordinator to determine if
they conform to laboratory acceptance criteria. Samples are judged unacceptable
under the following circumstances:

• Bulk samples must not be packaged with air samples
• Samples must not be submitted in obviously damaged or compromised

packaging
• Analysis requested must not be outside laboratories capability or accreditation
• Sufficient amount of sample must be provided.
• The sample identification must correspond to those listed on the client's Chain

of Custody form
• Requested turnaround must be achievable
• Proper sampling technique must have been performed
• Appropriate analytical methodology must be cited

Samples, which do not meet the above requirements, are rejected. Deficiencies are
reported to the client and noted on the Chain of Custody in the comments section of the
form. A deficiency/corrective action report is completed and filed.

Samples are accepted upon signing the chain of custody and logged into the
Laboratory Information Management System (LIMS), as described in the following
section.
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2.1 Verification of Chain of Custody for Bulk Samples

All samples received must be submitted with a Chain of Custody Form. An EMSL
Chain of Custody form is available for clients who do not have one. The Chain of
Custody form contains information regarding samples, which is essential for proper
analysis, sample tracking, and record keeping. All facilities must verify the information
contained on this form prior to the log-in procedure, beginning with sample sets with the
quickest turnaround time.

The Chain-of-Custody Form must be checked for the following:

• The sample numbers on the chain of custody form must match the numbers on
each sample exactly.

• Each sample received must be listed on the Chain-of-Custody form.
• The turnaround time should be clearly stated. In the case of a regular client,

these may be known in advance. If the turnaround time is not known or is
incorrect, the client must be notified immediately.

• Contact information for reporting of results or for addressing any questions or
problems, is included on the Chain-of-Custody form.

• The person relinquishing the samples must sign where appropriate.
• If the client wishes to make changes i.e., turnaround time or type of analysis,

the client must provide such information in writing. If possible, the client will
send the written statement by facsimile.

2.2 Assigning Laboratory Numbers and Sample Log-In

After this information has been verified, each sample to be analyzed may now be
entered into the computerized log in system and assigned a unique laboratory number.
Instructions on Computer Data Entry can be found in the LIMS Computer Manual.
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2.3 The Following Information Is Recorded When Samples Are Logged In:

Client Name and Address
Job Number or Name of Project (or both if available)
Quantity of Samples Ordered
Type of Analysis
Turnaround Time
Sample ID
Phone Number
Results to:
Fax#
Purchase Order # (if available)
Name of individual logging samples

The computer then assigns a laboratory number to each sample.

Voided samples

If at any time during acceptance, log in, or analysis procedures a sample or sample set
is voided for any reason, the laboratory must document such an event. This includes a
notation on the Chain of Custody and record on the Deficiencies and Corrective Action
Report (EMSLdfcorrl .98).

Samples may be voided by the client or the Laboratory Manager. Examples of causes
may be:

Work order cancelled by the client
Analysis requested outside laboratory capability
Obviously damaged or compromised samples, i.e. opened air cassettes,
cassettes with torn or ripped filters, water samples in leaking or faulty containers.
Obvious faulty sampling technique
Improper sample media
Incompatible samples packaged together (i.e.- air samples with bulk samples)
Inappropriate analytical methodology requested

The client must be immediately notified by the laboratory manager or deslgnee when
the sample is voided.
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2.4 Required Documents

After samples are assigned a unique laboratory number and have been logged in,
additional data and special forms are generated for each sample set.

Forms are generated either by entering data into the computerized log in data system
(see the LIMS Computer Manual) or manually, depending on the specific form.

Billing Worksheets, PLM Analysis Worksheets, and Tracking Labels are generated for
each set of samples.

2.5 Billing Worksheet

The Billing Worksheet is produced by computer after sample information has been
entered and samples have been assigned a unique laboratory number. Instructions for
producing a computerized Billing Worksheet are in the Computer Manual.

The Billing Worksheet contains the following information:

Computer Billing #
Client Name and address
Project ID
Turnaround Time
Type of Analysis
Quantity
Date
Laboratory #'s
Sample ID and location
Purchase Order #

Accounting code
Phone #, Fax #
Logged in by and time
Prepared by and Date
Analyzed by and Date
Data entered in by and Date
Screened by and Date
Mailed out and Date
Comments
Laboratory location
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2.6 PLM Analysis Worksheets

Analysis Worksheets are generated by the computer at the time of log in. Specific
instructions for preparing a computerized PLM Analysis worksheets are found in the
LIMS manual.

The analysis worksheet contains the following information:

Client information (address, phone, etc.
Time logged in
Date/time Due
Project Identification (if provided)
Turnaround time
Billing number
Client sample identification number
Location from which the sample was collected
Appearance of sample
Treatment
% and type of asbestos
% type of non-asbestos
optical properties of non-asbestos
Optical properties of asbestos
Analysts signature, date
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3.0 BULK SAMPLE PREPARATION - OVERVIEW

Bulk samples are prepared under a HEPA filtered hood in an area separate from air
samples. Technicians are instructed in basic sample preparation techniques,
instalment calibration and safety procedures. After receipt and verification of all
paperwork as specified in Sample Receipt, Section 2.0, the following steps are taken:

Open the sample container under the HEPA filtered hood and place entire contents on
a clean sheet of paper. In the event that the sample size is too large to fit onto the
paper, make a composite sample with several representative portions of the sample
and place them on the sheet. Observe the sample under the stereomicroscope;
examining for homogeneity, color, and obvious fibers. Determine the appropriate
category for sample preparation technique, which should be employed, i.e. crushing,
teasing, dissolving or other mechanism and estimate as much as possible the
percentage of all material present (see Section II). Note on the PLM Analysis
Worksheet the sample color, method of treatment used, and degree of homogeneity.

Preparation Techniques

Teasing
Take two pairs of cleaned forceps and hold the sample down with one of the
forceps. Use the other pair of forceps to pull and tease the sample material apart.
If curly fibers are present, place a drop of 1.55 Rl liquid on a pre-deaned glass
slide. Grasp the sample material with the forceps and place it into the liquid on the
slide and cover with a coverslip. Flatten material between the coverslip and slide
by gently rubbing a pencil eraser over the slipcover. If straight fibers are observed,
indicating the potential presence of amphiboles, mount the sample in 1.68 Rl liquid
and follow the same procedure as above. If both curly and straight fibers are
observed, prepare multiple sample preparations as discussed above. If no fibers
are observed, mount in 1.55 Rl liquid.

Crushing
Use forceps or other appropriate instrument that has been cleaned to isolate a
small, representative piece and scrape or crush the material. If curly fibers are
present take a drop of 1.55 Rl liquid and place on a pre-deaned glass slide. Grasp
the sample material with the forceps and place into the liquid on the slide and cover
it with a coverslip. Flatten the material between coverslip and slide by rubbing a
clean pencil eraser over the coverslip. If straight fibers are observed, mount the
sample in 1.68 Rl liquid and follow the same procedures as above.
If both curly and straight fibers are observed, prepare multiple sample preparations
as discussed above. If no fibers are observed mount in 1.55 Rl liquid.
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Dissolving

Isolate a small representative sample using cleaned scalpel and forceps. Place the
isolated sample on a pre-cleaned slide and dissolve with the appropriate solvent
(i.e., acetone, chloroform, tetahydrofuran, toluene, and amyl acetate). Allow the
solvent to evaporate before addition of Rl liquid (air evaporation, or hot plate
evaporation).
Note: Perform this preparation technique under a fume hood suitable for organic
compounds. See EMSLCHP100.0

If curly fibers are present mount the sample in 1.55 Rl liquid and cover with a coverslip.
Flatten the material between coverslip and slide by rubbing a clean pencil eraser over
the coverslip. If straight fibers are observed, mount the sample in 1.68 Rl liquid and
follow the same procedure as above. If both curly and straight fibers are observed
prepare multiple sample preparations as discussed above.

Carefully fold the sheet of paper used during stereoscopic review and dispose of in
designated as asbestos waste receptacle.
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4.0 ANALYSIS OF BULK SAMPLES - OVERVIEW

PLM Analysis Procedure

After a sample has been prepared, observe under the polarized light microscope. All
fibrous materials are identified. If amphiboles are suspected, preparations are made
consecutively in 1.68 and 1.605 liquids to determine the refractive index of the fiber.
Observations of optical properties of suspect asbestos fibers are made and recorded to
include:

morphology
pleochroism (if any)
retardation
thickness (as applicable to determine birefringence)
refractive index parallel and perpendicular to polarizer
sign of elongation
angle of extinction
color of fiber

Optical characteristics of suspect non-asbestos fibers are also recorded. These may
include:

Isotropic
Undulating
High Birefringe
Scaly surface
Double sign of elongation

An area percent of asbestos Is determined by calibrated visual estimation or by point
count criteria. Record all informallion obtained during analysis the PLM Analysis
Worksheet.
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5.0 DATA REPORTING

Procedures for Reporting Data

Following sample analysis, the analyst initials the billing worksheet and signs the
analyst worksheet containing the sample results. The analyst then submits the results
for data processing. Following data entry and report generation, the report is submitted
for review and signature by the laboratory manager or designee. Procedures for report
clearance includes:

Overall compliance with the Quality Assurance Program
Check of daily calibrations including standard analysis
Review of intra analyst QC data associated with sample set
Comparison of original data with typed report
Check of completeness of bench forms

Approved signatories are assigned by the Regional Laboratory Managers or the Quality
Assurance Manager.

• The billing worksheet is signed and dated by appropriate personnel.

Report filing

Files are maintained of the original bench worksheets, billing worksheet, copy of the
chain of custody and any other applicable associated paperwork. All documents are
filed by billing number.
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6.0 DATA ENTRY AND THE FINAL REPORT

Data produced during analysis is entered into the computer. Specialized computer
programs corresponding to different types of analyses have been written. Instructions
for entering data are kept in the LIM8 Computer Manual.

All reports must be signed by an approved signatory and will contain the following
disclaimers:

The above test report relates only to the items tested. This
report may not be reproduced, except in full, without written
approval by EMSL. The above test must not be used by the
client to claim product endorsement by NVLAP nor any agency
of the United States Government".

"Laboratory is not responsible for the accuracy of results when
requested to physically separate and analyze layered samples"

Verification of Data

After the report is printed, the data entry operator reviews all reports as follows:
• Correct client information appears on the report.
• Sample numbers are correct
• Checks for any obvious errors
• Sample components sum to 100%

Assembling Reports

Place the pages of the report, the original bench worksheets and all other project
related documents together for final review by the laboratory Approved Signatory.

Signing the Final Report

Prior to signing, the printed final report with all its components is reviewed in detail by
an approved signatory. The report is reviewed for

Overall compliance with the Quality Assurance Program
Typographical and transposition errors, which may occur between the client
chain-of-custody form, analysis worksheets and final report
All required signatures or initials are present in the Analysis Worksheets.
Review of microscope calibration records and intra analyst QC data
Review of original data for technical accuracy and completeness
Check of daily calibrations including standard analysis
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When the report review is complete, the approved signatory signs the report in the
space required and places the documents in the 'to be mailed* bin. Reports containing
errors or lacking information are held back for corrections by the data entry staff.

Final reports are mailed by the clerical staff under the direction of the Laboratory
Manager.
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FILING SYSTEM

After final report is sent to the client, the billing worksheet, original bench worksheet and
a copy of the chain of custody is filed by billing number. Final reports are maintained
electronically by the LIM's system. Copies of chains of custody are stored at the
corporate office in computer files.
All records are stored for 7yrs.
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8.0 SAMPLE STORAGE AND DISPOSAL

All samples are placed in ziplock bags and kept for one month (unless otherwise
requested by the client). Samples containing <1% asbestos are discarded into the
trash while those containing >1% asbestos are discarded through a licensed hazardous
waste removal company. A copy of the waste manifest is stored in the laboratory files.
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9.0 PROCEDURE FOR DEALING WITH CLIENT COMPLAINTS OR
PERFORMANCE DEFICIENCIES

If a client calls with a complaint, the call is referred to the Laboratory Manager. An
investigation into the cause of the problem is initiated. The Laboratory Manager will
review all applicable documentation related to the sample including bench notes, chain
of custody and Quality Control data. The Laboratory Manager may need to discuss the
analysis with the responsible analyst. When the discrepancy is resolved, the dient is
notified and a corrective action report is completed and placed in the file. In the event a
resolution is not accomplished, the Corporate QA Manager is called upon to aid in
satisfying the issue.

A client complaint or performance deficiency may be defined as:

Reporting errors such as typographical errors, transcription errors
Missed turnaround time requirements
Analytical or technical errors
Sample numbering
Results reported to wrong client contact
Miscalculated results

Steps for resolution may include:

• Additional training-This may include one-on-one training, refresher workshops,
etc.

• Revisions to report review procedures
• Adding to laboratory resources (staff, equipment, etc.)

If the problem has not been resolved, and involves a result discrepancy, it is EMSL's
policy to suggest the sample(s) be analyzed by another laboratory. If a discrepancy is
still found, the samples will be sent to a third, referee laboratory. The laboratory should
be selected and agreed upon by EMSL and the client.

For each event, a deficiency corrective action form (EMSLdfcorM .98) must be
completed and maintained in the laboratory files.
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II

DETERMINATION OF ASBESTOS IN BULK SAMPLES BY
POLARIZED LIGHT MICROSCOPY (PLM) WITH DISPERSION

STAINING
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1.0 OVERVIEW

1. This method describes the procedures for the determination of the presence or
absence of asbestos in bulk samples of building material. Samples are initially
examined under low magnification using a stereo microscope, contained in a hood
equipped with a HEPA filter. Initial observations should note gross material
appearance (homogeneity, fibrous/non-fibrous) and physical characteristics (color,
texture, friable/non-friable).

2. Analysis by polarized light microscopy (PLM) is used for the positive identification
of suspect fibers. Positive identification of asbestos requires the determination of
several optical properties peculiar to the six types of asbestos: chrysotile asbestos,
grunerite asbestos (amosite), riebecklte asbestos (crocidolite), anthophyliite
asbestos, tremolite asbestos and actinolite asbestos.

3. Quantitative estimates of the asbestos content, and other major constituents, of
the sample are made based on a combination of the estimates from both the gross
and the PLM examinations.

4. Interference's from other inorganic and organic fibrous constituents, cleavage
fragments of natural minerals, binders, coatings, and man-made fibers may be
encountered. Moisture may interfere with the determination of some optical
properties. Therefore, wet samples should be dried prior to analysis.

5. The sample matrix may cause a variety of interference's under PLM observation.
Special matrix reduction techniques may be necessary to reduce these
interference's.
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EQUIPMENT

1. A low power binocular microscope (preferable stereomicroscope), with a magnification
range of approximately 10-45X, and an auxiliary light source.

2. A compound microscope set-up for polarized light microscopy, to include a polarizer,
analyzer, port for a wave retardation plate, a 360° graduated rotating stage, substage
condenser, lamp and lamp iris.

• Objective Lenses: 10X, 20-25X, 40-45X, and dispersion staining objective.
• Ocular Lens: 10X minimum
• Eyepiece reticule: Cross hair
• Compensator plate: 550 millimicron retardation (first-order red or gypsum)

3. The type of material being examined will dictate the various apparatus needed for
sample preparation. At a minimum, the following will be required:

• Negative pressure hood equipped with a HEPA filter at the exhaust
• Microscope slides: -75 mm x 25 mm, 1 mm thickness
• Coverslip: No. 1,22 mm2

• Tweezers, tungsten probes, dissecting needles, scalpels, glazing pliers,
forceps.

• Glass plates, petri dishes or disposable containers(e.g. weighing boats 51*2)
• Mortar and pestle (agate or porcelain)

4. Auxiliary equipment may include a Wylie mill, centrifuge, filtration apparatus, and low
temperature ashers, assorted beakers, and miscellaneous glassware, a vacuum
cleaner equipped with a HEPA filter.

C<
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3J) REAGENTS

1. Refractive index liquids

• No = 1.550,1.605, 1.630,1.680,1.700

2.

• Dilute acetic acid (CH3COOH): ACS reagent grade
• Dilute hydrochloric acid (HCI): ACS reagent grade
• Acetone (CH3COOH3): ACS Reagent grade
• Chloroform (CHCI3): ACS Reagent grade

3. Asbestos reference standards, and standards for various minerals and man-made
materials typically encountered in bulk materials containing asbestos. Use NIST Certified
SRM 1866a/Common Commercial Asbestos, SR1867/Uncommon Commercial
Asbestos.
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4.0 BACKGROUND AND DEFINITIONS

The name asbestos, a Greek word mistakenly thought to mean incombustible, was given
to fibrous minerals hundreds of years before the science of mineralogy evolved. The
Greek word actually means unquenchable, inextinguishable (not incombustible)
according to the etymology of the Oxford English Dictionary.

The definition of asbestiform minerals includes three aspects: morphology, structure, and
chemistry. Morphologically, asbestiform mineral varieties separate into flexible fibers or
flexible bundles of fibers. Flexible fibers bend readily and only break across the fibers
into distinct pieces with some difficulty. Structurally, the asbestiform minerals are limited
to the serpentine and amphibple mineral groups. Chemically, these minerals are all
hydroxylated silicates. The term "hydroxylated" is preferred over "hydrated" because
these minerals contain OH ions rather than water or crystallization. The serpentines
contain approximately 13-weight percent water; and the amphiboles, approximately 2.5
weight percent water.

There is no "group" of asbestos minerals. "Asbestos" is a general term applied to certain
minerals (which are themselves classified under crystal-structure-based groups) when
these minerals crystallize as the asbestiform variety. Table 2 lists some common silicate
minerals and their asbestiform varieties, together with their relationships and formulas in
Tables 3 & 4.

Only very small quantities of the amphibde and serpentine minerals under particular
geological circumstances occur as an asbestiform variety of the mineral. The
asbestiform varieties occur in veins or small veinlets within rock containing or composed
of the common (nonasbestiform) variety of the same mineral.

In some rare instances, the mineralogical occurrences contain sufficient quantities of
usable asbestiform minerals to be economically mined for commercial asbestos. The
soft, silky fibers of asbestos (sometimes called mineral silk) are so flexible that they can
be spun into threads from which cloth can be woven. The resulting material is fireproof,
is a good thermal and electrical insulator, and has moderate to good resistance to acids.
It has been used from Roman times, and is most familiar in daily use In brake lining for
automobiles and as the "asbestos" siding used in residential construction.

The six asbestos minerals are defined under two mineral groups:
1. The serpentine group and
2. The amphibole group.
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Serpentine Asbestos

Chrysolite is the only commercial asbestos mineral belonging to the serpentine group.
Moderate amounts of aluminum may substitute for silicon and moderate amounts of iron
may substitute for magnesium. Small amounts of manganous oxide (Mn)), calcium oxide
(CaO), potassium monoxide (K20) and sodium monoxide (Na2O) are also reported in the
chemical analyses.

The crystal structure of chrysolite asbestos consists of double layers. Each layer consists
of a linked SiO* tetrahedral coordinated to a second layer of linked MgO2 (OH)4
octahedral through a sharing of oxygen atoms; the composite double layer rolls up (like a
window shade) to form long hollow tubes. The diameters of the individual tubes are on
the order of 35 mm, and the length-to-diameter ratio can vary from 10:1 to well over
10,000:1.

Chrysotile is characterized by a combination of (1) a distinctive shape, (2) a chemical
composition dose to MgaSfeOs (OH)*, and (3) characteristic X-ray and electron diffraction
pattern.

Amphibole Asbestos

Five of the six commercial asbestos minerals belong to the amphibole mineral group.
These are grunerite asbestos (usually but improperly referred to by the acronym
amos'rte); riebeckite asbestos (usually referred to by the variety name crocidolite);
anthophyllite asbestos, tremolite asbestos; and actinolite asbestos. A considerable
amount of substitution of other elements for Fe2+, Fe3*, silicon, sodium, calcium, and
magnesium can take place in these minerals.

The Crystal structures of the amphibole minerals, including the asbestiform varieties, are
composed of strips or ribbons of linked polyhedra, which join to form the three-
dimensional crystal. The individual stripes are composed of three elements: These are
two double chains of linked (SI, AI)O4 tetrahedral and a strip of linked MgO6, FeO6 or AJO6

octahedral.
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Asbestos is a fibrous mineral of unique properties. It is used in a multitude of different
applications because it can confer superior properties on products, including the
following:

• stability in resistance to heat, moisture and microorganisms;
• insulation against noise, heat and electricity
• resistance to wear and to deformation under load or impact
• improved smoothness, hardness and opacity
• resistance to chemical attack, leaching and decay.

4.2 Asbestos Related Terms

In the following discussion, asbestiform refers only to asbestos. The other term, "fibrous",
"mineral fiber", "fibril" and "fibril structure" applies to both asbestiform and non-
asbestiform varieties.

Asbestos: A collective mineralogical term encompassing the asbestiform varieties of
various minerals; an industrial product obtained by mining and processing primarily
asbestiform minerals.

The quality of asbestos depends on the mineralogy of the asbestiform variety, the degree
of asbestiform development of the fibers, the ratio of asbestiform fibers to acicular
crystals of other impurities, and the length and flexibility of the fibers. The major
asbestiform varieties of minerals used for asbestos are chrysotile, tremolite-actinolite
asbestos, cummingtonite-grunerite asbestos, anthophyllite asbestos, and crocidolite.
Asbestos may be marketed by its mineral name such as Amoslte or Montasite. Some
asbestos products contain non-asbestiform minerals (for example, asbestos-cement and
asbestos-magnesia); consequently, trie mineralogical and the industrial definitions of
asbestos do not always coincide.

Fibrous: The occurrence of a mineral in bundles of fibers, resembling organic fibers in
texture, from which the fibers can usually be separated (for example, satin-spar, and
chrysotile).

The term "fibrous" has been used during the last 200 years to describe all kinds of
minerals that crystallized in habits resembling organic fibers, including asbestos minerals.
However, the related term "asbestiform" was never used for fibrous mineral habits other
than asbestos. Accordingly, "fibrous" is the more general term, and asbestiform is a
specific type of fiber.
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Mineral Fiber The smallest elongated crystalline unit which can be separated from a
bundle or appears to have grown individually in that shape, and which exhibits a
resemblance to organic fibers. (Examples: fiber bundles, chrysotile and crocodile,
individual fibers, epsomite and Millerite).

The term Tiber is not limited to asbestos. However, it is distinct from "acicular" because it
requires the resemblance to organic fibers.

Fibril: A single fiber, which cannot be separated into smaller components without losing
its fibrous properties or appearances.

Most fibers are single structural entities, such as Millerite and nickel sulfide, and some
may be called fibrils. However, some fibers are composed of two or more fibrils that are
less readily separable from each other than fibers are from bundles (for example,
chrysotile and crocidolite).

Fibril Structure: A systematically deformed and/or defective crystal structure of a fibril. A
defect structure would involve various type of dislocation. The fibril structure may be
exhibited by a single crystal, a group of single crystals, or at twinned single crystal.

The scroll-like fibril structure of chrysotile. the twinned single crystal fibrils of chrysotile,
and the incompletely resolved fibril structure of an amphibole are all examples illustrated
in the literature.

Some acicular single crystals may have the appearance of fibers and fibrils, yet there is
nothing unusual about their crystal structures. Other acicular single crystals may have
significant structural deviation sin addition to appearance which result In the display of
certain properties usually found in fibers such as high tensile strength along the fiber axis.
Thus, fibril structure is not limited to asbestiform structures, but may occur in a minor
form in non-asbestiform structures.

Asbestiform: A specific type of mineral fibrosity in which the fibers and fibrils possess
high tensile strength and flexibility.

"Asbestiform" and "asbestos" are essentially synonymous in current usage. Some
special properties of asbestiform varieties, including optical extinction and surface
charge, are either not fully understood or are not uniformly applicable to all asbestiform
fibers; consequently, they cannot be considered fundamental characteristics at this time.
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4.3 Commercial Asbestos Minerals

Chrvsotile: found in white, wavy, silky, lustrous fiber bundles. The fibers are usually
much longer than they are wide. Chrysotile is often found in woven materials because of
its flexibility.

Amosite: found in tan-brown, straight,, brittle, rigid, inflexible fiber bundles.

Crocidolite: found in blue-blue-gray, straight, rigid fiber bundles. It is probably the most
toxic form of asbestos we know.

Anthoohvllite: usually colorless to pale brown. It may be found as singly crystals or fiber
bundles. Fibrous anthophyllite is generally long and thin.

Actinolite and tremolite: difficult to identify, appear as acicular (bladed) and prismatic
(more massive) cleavage fragments.

4.4 Polarized Light Microscopy Terminology

Crossed polarized (polarizer and Analyzer crossed): A fiber is isotropic (has only one
refractive index) if it appears black (dark on a dark background) as the stage is rotated. It
is extinct at all angles. Such a fiber cannot be an asbestos fiber.

A fiber is anisotropic (has more than one refractive index) if it shows up, as the stage is
rotated, alternately light on a dark background

Sign of Elongation: A first order red plate is a section of quartz. It produces a 530nm
retardation between the fast ray (X' along the long edge of the plate) and the slow ray (z1

along the short edge of the plate). At crossed polars, if the fiber turns yellow in a NW-SE
direction (parallel to the red plate port), it displays a positive sign of elongation. If the
fiber turns blue when oriented in a NW-SE direction, it displays a negative sign of
elongation. Crocidolite is the only asbestos mineral with a negative sign of elongation.
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Dispersion Staining: A.O is the wavelength at which solid and liquid match in refractive
index. Dispersion staining requires "stops" in a special objective. The annular stop
allows colors through. The central stop allows complementary (white light -Xo) colors to
pass through. Reference tables exist which show the complementary annular and central
stop colors for different asbestos minerals in different Immersion liquids. If fiber and
liquid Rl's are too far apart, then no dispersion staining colors will result.

Pleochroism: Pleochroism is one of the least reliable asbestos identification
characteristics. Pleochroism refers to the tendency of a fiber to change color tint when
rotated on the stage in plane polarized light. Most asbestos minerals are nonpleochroic.
That is, they do not appear to change color tint as the stage is rotated in plane polarized
light. Filler-binder materials contained in the insulation sample, however, may coat the
asbestos fiber bundles and create a false pleochroic response. The most strongly
pleochroic asbestos mineral is crocidolite, which usual appears to change from a blue to
a blue-gray as the stage is rotated.
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5.0 ANALYTICAL METHODOLOGY

Note: Exposure to airborne asbestos fibers is a health hazard. Bulk samples
submitted for analysis are usually friable and may release fibers during handling
or matrix reduction steps. All sample and slide preparations should be carried
out in a ventilated hood or glove box with continues airflow (negative pressure)
and a HEPA filtered exhaust. Handling of samples without these precautions
may result in exposure to the analyst and contamination of samples and the
work environment, by airborne fibers. The cleanliness of the air in the work
area is also ensured by testing the air quarterly with TEM analysis.

5.1 Sample Preparation

Gross examination of bulk samples is performed under low magnification (10-45X) to
identify homogeneity, layering color, texture, friability and the presence or absence of
fibrous constituents.

The sample is carefully removed from the sampling container and placed in an
examination disk. Sample integrity is maintained at this point in order to note any
layering, and if possible, orientation of the top and bottom surfaces. When discrete
layers are identified, each is treated as a separate material, identifying and quantifying
fibers in each layer. Each layer is analyzed and reported separately.

All fibrous materials are isolated (substamples) and prepared for examination by polarized
light microscopy. Isolation of these materials results in the loss of sample integrity since
the sample must be "picked" through using forceps, probes, and needles. If the sample
is not readily friable, a mortar and pestle can be used to crush the sample, or smooth
jawed glazing pliers used to break the sample.

The type of sample matrix must be considered when determining sample preparation
methodology. In samples such as floor tiles, roofing felts, tars, mastics and chalking, the
fibrous materials of interest are often bound in a non-friable, organic substance, which
makes observation of asbestos fibers difficult. Special techniques are used to reduce or
remove these interference's such as ashing and solvent dissolution. These techniques
are detailed below.
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Representative sub-samples of suspect fibrous material must be obtained from a variety
of matrix materials. In most cases, forceps and probes are sufficient to isolate fibrous
materials for analysis by PLM.

Sub-samples are immersed in an appropriate refractive index liquid on a microscope
slide, teased apart, covered with a cover glass, and observed with the polarized light
microscope. A refractive index liquid is chosen based on the fiber's morphology as observed
under the stereomicroscope.

The selection of appropriate procedures for identifying and collecting sub-samples is
dependent on the sample matrix. The following are presented as sample preparation
steps for typical bulk sample materials.

5.2.1 Spray-on Fireproofing and Acoustic Material

In general these materials contain some combination of cellulose, vermiculite,
periite, day, binder, and possibly asbestos. They are very friable, and by nature of
their preparation, are of a heterogeneous, mixed appearance. These materials
are easily probed to isolate suspected fibrous materials.

The presence of cellulose, vermiculite and binder present their own unique
problems

Cellulose may have approximately the same index of refraction as chrysotile-
asbestos. For this reason, it is frequently confused with chrysotile. However,
cellulose fibers frequently pinch and swell along their length exhibit internal cellular
structure and lack splayed ends: they are not composed of bundles of smaller
fibers.

Vermiculite may be confused with chrysotile. It has similar index of refraction and
while it is not fibrous, its extinction characteristics under crossed polars may give
the impression that the particles are composed of masses of matted fibers. The
problem is compounded by the fact that chrysotile and vermiculite are a common
mixture in sprayed-on coatings.

Sprayed-on binder materials may coat fibers and affect color or obscure optical
characteristics. Fine particle of other materials may also adhere to fibers.
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5.2.2 Cementitious Materials (plaster/transite)

These materials are usually non-friable, or not easily friable, and of a
heterogeneous, mixed appearance, containing combinations of perlite, vermiculite,
calcium carbonate, gypsum, hair, quartz, and possible wollastonite and/or
asbestos.

Probing is not easy and a mortar and pestle may be necessary to facilitate size
reduction of the sample.

This procedure is not recommended for samples, which contain amphibole
minerals or vermiculite. Grinding of amphiboles may result in the separation of
fiber bundles or the production of cleavage fragments, which have aspect ratios
greater than 3:1 and will be classified as asbestos fibers. Grinding of vermiculite
may also produce fragments with aspect ratios greater than 3:1.

Transite board may be broken into pieces to expose "fresh" surfaces where fibers
may be more easily identified.

Cleavage fragments of many natural minerals including amphiboles, talc, gypsum,
wollastonite and vermiculite may appear as elongated anisotropic particles. The
aspect ratio of these particles may be as great as 20:1. Therefore, aspect ratio
alone is not sufficient for the identification of asbestos. Other properties of the
asbestiform habit such as curved fibers, fiber bundles exhibiting splayed ends, and
fibers with aspect ratios in excess of 20:1 must be observed in order to be sure
asbestiform material is present in the sample. Therefore, once asbestos is known
to be present, other properties (such as index of refraction an aspect ratio) can be
used to identify asbestos and determine which particles will be counted in making
a quantitative estimate of the amount of asbestos in the sample.

5.2.3 Thermal Insulating Material

These materials are usually very friable, white, and chalky in texture. Foam glass
is an exception and may be covered by an outer layer (1/32 - 1/8") of asbestos-
containing material. Careful attention must be given to identifying and
investigating this layer. Suspected fibrous constituents can be easily isolated with
probes and forceps. Problems associated with cellulose and vermiculite have
been noted under the discussion about spray-on materials.

Certain minerals may be found in the construction materials, which are fibrous, or
asbestiform, but which are not asbestos containing. These minerals include but
are not limited to fibrous talc, fibrous brucite (nemalite), zeolites and dawsonite.
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Fibrous glass including both mineral wool and fiberglass is very common in these
maten'als. Its isotropic character makes it readily distinguishable from asbestos.

5.2.4 Ceiling Tiles

These materials are typically friable and have a fibrous matrix.

Three predominate mixtures of the constituents:

1) cellulose, fibrous glass, perlite,
filler/binder

2) cellulose and filler/binder
3) ftbrous glass, filler/binder

When asbestos is present, it is usually either chrysolite or amosite. These
materials are easily probed to isolate suspected fibrous materials. Particular
attention should be given to the outer binder/paint layer of the three- (3) types
mentioned. Type 3 is most likely to be asbestos containing.

5.2.5 Floor Coverings (Vinyl and Asphalt tiles, Linoleum)

Two types of materials are of concern in this category, block tile and sheet goods.
They are non-friable (unless severely damaged by water, heat and weathering)
and composed of a combination of tar, vinyl, quartz, calcium carbonate, and
occasionally cellulose or fibrous glass. The mastic used to apply the product to
the sub-floor is also a suspect for containing asbestos.

Isolation of suspect fibrous materials is not easily accomplished with probes and
forceps. A "fresh" broken surface must be exposed to facilitate the location of any
fibers. The use of the gravimetric reduction preparation methods is currently the
best available for this sample type. See section 5.3

Caution must be exercised in handling these samples so that the mastic is not
contaminated with debris and dust. Probe the mastic for potential fiber bundles.
Clean as much of the mastic as possible off the fibers using a tungsten probe. A
solvent such as acetone, chloroform, or the refractive index liquid can be used to
wash off any remaining mastic.

Note: Dissolved mastic will change the refractive index of the Rl liquid in which a
fiber is mounted. If discoloration of the liquid is noted it may be "wicked" out from
under the coverslip with a piece of paper towel. Fresh Rl liquid can then be drawn,
by capillary action, under the coverslip.

Controlled Copy 30



-»riurinruTl AI EMSLPWPLMSOP.200.0
lONFIDENTIAL •»*- 3

July 2000

If fibrous material is not immediately apparent in the mastic, a smear of a small
amount of mastic on a slide should be examined via PLM.

After the mastic is thoroughly examined, break or cut the tile to expose a "fresh"
edge.

View these edges under the stereoscope to identify and isolate fibers or fiber
bundles for PLM analysis.

The felt backing of vinyl sheet goods must be examined thoroughly. This material
is easily probed for fibrous entities.

5.2.6 Asphalt Roofing Material

Roofing materials (roofing felts and asphalt shingles) are typically non-friable and
have a heterogeneous, mixed matrix. Heavy probes must be used to tear through
the material to isolate any fibrous materials. The use of the gravimetric reduction
preparation methods is currently the best available for this sample type. See
section 5.3.

Solvent washing (acetone or Rl liquid) may also be required to clean the fibers or
bundles sufficiently for analysis. Fresh Rl liquid must be used, after the cleaning,
for PLM analysis.

5.2.7 Miscellaneous Materials (wall coverings, window and stage curtains)

Man-made fibers such as carbon, aluminum oxide, polyamides (nylon), polyester
(Dacron) and polyolefins (polyethylene), and rayon are occasionally encountered
in building materials.

The manufacturing process, and thus the physical form of these particles, can help
to identify them. Typically, they are continuous, colorless, transparent cylinders
with a round cross section. Two exceptions would be triacetate (Amel and rayon
fibers which demonstrate lengthwise striations and a multi-lobed cross section.
Acrylic fibers show a cross section varying from kidney bean to dumbbell in shape.
Synthetic fibers typically demonstrate high birefringence.
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5.2.8 Gravimetric Reduction

Using the combination of high temperature and solvent dissolution, a samples matrix
may be removed (or reduced), facilitating the microscopic examination of the fiber of
interest. Eliminating the interference's of tar, vinyl, calcium carbonate, etc. gives the
analyst a dear view of the fibrous materials, allowing for the measurement of key
optical properties.

Procedure:
Organic Reduction

Weigh approximately .5-1.5 grams of the sample into a tarred crucible.
Record weight.

Ash sample at 480 degrees Celsius for a minimum of 6 hours
Record weight of ashed sample
Calculate the amount of organic constituent lost in %.

Inorganic Reduction
"Wash" remaining ash with .5 ml distilled water and add concentrated HCL. After
15 mins., dilute with additional distilled water. Pour into filtration apparatus with .4
micron polycarbonate filter. Apply vacuum. Dry filter in tarred plastic petri dish.
Weigh filter and calculate % mineral lost.

5.3 Asbestos Identification

Positive identification of asbestos requires the determination of the following optical
properties:

a. morphology
b. color and pleochroism
c. refractive indexes
d. birefringence
e. extinction characteristics
f. sign of elongation

Table 5 lists the optical properties for a variety of fibrous constituents encountered in the
analysis of building and insulation products. Table 7 presents a flow chart for the
qualitative analysis of some of these materials. Central stop dispersion staining colors
are listed in Table 6. It must be remembered that natural geological variations of
asbestiform mineral deposits will produce exceptions to the data in Tables 5 and 6, and
differences from laboratory standards.

The prepared slide is scanned identifying asbestos fibers using the optical properties of
morphology, refractive indices, color pleochroism, birefringence, extinction
characteristics, sign of elongation and dispersion staining characteristics.
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This is a property exhibited by some colored anisotropic substances. When viewed
by polarized light pleochroic crystals change color as they are rotated. Examine the
fiber of interest in plane polarized light (i.e. polarized in, analyzer out), and observe
any color changes which result as it is rotated through 360°.

5.3.2 Isotropic/ Anisotropic

With the polarizer and analyzer crossed (i.e., dark field) rotate either the slide or the
stage and observe the fiber of interest. An isotropic particle will remain dark
(essentially invisible against the dark background). Conversely, anisotropic particles
will present an image, which appears to fade in and out of the background (at 90°
intervals) as it is rotated.

5.3.3. Angle of Extinction

As mentioned in Section 5.3.2., any anisotropic crystal extinguishes four times,
between crossed polars, during a complete rotation.

This extinction occurs when the directions of vibration of the slow and fast rays of
the fiber coincide with those of the polarizer and analyzer. Extinction may be one
of three types:

1) Parallel or straight, when the fiber extinguishes parallel to the vibration
direction the analyzer or polarizer (Figure I).

2) Symmetrical, when in the extinction position the vibration direction of the
analyzer and polarizer are parallel to the diagnosis of a rhombic cross-
section through a crystal (Figure I).

3) Oblique of inclined, when the fiber extinguishes at an oblique angle to the
vibration directions of the analyzer and polarizer. This angle is known as
the extinction angle, which is usually determined in terms of the slow
vibration direction of the crystal.

I'

FIGURE I. Types of Extinction
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5.3.4 Birefringence

Birefringence (the difference between two indices of a particle on a given view) can
be estimated from the interference colors observed when polan'zers are crossed. As
the stage (or slide) Is rotated, isotropic particles (e.g., fibrous glass) will remain dark
against the dark background. Particles with weak birefringence (e.g., quartz) will
exhibit first order grays, whites, or yellows. As birefringence increases, higher order
interference colors (reds, blues, greens, etc.) may be observed. As a rule, highly
birefringent minerals appear brighter when rotated under crossed polarizers than do
particles with weaker birefringence.

TABLE 1 - CATEGORIES OF BIREFRINGENCE STRENGTH WITH EXAMPLES

BIREFRINGENCE
Weak: 0.0.010
Moderate: 0.010-0.025
Strong: 0.025-0.100
Very Strong: 0.1 00-0.200
Extreme: 0.200 and up

INTERFERENCE COLOR IN SECTIONS
0.03 MM THICK
First order gray, white or yellow
First order red to second order green
Upper second order into fifth order
High order-sixth and higher
Very high order

EXAMPLES, AND BIREFRINGENCE OF
EXAMPLE
Apatite: 0.0003
Cancrinite: 0.0023-0.029
Zircon: 0.062
Calcite:0.172
Rutile: 0.285

5.3.5 Sign of Elongation

Using a first-order red 1 plate and crossed polars determine the sign of elongation by
positioning the fiber at an angle of 45° to the analyzer and/or polarizer. When the
slow ray of the red plate is parallel to the elongation of fiber, and the interference
color of the fiber is yellow, the mineral has a negative sign of elongation. Vice versa,
if the interference color of the fiber is blue, the mineral has positive sign of
elongation. In other words, the arrangement of colors:

(in negative crystals)
yellow NW-SW elongation
blue SE-NW elongation

(in positive crystals)
yellow SE-NW elongation
blue NE-SW elongation «

FIGURE II. Determination of Sign of Elongation

(a) positive elongation (b) negative elongation
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Dispersion staining is a technique for particle identification based on the difference
between the dispersion of refractive index for a particle and the liquid medium in
which the particle is immersed. In order to produce dispersion staining colors, the
particle, and immersion liquid must have dispersion curves that intersect sharply in
the visible light region. A special objective, containing annular and central stops in
the back focal plane is required.

After isolating fibers of interest (sub-samples), follow the analysis flow chart (Table 7)

Note: Differences from standard characteristics may be observed due to natural
variations in the conditions under which the minerals were formed and/or subjected
to.

In the 1.55 HD refractive index oil, chrysotile will be readily identifiable from mineral
wool or fiberglass by crossing the polars and using the 550-millimicron retardation
plate to observe the colors of chrysotile. Both of the glass species are isotropic and
will not show any colors. Many varieties of cellulose are close to 1.55 in index, but
will not show chrysotile central dispersion staining colors. Characteristic magenta
and blue colors identify chrysotile.

a. If the fibers in the sample have a higher index of refraction
than 1.55, have a negative sign of elongation, and appear blue by transmitted
light, crocidolite is suspected. Prepare another slide with 1,700 refractive
index oil. The color of crocidolite will be much bluer with an annular stop.
The central stop dispersion staining colors are sometimes difficult to
impossible to see because of the opacity of the dark blue fibers. If the fibers
with the higher index than 1.55 are not blue, prepare a slide using 1.670
refractive index oil. Amosite has a positive sign of elongation and in the oil
has central stop dispersion staining colors of yellow and magenta-blue.

b. If the refractive index of the fibers is between 1.550 and
1.670 mount another preparation in 1.605 or 1.620 HD. The refractive
indices for anthophyilite, tiemolite, and actinolite vary naturally within the
species. Anthophyilite can be distinguished from the other two by its parallel
extinction. Actinolite has a light to dark green color with some pleochroism in
transmitted light. The dispersion staining colors will have to be checked (i.e.,
actinolite DS colors in 1.63 Rl oil are blue-magenta). A common interference
mineral in this refractive index range is wollastonite. It also has a typical
cleavage fragment morphology similar to the three asbestos minerals.
Wollastonite has both a positive and a negative sign of elongation, parallel
extinction and central stop dispersion stain colors in 1.605 HD of pale yellow
and pale yellow to magenta. If further confirmation of wollastonite versus
anthophyilite is
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needed, wash a small portion of the sample in a drop of concentrated
hydrochloric acid on a slide. Place the slide, with a coverslip in place, on a
warm hot plate until dry. By capillary action, place 1.62 refractive index oil
under the slipcover and then examine the slide. Wollastonite fibers will have
a "cross-hatched" appearance across the length of the fibers and will not
show central stop dispersion colors. Anthophyllite and tremolite will still show
dispersion colors.

5.4 Quantification

If a sample is properly prepare (i.e., components are recognizable) it is possible to
estimate its composition with considerable accuracy. It is desirable, though not always
realistic, that the components be of the same size and specific gravity. Simple mixtures
(2-3 components) can generally be analyzed to an accuracy of + 10%. Greater accuracy
is attainable with practice. Comparison to a reference set of standard slides or
photomicrographs can facilitate a more accurate analysis.

Always keep in mind that many conditions must be fulfilled in order to carry out a more or
less accurate quantitative analysis. Three of the most important are:

1. The sample to be examined must be representative of the material to be
analyzed. This will eliminate most of the errors arising from sampling.

2. The components of the sample must be distinguishable in appearance and/or
properties. In some cases, additional treatment may be necessary to accentuate
them.

3. Analysts ability to quantitative correctly as established with calibration and
training.

After the asbestos species have been identified, scan the entire area under the coverslip
of the slide with the 1.55 HD refractive index oil and determine an estimated volume
percentage of each asbestos mineral. The slides with the other index oils can be used to
help confirm these estimates, if needed.

i*

1. Since complete homogeneity of the sample is often difficult to obtain, care must
be exercised when estimating a single percentage.

2. If the estimate is in question, several microscopists can examine the slide and
conclude amongst each other.

3. Estimate of the volume percentages of the other fibers in the sample can also be
determined and reported as required

Make quantitative estimate of the asbestos content of the sample from the appropriate
combination of the estimates from both the gross and microscopic examinations. Use
either Calibrated Visual Estimation or Point Count technique.
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Note: The point counting method only produces accurate quantitative data when
the material on the slide has a uniform thickness, which is difficult to obtain. The
point counting technique is recommended by the EPA and various State agencies
to determine the amount of asbestos in bulk samples.

After performing qualitative analysis on each prepared slide, quantitative analysis must
be performed by area estimation and recorded on the PLM worksheet.

Heterogeneous (Layered) Samples

For heterogeneous samples, a slide must be prepared for each distinct layer. A
heterogeneous sample is a sample consisting of one or more analyses, which can be
easily distinguished into layers and are not uniformly mixed. Each individual layer of a
heterogeneous sample may have more than one material present.

From the prepared slide, examine a random field/gratide area at 100X under PLM. To
determine the area percent of the materials visible, note the dispersion colors, the
morphology and/or the sign of elongation for each different material. Estimate and record
the percentage of each individual analyte to include asbestos fibers, non-asbestos fibers,
and nonfibrous materials.

For each random field, the total area percentage must add up to 100%. A minimum of
five random fields must be read from each slide preparation.

To determine the individual quantity of each analyte present in a homogeneous sample,
find the average of the recorded area percentages for each. These percentages will be
representative of the entire sample.

To determine the individual quantity of each analyte present in a heterogeneous sample
the analyst must first determine the percentage of each distinct layer present in the
sample as a whole. Examine the entire sample under the stereoscope to determine the
layer percentages and record these percentages in decimal units. Find the average of
the recorded area percentage for each individual analyte in each distinct layer. For each
individual analyte in a layer, multiply the layer percentage (decimal) by the average area
percent (whole number). When complete, add the percentages together to achieve a
representative quantity of each analyte present for the entire sample. Use the PLM
worksheet/layers form to enter data.
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Calibrated Visual Estimation

The technique used for visual estimation is calibrated against the point count technique.
To calibrate an analyst, he/she must quantitate a number of samples using the point
count technique and reanalyze the same samples with visual estimation. The number of
samples analyzed must be at a minimum of 20, in various ranges (see Monthly QC
report). The data is compared using variance statistics as discussed below. This
comparison of technique is performed until proficiency is established for all ranges.

Point Count

In addition to Calibrated Visual Estimation, the point count technique is a tool available to
the analysts for the determination of asbestos concentration. Commonly used for
petrographic applications, it is a widely accepted technique for the estimating asbestos
concentrations based on a volume* percent of the binding matrix material. It can be
used on a variety of material types, including friable matrices as well the residue ash of a
non-friable organically bound material (NOB)

* Note: unless the densities of each of the materials being measured are known,
concentrations based on weight percent are not achievable.

EPA Point-count method

This technique is outlined in EPA-600/M4-82-020,' Interim Method for the Determination
of Asbestos in Bulk Insulation Samples' and EPA/600/R-93/116, 'Method for the
Determination of Asbestos in Bulk Building Materials'

Procedure:
1. Prepare 8 slide mounts using the appropriate refractive index. Care

should be taken to achieve a uniform distribution of materials throughout each slide prep.
2. Using the single discrete point of a cross hair reticule, or Chalkey

Point Array (a reticule with 25 "dots",) count points superimposed on either an asbestos
or non asbestos matrix material for a total of 50 non empty points per slide preparation.

Reporting-
% asbestos Is calculated:

% asbestos = (a/n) 100%
a = number of asbestos points
n = number of non asbestos points (total of 400-minimum)

If a=0, report ND
If 0 < a <_3, report <1% asbestos

All values should be reported to the nearest %.
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New York State, 198.1 (unofficially referred to as the "Stratified Point County

The State of New York has adopted the point count technique as the only acceptable
quantitation method for friable building materials. NYS has incorporated a variety of
modifications to the EPA's method

Procedure:
1. Prepare 4 slide mounts
2. For each slide preparation count all superimposed points until either

one asbestos point is counted, or 50 nonempty points are counted.
3. If 4 asbestos points have been counted after all 4 preps have been

analyzed, analysis can be halted.
4. If less than 4 points have been counted, 4 additional slides must be

prepared and analyzed (at the rate of 50 nonempty points/prep) until: a) at least 4
asbestos points have been counted, or b) at least 400 nonempty points from the 8 slide
preps have been counted.

Scanning Option: If the initial stereoscopic scan hints at the sample being negative, the
analyst may opt to use the scanning option. All 4 mandatory slide preparations must be
scanned at 100X mag. If no asbestos is detected the sample is reported as NO. The
percentages of all other non-asbestos fibers may be determined by visual estimation.
However, if asbestos is detected during this scan, the stratified point count must be
initiated. The analyst begins the point count at the slide in which the asbestos was
observed. Slides from that particular sample which were already scanned and contained
no asbestos can be considered to contain 50 - non-asbestos points each.

Reporting
% asbestos = (a/n) 100%

a = number of asbestos points
n = number of non asbestos points (total of 400-minimum)

a = number of asbestos points
n = number of non asbestos points (total of 400-minimum)

Results are rounded off to 2 digits.

If no asbestos was detected, report ND
If the sample contained 0 (zero) asbestos points out of 400 (or more) non-empty points
but did contain asbestos (observed during scanning) report <1%.

Note: this method does not refer to the "0 < a <_3, report <1% asbestos" reporting
protocol as indicated in the EPA method - see above.
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The point count methods are used in a variety of applications. These include:
samples analyzed under New York State regulatory guidelines
as an additional quantitation tool to verify visual estimation values
as a referee method for boarder line concentrations, <10%
compliance with the NESHAP's ruling for sample concentrations <10%
at the clients request

• for improved detection limits

Detection limit

Under normal conditions, the practical detection limit for this method is one (1) percent.
Detection limits can vary with sample type, amount of sample analyzed or method of
quantitation used. For example, the 1,000 point count method can report values down to
0.1%.

These detection limits are based on the limits as referenced in the documented
methodology (EPA-600/M4-82-020, EEPA/600/R-93/116). These limits have been widely
accepted, recognized, and understood by the analytical community. A true specific
method detection limit (MDL) study has not been performed by EMSL laboratories.

Results are reported for samples containing asbestos below the detection limits as "less
than " one percent (<1%). With training in the use of known standards at various ranges
of concentrations at, near and less than 1%, the analysts can accurately determine if the
concentration of asbestos is <1% in the sample. Data collected from the comparison of
point count data with visual estimation at levels below 1 % is also a useful tool for the
analysts. These procedures for the calibration of the analyst" is detailed in the EMSL
training policies and procedures.

Any sample determined to contain no asbestos is to be reported as "none detected".

A note on trace: It is EMSL policy not to use the term 'trace* when reporting sample
results, as this terminology is ill defined and ambiguous.
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6.0 QUALITY CONTROL

6.1 Instrument Calibration/Maintenance

Follow the manufacturer's instructions for illumination and condenser alignment and other
microscope adjustments. Specific guidelines for calibration, alignment, and maintenance
can be found as Appendices in this manual.

Maintenance is a daily activity and is the responsibility of each analyst. Preventive
maintenance is emphasized. Repairs beyond the capabilities of the analyst must be
referred to an outside vendor.

Alignment/calibration must be checked weekly or more frequently, especially if the
microscope is transported. See Calibration Frequency Reference Guide in Appendix
section of this manual for a detailed schedule of calibration frequencies.

6.2 Personnel Training and Qualifications

Technicians hired for PLM analysis, which have not had previous experience or formal
training, require the greatest amount of training and attention. They are introduced to
basic information prepared by our more experienced analyst and are simultaneously led
through the basics in the prep room and at the microscope. The trainee will work very
closely with the mentor, helping and learning but not analyzing alone. Following this
initial training period, the trainee analyzes samples, which are also run by the mentor.
Through this activity, the progress of the trainee can be gauged without endangering the
quality of data being reported by the lab. If the progress is good and the mentor feels
confident about his/her student, an attempt is made to allow the candidate to run the QC
samples, both the re-analysis and re-preps re-analysis. The trainee will be deemed
proficient when quantitation and qualification within laboratory norms as established by
our QC program is demonstrated on 100 consecutive samples. Additionally, the trainee
must perform analysis on five rounds of past proficiency samples and succeed in
generating data with the acceptable range as established by the agency(ies) statistical
analysis.

Using NIST Standard Materials, the analysts must also be able to demonstrate ability to
measure optical properties of asbestos fibers. The analyst must be able to determine the
properties of all six asbestos types.
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During this stage, the training analyst is trained and tested in textbook theory on
microscopy and optical mineralogy. The analyst continues to receive extra attention and
coaching as he/she analyzes on a microscope physically situated near that one operated
by the mentor. Furthermore, whenever possible, the novice analyst is encouraged to
participate in continuing education workshops and in-house programs related to PLM
analysis. An analyst who has received the above training and attention and who
consistently performs well will be considered qualified. Qualification status is determined
by the Laboratory Manager or Quality Assurance Manager.

6.3 Intra-Analyst Reanalysls/Quality Assurance

Intra-analysts analysis is performed on 2%, or 1/50 of the samples analyzed daily (at a
minimum). These samples are randomly chosen by the laboratory analyst. The same
sample is prepared and analyzed a second time by the same individual. This data is then
entered into the monthly Quality Control program.

6.4 Inter-Analyst Quality Assurance

Inter-analysts analysis (by at least one other analyst) must be performed on 7%, 1/15 of
all samples analyzed. Samples are chosen randomly. Each analyst will have no
knowledge of the other analyst's (original) results prior to his/her evaluation. This data is
entered into the monthly Quality Control program.

A/on friable organically bound (NOB) samples-reprep
Complete repreparations of NOB samples shall be performed on 5% or 1 in 20 for interanalyst
QA. This includes all steps for gravimetric reduction.

6.5 Inter-Laboratory Quality Assurance

Inter-Laboratory analyses are samples that are reanalyzed by another laboratory. This
process evaluates the precision of the participating laboratories preparation and analysis
procedure.

Each EMSL laboratory will exchange samples with another laboratory on 1 in 500
samples and at a frequency of 4 times a year. The Regional Manager is responsible for
maintaining and managing the program. The data is submitted to the Quality Assurance
Department in the Monthly Quality Control Report.
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Blank analysis is performed using NIST traceable materials (1866a). Results are
recorded daily to insure the absence of asbestos contamination in the work area. If
contamination is found, its source must be immediately identified and eliminated. Target
sources include:

a. Tools
b. Slides
c. Work areas
d. Preparation agents (acids, solvents)
e. Mounting oils

Non friable organically bound materials
At least one non- ACM NOB must be prepared and analyzed with every 20 samples.
This includes the complete full preparation regime.

6.7 Daily Reference Slide Analysis

Samples are prepared from past proficiency testing samples with known concentrations
and type of asbestos or NIST traceable standards. These samples are analyzed daily
and recorded on applicable worksheets. In addition to monitoring the accuracy of the
analyst quantitation techniques, reference slide analysis is used to determine ability to
measure optical properties.

Measurements are compared with the known standards. The measurements recorded
include:

Refractive Index
Birefringence
Pleochroism & color
Anisotropic/isotropic
Sign of elongation
Angle of extinction

The Laboratory Manager reviews the data for accuracy and records proficiency in the
analysts files.

This data is entered into the monthly quality control report. These results establish
analyst accuracy as well as precision.
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All analysts in the NIST accredited PLM laboratories participate in the NIST's National
Voluntary Laboratory Accreditation Program for Bulk Sample Analysis. Every active
analyst must perform an individual analysis on the proficiency test sample, and report the
data to the laboratory manager for review.
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7.0 STATISTICAL ANALYSIS

Intra, Inter Analysts

The Quality Control calculations used for the Intra/lnter-analyst analysis based on a simple
comparison of the relative difference of two values. These measures of variance are recorded
and plotted over time to determine any trends or problems with the analysis.

Variance is calculated using:
For Intra-Analvsts

R = |(A-B)|/((A+B)/2)|

Where: R = the measure of variance for the analysis

A = the value of the first analysis in %

B = the value of the (second analysis in %

The Pass/Fail criteria for the QC analyses are as follows:
R<1-PASS

R > 1 - FAIL

Incorrect Asbestos ID - FAIL

Asbestos missed during analysis (false negative) - FAIL

Asbestos incorrectly identified to be present in a negative sample (false positive) - FAIL

For any failure of the above criteria the cause of the failure is identified and corrected. A
deficiency /corrective action report is completed and place in the file.
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For Inter-Anaivsts

R = (A-B)/((A+B)/2)

Where: R = the measure of variance for the analysis

A = the value of the first analysis in %

B = the value of the second analysis in %

The Pass/Fail criteria for the QC analyses are as follows:

-1<R<1-PASS

R > 1 and R< -1 - FAIL

Incorrect Asbestos ID - FAIL

Asbestos missed during analysis (false negative) - FAIL

Asbestos incorrectly identified to be present in a negative sample (false positive) -FAIL

For any failure of the specified criteria the cause of the failure is identified and corrected. A
deficiency /corrective action report is completed and place in the file.

For Standard Reference Analysis

Accuracy of analysis of standard, known samples, is determined using percent recovery
calculations. Results are quantified and charted to determine analyst, as well as laboratory
precision and accuracy, using the following formula for Percent Recovery.

%R-(A/F)x100

Where: %R = percent recovery

A = the analytical result
F = the formulated standard weight

Quality Control Data Management

The Management of QC data is reported, tracked, and analyzed using the EMSL Quality Control
program. Using custom EXCEL spreadsheets, this program Is designed to provide accuracy
and precision information for all qualified analysts.
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TABLE 2 - ASBESTOS MINERALS. CHARACTERIZED BY THEIR MINERALOGY
Chemical Abstracts

Group Designation of Mineral Type of Asbestos Number2

Serpentine Amphibole Serpentine chrysotile 12001-29-5
Riebecklte (glaucophane) crocidolite(blue asbestos) 12001-28-4
Grunerite (cummingtonite>- grunerfte asbestos (amosite) 12172-73-5
grunerite)
Anthophyllite (gedrite) anthophyllrte asbestos1* 77536-67-5
Tremolite (ferroactinolite) tremoJite asbestos" 77536-68-6
Tremolite - actinolite actinolite asbestos 77536-66-4

TABLE 3 - CHEMICAL FORMULAS FOR TYPICAL ASBESTOS STRUCTURES

Mineral Chemical Formula'
Chrysotile Mg3 (si2O6)(OH ,̂
Amosite (Mg,
Crocidolite Na2F
Anthophyllite Mg7(Si8O22)(OH)2
Cummingtonite (Mg.
Tremolite Ca2Mg5(Si8O22)(OH)2
Ferroactinolite Ca2Mg5(S^Oj2)(OH)2

Actinolite
Glaucophane Na,

TABLE 4 - ASBESTOS AND ANALOG FORMS

Asbestos Non-Asbestos Analog
Chrysotile Angigorite-lizardite
Crocidolite Riebecklte
Amosite Cummingtonite-grunerite
Anthophyirite Anthophyllite
Tremolite Asbestos Tremolite
Actinolite Asbestos Actinolite

a) Taken from ASTM Practice E849-82
b) These varieties have no special designations.
c) Taken from Dee, Howie and Zusman, Rock Forming Minerals, Vol. 3,

Longmans, London, 1967.
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TABLE 5 - OPTICAL PROPERTIES OF ASBESTOS FIBERS

Mineral
Chrysotile (asbestiform)
serpentine

Amosite (asbestiform
grunerite)

Crocidolite (asbestiform
riebecklte)

Anthophyllite

Tremolite-ectlnoltte-
asbestos

Morphology.Color1

Wavy fibers. Fiber bodies have
splayed ends and 'kinks'. Aspect
ratio typically > 10:1 . Colorless4.
Dlechrotc.
Straight, rigid fibers. Aspect ratio
typically > 10:1. Colorless to brown,
nonpleochroic or weakly so. Opaque
Inclusions may be present
Straight, rigid fibers. Tick fibers and
bundles common, blue to purple-
blue In color. Pleochroic.
Birefringence is generally masked
by blue color
Straight, single fibers, some larger
composite fibers. Anthophyllite
cleavage fragments may be present
with aspect ratios < 10:1* . Colorless
to light brown
Tremolite-asbestos may be present
as single or composite fibers.
Tremoltte cleavage fragments may
be present as single crystals with
aspect ratfos< 10:1fl. Colorless to
pale green

Refractive Indices2

a
1.49-1.560

1.635-1.696

1.654-1.701

1.596-1.652

1.599-1.668

1.51 7-1 .562J

(normally 1.556)

1. 655-1 .729J

(normally 1.696-1 .710)

1.668-1.717'
(normally close to 1.700)

1.615-1.676°

1.622-1.688°

Birefringence
.002-.014

.010-.033

.014-.016

.019-.024

.023-.020

Extinction
\\ to fiber length

\\ to fiber length

\\ to fiber length

\\ to fiber length

oblique extinction,
10-20° for
fragments.
Composite fibers
show \\ extinction

Sign of
Elongation

(length slow)

(length slow)

(length fast)

(length slow)

(length slow) n•̂ ^»
13

m

1. From reference 7, colors cited are seen by observation with plane polarized light
2. From references 7 and 4
3. \\ to fiber length
4. Fibers subjected to heating may be brownish
5. Fibers defined as having aspect ratio > 3:1
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TABLE 6 - CENTRAL STOP DISPERSION STAINING COLORS'

MINERAL Rl LIQUID i

a) From reference 3. Colors may vary slightly
b) Blue absorption color
c) Oblique extinction view

\\
Chrysotile

"Amosite"

Crocidolite"

Anthophyllite-asbestos

Tremolite-asbestos

Actinolite-asbestos

1.550™

1.680

1.550HD

1.700

1.550HD

1.605HD

1.605HDC

1.605HD

1.630HDC

blue

Blue-magenta to pale blue

Yellow to White

Red-magenta

Yellow to White

Blue

Pale-blue

Gold-magenta to blue

Magenta

Blue-magenta

Golden-yellow

Yellow to White

Blue-magenta

Yellow to White

Gold to gold-magenta

Yellow

Gold

Golden-yellow

CD
:sr
H2
CTJ
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POLARIZED LIGHT MICROSCOPY QUALITATIVE ANALYSIS: For each type of material identified by examination at low
magnification. Mount specially dispersed sample in 1.550 RI liquid and view at lOOx in plane polarized light and crossed polars.

Fibers Present Fibers Absent

Analyze two additional preps at lOOx

Fibers are isotropic (disappear at all angles
of stage rotation with crossed polars).

Possible fibers include:
Fiberglass 1-20 nm diameter

RI typically <1.53
Mineral wool 0-200nm diameter

RI typical <1.53
non-uniform morphology

Fibers are anisotrooic Examination Complete

1. Determine extinction
2. Determine sign of elongation

C~~J
CD

m

SOE is Positive SQE is Negative

n= 1.55
morphology = wavy (Chrysotile)
(Crocidolite)
morphology - ribbon (Cellulose)

n- 1.68
morphology = strait (Amosite)

n= 1.605
morphology = strait

n= 1.68
morphology = strait
pleochroism = blue

DS Colors = yellow - blue (Tremolite)
DS Colors = yellow - yellow (Actinolite)
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A.

MICROSCOPE CARE AND MAINTENANCE
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GENERAL DISCUSSION

With careful treatment, most microscopes remain practically maintenance free for many
years. General maintenance is confined to protection from dust, chemically aggressive
substances and fumes, excessive temperatures (>45°C) and direct insulation. Specific
precautions and instructions can be found in the manufacturer's operating manual(s).

EQUIPMENT

1. Sable hair brush (dean and dry)

2. Expanded polystyrene

3. Cotton swabs

4. Dust cover

5. Rubber bulb blower or canned compressed air

6. Chamois

REAGENTS

1. Ether or non-chlorinated solvents such as xylene

2. Distilled water
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BACKGROUND & DEFINITIONS

See enclosures (FIGURES III, IV, IV, and TABLE 8)

METHOD

1. The optical parts of the microscope must be kept absolutely clean. All external
surfaces and mechanical parts must also be cleaned periodically. Caution must be
exercised during the use of solvents on any part of the microscope.

Note: Alcohol and chlorinated solvents must never be used, which might destroy the
cement between lens elements and the coatings on the exterior surfaces.

2. Dust on optical elements will degrade the image quality. Therefore, when not in use,
the microscope must be covered with a dust cover. Special care should be taken to
ensure that the tubes of the microscope are always closed with either an eyepiece or a
dust plug.

3. When dust particles on the eyepiece will only give rise to patches in the image - which
not every observer finds disturbing - a dirty objective front lens may hopelessly reduce
the sharpness of the image, or at least its contrast. The eyepiece is close to the
specimen, possibly to the immersion oil, but particularly to the hand operating the
nosepiece. Due to these facts, the front lens of the objective is in special danger of
becoming soil Even the lightest fingerprint may have grave consequences. Before
starting important work, it is advisable • particularly if the microscope is not used by one
observer alone. To unscrew every objective and check it carefully with the aid of a
magnifier. Dirt is easily recognized if the objective is held so that the image of a light
source is reflected from its plane surface. In the case of objectives that have a concave
front lens, a different approach is indicated (to examine the surfaces of the front lens
from the screw thread side). The remaining lens's elements can also be examined
easily and any faults (cracks, "starting" of the cement) detected without difficulty.

4. The optical components of the polarized light microscope (PLM), arranged between the
polars, are to be rotated from heavy mechanical stress in order to maintain the high
degree of the optical isotropy of these components. This is to include things such as
shock, fall, impact, tension, and pressure. For the same reason, the objectives of the
microscope may be only slightly tightened against the contact face; stronger torsion
would result in birefringence due to stress.
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The cleaning of the objectives is confined to cleaning of the front and rear lenses with a
dry brush and a rubber blower. Do not disassemble the objectives! Alcohol must not
be used for cleaning purposes.

The knurled ring of the nosepiece should be turned, assuring that no objective is left in
the light path during storage or transport of the microscope.

5. Should structures be found in the image which are suspected of being extraneous to
the specimen, the fault may be traced as follows:

If the trouble can be eliminated by slight adjustment of the condenser, the cause must
be sought in the bulb of the lamp, the lamp condenser, or the filter in front of it.
However, if adjustment of the condenser does not produce results, the next step is to
turn the focusing adjustment, which should eliminate all faults due to soiling of the
condenser front lenses or the specimen. If this does not lead anywhere, slightly turn
first the objective and then the eyepiece and you will immediately notice in which case
the foreign body follows the rotation.

Dust particles are most clearly seen when the aperture diaphragm has been fully
closed, because in this case the depth of focus is at its greatest.

6. In almost all cases, it will be sufficient to clean the outer lens faces with the aid of a
grease-free brush. If necessary, wash first or with a frequently washed absolutely dust
free linen rag (or chamois) and distilled water, (produced easily by breathing upon the
surface to be cleaned).

If an organic solvent cannot be dispensed with, it is advisable to use very little ether or
xylene instead of water, but never alcohol, which might destroy the cement between
lens elements.

Ether is usually preferred because it evaporates most quickly and any harmful effect is
thus less likely. Finally, residues are always removed with water as described above.

Should compressed air be available for cleaning, be sure to use a filter of cotton wool.

7. If the air in the workroom continuously has a relative humidity of more than 60%, certain
precautions should be taken to avoid fungus growth on the optical elements. Do not
keep microscopes under plastic covers. Do not store them in cabinets, but ensure
good ventilation. If necessary, ventilate with the aid of a fan. In a particularly humid
climate it is advisable to keep optical parts in perfectly air proof containers provided with
a disinfectant or in which, for instance, a lamp and a fan circulate air of 40-50°C (100-
120°F). The grease applied for corrosion protection on mechanical parts without
surface coatings (operational surfaces) have to be renewed from time to time, the old
grease to be removed by a solvent first.
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8. In case of electrical trouble, check first to see if the projection lamp is burnt
out, or whether the fuse remains good.

If the electrical trouble cannot be eliminated by replacement of the fuse or lamp, contact
a repair representative.

9. Repairs and maintenance, other than discussed in 5.1 thru 5.8 should not be attempted
by any laboratory staff. Appropriate arrangements can be made with a local vendor
who repairs and services microscopes.
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.0 QUALITY CONTROL

1. An Instrument Record Card is maintained for each microscope. The information on this
card is to include: model number, instrument type, serial number, I.D. number, location
of instrument, checking/calibration frequency and responsibility, service representative
and telephone number and a chronological record of all problems, repairs and
calibrations.

2. An annual preventive maintenance visit is scheduled with a local service representative.
This visit is beyond any service calls performed during the year.
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External surfaces of objectives

Eyepieces, condensers:

Oil immersion objectives:

Internal surfaces of eyepieces

Condensers:

TABLE 8: SUMMARY OF DAILY MAINTENANCE
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Dust: remove with soft, dry sable brush.

Finger marks: remove immediately with a damp piece of linen or chamois leather; if
necessary, use Light petrol.

Resistant dirt: remove with damp piece of fine linen or chamois leather.

Clean the lens first with a highly volatile solvent and allow all the solvent to evaporate.

Additional cleaning with expanded polystyrene has been found very reliable with dirt difficult to
remove. The type of white, granular expanded polystyrene will known as packing material for
instruments in particularly suitable. Break a piece off, press it against the dry lens with a
protection grain of the fresh fracture surface, and rotate it as coaxially as possible with the lens
axis. This removes, even from the recessed rims of the lens mount. Even the most minute
residues of immersion oil, skin grease and solvents, which otherwise spread across the
surface of the lens and partly counteract the reflection-reducing action of the coating layers.
Any adherent grains of expanded polystyrene can be simply blown away or dislodged with an
absolutely clean slate brush specially reserved for this purpose.

Cleaning is also possible with cotton wool wrapped around a wooden stick.

Clean immediately after use: dab off with a piece of blotting paper or a small piece of linen.
Remove the residual oil with a piece of linen soaked in light petrol.

Final cleaning: If necessary, with a petrol-soaked piece of linen. Never use methylated spirits
or alcohol.

Oust: Blow it away softly or clean with a sable brush.

CD
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FIGURE III: STEREOSCOPIC ZOOM MICROSCOPE
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1. Base 11.
2. Course and Fine Focus 12.
3. Illumination Source 13.
4. Daylight Filter 14.
5. Field Iris Adjustment Control 15.
6. Rotatable Polarizer 16.
7. Substage Iris Diaphragm
8. Rotatable Stage
9. 1.0 -1.5x Condenser Lens
10. Slide Holder

Objective Lenses
Revolving Nose Piece for Objectives
Analyzer
Bertrand Lens and Polerizer
Camera Shutter Knob
Oculars
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B.

ALIGNING THE OPTICAL SYSTEM

POLARIZED LIGHTMICROSCOPY (PLM)
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1.0 GENERAL DISCUSSION

CONFIDENTIAL

This procedure is to be used for aligning the optical system of the microscope for image
formation of optimum quality, based on an illumination of the object with transmitted
light.

2.0 EQUIPMENT

A compound microscope set up for polarized light microscopy to include a polarizer,
analyzer, port for a wave retardation plate, a 360° graduated rotating stage, substage
condenser, lamp and lamp Iris.

Objective Lenses: 10X, 20-25X, 40-50X and a dispersion-staining objective.
Ocular tenses: 10X minimum.
Eyepiece Reticule: Cross hair.
Compensator Plate: 550-millimicron retardation (first-order red or gypsum).

3.0 BACKGROUND & DEFINITIONS

3.1 Polarizing Light Microscope (PLM)

This is an instrument for qualitative and quantitative work in either transmitted or
reflected light. The majority of PLMs are used to study the optical properties of
substances (e.g., geology, mineralogy, metallurgy, fiber research) in linearly polarized
light.

The substage polarizer converts the unpolarized light of the light microscope into
linearly polarized light. Between the objective and the eyepiece, there is a second
polarizer, called the analyzer. Both are in calibrated mounts rotatable to 180° or 360°,
and they can be swung out of the path of light. All optical elements between the
polarizers must be strain-free. The objectives are individually centered. The tubes
permit the use of an Amici-Bertrand lens to observe interference figures in the exit pupil
of the objectives (conoscopic path of rays). The conoscopic image (e.g., together with
a gypsum or quartz plate red first-order) renders information on the type of crystal
examined (e.g. uni-axial or bi-axial, positive or negative). Most investigations require
the polarizers crossed (directions of oscillation of polarizer analyzer oriented at 90° to
each other), The crosshair of the oculars is congruent with these directions. The stage
Is of high precision and rotatabie by 360°.

Controlled Copy 64



EMSLPWPLMSOP.200.0

CONFIDENTIAL "»
3.2 Light Source

The light source is generally an incandescent lamp with a concentrated filament for low
voltage, in a pre-centered, pre-focused socket. The collator forms a magnified image of
the light source in the plane of the aperture stop of the condenser, thus allowing for a
light source of small dimension and low heat dissipation. The light intensity required for
highest magnifications and binocular observations is much higher than required at lower
magnifications, reductions of the light intensity can be made by interposing a neutral
density filter. A less preferable alternate would be lowering the voltage to the lamp, with
a resultant change of its 'color temperature". This is not particularly objectionable for
visual observations when a blue (daylight) filter is interposed in the light path, or for
black and white photography, but must be considered when using color film. For
polarized light microscopy a 100-watt incandescent lamp is preferred.

3.3 Condenser

The condenser, located in the substage, concentrates light on the specimen. The
substage is generally permanently attached to the microscope. It should be equipped
with a focusing device, for the condenser to focus the image of the field stop in the
plane of the object. In addition, it should have a centering mount for the condenser, to
center its optical axis with that of the objective (when the image of the field stop is
concentric with the periphery of the field of view).

The numerical aperture of the condenser must be variable allowing for adjustment to
that of the objective in order to obtain optimum resolution and contrast. The condenser
images the field diaphragm into the specimen plane.

Selection of the components of the condenser system for illumination of the object from
lowest to highest magnifications varies for different manufacturers. Optimum
illumination conditions are explained in the manufacturer's instrument booklet.

3.4 Objectives

The microscope objective is the most important component of the optical system as it
essentially determines the image quality, the majority of microscopes use two stage
magnifications (objective plus ocular). The objectives required are divided into different
categories according to their optical design and type of correction (e.g., achromats,
ftuorite, apochromats).
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3.5 Oculars

The ocular at the upper end of the microscope tube enlarges the immediate image
formed by the objective. Together with an attachment camera, it can also form the final
image on a film plane. All oculars are derived from the either Huygens or Ramsden
type.

Due to the low numerical aperture of oculars, only astigmatism, field curvature,
distortion and the chromatic difference to magnification need to be corrected. The
commonly used type of oculars is the compensating eyepiece, whose chromatic
difference of magnification is equal but opposite to that of the objective. For use with
flatfield objectives, differently corrected oculars are used in order to fully utilize the
performance of the flatfield objectives. Many eyepieces have a high eye point to permit
the microscopist to wear his corrective glasses.

Special eyepieces are available for measurements (filar eyepieces, micrometer
eyepieces, interference eyepieces, image-splitting eyepieces, and so on) and for
teaching purposes (pointer eyepieces and demonstration eyepieces). The
magnifications range from 5X to 25X, of which 8X, 10X, 12.5X and 15X eyepieces are
mainly used.
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4.0 METHOD

These instructions are specific for a binocular polarizing light microscope (PLM) equipped with
the McCrone dispersion staining (DS) objective.

4.1 Alignment of the Illumination/Condenser System

Turn on the main switch and observe the light in the ground glass plate. If no light is
observed, assure that the scope is plugged in, power is on and that the fuse and the
bulb are in good condition. The illumination control should be increased to maximum.
Assure uniform illumination in the object plane of the lower power objective.

Now an objective of medium magnification (10X) should be used so that when the field
diaphragm is fully open, the entire field of view is illuminated. Focus the 10X objective
and the 10X eyepiece on a specimen. The aperture diaphragm should be open and the
field diaphragm closed just until its image is visible in the object field of the microscope
(Figure VI). The condenser should be moved up and down until the image of the field
diaphragm Is as sharp as possible. The image will not be as sharp as that of the
object, and color fringes may be visible at its edge (condenser too high the color is
yellowish, too low and the color is bluish). When the field images is in best focus,
center the image by means of the square socket wrenches.

With the image of the specimen and the centered field diaphragm in focus, the field
diaphragm should be opened only so much that its image disappears at the edge of the
field of view, but no further (Figure VI). When the diameter of the illuminated area is
larger than the field of view, there is no increase in the intensity within this field, but the
detrimental effect of glare increase.
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If the objective, required for a specific analysis, differs from that with which the
alignment was made, it should now be placed in the light path and the alignment
checked.

Note: Never swing an object into place by handling the objective directly. Always use
the knurled ring of the nosepiece to rotate an objective into place. Unnecessary stress
on the objective can create strain on the objective lenses, resulting in loss of image
quality.

Insert the daylight filter into the filter holder and adjust lamp intensity according to
individual needs.

The condenser should always remain In the positions as adjusted when objectives are
changed, except for correction of concentration when necessary. Any displacement of
the condenser in the direction of the optical axis (e.g., for varying the light intensity
within the field of view), must be avoided. Many users of microscopes adhere to this
incorrect procedure. Variations of the light intensity should be made by interposing a
neutral density filter, or sometimes by varying the voltage of the light source (within
certain limits and when variations in color balance are not important). When all the
adjustments as described have been completed, and the aperture stop is still fully open,
the image will appear with low contrast. The aperture stop should now be closed very
gradually while the observer critically evaluates the image quality to detect slight
improvements. You will notice that at a somewhat reduced numerical aperture, a fairly
abrupt change in the optical quality of the image occurs. The contrast between the
smallest resolved object detail increases slightly, the colors of stained objects appear
slightly more "saturated"; there is a slight increase in the depth of field. At that position
of the aperture stop, the image quality is at an optimum, and the microscope performs
to the limit of its capacity with the selected optical components. This procedure is
performed daily (see Calibration and Contamination Worksheet).
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Place a centering plate onto the specimen stage and focus it In the eyepiece with the
aid of 10/0.25 achromatic objective. For this purpose, lift the stage carrier to the upper
stop by actuating the combined control. Turning the control within the range of the two
stops causes fine adjustment, turning the control beyond the stops causes coarse
adjustment of the specimen. Bring the center of the centering cross and that of the
eyepiece crosshair into coincidence, either by hand or with the aid of the objective
traverser. Correct any deviations from this position occurring when the state is rotated,
half by shifting specimen and half by turning the centering screws by means of the
socket wrenches. Repeat this procedure until both crosshair centers remain in
coincidence when the stage is rotated. According to the stage's center of rotation found
in this way, adjust other objectives by means of centering screws so that the centers of
the stage centering cross and eyepiece crosshair are in coincidence.

5.0 QUALITY CONTROL

2.

An Instrument Record Card is maintained for each microscope. Information on this
card is to include: model number, instrument type, serial number, EMSL I.D. number,
location of instrument, checking/calibration frequency and responsibility, service
representative and telephone number and a chronological record of all problems repairs
and calibrations.

An annual preventive maintenance visit is scheduled with a local representative. This
visit is above and beyond any service calls performed during the year.
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c.

CALIBRATION OF REFRACTIVE INDEX LIQUIDS
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1.0 OVERVIEW

Refractive index is one of the primary characteristics for the identification of asbestos. In order
to accurately identify the Rl of the particle it is important to know if the refractive index oil is
within an acceptable range. (0.004) Two methods for the calibration of Rl oils are
documented here. The first is using an Abbe refractometer. The second is with Cargille glass
standards and a method written by Dr. Shu-Chun Su.

The Refractometer:

1. Follow the manufacturers specifications for calibrating the instrument at
25°c using the water bath to stabilize the temperature.

2. After the instrument is calibrated, dean the prisms and stage.
3. Place 1 to 2 drops of Rl oil onto the stage and allow to sit for one minute to

stabilize the temperature of the oil.
4. Following the manufacturers instructions read and record the Rl of the oil.

It should be + 0.004 the stated Rl.

The Optical Glass Method: by Shu-Chun Su

2.0 MATERIALS & EQUIPMENT

1. Calibrated optical glass standards
2. Polarized Light Microscope with Dispersion Staining Objective
3. Thermometer with 1 degree divisions
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3.0 METHODOLOGY

There are four steps in performing this calibration using optical glass standards and dispersion
staining.

1. Temperature
Find out what is the temperature, t, of the Rl liquid to be calibrated. Generally, it
is assumed that the temperature of the liquid is in equilibrium with the room
temperature. If this is the case, the room temperature can be measured to
represent the liquid temperature.

2. Determine XQ
Compare the liquid Rl with that of an optical glass with accurately and precisely
known Rl's at various wavelengths to determine at which wavelength their Rl
values are equal. This wavelength is called the matching wavelength, ̂ , which
can be derived from the dispersion staining color exhibited by the glass particles
(See table 6).

3. Determine nL
D

Calculate nL
D the Rl value of the liquid at the wavelength of Fraunhofer spectral

D line or 589nm and temperature t by using the following equation:

L C 1 Q« _O / * L. * O\ Ifn D - n D • (A - A j • KO

Where: nL
D = the refractive index of the liquid at 589nm and f°C

ns
D = the Rl value of the optical glass at 589nm, which is listed in the

optical constant table supplied with every set of glasses
AL = The dispersion coefficient, (np - nc), of the liquid, which Is printed on the bottle

label
As = The dispersion coefficient, (nF- nc), of the liquid, which is listed in the optical

constant table supplied with every set of glasses
ko = a coefficient determined by the matching wavelength XQ as listed in Table 6

(Reference 3)
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If theroom temperature is not 25°C, apply temperature correction to n'D to find
n0

25defl, the Rl value of the liquid at 25°C and 589nm. The equation used for
temperature correction is;

no25 = nL
D +(25-0 • dn/dt,

Where: 3? ' = the Rl of the liquid at 25°C and 589 nm
= the Rl value of the liquid at 589 nm and f°C

t = the temperature in centigrade at which the calibration is performed
dn/dt = the temperature coefficient of the liquid, which is printed on the

bottle label and is always a negative value for Rl liquids.

No temperature correction is necessary for the glass if the temperature is within the range of
25° + 10°C, because the temperature coefficient of Cargille glasses are so small that the
resultant variation of Rl will not exceed + 0.0001.

PROCEDURE

1.
2.

3.

4.

5.

Measure and record the room temperature with an accuracy of ± 2°C.
Select an optical glass standard whose Rl is closest to that of the liquid to be calibrated,
for example 1 .55 glass for 1 .550 liquid, 1 .60 glass for 1 .605 liquid.
Mount the glass in the liquid and observe the predominant dispersion staining (DS)
color in central stop mode.
Convert the observed CS-DS color into the corresponding matching wavelength by
referring to a DS color chart.
Convert
table:

and t into the corresponding no by referring to an appropriate conversion

Table 9: Refractive Index Oil Conversion Table
Cargille Rl liqi

Nominal or labeled nD
25

1.550

1.605
1.680

1.700

lid
Series

E

E
B

B

Cargille Optical Glas.
Nominal or labeled Rl

1.55

1.60
1.68

1.70

3 Standard
Lot No.

B
C
B
B
C
B
D

Conversion
Table No.

3
4
5
6
7
8
9
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6. Compare the resulted nD
25 with the nominal or labeled value on the bottle of the Rl

liquid. If the absolute difference between the two values is less than or equal to 0.0044,
this liquid can be used for bulk sample analysis. If the difference is greater than 0.004
then the liquid should be discarded.

7. Record the calibration result.

EXAMPLE;

If the Cargille 1.55 glass of Lot C is used to calibrate a Cargille 1.550 (Series E) Rl
Liquid at the room temperature of 21° and the predominant CS-DS color observed is
bluish-purple, the corresponding Xo is then 570nm. Xo = 570 and t =21 yield 1.548,
which is the average of 1.5475 and 1.5485.

The calibration result shows that the Rl of this bottle of 1.550 liquid at 589 nm and 25°
is actually 1.548. Because the difference is 0.002, using ±0.004 criterion, this Rl liquid
is considered acceptable for use in bulk sample analysis.

Charts are located In the appendix.
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5.0 QUALITY CONTROL

1. A Refractive Index Liquid calibration card (Figure VII) is maintained for each liquid.
Information on this card is to include: manufacturer, catalog number, date received,
received by whom, date Rl verified, verified by whom, calibration responsibility and
frequency, calibration instruction number, supplier, address and telephone number.

The reverse side is to include: reference refractive index (n) and temperatures (T),
measured n and room temperature (TR), the corrected n, and the temperature
coefficient.

2. A label containing the manufacturer's name, the initial calibration date, expiration date,
and initials of the person performing the calibration will be attached to each bottle of Rl
liquid. The expiration date is 6 months from the time the oil was initially opened.

3. A Rl liquid exhibiting a change in the refractive index of greater than = 0.005 must be
replaced.

4. All Rl liquids used daily (HD series 1.550, 1.605, 1.630, 1.680,1.700) will be calibrated
monthly.

5. The PLM QA/QC Manager at the main lab will receive copies of the data on a quarterly
basis.

CALCULATIONS

As an example of the use of Equation 1, assume a mineral has been matched in index
to a particular Rl liquid (nD = 1.530, T = 20°C, dn/dt = 3.00x10"4), and the room
temperature (TR) at the time of the match is 25° C. The actual refractive index of the
liquid (and therefore the mineral) at the time of the match is:

= nD + (TR-T) dndt
= 1.530 + (25 - 20) (-0.0003)
= 1-5285

The index reported for the mineral is then rounded off to 1.528. Reporting a refractive
index of 1.5285 implies a greater accuracy than is attainable by this method (± 0.002).
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FIGURE VII - REFRACTIVE INDEX LIQUID CALIBRATION CARD

Manufacturer:

Catalog #:

Batch #:

Assigned to:

Calibration Responsibility:

Calibration Instruction #:

Supplier:

Telephone #:

Date Recv'd: _

Recv'dby:

Date R.I. verified:

Verified by:

Address:

Comments:

Reference
nD T dn/dt

Measured Corrected Calibration Accept/
n T n Date Initials Reject
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TABLE 10: THE PROBABLE ERROR IN REFRACTIVE INDEX DETERMINATION

METHOD USED PROBABLE ERROR ( ± )

Central illumination 0.002 - 0.003

Becke line colors 0.002

Oblique illumination
Single diaphragm 0.002 - 0.003
Double diaphragm 0.0001 - 0.0002

Dark-field immersion method 0.001 - 0.002

Focal screening method
Aperture) screening 0.001 - 0.002
Unilateral screening 0.0001 - 0.002
Central screening 0.001

Variation methods
Thermal variation 0.001
Dispersion 0.001
Double variation 0.0004
Glass method 0.0002 - 0.0003
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A. GRAIN INDEX IS GREATER THEN OIL'S

^^^-^^^^-^^-'''':

B. GRAIN
THAN OIL'S

INDEX IS LESS

/•'•? s^r.iVj/*''-.%^i"-*'A*»v

:/6t>r>i&&'va&:Jv£• ̂  . - X W;•!:• •

The disposition of movement of Becke Lines, field of view, F î is that observed if the
microscope is focused upon plan FiFi to produce the sharpest Image; here the Becke
Lines are not too obvious. However, if observed while the microscope is racked upward
toward a focus on plan F2F2, the Becke Lines become increasingly apparent, the
brighter lines moving (as indicated by the hollow arrows) toward the medium having the
greater refractive index.
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a) oil = particle: b) oil < particle: c) oil > particle

FIGURE IX: BECKE LINE MOVEMENT

t of a Mr«Ml Inuchic*
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D.

ASBESTOS & NONASBESTOS MINERAL DESCRIPTIVES

Mineral Information

Asbestos: Chrysotile
Anthophyllite
Actinolite
Tremollte
Amosite
Crocidolite

Non-Asbestos: Augite
Diopside
Hedenbergite
Enstatite
Hyperstene
Halloysite
Kaolinite
Palygorskite
Talc
Wollastonite
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ASBESTOS MINERALS

ANnGORTTE, LIZARDITE, & CHRYSOTILE

Class: Phyllosilicate
Group: Serpentine

Antigortte Mg3Si205(OH)4
Chrysotile Mg3Si205(OH)4

Color, various shades of green; brownish, gray, white, or yellow: translucent to opaque.
Luster waxy or greasy; fibrous varieties silky; massive varieties earthy.
Transparency, translucent to opaque
Habit. Occurs mainly as fibrous chrysotile or as lamellar or platy antigorite.

Antigortte & Lizardite: Massive, fine grained, lamellar
Chrysotile: Fibrous

Hardness/Specific Gravity: variable 2.5-5.0 / 2.5-2.6
Cleavage / Fracture: Basal, perfect / conical, splintery

Anttaorite
Optics: (+)

Pleochroism = none
Refractive Indices: 1.55-1.56
Birefringence: low (0.007)
Extinction Angle: 0.90°

Crystallography: Monodinic; 2/m (Orthorhombic Antigorite & Chrysotile are rare)
a=5.30; b=9.20; c=7.46; B=91°24I a:b:c=0.567:1:0.811
Z= 2. d's: 7.30(10), 3.63(8). 2.52(2), 2.42(2). 2.19(1)
Composition: MgO43. SiC-244.1. H2O12.9
Ni & Fe may sub. for Mg and Al for Si
Cleavage: {001} basal, perfect Corrugated, finite layers parallel to {001}

Chrysotile
Optics: (+)

Pleochroism: none
Refractive Indices: x= 1.55-1.56 y= 1.545-1.556
Birefringence: Moderate (0.011)

Extinction angle: 0-90°

Crystallography: monoclinic; 2J m (Orthomombte Antigorite & Chrysotile are rare)

a=5.34 b=9.25 c=14.65 B=93°16' a:b:c=0.577:1:1.584
2=4.
Composition: MgO43, SiO244.1, H2012.9%
Ni & Fe may sub. for Mg and Al for Si
K - Factor Ratios: Na=0.00. Mg=0.70. Si=1.0, Ca=0.00, Fe<0.02
Cleavage: none. A mismatch between the t and o layers causes the structure to scroll
forming cylindrical tubes

Distinguishing features:
color, luster, smooth, greasy feel.
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Optically.
(chrysotile asbestos) wavy bundles under polarized light and scanning electron
microscope; hollow, tubular fibrils in transmission electron microscope. Antigorite;
plate aggregates under PLM & SEM; Plate aggregates with perfect cleavage under
TEM.

Occurrence:
Serpentines are secondary minerals formed from other deposits such as olivlne,
orthopyroxene, amphibole, and magnesium silicates. They are found in both igneous and
metamorphic rock formations.
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Anthophyllite (Mg, Fe)7 Si8 022 (OH)2

Cotor white, gray green, & brown, (brown predominates in cummingtonite series.)
Luster vitreous, silky for fibrous varieties.
Transparency: Translucent Transmits light on thin edges.
Twinning: Common.
Habit.: Orthorhombic; 2/m 2/m 2/m. Distinct crystals are rare. Commonly lamellar, fibrous,

radiating, slender & prismatic or aggregates of fibrous crystals.
Hardness/Specific Gravity: 5.0-6.0 / 2.8-3.4
Cleavage/Fracture: {210} prismatic, perfect.

Optics: (+)
Reochrolsm: none
ct=1.60-1.69, 0=1.61-1.71, r=1.62-1.72. Indices will increase with Fe.
2y=70-100°. X=a, Y=b. absorption Z > Y and X.
Birefringence: moderate (0.02)

Pleochroism: none

Crystallography:
Pnma; a=18.56; b=18.08; c=5.28; p=90°0l a:b:c=1.027:1:0.292
Z=4. d's: 8.26(6). 3.65(4). 3.24(6). 3.06(10), 2.84(4)
(210)*(2-10) = 55°

Composition:
Forms a solid solution series from Mg7Si8O22(OH)2 to Fe2Mg5Si8O22(OH)2
At higher Fe concentrations, cummingtonite results.

Distinguishing Features:
Light brown color. Needle like or fibrous, often radiating habit. Indistinguishable from
cummingtonite-grunerite series with out mfcroanatysis. Lack of reaction to Hd. Thin
plate like fibers under TEM. Anthophyllite can form in the same environment as talc and
during elemental analysis may contain similar Mg to Si ratios. In this scenario, the
diffraction pattern is the key to distinguishing between the two structures. Talc has a
hexagonal pattern while anthophylltte primarily yields a series of parallel spots clearly
marking the (h.k.O) and the (h.k.l) rows. In addition, the c axis may contain alternate or
(missing) spots as in the [010], [140] & [320] zone axis. Fusible at 5 to a magnetic black
enamel.
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Class: Inosillcate
Group: Amphibole

Cummingtonite (Mg. Fe)7 Si8 O22 (OH)2
Grunerite Fe7 Sid O22 (OH)2

Color; White-gray. Varying shades of It. brown are common in Cummingtonite series.
Transparency: Translucent. Transmits light on thin edges.
Luster Vitreous. Silky in fibrous form.
Twinning: Common.
Habit:: Monodinic; (Cummingtonite 2/m; Grunerite C2/m), Distinct crystals are rare. Commonly

Lamellar, fibrous, radiating, slender & prismatic or aggregates of fibrous crystals.
Hardness / Specific Gravity. 5.0-6.0 / 2.8-3.6
Cleavage / Fracture: {110} prismatic, perfect.

Optics: (-) grunerite; (+) Cummingtonite; (heated grunerite as amostte)
a= 1 .65-1 .69 (-1 .74); 6= 1 .67-1 .71 (-1 .95); y= 1 .69-1 .73
2V large; Y = b; Z A c= 13-20°; r<v for Cummingtonite; r>v for grunerite.
Pleochroism: none (May appear yellow to red)
Birefringence: Moderate 0.03 (up to 0.19)

Crystallography: Monodinic

a= 9.59, b= 18.44, c= 5.34, B= 102°0'. Unit cell length decreases with increase in Mg.
a:b:c= 0.520:1:0.289
Z=2.d's; 9.21(5), 8.33(10). 3.07(8), 2.76(9), 2.51(6)

Composition:
A solid solution series exists between Cummingtonite and grunerite starting from approximately
Fe2 Mg5 Si8 022 (OH)2 to Fe7 Si8 O22 (OH)2. Members with an atomic percentage of Mg > Fe
is referred to as Cummingtonite. 30 atomic percent is used as a division between members. AI2O
may range up to 0.4 weight percent and CaO as high as 0.9 percent.

Distinguishing Features:
Light brown color. Needle like or fibrous, often radiating habit. Indistinguishable from
anthophyilite with the naked eye. Lack of reaction to HCI. Fe up to 80% that of Si. Thin plate like
fibers under TEM with distinctive, easily obtained diffraction patterns.

Controlled Copy 86



CONFIDENTIAL
EMSLPWPLMSOP.200.0

Revision 3
July 2000

GLAUCOPHANE
RIEBECKITE (Crocidolite Asbestos)

Class: Phyllosilicate
Group: Amphibole

Glaucophane Na2 Mg3 AI2 Si8 O22 (OH)2
Riebeckite Na2 Fe32+Fe23+Si8 O22 (OH)2

Color. Glaucophane is blue-grey, to lavender-blue. Riebeckite is dark blue to blue-black. Darker with
increased Fe content.

Transparency: Translucent
Luster Vitreous, silky in ftorous varieties.
Habit: Monodinfc; 2/m Slender adcular crystals, aggregated, or in fibrous form.(Crocidolite Asbestos)
Hardness / Specific Gravity: 5.5-6.0 / 3.0-3.4
Cleavage /Fracture: {110} prismatic, good / Uneven.

Optics: (-)
Pleochroism = blue to blue-grey. X<Y<Z
Refractive Indices: a=1.61-1.70. p=1.62-1.71, y=1.63-1.72
Birefringence: moderate (0.045)
Extinction Angle: 0,90°
Glaucophane, (Riebeckite)

Crystallography:
C2/m; a=9.58 (9.769); b=17.80 (18.048); c=5.30 (5.335);
a=90°, 6=103°48' (lOS0 )̂; a:b:c = 0.538:1:0.298
Z=2. d's: 8.42(10), 4.52(5). 3.43(6). 3.09(8). 2.72(10).
2V = 40-90°; Y = b. Z*c = 8?>; X<Y<Z .

Composition:
The composition changes with the substitution of Fe2+ for Mg and Fe3"1" for AL.
Care should be taken during chemical analysis as the elemental make up of Riebeckite
may closely resemble that of Grunerite. The distinguishing feature that is most prominent
is the occurrence of Na. Also known as crocidolite in its fibrous form.

Occurrence:
Glaucophane Is found in metamorphte rocks such as marble and schists. Retoeckite
most commonly occurs in Igneous rocks. Tiger-eye Is an ornamental stone where quartz
has taken the place of Crocidolite while preserving a fibrous texture.
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Class: Inosilicate
Group: Amphibole

Actlnolite Ca2 (Mg, Fe)5 818 022 (OH)2
Tremolite Ca2 Mg5 Si8 O22 (OH)2

Color white to gray (tremoltte), light to dark green (actinolite)
Luster vitreous, often with silky sheen.
Transparency: transparent to translucent
Twinning: common
Habit: usually aggregates of fibrous crystals. Individual crystals are rare.
Hardness / Specific Gravity: 5-6 / 3.0-3.3
Cleavage /Fracture: {110} perfect

Optics:

TREMOUTE

ACTINOLITE

SHAPE

fibrous
non-fibrous

fibrous
non-fibrous

PLEOCHROMISM

none
none

none
none

INDICES

1.60-1.62
1.60-1.62

1.63-1.65
1.63-1.65

BIREFRINGENCE

mod. 0.02
mod. 0.02

mod. 0.02
mod. 0.02

EXTINCTION

0-5
0-20

0-5
0-16

Crystallography: Monoclinic; 2/m
Actinolite. (Tremolite)
C2/m; a=9.86 (9.84); b=18.11 (18.02); c=5.34 (5.27);

a=90° p=105° (KMOQS1); a:b:c= 0.545:1:0.293
Z=2. d's: 8.38(10), 3.27(8). 3.12(10). 2.81(5), 2.71(9)

Orientation: 2V = 80°; Y = b, Z*c = 15°

Composition:
There is a solid solution series from tremollte to ferroactinolite.
(Ca2Fe5Mg5Si8O22(OH)2.)

Distinguishing features:
Radiating tremolite may resemble woBastonite however can be distinguished by a lack of
reaction with HCI. Actinolite is lighter in color than the majority of hornblende's.

Optically
Thin strait fibers under PLM & SEM analysis with a slender prismatic habit being evident.
TEM analysis reveals platy bundles with good cleavage giving the edges a choppy look.
The chemical composition of the structure Is a good indication of its nature.
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Occurrence:
Tremolite commonly occurs in metamorphosed dotomitic limestone's and may, in rare
instances, form in some serpentines. Radiating tremolite may resemble woflastonite,
however it shows no reaction to HC1 that is a distinguishing feature of wollastonite. A
felted aggregate of tremolite fibers is also known as mountain leather or mountain cork.

Actinolite usually forms in green schist1 s produced from low to medium grade
metamorphism. K also coexists with quartz and epidote. A tough, compact variety that
supplies much of the material for jade is called nephrite (/ade/fe).
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AUGITE
DIOPSIDE
HEDENBERGITE

Class: Inosilicate
Group: Pyroxene (Clinopyroxene)

Augite (Ca,Na)(Mg,Fe,A))(SirAl)206
Diopside CaMgS12O6
Hedenbergite CaFeSi2O6

Color. White to pale green & black. Darkness Increasing with Fe towards the black of augite.
Luster vitreous
Transparency. transparent, translucent to opaque
Twinning: common
Habit crystals usually square or eight-sided cross section; also massive, granular, lamellar
Hardness/ Specific Gravity: 5.5-6.5 / 3.2-3.6
Cleavage / Fracture: {110}, at 87° & 93° imperfect. Frequently parting on {001} and less

commonly on {100}. Fracture is uneven.

Optics: (+)
Pteochroism : varies in darker members only.
(X=pale green, Y=Yellow-green, Z=dark green)
Refractive Indices: a=1.66-1.73. 0=1.67-1.73. y=1.69-1.75

•
2V=55-65° . Y=b. Z\:=39-480; r>v. '

Crystallography: Monoclinic; .21m
C2/c; a=9.73; b=8.91; c=5.25; p=105°50'; a:b:c=1.092:1:0.589
Augite a=9.755; b=8.928; c=5.204; 8=106O11'
Diopside a=9.761; b=8.926; c=5.258; B=105°79'
Hedenburgite a=9.827; b=8.994; c=5.261; B=105°52'
Z=4. d's: 3.23(8). 2.98(10), 2.94(7). 2.53(4). 1.748(4).

O^g^SO'. 0(001 (̂1 1 1 )=33°50'.
8'(-1-1 1)=59°1 1'. c(001)Aa(100)=740101.

Composition: A
solid solution series exists between aO members of this group toward acmrte-augite. A
soRd solution series exists between diopside and hedenbergite with Mg and Fe2

substitution. Most of the members of this group have a 1 - 3% AlzO3 content. Augite has
substitution in Mg - Fe2* and A) substitutes for Mg. Fe2* & Si. Na and Ti may also be
present.
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Distinguishing Features:
Two cleavages almost at right angles (87 & 93°). Augite is usually a darker green than
diopside. Insoluble in acids. Fusible at 4 to a green glass.

Occurrence:
Diopside and hedenbergite are native to metamorphic rock formations. Diopside occurs
in impure limestone and occasionally in basaltic igneous rocks.
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ENSTATITE
HYPERSTHENE

Class: tnosilicate
Group: Pyroxene

Enstatite MgSi03
Hyperstene (Mg. Fe)SiO3

Color. Pale green to dark brownish green, yellowish, or greenish-white.
Luster, vitreous, pearly on cleavage surfaces. Translucent to opaque.
Transparency. Translucent to opaque
Habit: Crystals are prismatic; usually grains or massive; fibrous , lamellar
Hardness/Specific Gravity: 5.0-6.0 / 3.2-4.0
Cleavage / Fracture: Prismatic, good {210}, {100} & {001} are less common. Fracture is uneven.

Optics: enstatite (+), Hyperstene (-)
Pleochrolsm: varies
Refractive Indices: a=1.650-1.715, p=1.653-1.728. r=1 -658-1.731
2V=35-50°, X=b. Z=c. Indices increase with Fe.

Crystallography. Orthorhombic; 2/m 2/m 2/m
Pbca; a=18.22; b=8.81; c=5.21; p= 90.00 a:b:c=2.068:1:0.590
Z=8. d's: 3.17(10). 2.94(4), 2.87(9), 2.53(4). 2.49(5)
(210/X2-10) = 91°44'

Composition:
Fe:Mg ratios rarely exceed 1:1. Pure enstatite contains no Fe. Mg may be substituted for

by Fe 2+ up to 90%.

Distinguishing features:
Two cleavages may appear to intersect at or near right angles. Varieties that are high in
Fe content may appear almost black, similar to augite in appearance. Enstatite-
Hyperstene is commonly recognized by its cleavage and luster. Thin, nearly infusible,
edge may be rounded. Fibers are common under high magnification. It is commonly
located in metamorphic rock and may coexist with amphibotes.

Occurrence:
Igneous rock such as peroxenite. They may give way to amphiboles especially

anthophyflite in metamorphic rocks.
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HALLOYSITE

Class: Phytlosilicate
Group: Clay Mineral

Halloysrte AI2 Si2 O5 (OH), & AI2 SI2 O9 (OH), • 2H2O dehydrates to the first composition with
the loss of Inner layer water molecules.

Color, white
Luster, dull, earthy
Habit: massive, fibrous with tubular morphology
Hardness / Specific Gravity: 1.0-2.0 72.0-2.2

Optics: (+)
Pleochrolsm: none
Refractive Indices: a= 1.539, B= 1.589, T= 1.589
Birefringence: moderate
Extinction Angle: 0. 90°

Crystallography: MonocTmlc
c= 5.242

Distinguishing features:
The high presents of AJ. This Aluminum Silicate may appear in fibrous form with a tubular
morphology.

Occurrence:
See kaollnite
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KAOUNITE

Class: Phytlosilicate
Group: Clay Mineral

Kaolinrte AJ2 Si2 OS (OH)4

Color, white; may be colored by impurities.
Luster, dull, earthy
Habit. Usually white earthy masses may be colored by surrounding material. Crystals are usually

hexagonal plates.
Hardness / Specific Gravity. 2-2.5 / 2.6 -2.7
Cleavage / Fracture: {001} perfect, rhombic or hexagonal plates

Optics: (+)
pleochroism: none
Refractive Indices: a=1.539, p=1.589. y=1.589
Birefringence: moderate (0.045)
Extinction Angle: 0,90°

Crystallography. Trldinte; -1
P-1; a=5.27; b=9.12; c=18.85; p=100°0' a:b:c=0.578:1:2.067
Z=4. d's: 9.34(10). 4.66(9). 3.12(10). 2.48(7), 1.87(4)
Orientation: 2V=6-30°, Z=b, Xl{001}; r>v

Composition:
MgO 31.7. SiO2 63.5. H2O 4.8

A) or Ti may substitute for SI. Fe may substitute for Mg. Cleavage: {001} perfect. Thin
flexible folia. Care should be taken during TEM analysis. The chemical analysis may
yield a breakdown similar to chrysotile asbestos and the platy aggregates can easily lie
upon one another in a way as to appear tubular in morphology. The distinguishing feature
is the hexagonal diffraction pattern quite unlike that of chrysotile. Usually found in day like
masses.

Distinguishing features:
infusble, insoluble. When moistened with cobalt nitrate and ignited it takes on a bluish
color.

Occurrence:
The chief constituent of kaolin or day. It is always a secondary mineral formed by the
hydrothermal alteration of aluminum silicates, particularly feldspar.
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Class: Phyllosilicate
Group: Clay Mineral

Palygorskite (Mg l̂fe (Si,AI)8 OM (OHfc • 8H2O

Color, white, gray
Luster, dull, earthy
Haftfc- massive, fibrous with tubular morphology
Hardness /Specific Gravity: 1.0-2.0 / 2.0 -2.2

Optics: (+)
Pteochroism: none
Refractive Indices: a= 1.539, P= 1.589, r= 1.589
Birefringence: moderate
Extmction Angle: 0, 90°

Crystallography: Orthorhombic
Pn: a= 1 2.725; b= 1 7.872; c= 5.242 p= 92.23°

Distinguishing features:
The high presents of Al. This Magnesium Aluminum SBicate may appear in fibrous form
with a tubular morphology.

Occurrence:
See kaolinite

Controlled Copy 95



TALC

Class: PhyUosilicate
Group: Clay Mineral

Talc Mg3 Si4 O10 (OH)2

Color white, gray or pale green; often stained reddish and translucent.
Luster: dud, pearly on cleavage surfaces.
Transparency; translucent
Habit Usually granular or foliated masses; crystals and fibers are rare.
Hardness /Specific Gravity. 1 (will make a mark on doth) / 2.7 - 2.8
Cleavage /Fracture: basal, perfect {001}

Optics: (•»•)
Pteochroism: none
Refractive Indices: a= 1.539.0=1.589. y=1.589
Birefringence: moderate (0.045)
Extinction Angle: 0.90°

Crystallography. Monodinic; 2/m
C2/c; a=5.27; b=9.12; c=18.85; B=100°0' a:b:c=0.578:1:2.067
Z=4. d's: 9.34(10), 4.66(9). 3.12(10), 2.48(7), 1.87(4)
Orientation: 2V=6-30°. Z=b. XJ_{001}; r>v
Composition: MgO31.7, SJO263.5, H2O4.8
Al or Ti may substitute for Si. Fe may substitute for Mg.
Cleavage: {001} perfect. Thin flexible folia.

Distinguishing features:
Greenish white color, extremely soft, soapy feel. Flexible but not elastic.

EMSLPWPLMSOP.200.0
Revision 3

July 2000

Optically:

Occurrence:

Usually tabular with hexagonal or rhombic plate outline. Foliated. Sometimes massive,
talc may appear as fine thin ribbons under PLM. TEM usually shows platy or rhombic
outline with near perfect cleavage. Diffraction analysis yields distinct hexagonal patterns,
which remain constant during tilting.

Care should be taken during TEM analysis. The chemical analysis may yield a
breakdown similar to chrysotite asbestos and the platy aggregates can easily lie upon one
another in a way as to appear tubular. The distinguishing feature is the hexagonal
diffraction pattern quite unlike that of chrysolite.

Talc is formed by the alteration of magnesium silicates such as pyroxenes, amphiboles
and ottvine. Usually found in metamorphlc rock. Known as soapstone in its massive
form.
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WOLLASTONITE

Class: Inosilicate
Group: Pyroxenoid

Wollastontte Ca Si O3

Color, colorless or white to gray
Luster vitreous; pearly on cleavage surfaces; silky when fibrous
Transparency: subtransparent to translucent
Habit: Tridinic; (-1)
Hardness /Specific Gravity: 4.5-5.0/2.8-3.0
Cleavage /Fracture: {100} & {001} perfect, {-101} good giving splintery fragments.

Optfcs: {-)
a=1.620, p=1.632, r=1.634
2V=40°.Ynearb.XAc=320

Crystallography:
P-1; a=7.94; b=7.32; c=7.07; a=90°2', B=95°22', r=m°2&; a:b:c=1.084:1:0.966
Z=6. d's: 3.83(8), 3.52(8), 3.31(8), 2.97(10), 2.47(6)

Composition:
CaO 48.3%. SiO2 51.7% for pure CaSiOj. Some Fe. Mn, & Mg may replace Ca.
Pseudowollastonite is stable above 1120°C. has a larger unit cell (Z=24) as compared to
(Z=6) of woDastonite.

V
Distinguishing Features:

Fusible at 4 to a white almost glassy globule. Soluble in Ha. Distinguishable by two
perfect cleavages of about 84 .
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1.0 INTRODUCTION

The process of Quality Control analysis provides a tool for measurement of
analytical performance.

EMSL utilizes a corporate controlled program which manages, tracks and stores
the quality control data produced by the asbestos laboratory. The laboratory
enters QC data into Excel worksheets which then provides information including:

• Acceptance/rejection of replicate and duplicate data
• Measures performance trends
• Measures accuracy of method and analysts
• Institutes upper and lower control limits
• Provides acceptance/rejection criteria for calibration measurements
• Manages and maintains records of QC and calibration measurements
• Records contamination control events
• Monitors Corrective actions
• Generates Control Charts
• Tracks QC frequency and rates quantity

EMSL performs quality control measurements as per the procedures
documented in the Quality Assurance Program in EMSLQAASB101.
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2.0 Procedures

2.1 Polarized Light Microscopy

IMPORTANT NOTE; EMSL QC procedures call for the use of the PLM
Accuracy program to track analysts accuracy. The CV spreadsheet Is no
longer utilized.
The standard operating procedures for the CV spreadsheet Is Included in
this section as an option to the laboratories that wish to use this program
In addition to the PLM Accuracy.

PLM Accuracy

To determine the accuracy of the PLM analyst, data is generated using
reference standards with Known concentrations. These are (generally) samples
from past Proficiency Testing (PT) Rounds such as those distributed by NVLAP
and the AIHA or other state programs.

Compile a set of standards for each of four ranges: 1-3%, 4-10%, 1 1 - 50%, and
50 - 100% asbestos. Build up your library of test samples over time so that there
are at least 5 or 6 samples in each range.

Analyze at least one standard daily. Pick the sample at random unless you need
to concentrate on a particular range.

Tho Program
The 'known' result is placed in the column - Reference Values - from reports of
analysis from the PT provider.

Assessment of Quantitative Performance
The program calculates the % recovery of the analysis results using:

%Recovery= analysis result xioo
reference value
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The spreadsheet determines in/out of control using
Concentration
Ranges
1-3
4-10
11-50
51-100

Acceptance Criteria ( %)

0-+400
0-*300
30W170
40->160

the acceptance criteria:

Of course, the "best" recovery is 100%.

An average % recovery is displayed at the bottom of the table.

Assessment of Qualitative performance

Qualitative IN/OUT of Control is determined by the person entering the data. If
you got the asbestos type correct then IN otherwise OUT.
Also "Asbestos" vs. "No Asbestos Detected" is OUT of control as well.

Using the Program
Each analyst should maintain his/her own "PLM Accuracy.xls" spreadsheet.

PLM Accuracy is used as the template then saved in the following format: "PLM
Accuracy PK.xls" with PK being the analyst's Initials.

Data entry should occur only in the yellow shaded areas (with the exception of
the one time name change customization)

NOTE: This spreadsheet does not get started new each month. It should be a
revolving average of the most recent 20 analyses In each range.

Once you have 20 values for each range, you should always replace the oldest
piece of data with the new.

Each month the analyst should print each of the 4 pages of the spreadsheet.

The print range Is already selected to Include only up to and including the
Quantitative IN/OUT of control column.

If your computer prints out more or less of these columns, adjust some of the
column widths.

NOTE: Do not print out the chart as a separate page. It Is meant to be viewed
with the corresponding data.
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PLMCV.xls (Optional)

4 samples are analyzed, each 20 times, in concentration ranges from<5%, 5-
10%, 10-20%, >20% (or similar combinations). Care is taken to minimize the
bias which may occur when an analysts becomes familiar with any given sample.
Sample numbers should be periodically changed or samples rotated.

Permanently mounted slides make this exercise convenient by providing sample
consistency (ie: as aliquots are removed for analysis from the original sample,
asbestos concentrations may change), are easier to use by the analyst and help
control use of the limited availability of PT samples.

Concentration ranges used are chosen by the laboratory manager and depend
on availability of known samples. In all cases, ranges must accurately represent
the varied concentrations encountered by the analysts in true samples. This
sample pool is to include the lower-more difficult ranges (1-10%) of
concentration.

Precision
Using 20 data points, a coefficient of variation is generated for concentration
ranges selected and is calculated as:

CV= Standard Deviation/Mean

This data is stored in the analyst files as part of documented performance,
qualifications and practical training. The Laboratory Manager and QA Manager
periodically review the data for information on performance and to monitor any
trends.

Accuracy
In addition to the CV. Percent Recovery is also calculated for each pair of data.
This provides a measure of analysts accuracy.

This information is calculated:

% Recovery^ (sample result / known value) X 100

This CV and % Recovery study Is intended to characterize the ability of th«
analyst precision and accuracy when determining the concentration of asbestos,
not type. Performance of asbestos identification is monitored with the daily
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analysis of standard reference slides (see section PLM2.0 Calibration,
EMSLQAASB 101.0) and proficiency testing samples.

Frequency
This is normally a one time study, although may be extended to improve
performance when needed.

The Program
Spread sheet PLMCV.xls, contain tabs (worksheets) labeled CV1 - CVS. Each
of these tabs represent a different sample. There are 6 tables in each, for 6
different analysts. Graphs below each table show % recovery data for each
analysts. The data is plotted about 100, which is the 'perfect score' (100%
recovery).

The last tab summarizes the CV and % recovery data for each sample- for each
analyst as well as overall laboratory (average of analysts).

Acceptance Criteria
% Recovery:
The limitations of the method accuracy are well known. The % recoveries are
expected to be relatively high, especially in the lower concentrations. The general
acceptance limits for samples of various concentrations are listed here:

Table 1.0 method acceptance ranges
% area asbestos
1
5
10
20
30
40
50
60
70
80
90
100

% recovery
50-300
20-180
50-150
50-150
65-135
75-125
80-120
85-120
85-115
85-115
85-115
85-115

These general acceptance limits are found in the method - EPA/600/R-93/116
and are to be used as guidelines only. Laboratories should adjust the
acceptance criteria using historical performance data, practical and logical
analysis and prudent evaluation.

CV:
True acceptance criteria for the measurement of CV has not yet been determined
as of the date of this document. Generally, CVe should not exceed .40.
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PLMQC.xls
Quality Control in the PLM laboratory consists of interanalyst, intraanalyst and
Interlaboratory analysis, (eeo EMSLQAASB101.0). The program tracks and
graphs the data using a number of worksheets for data entry and statistical
comparison, as described below. The program does not track the results from
daily standard analysis, blank analysis or microscope calibrations.

Data Input- this simply tracks the data as generated. This includes inter and intra
analysts and Interlaboratory. Information is hard entered In this spread sheet -
(no calculations are performed).

Report-the data entered into 'Data Input* is compared to each other using the "R-
value" analysis. Here, the program takes the difference of the 2 pieces of data
and divides it by the average, as explained here:

For intra analysts R = |(A-B)|/((A+B)/2)|

For inter analysts R= (A-B)/((A+B)/2)

Where: R = the measure of variance for the analysis

A = the value of the first analysis in %

B = the valuo of the second analysis In %

Notice we use absolute values when comparing intra analyst data. We are
concerned only with the true difference of the data, rather than if they are on one
side or the other, (bias up or down). The pure difference of the data characterizes
the analysts analyzing their own sample and the type of bias is not of interest

Chartsfinter/intra)- the R-value of each data pair is graphed about zero (a 'perfect
score'). The upper control limit is placed at 1 (see acceptance criteria below).

Although these graphs have been set up to allow for the plotting of variance data
below 1, this will not occur for the intra analysts report because we use absolute
values for the analysis of intra analyst data.(see discussion above),

Same Analyst/Different Analyst/Analysts 1. etc. -These spreadsheets simply
organize the data into the applicable QC type and make for easy graphing.

Acceptance Criteria

The criteria used in the program are as follows:

For intra analysts, R > 1 - FAIL or when asbestos identification errors occur
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For inter analysts. R>1 or R< -1.0

This pass/fail criteria is used for the analysis of paired data as they relate
mathematically to the QC program. It is important to keep in mind, criteria for
the correct Identification of asbestos is established in the OA manual -
EMSLQAASB101.0 and the PLM SOP. This data is not collected by this QC
program and must be tracked 'by hand'.

Qllcal.xls
This spread sheet tracks refractive index oil calibration. Using dispersion colors
and their matching wavelength, the refractive index of the oil is measured.

The user enters the following data:
• Manufacturers calibrated refractive index
• Oil Identification (Rl, lot number, etc.)
« Dispersion Color observed
» Matching refractive index. This information is found in the reference

"Refractive Index Liquid Calibration Using Optical Glass Standards" Shu
ChunSu, PhD.

• Change in refractive index per degree Celsius. This information is supplied by
the manufacturer, found on the bottle label

• Temperature at the time of calibration
« Refractive index measured of the oil

The program calculates the true, temperature corrected refractive index.

Acceptance Criteria
The difference between the calibrated refractive index and the labeled refractive
index must be < 0.004.
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EDXA Resolution Check
Resolution is very important because may of the peaks of interest for asbestos
samples are very close in energies. If, for example your resolution is poor, a
broad magnesium peak could hide a sodium peak that might be present right
next to it leading you to mlsidentify crocidolite fibers

The resolution of the Xray detector is measured using a grid with some form of
Manganese deposited on it.

The resolution of a particular elemental peak is defined as the width of that peak
at half of its maximum value (full width half max or FWHM). What we like to see
is very tall and very narrow peaks. The wider the peak the poorer the resolution.

To perform the calibration, collect a spectrum from the Mn calibration grid for 200
to 300 seconds. You want a lot of counts in the peak to aid in the statistics.

Once you have finished collecting, move the cursor to the left of the peak and on
a channel that is representative of the background, record the counts in that
channel into the TEMCAL spreadsheet (resolution page). Do the same for the
background level to the right of the peak.

Next you are ready to record the channel by channel counts in the Mn peak.
Start at the left side of the peak and move the cursor channel by channel left to
right, entering the count information into the spreadsheet as you go. Each
channel should be set to 10 KeV.

The exact start channel is not critical as the very beginning and end data are not
used in the calculations. Likewise it is not necessary to enter values for all 40
spaces on the spreadsheet.

Frequency
Resolution is measured semi-annually

The Program
The program determines the channel with the max value (after it subtracts the
background values). It then determines at what channels the half max values fall
on. In actuality these values fall in between two channels. The program is smart
enough to perform the extrapolation and determine the exact resolution.
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The resolution must be <175eV and the value for the sum of the resolution and
the variation (2 a) that is < 180eV.

The spreadsheet will perform all the calculations necessary and tell you if you
PASS or FAIL. The results also are automatically placed in the report page of
TEMCAL.xls. If the results show a FAIL then recollect the spectrum and try
again making sure to minimize background noise by:

- Collecting spectrum from the center of the grid
- Make sure the tilt angle is correct
- Select a collection area from center of grid opening
- Collect long enough to collect 10,000 or more total counts or more in the

Mnpeak

If after multiple tries the resolution is still greater than 175 ev then the detector
may need to be recycled or replaced. Contact Bruce Falseit or your Regional
Manager.

NOTE: The capabilities of the various lab's EDS systems varies. This program
provides a lowest common denominator approach to obtaining a resolution value.
If your system is capable of performing some or all of these calculations directly
then many of the above steps can be reduced or eliminated however please get
prior approval from the QA department.

K Factor Determination using SRM 2063

In order to perform any kind of Quantitative X-Ray analysis we need to know the
sensitivity of the detector to the elements of interest. These sensitivities are
expressed relative to some other element (typically Silicon) hence the term
relative sensitivity factors or K Factors.
The Xray detectors we use are Silicon/Lithium (SiLi) detectors with Beryllium
windows. These detectors are only sensitive enough to detect elements down to
and including Sodium. They are much more sensitive to heavier elements such
as Iron. This is why, given a spectrum with equal Mg and Iron peaks, we cannot
assume that there is 50% Mg and 50% Fe in the sample. In fact there is
probably much more Mg since we know that many more of the Mg Xrays are
being missed by the detector than from Fe.

To perform this calibration we need a standard with known quantities of various
elements. SRM 2063 is a thin glass film produced by NIST, with known
quantities of Mg, Si, Ca and Fe.
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Collect for 200-300 seconds in order to get good counting statistics. (10,000
counts in the Silicon peak is the typical rule of thumb).

Enter the background subtracted counts for Mg, Si, Ca, and Fe into the TEMCAL
spreadsheet (Kfactor page).

Print, date and sign spectrum.

Repeat for a total of twenty repetitions.

Frequency
These measurements are performed semi-annually

The Program
On the K Factor page of TEMCAL enter the background subtracted counts for
Mg, Si, Ca, and Fe into the TEMCAL spreadsheet (K-factor page).
The program looks at the total counts In each peak compared to the known
percentage of each element and calculates a K Factor for each element (relative
to Si(icon) for each run.

Once you have entered in all data for all six runs the program calculates an
average K Factor value for each element relative to Silicon and also the K Factor
of Mg to Fe. This K Factor is calculated as:

K factor for Mg. Ca and Fe to Si = % of element (Mg, Ca or Fe) / % of Silica x
counts of Silica / counts of element being measured.

r> factor for Ma to Fe = % Mg/% Fe x counts of Fe/counts of Mg

Certified Concentration % by weights:
Mg 7.97
SI 25.34
Ca 11.82
Fe 11.06

Acceptance Criteria
K Factor of Mg relative to Fe must be 1.5 or less
K Factors of Mg relative to Si must be between 1.0 and 2.0
K Factors of Ca relative to Si must be between 1.0 and 1.75
-and-
K Factors to a precision (2a) within 10% relative to the mean value obtained for
Mg, Si. Fe

Mapping of abnormal xray
XXXX
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K Factor Determination using Albite

To perform the calibration for the elements Al and Na, we need a standard with
known quantities of these various elements. SRM 2063 is great for determining
the relative sensitivities for most elements that we encounter during asbestos
analyses but not for aluminum and sodium. This is why we perform the K Factor
determination with an albite standard that has been characterized by microprobe
analysis.

With an albite standard, collect a spectrum for 200-300 seconds in order to get
good counting statistics. (10,000 counts in the Silicon peak is the typical rule of
thumb).

Enter the background subtracted counts for Na, Al, and Si into the TEMCAL
spreadsheet (Kfactor page).

Print, date and sign spectrum.

Repeat for a total of twenty repetitions.

Frequency
These measurements are performed semi-annually

77i« Program
On the K Factor page of TEMCAL enter the background subtracted counts for
Na, Al, and SI peaks into the TEMCAL spreadsheet for albite (K-factor page).
The program looks at the total counts in each peak compared to the known
percentage of each element and calculates a K Factor for each element (relative
to Silicon) for each run.

Once you have entered in all data for all twenty runs the program calculates an
average K Factor value for each element relative to Silicon

K factor for At to Si = % of element (Al) / % of Si x counts of Si / counts of Al.

K factor for Na to Si = % of element (Na) / % Si x counts of Si/counts of Na.

Concentration , elemental % by weights for the albite standard:
Na 8.75
Al 10.27
Si 32.07
K 0.10
Ca 0.07
O 48.76

Controlled Copy Page 13 of 36



CONFIDENT!
EMSLQCPROGSOP.200.3

Revision 2-Draft
Feb.2001

Acceptance Criteria
K Factor of Na relative to SI must be between 1.0 and 4.0
K Factor of Al relative to Si must be 1.0 and 1.75
-and-
K Factors to a precision (2a) within 10% relative to the mean value obtained for
Al, and 20% for Na

Magnesium and Silicon Detection
This is another test of the Xray detector's performance. If a detector is
performing poorly it will not be able to detect Xrays from very small fibers above
background levels.

Collect a spectrum from a single fibril (< 0.05 micron width) of NIST traceable
Chryeotile.

Magnesium and Silicon peak should be resolvable.

Frequency
Mg, Si are measured semi-annually

The program
Enter the information into the TEMCAL spreadsheet (Na Mg Si page). This
automatically reports the information on the "Report* page.
Print, sign, and date the spectrum and keep with monthly QC report

Acceptance Criteria
Resolvable Magnesium and Silicon peaks

Sodium Peak Sensitivity
The Xray detectors we use are Silicon/Lithium (SiLi) detectors with Beryllium
windows. These detectors are only sensitive enough to detect elements down to
and including Sodium. Since sodium is an element of interest in asbestos
analysis it is important for us to periodically determine whether or not our
detectors are actually detecting it.

It is not enough that we can see the sodium peak. It must be there with enough
counts to be statistically significant above the background levels.

To perform this calibration we collect a spectrum from a NIST traceable
Crocidolite sample. We collect for 200-300 seconds in order to get good
counting statistics. (10,000 counts in the Silicon peak is the typical rule of thumb).
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Fluency: CONRDENIML
Measured Quarterly

The Program
Once the spectrum has been collected we record the integral (whole peak) count
values of the sodium peak before arid after background subtraction. These
values are entered in the TEMCAL spreadsheet (Na Mg Si page). The
spreadsheet will perform the calculations and PASS/FAIL determination.

SODIUM PEAK IS SIGNIFICANT IF N > n + 3 (SQUARE ROOT
OF n x 2)

where: N = background subtracted
counts
n = backround
counts

Acceptance Criteria
Sodium peak must be statistically present

Corrective Actions
If, on multiple attempts the results are failing make sure:

o collect spectrum from center of grid
o collect spectrum from the center of grid opening
o ensure proper tilt angle of specimen
o you are collecting a spectrum from a suitable fiber with no

extraneous material around or covering it

Once an acceptable spectrum nas been produced print it out, sign
It, date it, and file it with your monthly QC Reports.

If none of the above helps your detector may need to be recycled or
replaced. Call Bruce Falseit or your Regional Manager.

Magnification Calibration on Film
In order to correctly determine the size of fibers for classification it is essential to
know the exact magnification of the microscope.
The procedure to determine this is fairly straightforward with the help of a
magnification calibration grid. These grids are carbon replicas of a lattice of
known spacing (most commonly 2160 lines per mm). Sometimes the replica is a
series of lines and sometimes a series of squares (waffle pattern). Both are
identical for our purposes.
Take a picture of the standard at both 10,000 and 20.000 times magnification.
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Eucentricity and critical focus are important!
When the film has been developed measurements are taken off the negative and
recorded into the TEMCAL spreadsheet.

Frequency: Monthly

The Program
On the magnification page of the TEMCAL spreadsheet enter the date, negative
number and measurement information. Measure the distance across numerous
squares or lines for increased accuracy. Enter the TOTAL distance and the
TOTAL number of lines being measured. The program calculates the size of
each square or line and then the exact magnification.

Acceptance Criteria:
Magnifications are charted over time. The variation of calibration data points is
managed by the spreadsheet The criteria is defined as 2 X the standard
deviation of the past measurements to date. This number must not be >5% of
the mean.

Magnification Calibration on Screen
Most of out laboratories are using JEOL100CXII microscopes with
phosphorescent screens that are not very condusive to on screen
measurements. The small and large circle are the 0.5 micron and 5 micron
measuring aids respectively. By measuring how many layer lines of the mag cal
grid fit in these circles we can calculate the on screen magnification. This
magnification Is always less than the magnification at the film level.

In order for this calibration to be accurate it is necessary to know the exact
ACTUAL diameter in mm of both the small and large circle. The actual size of the
small circle is especially important as this is the 0.5 micron (minimum size to be
counted) visual aid during analysis.

If these values are not known it will be necessary to remove the glass viewing
screen and take these readings. The diameters are entered into the magcal
section of the TEMCAL spreadsheet. This need be done only once, (unless the
screen is replaced).

Frequency: Monthly

The Program
The on screen measurement data can be recorded in the photo log with the
corresponding "on photo" information. Just a note saying for example "10.5 lines
in large circle at 20,OOOX"
This information can then be entered into the spreadsheet at the same time you
are entering the "on film" measurements. In the "On Screen" portion of the
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Magnification page of the TEMCAL spreadsheet, enter the Date and
measurement info (number of lines seen in the large circle). The program will
then calculate the actual screen magnification and percent difference from the
average and from the target.

Acceptance Criteria:
Magnifications will be charted over time. The variation of calibration data points
is managed by the spreadsheet. The criteria is defined as 2 X the standard
deviation of the past measurements to date. This number must not be >5% of
the mean.

The charts

Utilizes three types of graphs for each magnification (10,000x both on
screen and film, and 20,000x both on screen and film)

• Plots the 'Actual' magnification obtained on the given date
against the Target Value' magnification for the specified
magnification.

* Plots percentage of variance:
-% away the 'Actual' value for that day Is, against the
Target' value.
-% away the 'Calculated Mean* is from the Target1 value.

NOTE: These two lines should show a similar trend/pattern
when plotted, as they directly correlate with each
other

» These Control Charts use the acceptance/rejection criteria:
(2 Standard Deviations must be < 5% Mean)
Here 5 % of the cumulative mean to date is plotted as one
fine and 2SO Is plotted as another. The 2SD line should
always be "below" the charted line showing the value is "less
than" that of 5 % of the mean

Spot Size Measurement
Because it Is sometimes difficult to isolate a fiber for Xray analysis, the TEM
scope must be able to achieve a very smalt spot Some of the older scopes do
not have a double gap pole piece in the condenser lens and are therefore unable
to meet the spot size requirements. In order to measure the spot size we take a
photo of spot size 3. After developing we measure the diameter of the spot
directly from the negative.
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Frequency:
An electron micrograph verifying the calibration must be recorded yearly.

The Program:
On the "magnification page of the TEMCAL spreadsheet go to the spot size
section.
Enter the dote, the most recent calculated Magnification and the mm diameter
measurement taken from the negative
The program will then calculate the exact spot size nanometers.

The Charts
These Control Charts use the acceptance/rejection criteria:
2 Standard Deviations MUST BE < 5% Mean
Here 5 % of the cumulative mean to date is plotted as one line and 2SD is plotted
as another. The 2SD line should always be "below" the charted line showing the
value is "less than" that of 5 % of the mean.

Acceptance Criteria: In order to meet AHERA requirements the spot size
used for X-Ray Analysis must be 250 nm of less This is because it is sometimes
difficult to isolate the fiber of interest. The variation of these measurements is
tracked over time and managed by the spreadsheet. The acceptance Is defined
as 2 X the standard deviation of the past measurements to date. This number
must not be >25% of the mean.

Camera Constant Determination
Similar to magnification calibration, the camera constant is basically a
magnification determination when the scope is in diffraction mode. By taking a
diffraction pattern of a sample with a known d-spacing (gold) and measuring the
spacings on the negative we can accurately determine the magnification or
camera constant.

Frequency
Monthly

The Program

Once you have developed the negative you can measure the diameter of the
various rings in mm.

On the camera constant page of the TEMCAL spreadsheet enter:
-The date the picture was taken
-The negative number
-The camera length the pictures were taken at
-The mm measurements of the diameter of the first ring (in three directions) and
of the 3rd ring (also in three directions).
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Multable measeruement sare made to take in to accoutn any stigmatism
that may be present.3 on all 3 rings? or one on all 3 rings.

The program will then calculate the camera constant

Charts
Utilizes two types of graphs:
Here graphs reflect the line measurement and if applicable the on-
screen measurement acquired on the given dates.

I) Plote percentage of variance
-% away the 'Actual' value for that day is, against the
Target' value.

II) These Control Charts reflect acceptance/rejection criteria.
(2 Standard Deviations MUST BE < 5% Mean)
Here 5 % of the cumulative mean to date is plotted as one
line and 2SD is plotted as another. The 2SD line should
always be "below" the charted line showing the value Is "less
than" that of 5 % of the mean.

Acceptance Criteria
The variation of the measurements is tracked over time and managed by the
spreadsheet. The acceptance is defined as 2 X the standard deviation of the past
measurements to date. This number must not be >5% of the mean.

The electron microscope should be able to obtain difraction patterns from single
fibrils of chrysotile without excessive beam damage. From a standard made Ot
NIST traceable Chrysotile (such as 1866), obtain diffraction patterns from ten
individual single fibrils of chrysotile and observe the diffraction patterns for 15
seconds.

Beam Dose

Frequency
Seml-Annually

77ie Program

On the beam dose page of the TEMCAL spreadsheet enter
-The date
-NIST std used
-Number of patterns obtained
•Number of patterns remaining after 15 seconds
-Negative number of SAED pattern
-Negative number of image
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Acceptance Criteria
Chrysotile fibril must remain visible for 15 seconds.

Plasma Asher
The ashing step serves two main purposes. One Is to remove any organic
material from the surface of the filter to make the asbestos analysis easier. The
check what the actual program second purpose is to actually ash the top 5-10%
of the MCE filter (also organic) away to reveal or expose any asbestos fibers that
may have been covered over by the clearing (collapsing) process. Too little
ashing and some or all of the fibers don't get exposed. Too much ashing and
you run the risk of fiber loss and also the surface of the filter becomes so pitted
that the prep suffers from excess carbon film breakage or a filter surface that is
too rough and grainy to analyze.

To perform this calibration ash pre-weighed MCE filters for a set period of time.
After ashing we weigh again to see what percentage has ashed away.

Frequency
These measurements am performed quarterly

The Program
On the Plasma Asher page of the TEMCAL spreadsheet enter
-Date
-Ash Time
-Gravimetric Data

The program calculates the weight loss and also the time then necessary for a
ten percent ash.

Acceptance Criteria
Aching times arc meaauiwu (u determine me Dme for a 10% ash.

TEMQC
1876b.xls

A measure of analysts accuracy is performed with the analysis of the NIST
traceable Standard Reference Material (SRM) 1876b. Analysis is done on these
samples following the NIST counting rules submitted with the SRM. - "National
Institute of Standards and Technology Certificate Standard Reference Material
1876b. A Chrysotile Asbestos Standard Reference Material for Transmission
Electron Microscopy". The analyst counts 12 different grids and enters the data
into the spread sheet..
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Frequency:
All active analyst (those qualified to perform analysis-see EMSLQAASB module
B 1.0) must analyze 1876b at least once a year.

The Program
The program monitors and tracks the results for each analyst. It calculates the
mean, standard deviation and coefficient of variation. A trimmed mean value is
obtained from the 12 results by averaging 10 counts after the highest and lowest
counts are eliminated from the 12 counts. This trimmed mean value is then
compared to the lower limit and upper limit values, as described below.

Acceptance Criteria
From the data found in the SRM certificate, the actual value of the sample is 18.2
structures per 0.01 mm2' ± 3.5 structures. Guided by the recommendations of
the NVLAP program, we use 80% of the lower limit (at 18.2 - 3.5 structures) and
110% of the upper limit (at 18.2 + 3.5 structures) as our acceptance criteria.

Therefore:

Target Value - 18.2 structures per 0.001mm2 (s / 0.001 mm2) or 1820
structures per mm2

Lower Limit - 18.2 - 3.5 = 14.7 (actual lower limit)
14.7 x 80% - 11.78 structures per 0.01 mm2 or 1176 per
mm2.

Upper Limit - 18.2* 3.5 structures = 21.7 (actual upper limit)
21.7 x 110% = 23.87 structures per 0.01 mm2 or 2387 per
mm2.

TEMQC.xls
Some of the most useful information about the performance of an analysts Is
found with sample reanalysis. This is done using a selection of types of
reanalysis. These include:

Intra analyst - same analyst
Inter analyst - different analyst
Inter analyst verified - different analyst using verified counting technique
Inter laboratory (Round Robin) - different laboratory

Datails on these various typoo of QC analysis can be found In EMSL.QAASB
101.0 Module B, 6.2.1 and EMSLTEMSOP.200.0

Frequency:
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The frequency of QC analysis is based on requirements by accrediting
authorities and GLP (Good Laboratory Practice). These are:

Intra analyst - 2% of sample volume
Inter analyst - 4% of sample volume
Inter analyst verified -1% of the grid openings analyzed
Round Robin - .5% of sampte volume

The Program
Data Input - All results of reanalysis is entered in this spread sheet

Inter/ Intra analyst. Interlaboratorv

Reanalysis data is evaluated by comparing the differences of the 2 results and
dividing by the average - called Variance (or R value). It compares the data for
each analyst being checked, with a second analyst.
Calculations are

For intra analysts R = |(A-B)|/((A+B)/2)|

For Inter analysts R= (A-B)/((A+B)/2)

Where: A - the result of the analyst being checked

B = the result from the other analyst for the same grid
opening

Notice we use absolute values when comparing intra analyst data. We are
concerned only with the true difference of the data, rather than if they are on one
side or the other, (bias up or down). The pure difference of the data characterizes
the analysts analyzing their own sample and monitoring the type of bias is not
necessarily of Interest.

Chart: The data is charted for each analyst, for each 00 type. Sample number is
the x-axis. Variance is charted on the y -axis. This graph does not demonstrate
pass of fail, it rather provides a statistical tool for evaluating laboratory precision.

Verified Analysts
The evaluation of the data for verified results involves the comparison of the data
generated by the analyst and a QC analyst. Any disparity is resolved with a
confirmatory analysis. The confirmed result is used generate information of the
analysts performance by tracking the %'s of True Positives (TP), False Negatives
(FN) and False Positives (FP). The spread sheet calculates and graphs the
information.

Example:
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Analyst 1 -counts 10
Analyst 2 - counts 15
Confirmed results - counts 12

Evaluation: Analyst 1 = 83% TP (has counted all 10 of the 12 fibers in the
sample -but missed 2)
17% FN (has missed 2 of the 12 fibers in the sample)
0% FP (has not counted any more than what is
actually there)
Should be (83% TP
17% FN) ~

Analyst 2 = 80% TP (over counted by 3 - not all of the 15 counts
are true- 25% Is false, therefore the total count is only
75% true1)
0% FN (has not missed any fibers)
20% FP (over counted 3)

Asbestos Identification errors are also entered into the spreadsheet for tracking.
A % of the misldentified count(s) is assigned and displayed. This data is hard
entered and is tracked by 'hand only1

Acceptance Criteria

Verified Analysis:
The acceptance criteria used for analysts performance are:

> 80% True Positive
< 20% False Negatives
< 10% False Positive

Important note: the program does not flag missed Identification as a 'failure'..
This must be noted by the laboratory Manager (see EMSL.QAASB101.00)

Inter/ Intra analysts, Intralaboratory:
The program calculates the pass/fail of the 2 pairs of data using:

If the mean of the recount (average) is < 5 structures, acceptable
agreement between the 2 counts is = +/-1 structures

If the mean of the recount (average) is 5-20 structures, acceptable
agreement between the 2 counts is = +/- 2 structures

If the variance is > 20 structures, the acceptable agreement between the 2
counts is = +/- 3 structures
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The program performs the above calculation and assigns a pass or fail
the worksheet column. This information is not displayed graphically.

2.3 Phase Contrast Microscopy

PCMCV.xls

Accuracy

A coefficient of variation is generated for use in the calculation for the acceptance
criteria.

Daily reference sample data for each analyst is collected and tracked in the
EMSL Monthly QC report. Analysis is performed using past proficiency testing
(PAT) rounds. For each set of 20 data points, a coefficient of variation (CV) Is
determined for each individual analyst in fiber ranges of:

5-20 fibers/1 OOfields
21-50 fibers/100 fields
51-100 fibers/100 fields

As these standard samples are analyzed, current data replaces the oldest data
point.
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Precision
PCMQC.xls
Sample reanalysis is performed as intra analyst (same analysts) QC at the rate
of 10% of sample volume. The spreadsheet compares the 2 pieces of data and
calculates the pass/fail criteria following NIOSH 7400 requirements as follows:

Pass - If the absolute value of the difference between original and QC analysis
(in f/mm2) is less than or equal to the value calculated by the constant (2.77)
multiplied by the average of the square root of the original and QC fiber counts
times the calculated CV value divided by 2.

-Joriginalf 1 mm '-Vitf / mm 2 2.77! V// mm

Fail - If the absolute value of the difference between original and QC analysis (in
f/mm2) is greater than the value calculated by the constant (2.77) multiplied by
the average of the square root of the original and QC fiber counts times the
calculated CV value divided by 2.

I mm 2 - ^qcf I mm 2.77 V7/ mm mm CV
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3.0 DATA AND REPORT ORGANIZATION

Introduction
The manner by which the final Monthly Report Is organized plays an important
role in the overall Quality Control plan. The presentation of the data must be
arranged so as to provide the reader with a view of the laboratories overall
performance.

Table of Contents:
The Table of Contents describes the order of the QC information. This page is
placed after the cover page.

QC Summary Report:
This page is the key section of the report. It summarizes all of the QC activities
for the month and keeps a tally on the performance of the lab (and analysts) over
the year. It provides a 'snap shot' of the laboratories compliance with QC
frequency and shows if the data is within established acceptance criteria.

Data is entered into the shaded areas of the spreadsheet only

There are number of issues that must be understood when using this report.
These Include:

1. QC Credit
The 'credit' for a QC analysis belongs to the original analyst. For example: John
performs 10 reanalysis on the samples originally analyzed by Mary. Mary's total
QC samples is 10, Johns is 0.

2. The Assignment of Outliers
The assignment of an outlier (same as failure in spreadsheet) must be
determined by the Laboratory Manager. Which analyst has made the error is
based on an evaluation of the data, an analysis by a third party, etc (see section
10.3 Corrective Action in the QA Manual for additional information).

3. Defining Outliers
The QC program uses a simple statistical measure of relative difference (R
value). This is labeled Variance on the spreadsheets (see PLM and TEM QC
sections above for more detail).
In the interest of simplicity, we have chosen this method of data evaluation.
However, when applying this method to the PLM QC, paired results at the
lower concentrations, do tend to 'fail'. Using common sense, the lab Manager
should make a careful evaluation of the failure and make note ortthe
spreadsheet if the failure is or is not justified, for the questionable cases. For
example, results of 2 and 7% fail the QC check. While the difference in these 2
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results should be flagged, they are not necessarily defined as a failure. See
EPA/600/R-93/116 page 11, table 2-1 for guidance.

4. Measuring Qualitative Errors
For inter and intra analysis In PLM and TEM, qualitative errors must be
monitored 'by hand'. The Lab Manager (or designee) reviews the report for
discrepancies In asbestos type and records them on this Summary report in the #
out columns.

5. Cumulative Average of the Variance
For the evaluation of QC data for PLM and TEM reanalysis, the cumulative
average of the avg. variance Is calculated versus the #out. This will give
information on any trends that may be occurring. Keep in mind, # of outliers are
(indirectly) reflected In the variance.

LAB PERFORMANCE
Number % Total Samples

Total Non-Analysis Errors

This section tracks the total errors the laboratory may have had in the month.
Average the % for each analysis (PCM, PLM and TEM) found at the end of each
section.
Errors are defined as:

Non-analysis errors - these are technical type errors, such as mixing up
samples (reporting results for the wrong sample), losing samples, etc. These are
tracked by the lab manager or designee 'by hand' and are documented with a
corrective action report.
It does not Include items such as typographical errors, missed deadlines, a
missing sample on the chain of custody, results faxed to the wrong client,
changed turnaround times or other business related type errors. IMPORTANT: in
the case where a typographical error had occurred where asbestos was detected
- yet reported as ND or visa versa, a corrective action must be completed (as
well as an amended report-see QA manual for more specific detail).

All other Errors - these are QC related errors. The number of 'failures'
as calculated by the spreadsheets in the QC program for the interanalyst,
intraanslyst, interiab and standards are tallied here. Any errors on proficiency
testing (PT) results and contamination problems are also added here. Failed PT
and laboratory blank results are tracked by the lab manager (or designee) by
•hand'.
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% of total samples-this is the percent of total client samples, not the total
number of QC samples analyzed.

PCM TOTALS
QC FREQUENCY Samples

TOTAL SAMPLES ANALYZED % of Total
INTRA-ANALYST QC (1/10 or 10%)

INTER-LABORATORY (1/200 or 0.5%)
TOTAL QC (minimum " 10.5%)

This measures frequency (amount) only. Notice we do not perform inter-analysts
QC. (see NIOSH 7400).

% of total - this is the % of QC performed on total client samples
analyzed.

A note on Standards Analysis: the daily reference slide data is tracked in the CV
section of the program and not summarized here. This data is used to generate
the Coefficient of Variation for each analyst for the calculations used for
acceptance/rejection criteria (see above PCM section for more detail). Daily
reference slide analysis is also performed to calibrate the analyst and
microscope prior to the days analysis.

LABORATORY PERFORMANCE
INTRA-ANALYST QC

Samples
#0ut %Out

This records the data for the samples reanalyzed by the same analyst only.
Using the spreadsheet In the program' Monthly QC for PCM Analysis', count and
record the number of QC samples analyzed and number of failures.

% out - the % of failures on the QC samples

QC INTER-LABORATORY QC
Samples

#0ut %0ut

Inter-laboratory QC are samples such as round robin analysis.
Data is entered same as above for intra-analyst.
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PLM TOTALS
QC Samples

TOTAL SAMPLES ANALYZED
INTER-ANALYST QC (1/15 or 7%)
INTRA-ANALYST QC (1/50 or 2%)

STANDARDS (1/100or1%)
INTER-LABORATORY (1/500 or 0.2%)

TOTAL QC (minimum = 10.2%) 0.00

% of Total-% of total client samples analyzed

#Out %Out Cum.Avg.
BLANKS (DAILY)

Is Monthly Data Acceptable? (Y/N)

The lab manager (or designee) monitors the data recorded for the daily blank
analysis. This data is generally recorded on a separate form kept in the PLM lab.
The QC program itself does not have a spreadsheet that maintains this
information.

For NYS Labs, record the Information from the blank analysis performed
for NOB's (1 out of every 20 Is analyzed as a blank) hero also.

# out - # of samples that have shown contamination

% out - % of blank samples that where contaminated (of the total blank samples
analyzed)

Cum. Avg - this is the average % outliers, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average % of
Jan. Feb, March and April.

LABORATORY PERFORMANCE
QC/ INTER-
ANALYST

Samples Avg. Variance ft Out %Out Cum. Avg.

Samples - number of QC samples analyzed.
Avg. Variance - this is the average of the variance found in the 'Original'
column in the spreadsheet, Monthly PLM Friable QC Summary. This
information gives the overall precision of the analyst.
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Note: use the true (and not absolute value) when averaging these numbers, as
this will monitor any real bias an analyst may have.

# Out - number of outliers counted from the Monthly PLM Friable QC Summary,
(see also 2 and 3 in Introduction)

% Out - The % of outliers to QC sample

Cum. Avg. - this is the average of the variance, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average of
the avg variance of Jan, Feb, March and April.

I QC / INTRA-ANALYST | Samples I Avg. Variance | # Out I % Out I Cum. AvgTI

This section is completed same as above using same analyst reanalysis

L QC/STANDARDS I # STDS. I AVQ % Recovery | # Out | % Out I Cum. Avg. I

The data for standard analyses are taken from the EMSL PLM Accuracy
spreadsheet.

# STDS - Total number analyzed in all 3 ranges

Avg % Recovery - Average the percent recovery from ail 3 ranges.

n Out - This is the number of analysis that have 'failed1 using the EMSL PLM
Accuracy spreadsheet. Include both the qualitative and quantitative errors.
Once again, the assignment of the outlier is determined by the lab manager (see
item 2 and 3 in introduction)

% Out - The % outliers of the # STDS.

Cum. Avg - this is the average of the % recovery, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average of
the % recovery of Jan, Feb, March and April.

I QC/INTER-LABORATORY I Samples I Avg. Variance I * Out I % Out I Cum. AvgTi

This section is completed as above using inter-lab reanalysis (and round robin
data).

Overall PLM laboratory Performance

Total QC
Samples

ffOut %Out Cum. Avg.
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This information gives us the overall performance of the PLM lab. Add up all the
data from the other sections for total QC samples and flout. Figure %out on QC
samples.

Cum Avg.- this is the average of the %out, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average of
the %out of Jan, Feb, March and April.

TEM AIR TOTALS
QC Frequency Samples

TOTAL SAMPLES ANALYZED % of Total
INTER-ANALYST QC (1/25 or 4%)

INTRA-ANALYST (1/50 or 2%)
VERIFIEDS: (Inter and Intra analyses must total sample;

. 1%)
INTRA-LAB (1/200 GO or 0.5%)=(5/1000

Samples)
INTER-LAB (1/200 GO or 0.5%)=(5/1000

Samples)
BLANKS PREPPED (1/10 or 10% )
BLANKS ANALYZED (1/25 or 4%)

TOTAL QC (minimum = 11%)

Note: 20% of the 1% verlfleds must be performed on samples containing 6-40
structures/grid opening.

% of Total - this is the % of total client samples analyzed.

I SRM 1876b (Annually)

Record any SRM 1876b analyzed in that month here. This tracks compliance of
frequency only and does not score the analysis. This is done it the next section -
Laboratory Performance

LABORATORY PERFORMANCE
~ ~ r I Samples I Avg. Variance I # Out I % Out I Cum. AvgTQC/INTER-ANALYST

Note: Inter-analyst reanalysls is a different QC 'type' than Is verified
analysis. In other words, we do not consider verlfleds as Inter-analysts and
Inter-analysts as verifleds
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Samples - number of QC samples analyzed.

Avg. Variance - this is the average of the variance found in the 'Original'
column in the spreadsheet, TEM QC Summary. This information gives the
overall precision of the analyst for the month.
Note: use the true (and not absolute value) when averaging these numbers, as
this will monitor any real bias an analyst may have.

# Out - number of outliers counted from the TEM QC Summary, (see also 2 and
3 in Introduction)

% Out - The % of outliers to total QC samples

Cum. Avg. - this is the average of the variance, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average of
the avg variance of Jan, Feb. March and April.

I QC / INTRA-ANALYST | Samples | Avg. Variance | # Out I % Out | Cum. Avg.

This section is completed as above using intra-analyst reanalysis.

I QC / VERIFIEDS | | # Verified I % TP. FP. FN I 9 Out I Cum. Avg. |

The information for this section comes from the spreadsheets in the verified
section of the QC program.

% TP, FP, FN - the program calculates this automatically in the Analysts
Verified Summary for Laboratory. Simply copy the data into the boxes.

# Out - if the analyst's performance has exceeded the acceptance criteria, for
the month, place a 1 here.

Acceptance Criteria:

> 80% True Positive
< 20% False Negatives
< 10% False Positive

Cum Avg.- the this Is the average of the % TP, FP and FN , averaged
throughout the year beginning with January. For example, April's Cum. Avg will
be the average of the TP, FP and FN % of Jan, Feb. March and April. Average
each QC type.

I QC/1876b I I # I PASS /FAIL I
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The 1876b spreadsheet is not included in the QC program package. It is a stand
alone spreadsheet that performs the acceptance criteria calculations. Transfer
the data to these boxes in the appropriate month. Do not complete is no analysis
was performed in that month. (Reminder: 1876b is analyzed annually - at a
minimum)

QC / INTER-LAB I Samples | Avg. Variance I # Out I % Out I Cum. Avg.

Samples - number of QC samples analyzed by an other laboratory.

Avg. Variance - this Is the average of the variance found in the 'Original'
column in the spreadsheet, TEM QC Summary. This information gives the
overall precision of the laboratory for the month.
Note: use the true (and not absolute value) when averaging these numbers, as
this will monitor any real bias a laboratory.

# Out - number of outliers counted from the TEM QC Summary, (see also 2 and
3 in Introduction)

% Out - The % of outliers to total QC samples

Cum. Avg. - this is the average of the variance, averaged throughout the year
beginning with January. For example, April's Cum. Avg will be the average of the
avg variance of Jan, Feb. March and April

QC/BLANKS # Blanks |ln Compliance? | # Out I % Out I Cum. Avg.

The tracking and evaluation of laboratory blank analysis is done by the laboratory
manager. A reminder that the acceptance criteria for the blanks are:

the maximum allowable contamination levels for laboratory blanks are a
cumulative average of 18 structures/mm2 or any single preparation level of 53
structures/mm2. Detailed information can be located in the appropriate SOP.

The manager should be recording blank analysis data and checking the data
against the above criteria.

Note: this does not include field blank analysis.

Overall TEM Laboratory Performance Total
Samples

#0ut %0ut Cum.
Avg.

This section is designed to demonstrate the laboratories overall performance by
tracking the % of outliers against total samples analyzed. It does not provide a
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summary for the analysts or laboratories precision (variance). This information
is used to complete the

4.0 RESPONSIBILITY / REPORT REVIEW

This section describes the process of evaluation and review of the Monthly
Quality Control Report. It delineates the responsibility to the applicable
departments and defines the level of examination and reporting.

4.1 Laboratory Staff

The laboratory Management administrates the Monthly Quality Control Program
at the local laboratory level. The Management is responsible for insuring
compliance with the program requirements. The implementation of the program
includes:

• Performance of the required amount of QC (listed on Summary
Report, QA manual and section 2 above)

• Completion of the QC Summary Report
> Submittal of report to the QA Department on or before the 15th of the

month following the month of report.
• Proper filing and maintenance of both the hard and electronic copy of

the report

4.2 Quality Assurance Department

Review
It is the responsibility of the Corporate Quality Assurance Department to closely
review and evaluate the laboratories monthly QC Report. Trie reports are
reviewed and scored on:

• timeliness of suomittal
• % QC of Sample totals
• coefficient of Variation determined (for PCM analysis)
• analysis of Standards
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• calibration frequencies
• corrective actions
• instrument calibrations preformed at required frequencies
• within acceptance criteria

A checklist guides the reviewer through this evaluation process.

Performance Criteria

The QA Manager reviews the data for compliance with established acceptance
criteria (see above analytical sections for specific standards). The data is
compared to these standards. If the QC results and the calibration
measurements are within control, a note is made on the checklist. No further
action is required.

\n the event of an outlier. an investigation Is performed as to the cause. If the
"outlier is related to sample QC analysis, the QA Manager checks the corrective
action report. The manager insures the actions taken have satisfied the
performance criteria policies. A follow up with the Laboratory Manager may also
be necessary.

If the laboratory shows non-compliance of calibration measurements, the QA
Manager reviews the corrective action report The Issue may be discussed with
the laboratory manager to confer on the severity of the problem , insure the
instrument is currently in compliance, and provide additional support if
necessary.

Reporting
The QA Department provides the laboratory manager feedback with a 'report
card' on a semi annual basis. This report scores the laboratory performance on
the checklist items listed above.

The QA Manager also issues periodic reports to the Corporate General Manager
and/or President. These reports contain a summary of the laboratories
performance as they relate to a QC activities.

The program (in sections or entirety) is assessed periodically for accuracy,
applicability, efficiency. Any changes to the program must be approved by the
QA Department.

Note:
It is not the intention of the Corporate QA Department to mandate the process by
which QC data is collected. The day -to -day processes of the QC analysis is
managed by the Laboratory Manager. For example, the Manager may choose to
pull every 10th sample In a batch for QC analysis, or may choose to pull 10% at
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the end of the work day. In other words, the procedures applied for the collection
of data is done at the local level.

References:

New York State Department of Health, Environmental Laboratory Approval
Program Certification Program. Item No.236, March 1,1997.

AHERA, 1987.40 CFR 763

NIOSH Manual of Analytical Methods (NMAM) 7400 Issue 2:August 15,1994.
Fourth Edition

Method for The Determination of Asbestos In Bulk Building Materials,
EPA/600/R-93-116

American Industrial Hygiene Association: Quality Assurance Manual for Industrial
Hygiene Chemistry. Fairfax, VA. American Industrial Hygiene Association 1995

Controlled Copy Page 36 of 36



Appendix 4

EMSL Analytical S.O.P. for AHERA Analysis, 40CFR Part 763 Appendix A
to Subpart E Interim Transmission Electron Microscopy Analytical
Methods, 7/02



EMSLJOCX.AHERA.SOP 200.4

July. 2002

EMSL Analytical S.O.P. for AHERA ANALYSIS

40CFR Part 763 Appendix A to Subpart E
Interim Transmission Electron Microscopy Analytical

Methods

SAMPLE RECEIVING

Upon receipt of samples, check that the sample information on the Chain of Custody
(COC) matches the information on the samples and other paperwork. Any discrepancies
must be resolved before proceeding. If the samples do not have a COC then one is
completed at time of log in. Have the client fill out the necessary information completely.

Information Required:
- Client name, address, telephone number, contact person, etc.
- Project number and state where samples were taken
- Number of samples sent and there ID
- Type of analysis requested
- Sample volumes or areas, where applicable
- Turn around time needed
- Date and time of delivery
- Date and signature of the person relinquishing the samples.
- Date and signature of the EMSL employee receiving the sample.

Check to see if the samples match the COC and if the cassettes are open, damaged, or
contaminated.

If the samples are damaged or if the COC does not match, notify the client.

Clock in the samples and place your initials next to the time received.

If any of the following information is not supplied, contact the client.
- Client name, address, telephone number, contact person, fax number
- Project number/ name, state where samples where taken
- Number of samples aent and sample ID's
- Type of analysis requested
- Sample volumes or areas if applicable
- Turn around time-'RUSH"'» not acceptable
- A date and signature of the person relinquishing the samples
- All samples MUST be accounted for with the proper sample ID's
- All samples MUST be sealed, properly bagged and undamaged
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SAMPLE LOG IN

If all of the above criteria for sample receiving are met then the sample can be logged in
to Sample Master (LIMS) as per the Sample Master SOP. This process will assign a
unique EMSL order number for the project as well as unique lab sample ID'S. The LIMS
will create*.

• appropriate bench sheets Tor the type or analysis requested
• Internal Chain of Custody

SAMPLE PREPARATION

Almost all AHERA samples are collected on MCE filters (0.45 micron or less pore size).
Polycarbonate (PC) filters are also acceptable (0.4 micron or less pore size).

MCE Filters

1. Place the samples in an order corresponding to the clients COC.
2. Cut a wedge from the filter of each sample and place it on a clean 1x3

microscope slide in the following manner.

(Note: it is also helpful to cut your lab blank a slightly different shape wedge to
aid in differentiation between the first and last sample. In this example. 1 and 6
represents the client sample number)

3. Add a Laboratory Blank to the end of the series. Only done on a daily basis.
4. Collapse the filters using the acetone vaporizer and fresh acetone.
5. Write the order billing number and the first and last client sample number for the

sample set, with a permanent marker (sharpie).
6. Ash the sample for a 5% ashing. The current calibrated time for a 5% ash should

be posted on the asher unit itself. See Asher SOP for instructions on its use.
7. When ashing is done, remove sample(s) from the asher.
8. Transfer the elide(6) of eamplee from the asher to the vacuum evaporator for

carbon coating. (See Vacuum Evaporator SOP for details in use).
9. Coat the samples with a carbon coat that is brownish/gray. Too little carbon and

you will end up with a lot of breakage. Too much carbon (mirrored surface) and
you will see cracking (fine fault lines) at analysis.

10. After carbon coating, the samples are ready for filter dissolution In the Jaffe wick
•Mashers.
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11. Place a piece of cut Kirnwipe onto the sponge in the petri dish. Add enough
acetone to completely saturate the sponge and Kimwipe, bringing the final
volume to half the thickness of the sponge. It is suggested to cut a notch in the
top right comer of the Kimwipe as a visual aid in orientation. (Optional) DMF and
DMSO may replace acetone and in some cases will yield better preparation.

12. Place three grids per sample in order on top of the Kimwipe making sure that the
'matte" or dull side of the grid is up.

13. With a straight edge razor blade cut a thin strip (5-6 mm) from the rounded edge
to the print of the collapsed and sated sample fiber wedges.

14. Again with the straight edge razor blade gently life up a comer of the thin strip to
aid in removal off the slide with forceps.

15. Using dean forceps, lift up one strip at a time and place it onto one row of the
copper grids, carbon side up

Set up as shown:

Sample* > 1

ooooo
ooooo
ooooo

16. Once all strips have been placed on the grids, add acetone if needed to remove
any air bubbles under the filter paper.

17. Replace the petri lid and label.
18. Allow to stand for 35 to 45 minutes.
19. Remove the petri lid. With fine forceps, pick up the kimwipe by a comer and

remove it (and the samples) from the wick washer. Place kimwipe onto a new
Kimwipe or a paper towel with grids facing upward.

20. Pull each grid carefully off the kimwipe with fine forceps.
21. Grids are attached to an asymmatric copper dip with pro-cut sections of carbon

double-stick tape. The clips are rectangular with a rectangular elongate opening
running along the long axis of the clip. One end has a semi-circular notch on one
end.
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22. Counting away from the notch, the first and second grids are from sample one,
the third and fourth from the second sample, and the fifth and sixth from the third
sample. On the second dip are samples, four in the first and second grid
positions, five in the third and fourth positions and the lab blank positions five and
six. In the event of additional samples, continue this sequence, placing the blank
at the appropriate position.

L.
X'

: i 1 1 2 ; • s i

\ / X

j 4 ' :' S | 1 8

/ \ /
V

23. The notched end of the clip is oriented closest to the tip of the specimen arm.

Grid Storage

1. Clips are lettered A through U inclusive, and placed in a specially
designed holding box.

2. Grid boxes are uniquely and sequentially numbered (eg. NY0217)
3. The analytical worksheet is labeled with a grid box number, clip letter (ID)

and location #. The location number 1-6 starting from the notch.
4. All unanalyzed grids are placed into standard numbered grid boxes,

recorded on the grid box log sheet and stored for 3 years.

NOTE: Polycarbonate (PC) Filters (0.4 microns or less pore size)

It is unlikely that you will ever receive AHERA samples on PC filters, however, if you do,
the preparation steps are identical EXCEPT that the collapsing and ashing steps
(6-8 above) are not performed. In addition, ae acetone will not dissolve polycarbonate.
Chloroform is used in the Jaffe wick washer instead.
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SAMPLE ANALYSIS COfflDENM
Procedures
1. Remove the first sample grid from the box and insert it into the TEM.
2. Bring the TEM to a magnification of 300 to 500x and inspect the grids to

determine if at least 50% if the grid openings are intact. If two of the three grids
are not 50% intact then the samples will have to be reprepped.

3. Two grids are analyzed per sample. (Separation of grid openings for each grid is
recorded on the bench sheet, indicating the column location of the particular
grid).

Sample Preparation Acceptance
1. More than 50% of the grid must be covered by the replica.
2. Grids must have at least 50% Intact grid openings.
3. Grids must not have more than 10% opaque area due to incomplete filter

dissolution.
4. Total Grid openings must have <50% overlapping of folded replica film
5. At least 20 grid openings with <5% holes and <5% opaque area due to

incomplete filter dissolution.
6. Grid openings analyzed must not have rips or overlapping folds.

AHERA Protocol
1. At a magnification of 100X, orient an intact grid opening on the middle of the

screen.
2 Increase magnification to 19,000x taking care to remain in the chosen grid

opening.
3. Log the grid opening identification on the sample worksheet.
4. Move to the upper left comer of the grid square and begin traversing the grid

towards the lower left comer (using only one directional control). Once the
opposite grid bar has been reached, move over in the right direction, one large
drde (-5 jim) width and proceed scanning in the upwards direction. Repeat
procedure. The entire grid opening has been scanned. Take care not to count
any structure twice or to miss any area of the grid opening.

5. If no fibrous structures have been located repeat steps one through four until the
stopping procedures have been reached. [Do not analyze adjacent grid
openings].

6. If a fibrous structure has been located, check its morphology against the
morphologies for each asbestos type. If morphology is consistent with
asbestiform fibers, proceed to EDX analysis. See Energy Dispersive X-Ray
Analysis SOP.

7. Obtain a diffraction pattern for the sample. Record diffraction information on the
sample worksheet. See SAED SOP for detailed information on obtaining
diffraction patterns. If diffraction pattern is consistent with asbestos proceed to
EDXA

8. Obtain an EDX of the sample by following the procedures outlined in ENERGY
DISPERSIVE X-RAY ANALYSIS and compare it to the spectra for the asbestos
types. Record the information on the sample worksheet.

9. If the morphology, diffraction, and EDX Information match that of an asbestos
type, then record the structure as asbestos.
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10. For asbestos structures, note whether it is a fiber, bundle, cluster, or matrix.
- Fiber, a single fibril not connected to any non-fibrous debris.
- Bundle: any group of three or more fibers lying parallel and with less

than a single fiber diameter between them.
- Cluster, a group of three or more fibers or bundles randomly oriented

with three or more intersections.
- Matrix: a bundle or fiber with one end free and the other end covered by

or imbedded in a matrix material.
11. Working magnification is 1 g.OOOx to 20,000x.
12. Fiber criteria

-Aspect ratio of 5:1
- Must be >0.5|im length

13. Sizing of fibers
- Record <5nm length and >5nm length

14. Required BOX (for each type of asbestos)
- All fibers that cause the sample to exceed 70etr/mm2

15. Required diffraction patterns (for each type of asbestos)
- All fibers that cause the sample to exceed 70str/mm2

- One micrograph per 6 samples that contain asbestos
16. Stopping rules

- Count the number of grids required to reach a detection limit
of <0.005

- Analyst may stop if 50 fibers in a minimum of 4 grid openings is reached
17. Required detection limit

- 0.005 fibers/cc
18. Laboratory blanks

- One blank per sample set
19. Required filters

- 0.45nm MCE
20. Pass / Fail limit

- Average of Inside samples <70str/mm2
- Pass the "Z" test (Optional)

21. Sample Requirements
- Requires a volume of 1200 to 1600 liters in most instances
- Requires Inside, Outside, and Blank samples

If these requirements have not been met. a disclaimer must appear on the report.
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Air Samples
EFA = Effective filter area of a 25mm cassette - 385mm2

GOA = Grid opening area (0.00635)
N = Number of fibers (If N=0 then default to 1 structure)
v - volume (1zuu liters)
AA= Area analyzed (0.06985)
NO = Number of openings analyzed (11)
n = Number of Samples

If the concentration is
"0" run all calculations
using "1" structure and

report
as < this result

Area Analyzed = ( GOA x NO ) [ 0.06985mm2 = (0.00635 x 11 ) ]

Structures /mm2 = ( N / AA) [ 14.3/mm2 = ( 1 / 0.06985) ]

Structures Ice = 385 xN _ 385x1
( V x AA x 1000 ) [ 0.0046/cc = ( 1200 x 0.06985 x 1000 ) ]

# of openings to read for 0.005s/cc sensitivity

NO = ( EFA x 1 0-3 ) / ( GOA x V x 0.005 )

Round a// decimals UP to the next higher whole number :
10.1 (11) = ( 385 ) / ( 1200 x 0.00635 x 103 x 0.005 )

Z" Test
Yi = the mean of the natural logarithms of the insides (str/cc) Y = In N1 •*• In N2 + In

N3 + lnN4-HnN5
Yo = the mean of the natural logarithms of the outsides (str/cc) n

Assume the insides to be... .06 the outsides to be... .0062
.041 .0031
.063 .0032
.046 .0030
.036 .0034

"Z1 Test = Yf-Yo" 5.1 1 = (-3.04) - (-5.62)
0.8 (1/ni + 1/no)0-5 0.8 (0.4)1/2

7770 Site passes ifZ < 1.65
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SAFETY CONFIDENTS
Asbestos:
Prudent measures must be taken to prevent any possible airborne asbestos fiber
release from occurring during sample handling. Any filter handling preformed prior to the
acetone collapse step should be performed under the safety hood.

Acetone:
Keep away from heat, sparks, flame. Avoid breathing vapors - use with adequate
ventilation. Avoid contact with eyes. Prevent prolonged or repeated contact with skin.

Carbon Spark:
Shield eyes from the glow of the spark during the carbon coating process.
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In signing this, I acknowledge having read and understood the previous pages of this
document.

APPROVED BY:

LABORATORY Manager(print) LABORATORY Manager (sign) DATE

READ AND UNDERSTOOD BY:

Print Name Signature Date
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3)

4)
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7)

8)
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1.0 SAMPLE RECEIVING

1. Upon receipt of samples, check that the sample information on the Chain of Custody
matches the Information on the samples and any other paperwork. Any discrepancies
must be dealt with before proceeding. If the samples do not have a COC, then provide a
blank one, having the dient fill out the necessary information.

Information Includes but is not limited to:
Client name, address, telephone number, fax #, contact person, etc.
State of origin
Number of samples sent and their ID
Type of analysis requested
Sample volumes or areas, where applicable
Turn around time
Signature, date, and time of the person relinquishing the samples
Signature, date, and time of an EMSL employee receiving the sample.

2. Acceptability of the condition of the samples is acknowledged upon signing the chain of
custody.

Insure samples comply with the following criteria:
Correct methodology requested
Properly labeled with unique identification information
Samples are not packaged using expanded Styrofoam type

pieces
Samples are submitted separately from bulk asbestos samples
Correct sampling media is used

3. Log samples into LIMS system with all appropriate data:
a. Computer assigns unique, sequential billing/lob numbers, and

unique sequential individual sample numbers.
b. Sample batches are labeled with billing number, due date and

time.
c. Worksheets and billing sheets are printed and placed with

sample batch

4. Samples wtth chain of custody, work sheet, baling worksheet, and all other associated
paperwork are taken to the air sample preparation station.
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2.0 SAMPLE PREPARATION

MCE FILTERS

1. Place the samples in an order corresponding to the clients COC.

2. On a pre-deaned 1X3-microscope slide oriented in a horizontal position, using a
permanent marker, write the billing and sample number on the slide.

3. Using a number ten scalpel blade with a rocking motion, cut a wedge from the filter and
place it on the slide taking care to handle the filter only by the unexposed edge.

4. Collapse the filters using the acetone vapor generator by injecting acetone Into the vapor
generator with a syringe.

5. With permanent marker (such as a 'Sharpie'), outline the collapsed filter on the underside
of the slide.

6. Place a drop of triacetin on the filter and cover with a dean cover slip.
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3.0 MICROSCOPE CALIBRATION

1. Turn on the microsenpiv

2. Slowly increase the power to the lamp.

3. Adjust the light source for even illumination across the entire sample.

4. Insert the telescope ocular into the head of the microscope in place of the 10x ocular.

5. Focus the image of rings in the ocular.

6. If the rings do not form concentric circles adjust them using the adjustment screws on the
condenser.

7. Record the date and alignment in the microscope logbook.

8. Make sure the field iris is in focus, centered on the sample and open only enough to fully
illuminate the field of view.

9. (Weekly) Check the phase-shift detection limit using the phase-contrast slide.
• Center the HSE/NPL phase-contrast slide to focus under the

PCM.
• The lines in blocks 1 through3 must be fully visible showing row 4

& 5 as partially visible and the least distinct.
• Rows 6 and 7 must be invisible. Record results in logbook.

8. (Monthly) Check measurement of the Walton Beckett gratide. Using a stage micrometer,
determine the diameter of the graticle circle. Acceptable values are 100 microns +/- 2
microns. Calculate area of graticule using n R2 where:

71 = 3.14
R =radius (mm)

The calculated value should be 0.00785 mm2 for a graticle measuring 100 urn.

9. If image quality is poor, dean the microscope optics or inform the supervisor.
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4.0 SAMPLE ANALYSIS

1. Fill out the appropriate Information on the provided PCM bench sheet.

2. Place the slide containing the first sample onto the stage and center it under the objective
lens. Make sum to use the 40x objective.

3. Focus the sample taking care not to allow the objective lens to touch the slide.

4. Starting at the upper left comer of the sample, traverse randomly down the filter in
increments large enough to avoid possible overlapping of the fields of analysis.

5. If more than one-sixth of the first twenty fields of view is covered with particulate, analysis
must be discontinued and the sample declared overloaded.

6. Once stopped on a field of analysis slowly over and under focus to see any fibers that
might be imbedded in the filter medium.

7. Working magnification is 400x.

8. Fiber criteria
• Aspect ratio of 3:1
• Must be >5micron in length

9. Count those fibers, which are within the boundaries of the circular graticule.

10. For fibers crossing the boundaries of the graticule
• Count as a half fiber any fiber with only one end lying within the
• graticule field.
• Do not count any fiber, which crosses the boundary more than

once.
• Count bundles of fibers as one fiber unless observing both ends

of a fiber can identify individual fibers.

11. Sizing of fibers
• Count If >5 micron in length with 3:1 aspect ratio
• >5 micron In length with 3:1 aspect ratio protruding from a matrix

material

12. Stopping rules
• Count 100 graticule fields or 100 fibers whichever comes first.
• Count a minimum of 20 fields regardless.
• Complete count of final field; do not terminate count mid-field.
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13. Blanks
• Prep and analyze all blanks
• Subtract the average of the blanks from the sample result for the

associated batch

14. Required filters
• 0.45 -1.2 micron pore size. 25mm mixed cellulose ester (MCE)

15. Pass / Fall limit
• Depends on job requirements
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5.0 CALCULATIONS

Results are reported in units of fibers/cc if sampling information is provided. In the event sample
volume information Is not submitted, report results in concentrations of fibers/mm2.

To calculate fiber density in fibers/mm2:
• Total fibers counted minus mean field blank count = fibers
• Fibers / # fields counted x area of graticule = f/mm2

To calculate fibers/cc:
• Fibers/filter = f/mm2 x effective field area of sampling cassette

(385mm for 25mm)

• f/cc = fibers/filter
sample volume (I) X1.000

Similarly
• Fibers/mm2 (E) = (fin, - B/nb) / A,

Fibers/cc (C) = (E)(Ac) / V x 103

Where:
E = fiber density in fibers/mm2

F/rif = average fiber count per graticule field
= mean field blank count per graticule field
= graticule field area (approx. 0.00785 mm2)
= effective collection area of filter (approx. 385 mm2 for
25 mm cassette)
= volume in liters

EXAMPLE

Fibers = 35
Mean blank value - 0
Fields = 53
Volume = 1200 liters
Cassette size = 25mm (effective field area of 385mm)

f/mm2: 35.0 fibers/(53 fields x .00785) = 84.0 f/mm.2

Fibers Ice = 84.0 x 385 = 0.027 f/cc
(1200 x 1000)
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6.0 REPORTING RESULTS

Data is reported In the final report and Includes:
Identification of laboratory location
Page number
Name and address of client
Unique ID of test report
Name and address of client
Test method (NIOSH 7400 Issue 2, Fourth Edition August 15.

1994)
Sample ID#, location, sample date, volume, fibers counted,

fields counted, and limit of detection.
Concentrations f/mm2 and f/cc

Disclaimers cited in each report are as follows:
The laboratory is not responsible for data reported in fibers/cc, which is dependent on volume
collected by non-laboratory personnel."

"This report relates only to the samples reported above. This report may not be reproduced,
except in full, without written approval by EMSL"

Limit of Detection
The recognized method detection limit for NIOSH 7400 la 5.5 fibers counted in 100 fields.
Concentrations below 5.5 fibers are reported as less than (<) 5.5 fibers in 100 fields, or a fiber
density of <7 fibers/mm2.
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7.0 QUALITY CONTROL

Procedures

1. After dally microscope calibration and before beginning analysis, analyze one reference
elide.

• Record results
• If results are acceptable, proceed with analysis of samples.

2. Analyze all field blanks that have come with the sample set.
• If the blanks contain >7 fibers in 100 fields then report possible

contamination to the client.

3. Analyze a blind recount for every ten samples analyzed, record results in QC logbook.

4. All analysts participate in a Round Robin and PAT program.

5. New analyst proficiency is determined through evaluation of their skills using a training log

QC Data Management

Accuracy

The analysis of reference slides (old proficiency test samples with known concentrations) are
analyzed daily by each analyst. This analysis is performed prior to analysis of client samples.
This data is checked against acceptable limits as determined by the Issuing agency.

Precision

Daily reference sample data for each analyst is collected and tracked in the EMSL Monthly QC
report. For each set of 20 data points, a coefficient of variation (CV) is determined for each
individual analyst in fiber ranges of:

5-20flbers/lOOflelds
21-50 fibers/100 fields
51-100 fibers/100 fields

As these standard samples are analyzed, current data replaces the oldest data point.
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Sample reanalysis is performed as Intra analyst (same analysts) QC at the rate of 10% of sample
volume. This data is tracked and managed In the EMSL Monthly QC report. The pass/fail criteria
follows NIOSH 7400 requirements as follows:

Pass - If the absolute value of the difference between original and QC analysis (in f/mm2) is leas
than or equal to the value calculated by the constant (2.77) multiplied by the average of the
square root of the original and QC fiber counts times the calculated CV value divided by 2.

original/ I mm 2 - y qcf I mm 2 <2.77
/ mm CV

Fail • If the absolute value of the difference between original and QC analysis (In f/mm2) is greater
than the value calculated by the constant (2.77) multiplied by the average of the square root of the
original and QC fiber counts times the calculated CV value divided by 2.

<Joriginalf f mm 2 - -Jqcf I mm
I mm 2 + mm

References:

NIOSH Manual of Analytical Methods (NMAM) 7400 Issue 2:August 15,1994. Fourth Edition

American Industrial Hygiene Association: Quality Assurance Manual for Industrial Hygiene
Chemistry. Fairfax, VA. American Industrial Hygiene Association 1995
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Appendix 6

EMSL Analytical, Inc. - NIST Bulk Asbestos Proficiency Test, April 2003,
Round M12003

EMSL Analytical, Inc. - United States Department of Commerce National
Institute of Standards and Technology, NVLAP, Certificate of
Accreditation, EMSL Analytical Inc. Mobile Laboratory, Airborne Asbestos
Fiber Analysis, June 30, 2004

EMSL Analytical, Inc. - United States Department of Commerce National
Institute of Standards and Technology, NVLAP, Certificate of
Accreditation, EMSL Analytical Inc. Mobile Laboratory, Bulk Asbestos
Fiber Analysis, June 30, 2004

Department of Public Health and Human Services Environmental
Laboratory, State of Montana, Certification for Drinking Water Analysis,
Expiration Date: 9/18/06

EMSL Analytical, Inc., Outline of the Laboratory Quality Assurance
Program, Phase Contrast Microscopy Transmission Electron Microscopy
Polarized Light Microscopy, 12/03



UNITED STATES DEPARTMENT OF COMMERCE
National Institute of Standards and Technology
Gaithersburg. Maryland 20899-

July 22.2003

Mi. Robert DeMalo
EMSL Analytical Inc.
107 Haddun Avenue
Wcstraont,NJ 08108-2799

Dear Mr. DeMalo,

NVLAPLab Code: 200481 - 0

Congratulations! Your laboratory has passed the April 2003 round of proficiency testing
(PLMM12003) required by the National Voluntary Laboratory Accreditation Program
(NVLAP) for Bulk Asbestos Analysis.

If your laboratory is accredited, your status remains unchanged. If your laboratory is not
yet accredited, or if your laboratory's accreditation has been suspended, you will be
notified of any requirements your laboratory must meet to complete the accreditation /
reaccreditation process.

Enclosed you will find the Summary of Analysis and your laboratory's results.

If you have any questions, please call Thomas R. Davis at 301-975-6499, or Hazel M.
Richmond at 301-975-3024.

Sincerely,

Warren R. Merkel. Chief
Laboratory Accreditation Program

Enclosures)

MIST



NIST Bulk Asbestos Proficiency Test
April 2003, Round M12003

NVLAP Lab Code 200481-0

PROFICIENCY TEST M12003 SUBTOTALS

Sample I : 0

Sample 2 0

Sample 3 0

Sample 4 .• 0

TOTAL POINTS 0

Failure - 150 or inure lulal points



IWLAP Lab Code 200481-0

NIST Bulk Asbestos Proficiency Test
April 2003, Round M12003

SAMPLE 1

Criteria

Asbestos Type (ISO pts./type)

Reported by
Laboratory

NONE

Reference
Values

None

Acceptable
Answers

None

Assigned
Points

0

Total Points Assigned for Sample 1=0



NVLAP Lab Code 200481-0

SAMPLE 2
Asbestos Type 1

MST Bulk Asbestos Proficiency Test
April 2003, Round Ml 2003

Criteria

Asbestos Type (ISO pts7type)

Reporting Additional Asbestos Typ«
(150 pts. if>0.1%,75pts. if 0.1%)

% Asbestos (30 pts.)

Color (10.pts.)

Pleochioum (10 pts.)

Extinction (10 pts.)

Sign of Elongation ( 1 0 pts.)

Average Refractive Index (40 pts. each
index, 10 pts if y=a or y & a reversed)

Birefringence ( 10 pts.)

Reported by
Laboratory

AMOS

NONE

15.0

CL

N

P

P

1.700
1.681

M

Reference
Values

Amostte

None

9.9

CL (colorless)/
OR (greeny
OT (other)

N (none)

P (parallel)

P (positive)

y= 1.700
a=l.679

M (medium)

Acceptable
Answers

Amosite

None

2.0 to 20.0 .

CL (colorless)/
OR (greeny
OT (other)

N (none)

P (parallel)

P (positive)

Y- 1.69 1 to 1.709
a=1.670 to 1.688

M (medium)

Assigned
Points

0

0

0

0

0

0

0

0

0



NVLAP Lab Code 200481-0

SAMPLE 1
Asbestos Type 2

iNlST Bulk Asbestos Proficiency Test
April 2003, Round M12003

Criteria

Asbestos Type (150 ptsJtype)
i

Reporting Additional Asbestos Type
(150 pts. if >0.1%, 75 pts. if 0.1%)

% Asbestos (50 pts.)

Color (10 pis.)

Pleochroism(10pts.)

Extinction (10 pts.)

Sign of Elongation ( 1 0 pts.)

Average Refractive Index (40 pts. each
index, 10 pts if y-a or y & « reversed)

Birefringence (10 pts.)

Reported by
Laboratory

CHRY

NONE

7.0

CL

N

P

P

1.554
1.551

L

Reference
Values

Chrysotile

None

1.1

CL (colorless)

N (none)

P (parallel)

P (positive)

Y-1.559
o=1.548

L (low) to
M (medium)

Acceptable
Answers

Chrysotile

None

0.1 to 10.0

CL (colorless)

N(none)

P (parallel)

P (positive)

Y=l. 552 to 1.566
a=1.541 to 1.555

L (low) to
M (medium)

Assigned
Points

0

0

0

0

0

0

0

0

0



NVLA? Lab Code 200481-0

SAMPLE 2
Asbestos Type 3

N1ST Bulk Asbestos Proficiency Test
April 2003, Round M12003

Criteria

Asbestos Type (ISO ptsVtype)

Reporting Additional Asbestos Type
(150 pts. if >0.1%, 75 pts. if 0.1%)

% Asbestos (50 pts.)

Color (10 pts.)

Plcochioism ( 1 0 pts.)

Extinction (10 pts.)

Sign of Elongation (10 pts.)

Average Refractive Index (40 pts. each
index, 10 pts if y=« or Y & a reversed)

Birefringence (10 pts.)

Reported by
Laboratory

NONE

NONE

0.0

Reference
Values

Crocidolite

None

Trace

BL(bhie)

Y(yes)

P (parallel)

N (negative)

yl.705
0=1.691

L (low) to
M (medium)

Acceptable
Answers

Crocidolite/
None

None

0 to 0.1

•a
<u»-,
0
o

</J
•u
o
Z

Assigned
Points

.0

0

0

0

0

0

0

0

0

Total Points Assigned for Sample 2 asbestos types 1-3 = 0



NVLAP Lab Code 200481-0

SAMPLE 3
Asbestos Type 3

NIST Bulk Asbestos Proficiency Test
April 2003. Round MJ2003

Criteria

Asbestos Type (150 ptsVtype)

Reporting Additional Asbestos Type
(150 pis. ifX).l%, 75 pts if 0.1%)

% Asbestos (50 pts.)

Color (10 pts.)

Pleochroism(10pts.)

Extinction (10 pts.)

Sign of Elongation (10 pts.)

Average Refractive Index (40 pts. each
index, 10 pts if y~o or y & o reversed)

Biicfi ingenue (10 pU.)

Reported by
Laboratory

CROC

NONE

15.0

BL

Y

P

N

1.705
1.697

L

Reference
Values

Crocidolite

None

7.8

BL (blueV
OT (other)

V(ycs)

P (parallel)

N (negative)

Y-1.6M
a=1.688

L (low) to
M (medium)

Acceptable
Answers

Crocidolite

None

2.0 to 15.0

BL (blue)/
OT (other)

Y(yes)

P (parallel)

N (negative)

Y"V. 679 to 1.7 19
o=l. 668 to 1.708

L (low) to
M (medium)

Assigned
Points

0 '

0

0

0

0

0

0

0

0



NVLAP Lab Code 200481-0

SAMPLE 3
Asbestos Type 2

NiST Bulk Asbestos Proficiency Test
April 2003, Round Ml2003

Criteria

Asbestos Type (1 50 ptsVtype)

Reporting Additional Asbestos Type
(150 pts. if >0.1%, 75 pts. if 0.1%)

% Asbestos (50 pts.)

Color ( 10 pta.)

Pleochroism ( 1 0 pts.)

Extinction (10 pts.)

Sign of Elongation (10 pts.)

Average Refractive Index (40 pta. each
index, 10 pts if y-ce or y & o reversed)

Birefringence (10 pts.)

Reported by
Laboratory

CHRY

NONE

7.0

CL

N

P

P

1.554
1.552

L

Reference
Values

Chrysotile

None

2.4

CL (colorless)

N (none)

P (parallel)

P (positive)

Y-1.559
0-1.549

L (low) to
M (medium)

Acceptable
Answers

Chrysotile

None

0.1 to 10.0

CL (colorless)

N (none)

P (parallel)

P (positive)

>-l. 552 to 1.566
a=1.542to 1.556

L (low) to
M (medium)

Assigned
Points

0

0

0

0

0

0

0

0

0

Total Points Assigned for Sample 3. asbestos types 1-2 = 0



NVLAP Lab Code 200481-0

MIST Bulk Asbestos Proficiency Test
April 2003, Round M12003

SAMPLE 4

Criteria

Asbestos Type (150 pts./type)

Reporting Additional Asbestos Type
(150 pis. if X).l%, 75 pts if 0.1%)

% Asbestos (50 pis.)

Color (10 pts.)

Pleochroisrn (10 pts.)

Extinction (10 pts.)

Sign of Elongation (10 pts.)

Average Refractive Index (40 pts. each
index, 10 pts if y=a nr y A. n Tf.vMsr.d)

Birefringence (10 pts.)

Reported by
Laboratory

CHRY

NONE

2.0

CL

N

P

P

1.554
1.5S1

L

Reference
Values

Chrysotile

None

3.1

CL (colorless)

N (none)

P (parallel)

P (positive)

Y-I.559
a=l.S49

L (low) to
M (medium)

Acceptable
Answers

Chrysoiile

None

0.1 to 10.0

CL (colorless)

N (none)

P (parallel)

P (positive)

Y=l. 552 to 1.566
a=l.S42 to 1.556

L (low) to
M (medium)

Assigned
Points

0

0

0

0

0

0

0

0

0

Total Points Assigned for Sample 4=0
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4
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3
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3
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7
6

_
8 STB

%• mi of «U ItfxratorlM. These values wer>
llitwl en tfw indivld«l laboratory report.
ctttdard deviation

I USD • r»Utiw (Urefcrd cferf«tlan-<(81l>i/tEAN)*100X)
for Hbart we calculated on tr«-»fu«iJ drta.



United States Department of Commerce
National Institute of Standards and Technology

ISO/IEC 17025:1999
ISO 9002.1994 Certificate of Accreditation

EMSL ANALYTICAL INC. MOBILE LABORATORY
WESTMONT, NJ

it recognized by the National Voluntary Laboratory Accreditation Program
for satisfactory compliance with criteria set forth in N/5T Handbook 150:2001,

all requirements of ISO/IEC 17025:1999, and relevant requirements of ISO 9002:1934.
Accreditation is awarded for specific services, listed on the Scope of Accreditation, for:

AIRBORNE ASBESTOS FIBER ANALYSIS

June 30, 2004

tffieclivr through For the Njtiooa' Institute of Standard* and Technology

NVLAP Lab Code: 200481 -0

NVIAP-G1C (06-011



National Institute
of Standards and Technology

National Voluntary
Laboratory Accreditation Program

ISO/IEC 17025:1999
ISO 9002:1994 Scope of Accreditation

AIRBORNE ASBESTOS FIBER ANALYSIS
Page: 1 of 1

NVLAP LAB CODE 200481-0

NVJ.APCode

18/A02

EMSL ANALYTICAL INC. MOBILE LABORATORY
107 HaUU.ua Avenue

Weslmont, NJ 08108-2799

Mr. Robert DeMalo
Phone: 856-858-4800 Fax: 856-858-1292

E-Mail: rdemalo@EMSL.com

Designation

U.S. EPA's "Interim Transmission Electron Microscopy Analytical
Methods-Mandatory and Nonmandatory-and Mandatory Section lo Determine
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DEPARTMENT OF
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EMSL Analytical, inc. 0/107003
Aim: Ron Mahoney
107 West 4th Street
Ubby MT S&MJ

MONTANA CERTIFICATE NUMBER: CERT0017

ATT: Ron Mahoney

I have received your application for certification for drinking water analysis in Montana,
along with the needed information. Enclosed you will find a current certificate and a list
of certified parameters If you find any discrepancies on tho parameter sheet please let
me know and I will correct them. There may be anatytas on the parameter list that are
not regulated by the EPA (or drinking water but may be regulated by the State of
Montana. For out-of-state laboratories certified by Reciprocity, approved parameters will
be the same as those granted by your home-state certifying authority.

The expiration data for your Certificate is:

CHEMISTRY: OB/IBrttOB

MICROBIOLOGY.

If you have any question concerning laboratory certification please contact me at (406 444-2642).
Tnank you for your time and prompt response In this nutter.

Sincerely.

f^ftiAy,
riy Halm (LaMJudy Halm (LaMratoiy Certlfldkm Officer)

' Wnt/ffl TJiJftftfr to tatfcnxr Mwitovws'



Recognizes that

EMSL Analytical, Inc.
0*

Libby MT

has completed the requirements for Montana certification and is licensed to anHyze Montana's Public
Drinking Water Supplies. See attached Istttg.

Montana Certification Number̂  (CERT001?

Judy H*m
Laboratory CwtHcaUon Cftc«r
DPHHS Envbonmtntal Uboratory
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CERTIFIED DRINKING WATER PARAMETERS

EMSL Analytical, Inc.
107 West 4* Street
Libby, MT 59923

CERT0017
Certificate Expiration Date: 9/18/2000
Certified Drinking Water Parameter List

INORGANIC PARAMETERS
APttvte

Asbestos
Method 1
EPA 100.2

Method 2

Certified
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Drinldna Water Flrann
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The Quality program at EMSL is built on a commitment to quality and continued
improvement. Ttiis program is a primary part of our every day work, developed,
utilized, and maintained by all the dedicated staff at EMSL.

CONFIDENTS
This Program Outline provides a comprehensive overview of the Quality Assurance Program. It provides the
reader with a summary of the Laboratory policies and procedures as they relate to the technical aspects of
Corporate Quality objectives.

This program follows quality guidelines as documented by the American Industrial Hygiene Association
(AIHA), the EPA's National Voluntary Laboratory Approval Program (NVLAP), National Environmental
Accreditation Conference and other applicable state and federal regulatory agencies.

This QA program is designed to ensure that the highest level of quality professional services and technical
excellence is provided to our clients. This is accomplished by the implementation of program policies
including:

Development of company standard quality control programs
Standardization of reporting formats
Review of regional laboratory QC performance
Providing technical training for all staff levels
Achieving traceabllity of data
Performance of quality audits
Participation in applicable Accreditation Programs
Participation in applicable third parly proficiency testing programs

The objectives of these program polices ensure the quality, accuracy and integrity of our analytical data.

The Quality Assurance objectives, policies and procedures are formally documented in the Quality Assurance
Manual - EMSLQAASB 101 .6. An outline and summary of this manual is presented on the following pages.
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The Objectives of the QA Program are to ensure the following:

To achieve these goals, this Manual directs implementation of the Quality Assurance Quality, accuracy
and integrity of analytical results.

• Conformance with all analytical methodologies
• Conformance with Corporate mandated QA/QC requirements.
• Delivery of the highest quality of professional services and technical excellence to

our clients.
• Fulfill the requirements of the American Industrial Hygiene Association, the National

Voluntary Laboratory Approval Program, and/or the National Environmental
Laboratory Accreditation Committee.

This Manual is to be kept accessible to all employees, and all employees are responsible for being
familiar with, and adhering to its contents. Each employee is to sign the signature page acknowledging an
understanding of the contents of this document A copy of this signature page is submitted to the QA
Department.

This Quality Assurance Program will be reviewed at least annually by the QA Manager. It will also be
reviewed any time a problem arises that indicates a possible program flaw. In such an instance, the QA
Manager will discuss the problem with Regional and Laboratory Management, Quality Control
Supervisor and Analysts to ensure needed input from all levels within the Laboratory.

Implementation of the Quality Assurance Program
The program is designed to plan and institute Company policies and quality objectives throughout the
branch laboratories. It is intended to provide support and issue policies including:

• Clear job descriptions delineating responsibilities of each employee involved at all
steps of laboratory procedures, data analysis and report generation.
Completion of Quality Control (QC) samples.
Proper documentation of analytical data.
Good laboratory technique that ensures a contamination-free environment.
Use of appropriate analytical technology including review of current literature to
capture recent applicable developments.
Review of reports to Clients.
Understanding and compliance with procedures which insure Client confidentiality

The program is managed and maintained by the Corporate Quality Assurance Manager as described in
section 2.0 Organization and Responsibility.

It is our intention to ensure that all goals and objectives of our Quality Program are met and maintained.
Quality policies and procedures are integrated into our daily work, and are constantly reviewed by
Regional and Laboratory Management and by the Quality Assurance (QA) Manager

Page 3 of 14



CQNFIDBfflN. EMSLQAASBOUTLINE
December, 2003

Revision 4

Organization and Responsibility

EMSL Asbestos Laborahxy

President

_L
| Director of Salea& Marketing | | General Manager | | Director o( Business Pevdopmenl |

| Quality Assurance Manager \- -{ Quality Control Manager |

Regional Manager

I ahoativy Manapiy

| Quality Control Supervisor |

| Sample Receiving Coordinator | f Analyst \ \ Data Entry Coordinator |

The Corporate Headquarters of EMSL Analytical operates out of the Westmont N.J. office location. The
Corporate Headquarters over see the laboratory operations located there, as well as the Branch laboratory
locations. Corporate Headquarters are responsible for the management of all company activities.

Branch laboratories (as well as the laboratory located in Westmont) perform the company's analytical
services. They report to the Corporate Headquarters on Quality Control, productivity, staffing and market
issues

Training
All analysts must complete the EMSL training program in order to perform such analysis independently.
EMSL provides in-house training pertinent to all areas of analysis. This training is documented in the
employee's record, and will be considered equivalent training for the specific method/authorization
covered by the training.

Ethics
One of the objectives of the Quality Assurance Program is to insure the staff of EMSL is provided
information in the aspects of ethics as they pertain to Corporate policy. The goals of this program are:

• For each staff member to understand the responsibility to provide true and accurate
information

• The understanding of the consequences of unethical conduct
• Provide direction to employees
• Define right and wrong (as it is job related)
• The understanding of the impact of our actions

Standard Operating Procedures
Instructions or procedures for the activities affecting the quality of our analytical services, shall be
developed by Management for their respective critical functions. 'J Jiis Quality Assurance Program shall
be used as a guideline for their development, use and revision.
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Technically specific Standard Operating Procedures are documented in the SOP manuals, located at each
laboratory facility. These SOPs include step by step procedures for the preparation, analysis, and

CONFIDEKIIM
Acceptance of Work UUm

Our services are generally offered as line item tests which reference documented methodologies.
Laboratory services are typically requested by the client as "open order" request. Samples may be
delivered to the laboratory at any given time, without a firm documented arrangement. Analytical
services are often performed on verbal contract. In these situations, our general terms and conditions
apply. The Management review procedures are established in the Quality Assurance program for these
open orders, verbal contracts and for the cases where a written contract is utilized.

Sample Tracking
Chain of Custody
In order to ensure the integrity of any sample, records of its custody must be maintained throughout the
sample collection in the field, acknowledgement of receipt, acceptance by the laboratory and analysis.

Since the client collects samples for analysis, the laboratory cannot be responsible for issuing a chain of
custody at the time of sampling. However, the laboratory will advise all clients regarding sampling
requirements (sampling materials, recommended sampling volumes, packaging, instructions for shipping,
etc.) and chain-of-custody, and recommend that they use our form if they do not have their own.

Once the sample is accepted for analysis by the laboratory, the EMSL "Internal Chain of Custody" is
used to document the handling of the samples throughout the analytical process.

Sample Acceptance Criteria
In addition to acknowledgement of the receipt of samples, samples must also be accepted for analysis.
Prior to accepting samples, the person preparing the samples for analysis inspects them to determine if
they conform to laboratory acceptance criteria. If they do not, or if this person has any question as to the
validity of the sample, the Laboratory Manager or an analyst trained to analyze such samples will
determine whether the questionable circumstance is sufficient to cause rejection. Rejections of samples
are to be followed up by immediate notification to the client with an explanation.

Login
Log in of samples is normally done by the Sample Receiving Coordinator, but may be done by any other
employee faiuiliai with the process. Information is entered for samples received Into the Laboratory
Information Management system (LIMS). LIMS is a computer laboratory management system which
serves to track all samples from receipt through the analysis, reporting, and billing processes.

Archival and Disposal of Samples
Once the analysis is complete and the analysis worksheet is signed, the analyst stores the sample in the
appropriate storage box, as indicated in the SOP. Alt storage boxes arc to be stored in a safe manner for
the period indicated for that category of waste, in accordance with regulatory requirements.

All bulk and air samples are held for a minimum of 2 months (60 days), unless a longer period is
requested by the Client. All TEM grids are held for 3 years. Asbestos containing samples are disposed of
by a licensed contractor, and a copy of the waste manifest is obtained and kept on file. If requested,
samples will be returned to the Client.

<* Page5ofl4
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Subcontracting
EMSL laboratories do not generally subcontract technical services. However, in the event such services
are required, the Laboratory Manager will ensure all procedures are performed by laboratories that
comply with the Quality systems as addressed in this document and the policies of the accreditation
program(s) currently held by this laboratory. Laboratories must subcontract to outside laboratories that
maintain accreditations appropriate for that analysis

Data Processing and Validation
EMSL utilizes an automated Laboratory Information Management System (L1MS) to record, document
and assimilate pertinent field, laboratory, and administrative data. The validation of the software,
including final report templates are performed by the Corporate MIS Department and the Quality
Assurance Department.

Data validation is also a continuing process that takes place every time samples arrive at the laboratory
and is carried through during log in, analysis and final reporting. This process is performed by the
Laboratory Manager each time a final report goes through the procedures of review and signature.

Exported Data
Exported data is provided in a variety of formats, depending on the specific needs of our clients. Export
formats for data deliverables are implemented and controlled by the corporate MIS staff, which has the
flexibility; to implement new export formats as required. Electronically delivered data is not intended to
replace hard copy results. Final, signed client reports are to be submitted in addition to delivery by email
or diskette. In this way. exported data can be verified. Electronically transmitted results meet the
requirements of the QA policies.

Record Retention Policies
The archived data must be retained as listed in the table below or as client contract requires:

AGENCY
NVLAP

AIHA ffl

AIHA-ELLAP

NYSELAP
water data

California ELAP
water data

Texas Department of Health

NELAP

RECORDS

3 YEARS

3 YEARS

10 YEARS

5 YEARS
10 YEARS
10 YEARS

30 YEARS

5 YEARS

It is EMSL policy to store records for 5 years (if not otherwise contractually established). The following
records shall be maintained:

• Copy of Chain of Custody Documents
• Original Analytical Data Recording Worksheets
• Quality Control Data
> All other records relating to the preparation of the client report
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Quality of Materials
The high quality of materials used in this Laboratory shall be assured through specific purchasing and
verification procedures and/or proper preparation techniques.

Selection of the appropriate grade of reagcnt(s) is designated in the reagent section of each analysis SOP
and in addition may be specified by the Laboratory Manager in unusual circumstances. As a general
practice, reagents will be of at least ACS reagent quality.

Reagents inclusive of SRM shall be purchased in accordance with the analytical needs of this I .aboratory
as determined by the Laboratory Manager. When received by the laboratory, these item's labels are dated
and initialed with date received and expiration dates (if appropriate) as indicated /suggested by the
manufacturer. Labels are also dated and initialed when opened and/or when reagent mixtures are
prepared.

Verification will consist of confirming that the priority grade recorded on the reagent label conforms to
the requirements of the SOP unless analysis difficulties indicate a possible problem or regulatory agency
requirements specify otherwise. In the latter case, the appropriate analytical SOP will indicate the proper
verification procedure.

Equipment/instrument maintenance
The quality and maintenance of equipment plays a critical role in providing quality analytical services.
Maintenance schedules for equipment will be established by the Laboratory Manager. The Laboratory
Manager shall also determine whether each microscope is maintained and repaired in-house or by an
outside agency following EMSL administrative procedures. Servicing will also be performed when a
need had been identified by calibration or other QC checks.

A maintenance file will be maintained for all equipment. In addition to a schedule of normal preventive
maintenance, this file will contain a record of servicing.

Contamination Management
Proper observance of laboratory procedures is necessary to guarantee accuracy of results and the safely of
Laboratory staff members.

Contamination both of samples and of the environment (including reagents used in analysis) must be
avoided to provide the highest quality, legally defensible data to our clients. In order to achieve this goal,
Laboratory staff must adhere to various preventative measures and use the testing procedures for
contamination detection as established by the QA Manager.

If analysis of the blank samples indicate the possibility of contamination, the area and tools are cleaned
and another sample prepared and analyzed. If analysis of the third sample shows contamination, a
complete investigation is conducted to determine the contamination source. If contamination is detected
in any situation, the source of contamination must be traced and the problem resolved to prevent
reoccurrence. All procedures taken to resolve a contamination circumstance shall be documented properly
and completely in the laboratory files.

Document preparation and control
In order to prepare and distribute documents in an organized fashion, procedures for initiation, prepa-
ration, review, approval and issuance of controlled copies will be followed. This program is a
coordinated effort involving both technical review and custodial control. Analysts are to USA only
controlled, i.e., approved documents for all calibrations, analyses, final reports, and other activities
performed in this laboratory.
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Reporting results
The client report io ultimately, our "final product". The quality of our report reflects on our standard of
quality. Final Client Reports are released only after data has been approved by the Laboratory Manager.
This review includes Quality Control results, calibration measurements, etc. performed by the
laboratory

Procedures for dealing with deficiencies
Any complaint by a client will be treated as a non-conformancc, and treated with the same corrective
action follow-up as a discrepancy seen in following internal Quality Control procedures.

If a client makes a complaint about a test result, the sample in question will be reanalyzed by a second
Analyst. If the second result agrees with the original the Laboratory Manager shall advise the client in
writing that a quality control check has confirmed the original analysis.

In all cases where a deficiency is discovered, the QA Manager will initiate a corrective action review to
determine the root cause of the problem and action to take to prevent reoccurrence. A report will be
issued to the Laboratory Manager, who is responsible for the corrective action implementation.

The corrective action will consist of a review of all steps leading up to the non-conformance. This will
include review of QC data, sample tracking, data transcription, instrument calibration, training
documentation, and discussion with personnel.

Following the review, the QA Manager will prepare a report detailing the cause of the error and corrective
action to take to prevent re-occurrence. The QA Manager will also follow up on the corrective action to
ensure its implementation

Analytical Performance Criteria
Performance criteria will be determined three ways:

1) Results from intra-lab and round robin testing will be plotted to see if they fall within
warning and action limits.

2) The administering agencies for proficiency testing will determine performance
criteria.

3) Achievement of internal on-site Quality audits by the Regional or QA Manager.
These audits will verify compliance with all QA and QC policies as documented in
this manual. The Quality Audit process is detailed below.

Quality Control is performed continuously throughout the course of laboratory sample analysis regardless
of laboratory productivity and is made part of the normal course of laboratory sample analysis.

Frequency and volume of QC analysis is based on regulatory requirements and Good Laboratory Practice.
These requirements are listed for each analysis type in Appendix A of this manual. These methods will
be used according to the scope of the laboratories accreditation status and quality control requirements for
each type of analysis. Performance criteria will be maintained for both individual analysts and for the
entire laboratory. The standards for acceptance criteria are documented In the EMSL Quality Control
Standard Operating Procedure Manual, EMSLQCPGRMSOP.200.x.
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Quality Audits
Quality Audits will be performed for each laboratory location on an annual basis or more frequently as
deemed necessary by Corporate, Regional or Laboratory Management. Audit procedures and policies are
issued by the Quality Assurance Department and include:

• Review of compliance with the Quality system
• Compliance with Quality Control analysis
• Identification of any problem areas and suggestions for resolution

The Quality Assurance Department develops the guidelines and overall manner by which a Quality Audit
is performed. These policies are detailed in the Standard Operating Procedure for Quality Audits,
QAASBA UDITSOP.2M. 0.

Management Reviews
Management reviews are designed to provide the Corporate Management of EMSL with an overview of
the performance of the QA activities of the laboratory operations. It addresses the Quality topics
documented in ISO 17025 for each laboratory location and Includes:

Quality control activities
Outcome of recent internal audits
Asessments by outside agencies
Corrective actions
Major changes in personnel, work load, service areas
Client dealings

Proficiency Testing Program!;
Laboratories participating in proficiency testing programs will insure the analysis is performed using the
same analytical methodology and staff as under normal, client sample conditions. At no time is there
inter-laboratory exchange or samples.

Records of proficiency testing analysis are to be completed and maintained in a separate laboratory PT
file. This data is also maintained for each participating analyst in his or her personal training file.

Demonstration of Traceablilty
The Quality Assurance program in designed to provide a method which achieves traceability of data to
national standards. This is accomplished by setting requirements which include:

• Use of Standard Reference Materials as certified and traceable to the National
Institute of Standards and Technology. SRMs are used for QC analysis and training
for achieving measurements of analysts and overall laboratory accuracy.

• Calibration of instrumentation against NIST traceable standards
• Laboratory participation in independent (non EMSL) proficiency testing programs
• Analysis of consensus standards
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Client Communications
Clear, continuous and open communication between the laboratory and the client is one of the keys to
maintaining a successful, quality operation. Communication should be established prior to the start of
any work. Information should be clearly understood between the Laboratory Management and the client.
EMSL provides Quality Assurance information and technical support to the client to assure continued
quality service. The support and information provided in relation to the work performed includes:

Field sampling guides
Availability of pertinent QC records
Access to the Quality Assurance Department for technical assistance
Security of data (confidentiality)
Reasonable access to the relevant areas of the laboratory for the witnessing of
analysis

Confidentiality
It is understood that confidentiality and proprietary rights must be respected throughout the performance
of services for any client or for those that may include national security concerns. Information will not be
given to those for whom it is not intended and the proprietary rights of our client will be protected.

Notice of Performance
The Laboratory Manager should provide the client with information as it relates to the performance of the
analysis and turnaround time. The laboratory must notify the client if:

• Analysis cannot be performed on time
• Integrity of the sample has been jeopardized (either by the laboratory or the client)
• A discrepancy in the analysis has been found during QC analysis.

Record of conversation is generally documented on the chain of custody. The person making the entry
Hates and initials the record.

Analytical Quality Control Programs
The Quality Control program as established and managed by the QA Manager ensures that lliis
Laboratory produces quality data. This process ensures, at a minimum, that our data is legally defensible
and that all personnel perform their responsibilities properly.

The Laboratory Manager will determine how QC testing is implemented operationally (e.g., after the
analyses of every ten samples or at the end of each day, etc.) QC analysis is performed on a minimum of
10 % of sample volume. QC testing occurs on a regular basis and is not scheduled around the amount of
workload.

In addition. the QA Manager will inspect the results of all QC testing on a regular basis and provide the
necessary support and directives to the Laboratory Manager to ensure the QC program is properly
executed.
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Quality Control - General
Our laboratories internal QC program includes at a minimum, 10% quality control on nil samples received
tor analysis, i nese are summarized below m each analytical section and include:

Analysis of standard reference materials
Intra analyst QC
Inter analyst QC
Analysis of blank samples
Participation in inter laboratory programs
Participation in proficiency testing programs

This QC data is graphed on control charts designed specifically for each analysis type. The description of
these control charts are detailed in the Standard Operating Procedure EMSLQCPROGSOP.200.

The Laboratory Manager (or Managers designee, i.e. QC Supervisor) of each laboratory is responsible for
implementing the day-to-day QC testing and ensuring the correct types of testing occurs at the appropriate
frequencies. The Laboratory Manager is also responsible for ensuring complete records of QC testing are
maintained.

Training - General
New analysts with no prior formal training must complete the EMSL training program in asbestos
analysis in order to perform such analysis independently. The Lab Manager will draw on the candidate's
previous training, if any. The candidate will receive sufficient in-house training to demonstrate
proficiency and understanding in all related topics to the Lab Manager's satisfaction.

Practical Factors: When the candidate has received sufficient training to analyze samples, he/she
will work in the laboratory along side an experienced analyst. The candidate will
not sign any reports. All samples will be checked by an experienced senior
analyst, who will officially report the results for review and signature, by the
Laboratory Manager.

Proficiency Analysis: The candidate will be deemed proficient when quantitation within I
laboratory norms, as established by the QC schedule are met.

Additionally, the trainee must perform analysis on past proficiency samples and succeed in generating
data within the acceptable range as established by the agency(ies) statistical analysis, (see training SOP
for additional detail)

Records are kept of the candidate's progress by the analyst-training log. When all areas arc signed off,
the candidate may perform independent analysis.

Phase Contrast Microscopy (PCM)
Method following: NIOSH 7400
The Quality Control program for phase contrast microscopy includes intra-analyst sample testing,
participation in inter-lab programs, and statistical evaluations and calibrations.
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Calibration
Calibration procedures must be followed prior to the analysis of air samples to insure that results of
analysis reflect true and accurate data. The following summarizes the type and frequency of calibration
for the analysis of fibers in air by PCM. Details of these procedures are found in the PCM SOP,
EMSLXXPCMSOP. 200.x.

1) Microscope calibration
Phase Ring Alignment
Contamination control
HSE/NPL Test Slide
Measurement of Wahon Beckette Graticule

2) Analysts calibration
Standard reference slide (past Proficiency test slide)

3) Operational Calibration
Air monitoring

- Hood calibration

Details on the calibration procedures for PCM can be found in the Standard Operating Procedures
Manual.

Quality Control Analysis
Each analysis performed in this Laboratory has its own Quality Control requirements that have been
determined by the QA Manager and are delineated in that SOP. These requirements include but are not
limited to the following:

Intra-Analyst
Reference
Proficiency testing
Round Robin Testing
Laboratory Blank Analysis

The Laboratory Manager (or Managers designee, i.e. QC Supervisor) of each laboratory is responsible for
implementing the day-to-day QC testing and ensuring the correct types of testing occurs at the appropriate
frequencies. The Laboratory Manager is also responsible for ensuring complete records of QC testing are
maintained.
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Transmission Electron Microscopy (TEM)
Method following: AHERA - 40 CFR, Part 763, Subpart E, EPA Level I, II, III - EPA Contract * 68-02-3266,
ASTM D 5755-95

The QA/QC program for the analysis of asbestos via TEM insures compliance with standard regulatory
guidelines and follows Good Laboratory Practice (GLP). The program includes:

• Achievement of Verified Status
• Classification of Structures
• Calibrated Measurements at .5 micron
• Calibrations

-alignments
-magnification
-camera constant
-plasma usher
-detector resolution
-grid opening measurements
-analytical balance
-muffle furnace

• Fiber Id and Sizing
• SAED Indexing
• Ambient air monitoring

Quality Control Analysis
Each analysis performed in this Laboratory has its own Quality Control requirements that have been
determined by the QA Manager and are delineated in that SOP. These requirements include but are not
limited to the following:

Intra-Analyst
Intra-Analyst repreparation
Inter-Analyst
Reference Standards
Verified Analysis
Proficiency Testing
Round Robin Testing
Laboratory Blank Analysis

Polarized Light Microscopy
Method following: EPA-600/R-93/116, EPA-600/M4-82-020
Quality control procedures in the PLM laboratory follow guidelines as documented by the NVLAP
accreditation program.

Calibration procedures must be followed prior to the analysis of samples to insure that results of analysis
reflect true and accurate data. The following summarizes the type and frequency of calibration for the
analysis of asbestos in bulk materials by PLM. Details on the performance of these functions are found in
the PLM SOP.

1) Microscope calibration
Center Stage or objective, & condenser

Align polars
Crosshair alignment fixed in polarizer's privileged direction
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2) Analysts calibration
Standard reference sample
Contamination check with fiberglass sample
Check Standard Amosite mount for proper dispersion colors,
refractive index

3) Operational
Calibrate Analytical Balance

Air monitoring
Refractive mounting oil calibration

Calibrate muffle furnace temperature
Hood calibration

Details on the calibration procedures for PLM can be found in the Standard Operating Procedures
Manual.

Quality Control Analysis
Each analysis performed in this Laboratory has ils own Quality Control requirements that have been
determined by the QA Manager and are delineated in that SOP. These requirements include but are not
limited to the following:

Intra-Lab Testing
Inter Analyst
Intra-Analyst
Reference Standards
Proficiency Testing
Round Robin Testing
Laboratory Blank Analysis
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INTRODUCTION

Badlands Environmental Consultants, inc. (Badlands) is a full-service, independent
environmental health and safety consulting firm founded in Bismarck, North Dakota in
July, 1999. Badlands provides scientific and technical expertise in industrial hygiene
and environmental management to a wide-ranging client base including business,
industry, and government. The firm was founded to provide clients with solutions and
guidance in managing and monitoring their environmental and occupational health and
safety needs. Our team of scientific professionals can provide unique and innovative
solutions to a variety of environmental health and safety challenges.

Badlands's Quality Assurance (QA) Program was developed and implemented to
provide analytical data of known and supportable quality to ensure a high professional
standard is maintained with respect to analytical data generated. The goals of this QA
Program is accomplished by:

• Providing a consistent framework for generation of analytical data.

• Establishing standard procedures that permit interlaboratory comparison of data.

• Establishing procedures for demonstrating that analytical protocols are followed and
analytical systems are in control.

The objectives of QA Program are to:

• Verify the quality of Phase Contrast Microscopy (PCM) systems for precision and
accuracy sufficient for the needs of each type of project.

• Assist in early recognition of deficiencies that may effect the quality of data.

• Enable the analysts/laboratories to identify and implement actions that are
necessary to ensure the validity of data.

• Ensure sufficient documentation to verify the quality of data submitted to the
client.
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SECTION 1

DOCUMENT CONTROL AND REVISIONS
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Section 1: Document Control and Revisions

Introduction

A laboratory quality assurance program is the documentation that demonstrates
acceptable laboratory practices are being followed. The system used for this quality
manual is described below.

Indexing Format

This quality manual uses a standardized indexing format that provides for convenient
replacement of pages that may be changed.

The indexing format includes, at the top of each page, the following information:

• Section number
• Page number
• Revision number
• Date of revision

Revisions

For each subsection, the text begins on a new page. This format groups the pages
together to allow convenient revision of the subsection. Each time a new page is added
or an old page expanded within a subsection, the number of the preceding or original
page is included on the new page, and a letter is added to it. For example, if in Section
2, page 3 of 6 was revised and expanded to include an extra paragraph, any overflow
would appear on a page designated 2.3a. The original page 4 would then be removed
from the handbook and replaced by revised page 3 and 3a. This allows expansion
within a section without replacing the section or renumbering all of the pages. The
revision number will increase and a new typed page date will be entered.

Distribution Record

A distribution record will be maintained so that additions and revisions to existing
handbook sections can be distributed to handbook users.

Responsibility for Changes

Changes may be made by the issuance of an entirely new document, replacement
pages, an errata sheet, or by pen and ink posting on the original document. Upon any
of these changes, all revised pages, sections, etc. will be removed and destroyed.
Changes may also be made by pen and ink correction as indicated by the initials of the
individual making a change.
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SECTION 2

SAMPLE CUSTODY AND RECEIVING
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Section 2: Sample Custody and Receiving

Sample Custody and Receiving

An individual is designated sample custodian at the laboratory. This person is
responsible for the inspection, unpacking, laboratory number assignment and also
scheduling of analysis. Other personnel have been trained and are supervised in all
receiving procedures as well.

Upon receipt of any samples to the laboratory the following receiving procedures are
strictly adhered to:

a. The condition of the shipping package and any written data are noted upon
receipt.

b. All bills of lading or shipping slips are retained to document the shippers and
delivery times.

c. If any substantial damage to the package is observed or chain of custody seal
(if any) is broken no action to unpack the shipment should be taken until a
responsible lab manager is notified of the situation.

d. All shipments are unwrapped in a clean spacious facility. The contents are
recorded, including a brief description of each item and all identifying numbers
or corresponding data.

e. After data and sample correlation are completed, a laboratory client number
and job number are assigned to each sample and it is scheduled for analysis.

All Chain-of-Custody samples submitted to the laboratory are carefully monitored and
their integrity is ensured and documented by the Quality Control Coordinator.

Sample Acceptance Criteria

a. All samples are isolated from one another in airtight containers.

b. All containers are intact and no physical evidence of debris material is
observed.

c. Sample numbers correlate to number on applicable paperwork.

d. All pertinent paperwork, including any chain-of-custody forms is submitted with
samples.

Unless all the above criteria are met, no samples of suspect asbestos content will be
accepted into the laboratory for analysis. If upon notification of deviations from
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acceptable criteria, client resolves problems, samples will be accepted for analysis
under normal conditions.
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Section 2.2: Sample Group Handling Protocol

Sample Group Handling Protocol

When samples are received for analysis, the sample custodian will identify the type of
samples, log them in and turn in a copy of the paperwork to corporate administration.

The samples are then prepared by the sample custodian or analyst for the requested
analysis. The samples are then analyzed and archived. The analyst or lab director
inputs results into the computer. If the analyst or lab director finds mistakes, the report
is returned to the analyst for corrections. After corrections are made, the report is
reviewed a second time before being sent for signature. The analyst signs the typed
sheets and gives the paperwork to the QA monitor for a final review. If mistakes are
found by either the analyst or QA monitor, the paperwork returns to the analyst who
makes corrections and returns the paperwork to the individual for his or her signature,
and the cycle is repeated.

After the analyst signs the paperwork, the paperwork is routed to the proper
department. If the sample group has an associated project, the sample custodian gives
the paperwork to the manager of that project who files the bench sheets with the other
project paperwork. The office manager checks reports with cover pages. After the
cover pages are checked, the report is mailed, filed and invoiced through the California
office.
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Section 2.3: Subcontracting of Calibration and/or Testing

Badlands will send samples only to NVLAP and AIHA accredited laboratories when the
laboratory cannot fulfill its obligation to the client. Badlands will include in the report a
statement indicating that a subcontracted laboratory completed testing or calibration.

Sample criteria and chain of custody will be maintained through Badlands policy. All
subcontracted reports will contain the following statement:

"This report contains data which were produced by a laboratory subcontracted to
Badlands Environmental Consultants, Inc. (NVLAP Lab Code) for the calibration or test
methods performed."

"This report contains data which were produced by a laboratory subcontracted to
Badlands Environmental Consultants, Inc. (AIHA Lab Code) for the calibration or test
methods performed."
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SECTION 3

ANALYSIS
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Section 3: Analysis

Definition and Mineralogy of Asbestos

Asbestos is a generic term for a group of naturally occurring fibrous mineral silicates.
As minerals, they crystallize in narrow veins as parallel bundles of extremely fine fibers.
As the result of physical degradation, these compact bundles break down into finer
bundles and individual fibers. Perfect lengthwise cleavage is the main characteristic of
asbestos and high length-to-width ratio of individual fibers is a necessary criterion for a
mineral to be called asbestos. Some fibrous forms of a given mineral have special
names while others are simply called fibrous or non-fibrous forms of a particular
mineral.

Asbestos terminology:

Asbestos Mineral Non-Asbestos Mineral
Chrysotile Lizardite and Antigorite
Fibrous Tremolite Non-fibrous Tremolite
Fibrous Actinolfte Non-fibrous Actinolite
Fibrous Anthophyllite Non-fibrous Anthophyllite
Amosite Cummingtonite and Grunerite
Crocidolite Riebecktie

The asbestos minerals occur in two mineral classes: serpentines and amphiboles.

Serpentines

This group of minerals is characterized by a layer lattice structure in which SiO4
tetrahedral are arranged in sheets separated by sheets corresponding in composition
and structure to the mineral brucite (Mg (OH2). In chrysotile, the mismBadlandsh
between the silicate and brucite sheets results in the sheet structures rolling up into
scrolls referred to as "unit fibrils" of chrysotile. Chrysotile fibers are actually bundles of
several thousand of these unit fibrils.

Amphiboles

The other asbestos types belong to the amphibole class of minerals, also known as
double chain silicates. In the amphiboles the SiO4 tetrahedra are linked in a double
width chain which could have infinite length. It is development along the length of this
chain that results in the fibrous morphology of the asbestiform amphiboles.

There are two main forms of asbestos that are amphiboles, amosite and crocidolite,
along with three less frequently encountered types: tremolite, actinolite and
anthophyllite. Both amosite and crocidolite were used most extensively as building
materials in high temperature applications. Whereas tremolite, actinolite and
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anthophyllite were used considerably less frequently and usually appear as
components of other filler materials, notably some industrial talc.
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SECTION 4

QUALITY ASSURANCE PROCEDURES
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Section: 4.1
Revision: #1

Page 1 of 1
Date: 5/00

Badlands participates in the American Industrial Hygiene Association
ProficiencAnalytical Testing (PAT) Program for air sample analysis via Phase Contrast
Microscopy. On a quarterly basis four referenced samples are received, analyzed, and
known results are compared to analyst's reported values. All results are maintained in
each analyst's personnel file.

Corrective Action of Detected Test Deficiencies

When a defect is detected for an individual analyst, the laboratory supervisor or quality
control coordinator will discuss the error with the analyst and review the sample with
him. The sample or ones of similar composition will be submitted to the analyst for
blind reanalysis until proficiency is determined. Any consistent errors made by an
analyst will be noted in their personnel file along with corrective action.

Internal System Audits

The Quality Control/Quality Assurance officer conducts an annual audit of the
laboratory. Items covered during the audit include 1) sample maintenance 2)
calibration 3) preventative maintenance 4) analytical methods 5) data verification 6)
record management.

The audit shall consist of a general and specific method/procedure audit. A General
Audit shall be an overview of the laboratory as a whole. This audit will cover from
sample receipt to report generation. A specific method/procedure shall be a detailed,
in-depth review of an actual method of procedure.

After the audit has been conducted, the Quality Control/Quality Assurance officer shall
complete an audit form. Any problems, observations and findings found will be
discussed with the Laboratory Director. The results will be kept on file along with any
corrective actions taken.
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SECTION 5

CONTAMINATION CONTROL
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Section 05: Contamination Control

Materials Returned to the Client

Upon the request of a client to have their samples returned, the following steps will be
followed and adhered to by authorized BADLANDS laboratory personnel:

A. Complete a new Chain of Custody, retain laboratory copy and attach with
original paperwork.

B. Return samples in original container and double bag.
C. Label container with appropriate BADLANDS lab numbers for tracking

purposes.
D. Retain portion of sample for proof of results reported.
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SECTION 6

RECORD KEEPING SYSTEM
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Section 6: Record Keeping System

Air Analysis Reports

All results of samples analyzed for asbestos content are kept on file in separate files
according to the client name. All originals of results are kept in separate files in the
master file room.. On a monthly basis, a second analyst will review and verify 10% of
the data produced by the laboratory. The second analyst will initial the log in form and
bring to the attention of the QA Coordinator any non-compliance.

Blank Sample Analysis Report Forms

The analysis of blank samples for contamination control are recorded on separate
forms that are retained along with the other quality control forms in a laboratory binder.
These results are summarized at the end of every month to evaluate the ongoing
condition of the laboratory and/or the reagents used in analysis.

Testing Complaints from Clients

When a client questions a test result, the sample in question will be pulled and
reanalyzed. If an error has occurred, any samples that are similar from the same batch
will also be rechecked. Information including client name and number, sample
description, results of first and second analysis and analysts' names will be recorded
and filed. The client will receive an amended report containing the necessary
corrections.

If consistent errors are noted for a particular analyst or a particular type of sample over
a period of time, corrective action will be initiated.

Calibration Records

Calibration of the PCM microscopes is performed daily and the records are kept on a
clipboard beside each microscope. At the end of each month the record sheets are
placed in a laboratory notebook along with maintenance and repair information, if
applicable. A file is kept for the hoods and muffle furnaces to document calibration,
maintenance and repair.

Quality Manual Internal Audit

On a quarterly basis the quality manual will go through an internal audit which will be
conducted by the Quality Assurance Monitor. All laboratory procedures and quality
control documentation will be reviewed and noted on an BADLANDS laboratory
checklist. The Quality Assurance Monitor will forward all pertinent findings to the
Laboratory Director upon compilation of the audit.
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Review of Quality Assurance System

The quality assurance manual will be reviewed on an annual basis and revisions for
each year will be noted. Conditions that may require an immediate revision in quality
assurance procedures during the course of the year will be listed and dated when they
are recorded in the manual.

Summary

All records of laboratory analysis and the associated paperwork are retained for three
years in standard file cabinets with back up on computer disc and hard drive. Only
original paperwork will be in the hard copy form. This action should improve both client
confidentiality and protection of lost or damaged paperwork.
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LABORATORY POSITIONS
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Section 7: Laboratory Positions

Position: Laboratory Directory
Mark E. Emter

Responsible to the Chief Executive Officer of Badlands, Bismarck, North Dakota. Has
overall responsibility for laboratory management and services. Duties include but are
not limited to supervision of Badlands laboratory, field inspection and field technician
personnel. Responsible for the training of the above-mentioned personnel, quality
control and quality assurance programs, analytical procedures, maintenance of
equipment and analyses.

Position: Laboratory Supervisor
Mark E. Emter

Maintains operation of laboratory on day-to-day basis and supervision of all personnel
inclusive of laboratory facility. Responsible for maintenance of quality assurance
parameters and general flow of laboratory paperwork. Maintains employee files and is
involved in personnel interviewing and acquisition. Responsible for ordering of
supplies, analysis equipment and all field equipment utilized in obtaining air and bulk
material samples. Maintains accreditations and certifications, handles correspondence
and communications with accrediting/certifying organizations. Establishes and
maintains interlaboratory sample exchange programs. Documents QA/QC operations
manual and updates manual annually.

Position: QA/QC Monitor
Mark E. Emter

Assigns analysts to analyze proficiency testing samples and establishes system for
effecting blind analysis of such samples. Monitors results, resolves related problems or
deficiencies. Maintains record keeping system. Oversees training analysts: 1) plans for
external training courses, 2) develops follow-up internal training procedures, 3)
supervises in-house training, and 4) documents training progress. Identifies critical
factors to be charted, develops and supervises process for assignment (or blind
analysis) of duplicated analyses. Determines frequency of analysis of knowns, e.g.,
PATs, AAR, etc. Monitors analyst compliance with QC program. Monitors currency of
records, e.g., PM tables, control charts. Documents and resolves deficiencies.
Handles analysts' questions on QC related problems. Resolves out-of-control point
problems. Provides QA/QC program orientation to new analysts. Reports periodically
to laboratory supervisor: 1) verbally reports significant problems immediately, 2)
provides monthly formal summary reports on progress, and 3) provides data for analyst

.A and laboratory QC related performance measurements, e.g., number of lost samples,
* ̂ ^ number of internal and external out-of-control points.
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Position: Laboratory Analyst
Mark Emter
James D. McGurren
Patrick McGurren
Daniel McGurren
John V. Brock
Michael J. Mithun

Responsible for analysis of air samples by Phase Contrast Microscopy. Laboratory
duties include the following: 1) general maintenance and calibration of analytical
equipment, 2) maintenance of laboratory cleanliness and contamination control, 3)
inventory and organization of laboratory supplies including analytical solvents and
reagents, 4) sample log-in and chain-of-custody maintenance throughout sample
analysis procedures, and 5) storage and archiving of samples and sample analysis
data. Also responsible for analytical data review and editing of erroneous information in
analytical reports. Answers directly to both laboratory supervisor and QA/QC monitor.

Position: Laboratory Technician

The following is a description of tasks performed by the Badlands staff members
responsible for air sample preparation.

Position: Sample Custodian
Mark E. Emter

The following is a description of the tasks performed by Badlands staff during sample
check in.

Air samples are received at the laboratory via mail, walk-in delivery or any of the
delivery services available to our clients. Laboratory personnel under a protective hood
open packaging. Samples that are accepted by the laboratory for analysis must be
accompanied by a completed chain-of-custody which includes the signature of the
person relinquishing the samples, the turnaround time for the samples and a
description of the samples. The laboratory analyst/ assistant who opens the sample
packaging then signs the chain-of-custody with the date and time of receipt after the
number and description of the samples have been verified. The chain-of-custody is
then routed to the laboratory staff so that the sample batch may be given a project code
number (PCN). If the samples are intercompany, the sample batch is labeled with the
project code number and the chain-of-custody remains with the samples.
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TRAINING REQUIREMENTS
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Section 8: Training Requirements

Laboratory Technicians

An experienced analyst (i.e., laboratory supervisor or quality control coordinator) will
train all lab technicians involved in sample preparation of samples. Hands-on training
follows. Points emphasized are:

a. Making a good representative slide of each sample.
b. Careful organization of samples, slides and paperwork.
c. Maintaining a contamination-free work area.

The health hazards of asbestos are explained and the importances of maintaining
safety precautions are emphasized.

All personnel involved in asbestos-related work are given a physical examination in
accordance with OSHA regulations for asbestos workers. These examinations are
given prior to any performance of work and on a yearly basis thereafter.
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LABORATORY REFERENCE DOCUMENTS
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Section 9: Laboratory Reference Documents

Laboratory Reference Documents

1. 40 CFR Part 763, Volume 52, No. 210, "Asbestos Containing Materials in
Schools, Final Rule and Notice."

2. "NIOSH 7400 Method", issued 2/15/84, Revision 3, 5/15/89.
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LABORATORY FORMS USED FOR QUALITY CONTROL

Badlands Environmental Consultants. Inc.
QA/QC Manual, Draft Revision 01, 01/05/00



SECTION 11

PUBLICATION HISTORY

Badlands Environmental Consultants, Inc.
QA/QC Manual, Draft Revision 01, 01/05/00



Publication History

Revisions

First Printing
Quality Manual - January 5, 2000

First Revision
Quality Manual

Second Revision
Quality Manual

Third Revision
Quality Manual

Badlands Environmental Consultants, Inc.
QA/QC Manual, Draft Revision 01, 01/05/00



ANNUAL REVIEW

Date Reviewed By Signature Title

Badlands Environmental Consultants, Inc.
QA/QC Manual. Draft Revision 01, 01/05/00



DIRECTOR REVIEW

Date Reviewed By Signature Title

Badlands Environmental Consultants, Inc.
QA/QC Manual, Draft Revision 01, 01/05/00



SECTION 12

STANDARD OPERATING PROCEDURES

Badlands Environmental Consultants, Inc.
QA/QC Manual, Draft Revision 01, 01/05MO



Section 12: List of Standard Operating Procedures

Standard Operating Procedure Revision Date

SOP 01: Laboratory Safety 1 4-98
SOP 02: Sample Custody 4 4-98
SOP 03: Sample Log-In 1 4-98
SC-3, SOP for Sample Log-Out 4 4-98

SP-2, SOP for Air Sample Prep 4 4-98

SA-2, SOP for Air Sample Analysis 4 4-98

RG-2, SOP for Air Sample Analysis and Reports 3 4-98

QC-2, SOP for QC of Air Samples 4 4-98
QC-3, SOP for Corrective Actions 4 4-98
QC-4, SOP for Interlaboratory Air Samples 3 4-98
QC-5, SOP for Monthly/Quarterly Reports 2 4-98

QA-1, SOP for Preparation Hoods 2 4-98
QA-4, SOP for Wipe Sampling 4 4-98

Standard Operating Procedure Revision Date

QA-5, SOP for Laboratory Air Monitoring 3 4-98
QA-8, SOP for PCM Microscope Calibration 3 4-98
QA-9, SOP for Ambient Air Temperature 2 4-98
QA-10, SOP for Annual Audits 1 4-98
QA-11, SOP for Adopting, Reviewing, and Raising

Analytical Methods and SOP's 1 4-98

TR-1, SOP for Training a New Analyst 1 7/98

Key to SOPs
TR=Training
LS = Laboratory Safety
SC = Sample Custody
SP = Sample Preparation
SA = Sample Analysis
RG = Report Generation
QC = Quality Control
QA = Quality Assurance
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SOP 01: STANDARD OPERATING PROCEDURE FOR LABORATORY SAFETY

Unsafe acts and/or unsafe conditions cause accidents. All personnel will assist
laboratory management in identifying and correcting unsafe conditions. Additionally,
personnel must conduct all job duties in such a manner that they do not endanger
themselves or others.

General Safety Practices

1. Leam the correct way to perform a procedure. Read the
instructions provided and ask questions.

2. Work at a speed consistent with safety.

3. Obey warning signs and tags.

4. Do not engage in horseplay.

5. Report unsafe conditions to your supervisor.

6. Know the location of the nearest fire extinguisher and emergency
exit.

7. Use protective equipment (lab coat, gloves, face shield, etc.)

8. Always wear safety glasses in laboratory areas.

9. Handle volatile, toxic, and/or noxious materials in an appropriate
fume hood.

Housekeeping

Cleanliness, order, safety and efficiency are inseparable. A cluttered workplace does
not indicate the amount of productive work occurring.

1. Keep aisles clear at all times.

2. Maintain clear passageways to emergency equipment, exits,
showers, eyewash fountains, and electrical control panels.

3. Store equipment and supply materials in appropriate locations that
do not endanger yourself of others.

4. Do not drape electrical cords or hoses across aisles.
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5. Clean floors immediately when liquids are spilled.

Electrical Safety

Show proper respect for electrical systems. Most electrocutions occur with 120V AC.
The higher the voltage the more danger involved but it is the current and current path
which determine the severity of tissue damage. The three hazards from electricity are:

A) Shock
B) Burn
C) Effect of pulling or jumping back

1. Check the insulation on the electrical cord when working with
portable electrical devices.

2. Know where and how to cut the electrical power to the area you are
working in.

3. Do not remove the grounding prong from male plugs.

4. Do not use electrical equipment if your hands are wet or if you are
standing on a wet surface.

Chemical Safety

The hazards associated with chemicals are corrosive burning of the skin, defatting the
skin, and dermatitis; internal injury and systemic poisoning from inhalation, ingestion, or
absorption through the skin; and damage from the physical effects of heat and shock
caused by explosion and burning.

1. Unless you intend to ignite them, keep flammable materials away
from heat and strong oxidizers. The vapors of many flammable
solvents are heavier than air and will flow and accumulate in low
spots.

2. Use adequate ventilation/fume hood.

3. Avoid breathing vapors.

4. Avoid contact with skin and eyes.

5. Wear appropriate personal protective equipment

6. Identify chemicals and solvents and label their containers.

7. Use proper containers; do not store chemicals in coffee cups or
drink coffee from beakers.
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8. Report chemical spills promptly to your supervisor.

9. Know the location of and how to use the nearest eyewash fountain
and safety shower.

Asbestos Safety

All samples submitted to BADLANDS for asbestos analysis may contain asbestos.
Samples and prepared slides must be handled carefully and cautiously at all times.

1. Open sample containers in a Class I Biohazard hood.

2. Exacto knives are sharp - use with care.

3. Asbestos is carcinogenic! Do not inhale or swallow any fibers.

4. Wash hands after mounting asbestos filter material.

Office Safety

An office is a relatively safe place to work but the accidents that do happen can be as
painful as those that occur elsewhere.

1. Keep floors clear of rubber bands, pens, pencils, paper clips, and
paper. Any of these can cause slips and falls.

2. Do not climb chairs or reach beyond your physical limits.

3. Open one file drawer at a time.

4. Close desk drawers and file drawers as soon as you no longer
need them open.

5. Do not drape extension cords or telephone cords over partitions or
run them across floors.

Accidents

In spite of our best efforts and intentions to eliminate accidents, sometimes disaster
strikes. When it does:

1. Report accidents to your supervisor immediately. Also report any
property damage.

2. All personal injuries, regardless of how minor, must be reported
within three (3) days. Failure to do so could result in a loss of State
Compensation Insurance Fund benefits.
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Fire and Other Emergencies

You should know the location of the nearest fire extinguisher. Calmly but quickly use
the carbon dioxide type extinguisher on the fire. This type of fire extinguisher is suitable
for type A, B, or C fires. These are:

A - Wood, paper, textiles
B - Oils, greases, solvents
C - Live electrical equipment

If possible to do so without endangering yourself, turn off any live equipment at the
main switch immediately.

Notify your supervisor and co-workers as quickly as possible. If required, have
someone notify the fire department; the fire department phone number is on the back of
all telephone receivers.
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SOP 02: STANDARD OPERATING PROCEDURE FOR SAMPLE CUSTODY

1. Forms

a) All chain-of-custody forms submitted with samples are signed and dated
by the laboratory analyst/assistant who opens the sample packaging. The
chain-of-custody is signed if no discrepancies exist between client data
sheets and the actual number and description of samples; or when
discrepancies are rectified. The chain-of-custody is then routed to the
administrative staff so that the sample batch may be given a sample code
number (SCN). If the samples are intercompany, the sample batch is
labeled with the project code number and the chain-of-custody remains
with the samples.

b) Chain-of-custody forms remain with the samples until they have been
analyzed. Copies of the signed custody forms are sent to the client with
the written reports, and the original is filed with our copy of the written
report.

c) If a client requests samples to be returned, the original chain of custody is
pulled from the files, signed, dated, copied, and then sent back to the
client with the samples.

2. Samples

a) Samples are archived by BADLANDS for a twelve-month period by the
following procedures:

i. Samples are boxed by project code numbers for temporary storage
immediately following analysis.

ii. Sample custodian transfers samples to storage for permanent
storage and files them by client name and project code number.

b) Unless prior arrangements have been made with the client, samples are
turned over to a local abatement firm for safe disposal after the twelve-
month holding period. At the time of waste collection, a waste shipment
record will be completed to verify correct action was taken prior to
disposal.

c) When samples are returned or sent for disposal, the information is recorded
on the project code number for future reference.

<8
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SOP 03: STANDARD OPERATING PROCEDURE FOR LOG-IN OF ASBESTOS
SAMPLES

1. Samples and Data Sheets

a) Carefully remove staples from packaging making certain no bags, vials,
etc., are opened (this process should be done under a high efficiency
hood). Samples should be rejected if the container was opened during
transit. Check the accept/reject column for each sample.

b) Make sure sample numbers on client's data sheets correspond with
sample numbers on sample containers. If samples are missing or
damaged, call the client immediately and record deficiencies on data
sheet.

c) If the sample data sheet is also the client's chain-of-custody, it should be
signed and dated by the laboratory analyst/assistant who opened the
package.

2.) Log-in

a.) BADLANDS job numbers are created from the existing project number
assignment system. The following information is typed in.

I. Sample number
II. Project Number
III. Date
IV. Type of Samples
V. Department Code

Badlands Environmental Consultants, Inc.
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SOP 04: STANDARD OPERATING PROCEDURE FOR AIR SAMPLE
PREPARATION

Reference: NIOSH Method 7400 (Issue 2, 15 August 1994) and EPA 40 CFR 763
(Vol. 51, No. 119)

Materials:
Acetone

. Triacetin
Pipette (for triacetin)
Quick Fix (or appropriate subsitute) with syringe
Exacto Knife with #22 curved blade
Forceps
Lint-free lens tissues
75 X 25 mm glass microscope slides
25 X 25-mm glass cover slips
Slide trays
Water bottle
Paper towels
Felt tip pen (Sharpie)

Procedure:

1. Turn on Quick Fix and wait for Quick Fix to heat up.
2. Put acetone into syringe associated with Quick Fix. Insert syringe into

Quick Fix.
3. Obtain a microscope slide and write the project code number and sample

I.D. at the top of the slide. Write the client name on the bottom of the first
and last slide of the group.

4. Open cassette carefully making certain the filter and support were placed
in the cassette correctly during sampling.

5. Cut a 1/4 section of filter with knife using a rocking motion. This is
performed while filter is on the support pad. A 1/4 section is cut if
standard 25-mm cassettes are used. Cut a 1/8 section if 37-mm
cassettes are used.

6. Close cassette with remaining 3/4 filter in place.
7. Wipe Premark slide with a lint free tissue.
8. Pick up the 1/4 section of the cut filter on its edge with the forceps and

place the filter in the middle of the slide with the dust side up.
9. Place slide into Quick Fix and apply 2/1 Oml of acetone with syringe. Wait

approximately five to ten seconds for the filter to dissolve.
10. Take the slide out and apply one drop of triacetin to the clear filter.
11. Wipe a cover slip with lint-free tissue and set the cover slip over the filter.
12. Mark edge of filter on underside of slide with red felt tip pen.
13. Place prepared slide in slide tray and repeat the procedure for all other air

samples in the group.
Badlands Environmental Consultants, Inc.
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14. Clean all equipment between each sample preparation.
15. Archive remaining 3/4 section of filter (in cassette) by SCN or PCN and client

name.
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SOP 05: STANDARD OPERATING PROCEDURE FOR AIR SAMPLE ANALYSIS

Reference: NIOSH 7400 Method, Issue 2 15 August 1994.

Equipment:
Phase Contrast Microscope with Walton-Beckett graticule
Hand-held counter
HSE/NPL test slide

Procedure:
1. Calibration is performed by following the manufacturer's instructions, the

procedures stated in the NIOSH 7400 Method and EPA's 40 CFR, Vol.
51, No. 119 (see Appendix D).
a) Adjust light source for even illumination (use Kohler illumination

when possible). Focus on particulate on filter. Make sure field iris
is centered on sample and is in focus.

b) Check phase-shift detection limit using HSE/NPL test slide.
2. Fiber count is achieved using NIOSH 7400 Method ("A" counting rules).

The 10 fibers per 100 fields lower detection limit is retained from P & CAM
239. Rules below are from NIOSH 7400 Method:
a) Count only fibers longer than 5 um. Measure length of curved

fibers along the curve on the graticule.
b) Count only fibers with a length-to-width ratio greater than or equal

to 3 to 1.
c) For fibers which cross the boundary of the graticule field:

i. Count any fiber longer than 5 um which lies entirely within
the graticule area,

ii. Count as 1/2 fiber any fiber with only one end lying within
the graticule area provided that the fiber meets rules (a) and
(b).

Hi. Do not count any fiber that crosses the graticule boundary
more than once,

iv. Reject and do not count all other fibers.
d) Count bundles of fibers as one fiber unless observing both ends of

a fiber can identify individual fibers.
e) Count enough graticule fields to yield 100 fibers. Count a minimum

of 20 fields. Stop at 100 fields regardless of count.

3. Hand-held counters are used, in most cases, to keep track of the number
of fields counted on a filter. When the total fields necessary for
completion have been counted, all data can then be entered on the
analyst's bench sheet.

4. Calculations (from 40 CFR 763 Vol. 51, No. 119)
a) If no volume is submitted, then fiber density E (fibers/mm^), is

calculated by dividing the total fiber count, F: minus the mean field
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blank count, B: by the number of fields, N: and the field area, Af;
(0.00785 mm2):

E = F-B = fjbers/mm2
(n)(Af)

b) When a volume is submitted, then fiber concentrations, C
(fibers/cubic centimeter), is calculated using, E, from above
multiplied by the effective collection of area of the filter, AC (385
mm2 for a 25 mm filter), divided by the volume, V (liters):

C= p =fibers/cc
V(1Q3)

5. Follow all QC procedures for air sample analysis.

Badlands Environmental Consultants, Inc.
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SOP 06: STANDARD OPERATING PROCEDURES FOR AIR SAMPLE
ANALYSIS REPORTS

Rules for Text Report for Air Samples

(1) This report is used for air samples received from a client and analyzed by
BADLANDS.

(a) Cover Page: All information should be centered.

i) Full name and address of the client should be typed in, including
zip code.

ii) Full project name will also be typed and centered along with the
client's project number, if one. There should be two spaces
between the colon and the project name.

iii) PCN is the BADLANDS assigned project #.

iv) The date is the month/year the samples were analyzed.

(b) Description/Information Page:

i) Client name should be the same as listed on the cover page.

ii) Project location is the same as the project name listed on the cover
page. List the project number also if there is one.

iii) The representative is the client contact for the project. If there is
not a client contact listed on the job description sheet, look on the
chain of custody. (The contact is not the sampler.) If there is no
contact listed, leave this blank.

iv) Description of Work and Laboratory should always be the same.

v) BADLANDS Representative(s): The person who analyzed the
samples should be listed. If more than one analyst is listed on the
data sheets, then each person should be listed.

(c) Text: Remains the same except under the personnel paragraph the
name(s) of the analysts need to be filled in. All the analysts need to
complete the NIOSH 582, therefore only the names will change, never the
text.
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Air Sample Data Sheet

(2) Document Program Set-up: The program is set-up to allow the user to enter data
by using the mouse, pre-programmed keys, and the use of arrow keys.

(a) Data for the air samples is in two sections; the numeric data and the
description text data. Type the samples in the order that they appear on
the chain of custody. Always type the exact information from the chain of
custody. If you have a question, ask the lab manager or the office
manager. Page, client name, project, project code number, date and
analyst information should be entered first. Using the 'client' key and
mouse or just the mouse can do this.

i) The number of pages is in the top right hand comer of the data
sheet. Determine the number of pages by the number of samples
submitted.

ii) The client name should be the same as listed on the cover page of
the text report. There should be two spaces after the colon.

iii) The PCN is the BADLANDS project code number. There should
be two spaces after the colon.

iv) The project name should be exactly the same as listed on the
cover page of the text report. There should be two spaces after the
colon.

v) The date is the day the analysis was done. This can be found on
the the written result sheet. Each page may be different.

vi) On each lab data form, the analyst is listed. Check which
analyst(s) should be listed for the ten samples you just typed and
list them on the left lower comer under "analyst." If there was more
than one analyst list them as name / name.

(b) Make sure all of your pages are in correct order.

i) Sample #: numbers should always follow the order on the bench
sheets. The sample number given by the client should be placed in
the client number column in the same order.

ii) Sample date: the date should be entered as mm/dd/yy. The date
should be on the chain of custody. If one is not listed, leave the
cell blank.
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iii) Start and Stop time: the column for time says "24 hour clock," but
do not change the time to a "24 hour" term if it is not listed as such
on the chain of custody. Always type in what is on the chain of
custody.

iv) Total minutes: if there isn't a total listed on the chain of custody,
leave it blank.

v) Flow rate: sometimes only an average is listed under this area. Do
not fill in the start and stop times if they are blank on the chain of
custody - only the average flow rate.

vi) Air volume liters: this is listed on the chain of custody and the lab
sheet.

vii) Fbrs/Flds: this number is located on the lab sheet.

viii) LOQ: this number is located on the lab sheet. Sometimes the
symbol <LOQ is on the sheet. Type it in with the LOQ in caps.
EXCEPTION: If the report is for Virga Environmental Services do
not use the <LOQ. You must use a numeric entry. If the LOQ is
0.020 then you must type <0.020.

ix) Description data: the same samples should be listed, in the same
order and the same location as above (the numbers will be entered
automatically on this program, but double check that the numbers
correspond correctly). Type in the data as shown on the chain of
custody under Location/Description. Use commas to separate
information.

x) VOIDS: If a sample is void, you must type in the information that is
on the chain of custody anyway, leaving cells blank if no
information is listed. In the Fbrs/Flds, LOQ and F/cc cells you must
type VOID in caps. An LOQ however will be listed for voided
samples, which have an air volume, therefore you, will type VOID
only in the Fbrs/Flds and the F/cc cells. In the area for the
description sample data, type in the information listed on the chain
of custody and follow it with "VOID: AND THE REASON" in capital
letters.

xi) Field Blanks: Samples that are field blanks will have data in the
sample number, date and Fbrs/Flds cells only. In the descriptive
data area type "Field Blank" with caps on the first letter only of each
word.

xii) Double check that the correct analyst and page number is listed
before you go to the next page.
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SOP 07: STANDARD OPERATING PROCEDURES FOR QUALITY CONTROL
FIBER COUNTING ON AIR FILTERS (PCM)

It is the policy of Badlands, to be in compliance with the OSHA, Section 1926.58,
Appendix A requirements for asbestos fiber counting when personal samples are
analyzed. All submitted samples for fiber counting will be subject to the following
requirements that are consistent with OSHA requirements:

1. All microscopes equipment is calibrated weekly with an HSE/NPL phase contrast
test slide. Calibrations are recorded in a logbook.

2. Badlands analysts are appropriately trained for each type of analysis.

3. BADLANDS participates in the AIHA AAR/AAT program.

4. BADLANDS participates in a voluntary round robin QA/QC program on a
quarterly basis with several other laboratories throughout the United States.

5. All PAT and voluntary round robin QA/QC results are posted in the laboratory.

6. Ten percent (10%) of all submitted samples are re-analyzed (replicate or
duplicate) on a blind basis. This includes submitted blanks.

7. Quality control slides, consisting of routine field samples and PAT samples, are
counted on a blind basis by each microscopist at a frequency of one per day.

8. All analysts who perform PCM analysis are required to attend the NIOSH 582
Training Course, or its equivalent.

9. All quality control information is recorded in the QC Log Book.

10. All air sample reports are calculated with blank corrections and checked and
reviewed three times.

11. In-house Alphabet slides are read every three (3) months.

Procedures for Avoiding Contamination:

1. Samples

Reject all cassettes found opened in shipping or transit
Each sample is prepared individually under a high efficiency hood
All archived samples are kept in their original cassettes

2. Slides and Cover Slips
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Never re-use slides or cover slips
Wipe with lint-free lens tissue before using

3. Exacto Knives, forceps, etc.:
Clean after every sample preparation with water and paper towel

4. Hoods:
Wipe utilized utensils between each sample preparation
Change pre-filters as necessary
Change filters as necessary

5. Acetone:
Close bottle immediately after syringe is filled
Insert syringe directly into Quick Fix

6. Triacetin and Applicator:
Never touch pipette to filter
Pipette is discarded when empty and a new one is then filled
Close bottle immediately after pipette is filled
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SOP 08: STANDARD OPERATING PROCEDURES FOR CORRECTIVE
ACTIONS

In cases where data QC fails to meet the required limits, or the overall QA of the project
is suspect, the QAM will be notified. Corrective actions shall be determined based on
the severity of the breakdown and the requirements of the customer(s).

In general, QC failures in precision and/or accuracy will require repeat measurements
and/or sample preparation. Deficiency of the QA plan will be dealt with on a project by
project basis depending on the severity of the problem and the requirements of the
customer.

In all cases, the QAM or the Lab Supervisor in conjunction will make the final decision
in QA/QC failure or breakdown with the Supervisor (s) whose date is impacted.

Following the procedures and protocols set forth in this document can minimize the
need for corrective action.

Corrective Actions for Air Sample Analysis:

1. When a blind recount comparison is deemed unacceptable using the following
formula:

x = average of counts
C.v. = 0.35 (in-house coefficient of variation)
z = 2.77 (x) (C.v.)
Ax = absolute difference between counts
If Ax < z then acceptable
If Ax > z then not acceptable

All remaining samples in the set are reanalyzed and a new comparability test will
be performed for each sample. If any of the tests are found to be unacceptable
the sample in question is reanalyzed by one or more different analysts to
determine an accurate count.

2. If counts from a field sample are found to be unacceptable after being
reanalyzed in the laboratory an assessment is made of the field conditions in an
attempt to alleviate the deviation. If no solution is found all remaining samples
from that project are analyzed in the laboratory.

Non-Conformances:

Non-conformances may include: 1) instrument failures/problems; 2)
incomplete/missing sample documentation; 3) unacceptable sample condition; 4)
exceeding sample holding times; 5) improper sample storage; 6) incorrect sample
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preparation; 7) wrong analysis method/procedure; 8) improper field sampling
methods; 9) QC data outside acceptance limits; 10) calibration requirements not met;
11) data recording, transcription or validation errors; and 12) improper reporting.

In all cases, a nonconformance report shall be made giving a description of the
problem, the corrective action taken, the name of the individual reporting the problem,
the date the problem was discovered, and the affected project or samples.

All employees shall be responsible for reporting any nonconformance that they observe
or identify it to the QC Coordinator. The appropriate supervisor is responsible for
assuring that the corrective actions are taken. Corrective actions may include: 1) re-
calibrating instruments; 2) re-analyzing samples; 3) repairing instruments; 4) additional
training of personnel; 5) substituting new lots of materials for defective materials; and 6)
notifying clients or field personnel of missing paperwork, broken containers, or incorrect
sampling methods or media.
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SOP 09: STANDARD OPERATING PROCEDURES FOR INTERLABORATORY
AIR SAMPLE ANALYSIS QUALITY CONTROL

Materials: PCM Microscope
Data reporting sheet
Hand counters
26 prepared slides, from field and laboratory

Procedure:

1. Quality Control samples will be available every three months and will be
analyzed in that time period.

2. Slides will be analyzed using the NIOSH 7400 method.
3. The QA/QC manager with results of other analysts will tabulate individual

results. Overall results will be recorded and kept in the QC files.
4. Analysts will receive a Quality Control Summary showing where they fall

in comparison with other analysts.
5. Individuals not falling within one standard deviation of the mean on any

sample analysis will be asked to reanalyze that sample. Repeated
deficiencies will be brought to the attention of the analyst's immediate
supervisor.
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SOP 10: STANDARD OPERATING PROCEDURE FOR MONTHLY/QUARTERLY
SUMMARIES

Procedure: Summaries will be completed quarterly for air sample analysis. These
include:

Air Sample Summaries

1) Analysis Total
2) Total QC
3) Daily Reference Slides
4) Results from Intra and Inter Laboratory Programs, (e.g. Round Robins and AAR)
6) Accuracy and Precision Tables and Graphs
7) Corrective Actions Taken During the Quarterly Period.

All summaries will be submitted to management for approval.
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SOP 11: STANDARD OPERATING PROCEDURE FOR PREPARATION HOODS

Quality Assurance

Sample preparation hoods are only utilized when the project field office is located at the
Badlands corporate headquarters.

All utilized utensils are wet wiped between each sample preparation. Hoods are wet
wiped inside and out at the end of every day. Hood pre-filters are replaced as
necessary. The pre-filter is wet down with a spray bottle and carefully pulled out and
placed in a lined, hazardous waste can for proper disposal by a local abatement
company. All filters are replaced as necessary. The filter is wet down while in place. A
large plastic bag is placed under housing and the filter is slowly lowered into the bag.
The old filter and bag is then double bagged and turned over to a local abatement firm
for safe disposal. All filter and pre-filter records are kept in the Quality Assurance
logbook.

Hood A: Sample Prep Hood with 12" x 12" HEPA Filter
Made by: Air filtronix
Received and Placed in Service: 5/12/95
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SOP 12: STANDARD OPERATING PROCEDURES FOR LABORATORY AIR
MONITORING SCHEDULE

Annually: A. Ambient/background sampling (PCM) is performed to evaluate
laboratory make-up air cleanliness.

B. All results are evaluated and changes in sampling strategy are
implemented.

C. Annual meetings are held with all laboratory staff to discuss changes
in program and any response actions that took place over the previous
calendar year.
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SOP 13: STANDARD OPERATING PROCEDURE FOR PHASE CONTRAST
MICROSCOPE CALIBRATION

References: NIOSH 7400 Method, Issue 2,15 August 1994.
Zeiss Operating Instruction Manual, VII
Standard KF-2

Materials: Phase Contrast Microscope
HSE/NPL Test Slide
Telescoping Eyepiece
Stage Micrometer
Kimwipes or Lens paper

Procedure:

1. Light source must be in focus and centered on the condenser iris or
annular diaphragm.

2. Place a prepared slide on the mechanical stage of the microscope with
the center of the filter under the objective lens. Focus the microscope into
the plane of the filter.

3. The illuminator field iris must be in focus, centered on the sample, having
only the field of view illuminated.

4. The phase rings must be concentric (i.e., the light must be contained
within the dark circle so that no light is scattered around the edges).
Always check when microscope has been moved.

5. The phase shift detection limit should be checked with a HSE/NPL test
slide, (i.e., optics must resolve line sets 1 through 3 completely. Sets 4
and 5 must partially visible, with sets 6 and 7 being invisible. Microscopes
not fitting these criteria should not be used for airborne fiber counting).

6. Each eyepiece, objective, and graticule should be calibrated with a stage
micrometer. If any of the three are replaced or repaired, calibration should
be repeated.

Care and Cleaning

1. Always cover instrument with a plastic dust cover when microscope is not
in use.

2. Keep eyepieces in microscope body at all times in order to prevent dust
from falling on the internal optics.

3. Store microscope in a clean, safe place when not in use.
4. Clean lens surfaces with a pressurized air source, soft cleaning brush, or

lens paper.
5. Carefully wipe off oil or fingerprints with a small amount of xylene, alcohol,

or optical cleaner.
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Documentation

1. Document weekly any adjustment, cleaning, or service to instrument in
logbook provided. (Laboratory)

2. Document, as above, each time microscope is moved.
(Field)

3. All forms of documentation must include an initial of analyst, date, and time
of calibration.
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SOP 14: STANDARD OPERATING PROCEDURES FOR INTERNAL AUDITS

Procedure: The Quality Control/Quality Assurance officer will conduct annual
laboratory audits. Items covered during the audit include:

1) Sample Maintenance
2) Calibration
3) Preventive Maintenance
4) Analytical Methods
5) Data Verification
6) Record Management

Audits will consist of general overview of laboratory and procedures. Audits may be
towards a specific method/procedure.

Results of the audit shall be discussed with the Laboratory Supervisor and kept on file
along with any corrective actions taken.
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SOP 15: STANDARD OPERATING PROCEDURE FOR ADOPTING,
REVIEWING, AND REVISING SOP'S

Procedure: Standard operation procedures shall be developed and implemented for
all routine, standardized and special/critical operations.

Adopting
Standard operating procedures are created each time a new
operation/procedure/method is presented. It is added to the list of SOP's under its
appropriate heading. Adoption of a new procedure must be checked and approved by
the Laboratory Director, QA/QC monitor and the Laboratory Supervisor.

Reviewing
Standard operating procedures are updated and reissued as required and reevaluated
as needed. SOP's will be reviewed more frequently when changes have been made to
references or the procedures; to determine suitability for continued use.

Revising
Each time a Standard Operating Procedure is revised, the revision date and number will
be changed. Management must approve/reject of new SOP's. Copies of old SOP's will
be kept on file.
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SOP 16: STANDARD OPERATING PROCEDURES FOR TRAINING NEW PCM
ANALYSTS
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SECTION 17

ORGANIZATIONAL CHART
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SECTION 18

EQUIPMENT LIST
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TABLE A
EQUIPMENT INVENTORY

Item Manufacturer Model# Serial* Major Date
Components Received

PCM
Microscope

PCM
Microscope

Zeiss KF-2
(#1)

Zeiss KF-2
(#2)

002690 Phase Rings
Objectives
Oculars

002693 Phase Rings
Objectives
Oculars

August 1989

August 1989

Any failed, replaced or repaired equipment will be documented on the equipment
replacement or repair form.

Item Manufacturer Model* Serial* Major Date
Components Received

Permamount Birmingham N/A
Instruments

3JU88 N/A N/A

Quick Fix R.J. Lee 2112A
Group Inc.

22306 N/A N/A

HEPA Hood Falcon FC550
(Air) Fabrication

N/A HEPA Filter May 1989
Pre-Filter
Fans
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Equipment Calibration
Schedule Laboratory

SOP No. SP-2
Revision: #4

Date: 1/96
Page 1 of2

Approved by: QAM
Supervisor

Item

Zeiss
PCM

Calibration
Schedule

Daily

Laboratory
Personnel

PCM Analysts

Reference
Document

S.O.P. QA-8
Zeiss Operating
Manual KF-2

Acceptance
Criteria

Air
Samples

Monthly PCM Analysts S.O.P. No QA-5
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The Essen/to/ Source
November 12.2003

THOMAS D. KOCH
BADLANDS ENVIRONMENTAL CONSULTANTS INC.
1006 E. CENTRAL AVE.
UNTTA
BISMARCK ND 58501

LabID# 158228
Dear THOMAS D.KOCH

Enclosed i» your Proficiency Analytical Testing (PAT) Round 155 results.

PAT Round 156 sample Kris will be mailed to laboratories around January 1.2004.
Results will be due to AIHA on February 1.2004. The analytes for round 159 are:

Metata - cadmium chromium, toad
Organic* - methane!
Acbestoe - emoelte

If you have any questions, pleese contact Keeana MoCormick at AIHA. (703) 846-0797.

Your Password to anUr data via the Internet la now included on the eubmlwion form included
with the PAT eemples. Your password Is hi the upper toft hand comer (next to your lab DJ) of the
mailing address label. Pleaee do not c*H AIHA for your password. Beeauee of security concern*,
paeaword* will not be given over th« photi*.

Please note: After submitting your data on the PAT date web stte. It IK vary Important jo print .the
csonfirmatton pane. Save this paoe as verification ihat results haye been BUbmrtted.

The od4re»i to enter PAT remits is:

The AIHA Laboratory Quality Assurance Programs, Policies and Application for AIHA
accredloitlon are availabl* on-4ln«.

httpj'/www.aha.orq

Note: The Policies for 2003 comply wrth IS017025.

ngmo^
2. Eiwlrooroont«lL«aLarxwlcry
X ArteMMAnatos* Registry (AAR)
4. EnvkoamantD MooMukw Acc*»Qil>Ujn Pnyvm (EMIAP)

Stoceretj'.

KecshaT.McConaick
PAT Dma SpeciiliJt

American Industrial Hygiene Association
2700 Prosperity Av«.. Suite 250. Fairfax. VA 2203
(703) 8494B8B (703) 207-6558 fax
inloFn ftnrfc* Une (703> S4t-ffi/fO or Internet
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August 27,2003

THOMAS D.KOCH
BADLANDS ENVIRONMENTAL CONSULTANTS INC.
1006 E. CENTRAL AVE.
UNIT A
BISMARCK ND 58501

LablDft 158228
Dear THOMAS D. KOCH

Enclosed are your Profldency Analytical Testing (PAT) Round 154 resuto.

PAT Round 1 55 sample Wt$ will be mailed to laboratories around October 1 . 2003.
Results will be due to AIHA on November 1 , 2003- The analytea for round 1 55 are:

Metals - cadmium, Uad, zinc
Organic* ~ methanol (MOH)
Aebesto* -chryeotile

If you hove any questions, please contact Keeeha MoCormick at AIHA. (703) 846-0797.

Your Password to enter date via the internet i» now included on the submission form included
with the FAT semptoa. Your password ia hi the upper left hand corner (next to your lab ID*) of the
mailing eddrete label. Pltaee do not can AIHA for your password. Because of security concerns,
paaawontt wM not be given over the phone.

: Alte* aubmittino your data on the PAJ date weo sHe. it te very hnoortant to Print the
confirmation pace. Save thtt page at vertftcattort that resurte have been stibrritted.

The address to enter PAT result* if: bKp//www.ailw.orgfrat

The AIHA Laboratory Quality Assurance Program*, Polidet and Application tor AIHA
accreditation are available orHine.

http://www.agia.org

Note: The Poltelaa.for 2002 comply with ISO 17025.

y AcCTtdtaton Progran (IHLAP) InctudlnB B""» AIPMIM aft an tntlyte
The ôo|kâ qn cov*f* *flB IblltHfl

1.
2. Eiwirenintntil Lead Laboratory AocrediW* Prognpi (EUAP)
3.
4.

Sincerely.

Kcnha T. McConnick
PAT Data SpcCT»lisl

American Industrial Hygiene Associatioi
2700 Prosparl'.y Ave.. Suite 25O, Fairfax, VA 22O31
(703) 849-8886 ;703l 207-8568 fax
Infoftx S»nncm Lin* 17O3I 641-INFO or Internet: infofieiQitihtt.org
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May 29, 2003

THOMAS D, KOCH
BADLANDS ENVIRONMENTAL CONSULTANTS INC.
1006 E. CENTRAL AVE.
UNTTA
BISMARCK ND 58501

LabID* 158228
Dear THOMAS D.KOCH

Enck»BO are your Proficiency Analytical Testing (PAT) Round 153 results.

PAT Round 154 sample Kits will be mailed to laboratories around July 1.2003.
RfiSJlts win be due to AlhA on August 1, 2003. Ths analytes for rourd 154 are:

Metals ' cadmium, chromium, lead
Organic* - benzene (BNZ), o-xytene (OXY). toluene (TOL)
Asbestos - amosite

It you nave any questions, please contact Keesha McCormicH at AIHA. (703) 846-0797.

Your Password to enter data via the internet to now included on the submission form Included
with the PAT camples. Your password is In the upper left hand corner (next to your lab ID*) of the
mailing address libel. Please do not call AIHA for your password. Because of security concerns,
passwords will not be given over th» phone.

Plaase note: After submitting vour data on the PAT offia Web s(te. it Is very important to Print (rre
confirmation pace. Save this page a> verfteatton that re?ultt have bean sufcrnjtted.

The address to enter FAT results is: http://www.aiha.org/pal

he AIHA Laboratory Quality Aaauranco Programs. Policies and Application for AIHA accreditation
are available on-line.

htto'.//www.atia.ofQ

Note: The Policies for 2002 comply with ISO 17025.

fan coven tha foftjwlno aiaartn*:
1. industrial Hygiene loxwfc^A
2.
3.

Program OHt/^)Uxjj(Ur^^

Sincerely,

T. McC«iriuicl
PAT D»t» Specitlitf American industrial Hygiene Association

»70O ProciMrHy Ave« cult* *SO, Fairfax. VA
2*011
<tOI> Mt'lIM tTOSl IOY'1551 MX
mrofax service une (705) sai-iNFO or internet
infonetvaltia.org
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Appendix 8

Field Sampling Forms

Confirmation Soil Sample Collection Procedure (CSSCP-Libby-01)

Sample Custody Procedure (SCP-Libby-01)

Packaging and Shipping of Environmental Sample Procedure (PSESP-
Libby-01)

Field Logbook Content and Control Information Procedure (FLCCIP-Libby-
01)

Photograph Documentation of Field Activities Procedure (PDFAP-Libby-
01)

Field Equipment Decontamination Procedure (FEDP-Libby-01)



Date: May 5.2004 (Revision 1) Procedure No. CSSCP-Libbv-01

Site: Flvwav Site
Libby, Montana

Confirmatory Soil Sample Collection Procedure (CSSCP)

The following procedure applies to the collection of confirmatory soil samples at the
Flyway Site.

Equipment

Sample Container - the sample container will consist of quart-sized zip-top plastic bags.
Trowel - for collecting surface soil samples.
Stainless Steel Mixing Bowl - used to mix and homogenize composite soil samples after
collection.
Gloves - for personnel protection and to prevent cross-contamination of samples. May
be plastic or latex. Disposable, powderless.
Field Clothing and Personal Protective Equipment (PPE) - as specified in the health and
safety plan (HASP).
Field Sprayers - will be used for decontaminating non-disposable sampling equipment
between samples.
Silica Sand - for field equipment blank quality control (QC) samples.
Field Logbooks - used to record progress of sampling effort, and to record any problems
and field observations.
Field Sample Data Sheet (FSDS) - used to record soil sample information.
Permanent Marking Pen - used to label sample containers.
Index ID Stickers - used to label containers.
Plastic Buckets - used to wash nondisposable field equipment between samples.
Trash Bag - used to dispose of gloves.
Cooler - used to store samples while in the field.
Chain of Custody Record - for ensuring custody of soil samples until shipping.
Custody Seals - for ensuring custody of soil samples during shipping.

Sample Collection

Don the appropriate PPE as specified in the HASP. A new pair of plastic gloves are to be
worn for each soil sample collection.
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• Each 100 ft. x 100 ft. grid will be subdivided into 20 ft. x 20 ft. subgrids (see
Figure 5-3 discussed in Section 5.3 of the SAP). A composite soil sample will be
collected from five (5) adjacent subgrids. Samples of surface soil will be
collected at the approximate center-point of each subgrid (1,2, 3, etc.). Partial
grids will be sampled and composited in five (5) aliquots or lesser units for areas
without five (5) subgrids.

• The soil samples will be collected from a 0-2 inch depth interval using a
decontaminated trowel or appropriate disposable sampling devise.

• Each of the soil sample locations will be located using GPS equipment

• A description of the soil samples will be recorded in the field log book.

• Soil field duplicate samples will be collected at a rate of 1 per 20 (5 percent) of
the field samples. These samples will be independently collected with separate
sampling equipment.

Record Keeping and Quality Control

A field logbook should be maintained by each individual that is collecting samples as
described in the Field Logbook Content and Control Procedure (FLBC-Libby-01). The
FLBC procedure will detail specific conditions, but at a minimum, the following should
be collected:

Date;
Time;
Sampler (person collecting the sample);
Weather Conditions;
PPE used;
Locations of any samples that could not be acquired; and
Descriptions of any deviations of the FLBC for each sample.

• Quality control samples will include:
- field duplicates; and
- equipment blank samples (EPA will analyze the required water samples to

support this QC item).
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Decontamination

All soil sampling equipment must be decontaminated prior to reuse. Specific instructions
on sample equipment decontamination are included in Field Equipment Decontamination
Procedure (FSDP-Libby-01). In general, the procedure to decontaminate all soil
sampling equipment is outlined below:

• Remove all gross contamination with a plastic brush;
• Use clean water and a plastic brush to wash each piece of equipment;
• Remove excess water present on the equipment by shaking;
• Use a paper towel to dry each piece of equipment;
• Wrap dried equipment in aluminum foil.
• Once a week all soil sampling equipment will be cleaned using Alconox and clean

water.

Spent gloves, and PPE must be disposed or stored properly at the site.
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Date: March 22.2004 Procedure No. SC-Libbv-01

Site: Flyway Site
Libby, Montana

Sample Custody

Due to the evidentiary nature of samples collected during environmental investigations,
possession must be traceable from the time the samples are collected until their derived
data are introduced as evidence in legal proceedings. To maintain and document sample
possession, sample custody procedures are followed. All paperwork associated with the
sample custody procedures will be retained at the Libby site office.

Responsibilities

Sampler - The sampler is personally responsible for the care and custody of the samples
collected until they are properly transferred or dispatched.

Project Quality Assurance Coordinator (PQAC) - The PQAC is responsible for ensuring
that strict chain-of-custody procedures are maintained during all sampling events. The
PQAC is responsible for coordinating with the subcontractor laboratory to ensure that
adequate information is recorded on the custody forms.

Field Sample Custodian - The field sample custodian, when designated by the PQAC, is
responsible for accepting custody of samples from the samplers) and properly packing
the samples to be shipped to the laboratory assigned to do the analyses. A field sample
custodian is typically designated only for large and complex field efforts.

Required Supplies

• Chain-of-Custody records
• Custody seals
• Sample labels or tags
• Clear tape

Procedures

Chain-of-Custody

This procedure establishes a method for maintaining custody of samples through use of
chain-of-custody record. This procedure will be followed for all samples collected or
split samples accepted.
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Field Custody

1. Collect only the number of samples needed to represent the media being sampled.
As few people as possible should handle samples.

2. Complete sample labels or tags for each sample, using waterproof ink.

Transfer of Custody and Shipment

1. Complete a chain-of-custody record for all samples (see Figure 1 for an example
of a chain-of-custody record.

2. The date/time will be the same for both signatures when custody is transferred
directly to another person. When samples are shipped via common carrier (e.g.,
Federal Express), the date/time will not be the same for both signatures.

3. In all cases, it must be readily apparent that the person who received custody is
the same person who relinquished custody to the next custodian.

4. If samples are left unattended or a person refuses to sign, this must be
documented and explained on the chain-of-custody record.

5. Samples should be properly packaged for shipment and dispatched to the
appropriate laboratory for analysis. Each shipment must be accompanied with a
separate chain-of-custody record.

6. Include a chain-of-custody record identifying its content in all shipments (refer to
Figure 1). The original record will accompany the shipment, and the copies will
be retained by the PQAC and, if applicable, distributed to appropriate sample
coordinators. Freight bills will also be retained by the PQAC as part of the
permanent documentation.

Completing Chain-of-Custody

The following procedure is to be used to fill out the chain-of-custody record.

1. Record project number.
2. Record PQAC for the project.
3. Record the name and address of the laboratory where samples are being shipped.
4. Enter the project name/location.
5. Record overnight courier's air bill number (if shipped overnight).
6. Record sample location number.
7. Record sample number.
8. Note media type (media) and reference number.
9. Note sample type.
10. Enter date of sample collection.

Procedure No. SC-Libbv-01
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11. Enter time of sample collection in military time.
12. When required, enter the names or initials of the samplers next to the sample

location number of the sample they collected.
13. List parameters for analysis and the number of containers submitted for analysis.
14. Sign the chain-of-custody record(s) in the space provided. All samplers must sign

each record.
15. If sample tags are used, record the sample tag number in the "Remarks" column.
16. Record date shipped.
17. The originator checks information entered and then signs the form including the

current date and time (military).
18. Send the top two copies with the samples to the laboratory; retain the third copy

for the project files. Retain additional copies for the project file or distribute as
required to the appropriate sample coordinators.

19. The laboratory sample custodian receiving the sample shipment checks the
sample label information against the chain-of-custody record. Sample condition
is checked and anything unusual is noted under "Remarks" on the chain-of-
custody record. The laboratory custodian receiving custody signs in the adjacent
"Received" on the chain-of-custody record. The laboratory custodian receiving
custody signs the chain-of-custody form and keeps the copy.

Custody Seals

Custody seals must be placed on the shipping containers (e.g., picnic cooler) prior to
shipment. The seal should be signed and dated by a field team member.

Sample Shipping

See the packaging and shipping of environmental samples procedures PSES-Libby-01.
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Date: March 22.2004 Procedure No. PSES-Libbv-01

Site: Flvwav Site
Libby, Montana

Packaging and Shipping of Environmental Samples

This procedure applies to the packaging and shipping of all environmental samples (soil
samples and air samples) specific to the SAP. No chemicals will be shipped with any of
the soil samples.

Responsibilities

The Project Quality Assurance Coordinator (PQAC), is responsible for ensuring that
packaging and sampling procedures are conducted in accordance with this procedure.

Required Equipment

Coolers with return address
Plastic Ziploc®-type bags, small and large
Clear tape
Duct tape
Large heavy-duty plastic garbage bag
Bubble wrap
Custody seals
Completed chain-of-custody record
Completed bill of lading, if applicable
"This End Up" and directional arrow labels

Procedures

The following steps must be followed when packaging samples.

1. Select a sturdy cooler in good repair.
2. Make sure that all the sample bags are secured.
3. Place the completed chain-of-custody record for the laboratory into a plastic zip-

top bag, tape die bag to the inner side of the cooler lid, and close the cooler.
4. The cooler lid shall be secured with duct tape (or other similar type tape) by

wrapping each end of the cooler a minimum of two times. Attach a completed
chain-of-custody seal across the hinges of the cooler on opposite sides. The
custody seals should be affixed to the cooler with half of the seal on the strapping
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tape so that the cooler cannot be opened without breaking the seal. Complete two
more wraps around with clear tape over the custody seals.

5. The shipping container lid must be marked "THIS END UP" and arrow labels that
indicate the proper upward position of the container should be affixed to the
cooler. A label containing the name and address of the shipper shall be placed on
the outside of the container. The name and address of the laboratory shall be
placed on the container, or when shipped by common courier, the bill of lading
shall be completed and attached to the lid of the shipping container.
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Date: March 22.2004 Procedure No. FLBC-Libbv-01

Site: Flvwav Site
Libby, Montana

Field Logbook Content

A field logbook will be kept to document field sampling work efforts conducted at the
Flyway Site.

1. Field logbooks will be bound with lined, consecutively numbered pages. All
pages will be numbered prior to initial use of the log book. Prior to use in the
field, each logbook will be marked with a specific document control number
issued by the project quality assurance coordinator.

2. The following information will be recorded on the cover of the logbook.

a. Field logbook document control number.
b. Activity (if the logbook is to be activity-specific) and location.
c. Start date.

3. Operation

The following is a list of requirements that must be followed when using a
logbook:

a. Record work, observations, quantities of materials, calculations,
drawings, and related information directly in the logbook.

b. Do not start a new page until the previous one is full or has been marked
with a single diagonal line so that additional entries cannot be made.

c. Do not erase or blot out any entry at any time. Indicate any deletion by a
single line through the material to be deleted. Initial and date each

deletion.
d. Do not remove any pages from the logbook.

Specific requirements for field logbook entries include:

a. Initial and date each page.
b. Sign and date the final page of entries for each day.
c. Initial and date all changes.
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d. A new author must sign and print his/her name before additional entries
are made.

e. Draw a diagonal line through the remainder of the final page at the end of
each day.

f. Record the following information on a daily basis:

- Date and time;
- Name of individual making entry;
- Names of field team and other persons on site;
- Description of activity being conducted including station or location

(i.e., soil sample location, etc.);
- Weather conditions (i.e., temperature, etc.);
- Level of personal protection to be used;
- Serial numbers of instruments;
- Required calibration information; and
- Serial/tracking numbers on documentation (e.g., carrier air bills).

g. At each station where a sample is collected or an observation or measurement
made, a detailed description of the location of the station is required. A GPS
location should be included for each sample location. All maps or sketches
made in the logbook should have descriptions of the features shown.

h. Other events and observations that should be recorded include:

- Changes in weather that impact field activities;
- Deviations from procedures outlined in any governing documents.

Also record the reason for any noted deviation;
- Problems, downtime, or delays; and
- Upgrade or downgrade of personal protection equipment.

4. Post-Operation

To guard against loss of data due to damage or disappearance of logbooks,
completed pages shall be periodically photocopied (weekly, at a minimum) and
forwarded to the field or project office.

At the conclusion of each activity or phase of site work, the individual responsible
for the logbook will ensure that all entries have been appropriately signed and
dated, and that corrections were made properly. The completed logbook shall be
submitted to the field office.
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5. Restrictions/Limitations

Field logbooks constitute the official record of onsite technical work,
investigations, and data collection activities. Their use, control, and ownership
are restricted to activities pertaining to specific field operations carried out by
Remedium Group, Inc. (a subsidiary of W.G. Grace & Co.) and their
subcontractors. They are documents that may be used in court to indicate dates,
personnel, procedures, and techniques employed during site activities. Entries
made in these notebooks should be factual, clear, precise, and non-subjective.
Field logbooks, and entries within, are not to be utilized for personal use.
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Date: March 22.2004 Procedure No. PDFAP-Libbv-01

Site: Flvwav Site
Libby, Montana

Photographic Documentation of Field Activities Procedure (PDFAP)

Photograph recordings made during field investigations are used as an aid in
documenting and describing site features, sample collection activities, and equipment
used.

The project quality assurance coordinator is responsible for ensuring that the format and
content of photographic documentation are in accordance with this procedure.

The photographer shall seek direction from the project quality assurance coordinator and
discuss the visual documentation requirements and schedule. The photographer is
responsible for maintaining a logbook.

Required Equipment

• 35 mm camera, disposable single use camera (35mm or panoramic use) or digital
camera

• Logbook
• Indelible black or blue ink pen
• Standard reference markers
• Medium speed, or multi purpose fine-grain, color, 35 mm film or storage medium

for digital camera

Documentation

• A commercially available, bound logbook will be used to log and document
photographic activities.

Operation

• The photographer should be prepared to make a variety of shots, from close-up to
wide-angle.

• All still film photographs should be made using a medium speed, multi purpose
fine-grain, color negative film in 35 mm format.

• No preference of digital storage medium is specified and is left to the discretion of
f^^ the photographer.
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Slate Information

• When directed by the project quality assurance coordinator, each new roll of film
or digital storage medium shall contain upon the first usable frame (for film) a
slate with consecutively assigned control numbers.

Caption Information

• All still photographs will have a full caption permanently attached to the back or
permanently attached to a photo log sheet. The caption should contain the
following information.

- Film roll control number(if required) and photograph sequence number
- Date and time
- Description of activity/item shown
- Direction (if applicable)
- Photographer

Digital media should be downloaded at least once each day.

Close-up and Feature Photography

When directed by the Project Quality Assurance Coordinator, close-up photographs
should include a standard reference marker of appropriate size as an indication of the
feature size and contain a slate marked with the site name and identifying label, such as a
soil sample number, that clearly communicates to the viewer the specific feature being
photographed.

Site Photography

Site photography, in general, will consist predominately of medium and wide-angle shots.
A standard reference marker should be placed adjacent to the feature or, when this is not
possible, within the same focal plane.

Panoramic

In situations where a wide-angle lens does not provide sufficient subject detail, a single
use disposable panoramic camera is recommended.
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Photographic Documentation

Photographic activities must be documented in a photographic logbook or in a section of
the field logbook. The photographer will be responsible for making proper entries.

The following information should be maintained in the appropriate logbook:

• Photographer name;
• If required, an entry shall be made for each new roll/tape control cumber

assigned;
• Sequential tracking number for each photograph taken (for digital cameras, the

camera generated number may be used);
• Date and time (military time);
• Location;
• A description of the activity/item photographed;
• If needed, a description of the general setup, including approximate distance

between the camera and the subject, may be recorded in the logbook;
• Record as much other information as possible to assist in the identification of the

photographic document.

Post Operation

All film will be sent for development and printing to a photographic laboratory (to be
determined by the photographer). The photographer will be responsible for arranging
transport of the film from the field to the photographic laboratory. The photographer
shall also be arranging delivery of the negatives and photographs, or digital storage
medium to the project management representative.

Documentation

At the end of each day's photographic session, the photographers) will ensure that the
appropriate logbook has been completely filled out and maintained.

Photographs and the associated set of negatives, digital media, and original unedited
documentary videotape recording will be submitted to the project files and handled
according to contact records requirements.

Completed pages of the appropriate logbook will be copied weekly and submitted to the
project files
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Date: May 5. 2004 (Revision 1) Procedure No. FEDP-Libbv-01

Site: Flvwav Site
Libby, Montana

Field Equipment Decontamination Procedure (FEDP)

The following procedure applies to the field sampling devise decontamination procedure
for the Flyway Site. A trowel or appropriate sampling devise will be decontaminated
before soil samples are collected. The following decontamination procedure is listed
below.

1. Remove all gross contamination with a plastic brush.

2. Use clean water and a plastic brush to wash each piece of equipment.

3. Remove excess water present on the equipment by shaking.

4. Use a paper towel to dry each piece of equipment.

5. Wrap dried equipment in aluminum foil.

6. Once a week all soil sampling equipment will be cleaned using Alconox and clean
water.

Spent gloves, and PPE must be properly disposed.

If disposable sampling devises are used, this decontamination procedure will not apply.

Alconox and asbestos-free water will be used every time decontamination is
performed on field sampling equipment.
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Section 1
Introduction

This Sampling and Analysis Plan (SAP) addresses the proposed work efforts to

be implemented at the Flyway site, Libby, Montana.

The project includes removal of asbestos contaminated soil at the Flyway site,

located immediately south of the former screening plant (operable unit 02).

1.1 Site Area

The site area to be addressed as part of this SAP consists of:

• The Impacted fifty-three (53) grid area.

Soil from the impacted fifty-three (53) grid area will be examined and excavated

(or scrapped) to acceptable levels as required, and confirmatory soil samples will be

collected.

Some of the grids located in the fifty-three (53) grid area are located along the

Riverbank. Any contaminated soil located in the Riverbank grid areas will be addressed.

Based on EPA's composite soil sample data, no PCB contamination was

detected beneath the transformer area (near the abandoned pump house); therefore, no

sampling and/or remedial activities are proposed for the soil in this area.

1.2 Project Management

The project management team will include:

Project Coordinator - Robert R. Marriam
(Remedium Group, Inc.)
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Alternate Project Coordinator - Robert J. Medler
(Remedium Group, Inc.)

Remedial Project Manager - Jim Christiansen
USEPA-Region VIII

Project Manager - Alan R. Stringer
(W. R. Grace & Co.)

Sample Coordinator and - Patrick McGurren
Air Monitoring Manager (Koch Environmental Health, Inc.)

Air Monitoring Manager - Patrick McGurren

Project Quality Assurance Coordinator - David Tucker
Remedium Group, Inc.

Health and Safety Officer - Thomas Koch, CIH
(Koch Environmental Health, Inc.)

Excavation and Equipment Contractor - Mike Chapman
(Mike Chapman Enterprises)

Mr. Jim Christiansen and/or a representative of the USEPA-Region VIII office will

work closely with Remedium on all aspects of the project and will be responsible for

ensuring that the work meets the requirements set forth in the approved legal and

technical documents. See Figure 1-1 for a project management organization chart.

1.3 Objectives

The sampling and analysis plan is designed to insure that all phases of the project are

conducted in such a manner as to protect human health and the environment. It is recognized

that movement of soil during excavation must be closely controlled and monitored to avoid

excursions from the site, which might result in a health threat to the workers or to offsite

locations. In addition to the special steps taken to control dust during the soil removal activities

in the fifty-three (53) grid area, sampling will be conducted to confirm that the ambient air has

not been impacted.

In general, three (3) types of sampling will be conducted. All samples, whether air or

soil, will be targeted to the detection of asbestos.

C-1-2



FIGURE 1-1
PROJECT MANAGEMENT ORGANIZATION CHART
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Air sampling will be conducted to evaluate the air quality at the perimeter (exclusion

zone) of the site and in the workers' breathing zone.

The soil samples will be of a confirmatory nature only and will be used to establish that

the cleanup standards have been met. The types of sampling to be conducted are listed below:

Ambient Air Monitoring - Ambient air monitoring will be conducted around the

excavation activities to determine the quality of the ambient air.

Personal Air Monitoring - Personal air monitoring will be conducted of the personnel

conducting the soil excavation activities and performing the confirmatory soil sample activities.

Soil Confirmation Sampling - Final confirmation soil sampling will be conducted to

ensure that the quality of final soil conditions meet the cleanup standards as specified in Section

5.
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Section 2
Site Background

Information included in this section was obtained during previous investigations

at the Flyway site. Figure 2-1 shows the General Locus Plan of the Libby, Montana

area. Figure 2-2 shows the location of the Flyway site in relation to the vermiculite mine

site on the U.S. Geology Survey (USGS) quadrangle map.

2.1 Current Site Usage

The site is currently vacant, undeveloped land consisting of meadow, sparsely

wooded areas, and crushed stone and gravel roadways. An abandoned pump house is

located on the property, close to the Kootenai River.

2.2 Site Area (Acreage)

Total site acreage includes the Flyway site, which contains a large open area, an

abandoned pump house, and gravel and crushed stone roads. The Flyway site contains

approximately 19-acres, located on the northeastern side of the Kootenai River,

approximately 4.5 miles northeast of Libby, Montana. Highway 37 runs along the

northeastern boundary of the site. The overall dimensions of the site are approximately

690+/- feet on the north; 1,495 +/- feet on the east along Highway 37; approximately 614

+/- feet on the south; and 1,910 +/- feet on the west along the Kootenai River.

2.3 General Site Condition

The Flyway property is accessed through a gated entrance off Highway 37. The

east-northeastern side of the property, along Highway 37, has been fenced by EPA.

The property just north of the Flyway site has also been fenced by EPA. Access to the

interior of the Flyway site is gained from one of three (3) gravel roads located off of

Highway 37 to a network of gravel cart paths (roads). These gravel roads meander
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through the property and connect back to Highway 37. The unimproved roads are in fair

condition. Access to the site appears to be adequate to support future removal

activities. Figure 2-3 is a reduced copy of the topography and general layout of this site.

2.4 Soil Conditions

Soil conditions observed during preliminary investigations reveal that site soils

consist of medium grained sand, cobbles (6-inch and minus) and boulders. Topsoil at

the site consists of sandy loam containing some silt and clay.

2.5 Existing Vegetation

Existing vegetation consists of grass, and small to medium growth trees of

various types and ages.

2.6 Surrounding Properties

The property lies between Highway 37 located on the northeastern side of the

Flyway site and the Kootenai River located on the western side of the Flyway site. The

former Screening Plant (Operable Unit 02) is situated to the north of the Flyway site.

Adjacent to the southern side of the Flyway site are occupied residential buildings.

2.7 Cultural Resource Survey

Archaeological Site 24LN1045 was first determined to be eligible for the National

Register of Historic Places by the Corps of Engineers (COE) on December 29,1978.

Tests on this site in 1978 and in 1993 through 1994 determined that it contained

significant archaeological information. An archaeological survey was conducted on the

property in 2000. Recovered artifacts are currently being held by the archaeologist.

Figure 2-4 shows 1994 information taken from the Montana Historical Society files,

relative to the location of Archaeological Site 24LN1045 and an exposed artifact area. It
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through the property and connect back to Highway 37. The unimproved roads are in fair

condition. Access to the site appears to be adequate to support future removal

activities. Figure 2-3 is a reduced copy of the topography and general layout of this site.

2.4 Soil Conditions

Soil conditions observed during preliminary investigations reveal that site soils

consist of medium grained sand, cobbles (6-inch and minus) and boulders. Topsoil at

the site consists of sandy loam containing some silt and clay.

2.5 Existing Vegetation

Existing vegetation consists of grass, and small to medium growth trees of

various types and ages.

2.6 Surrounding Properties

The property lies between Highway 37 located on the northeastern side of the

Flyway site and the Kootenai River located on the western side of the Flyway site. The

former Screening Plant (Operable Unit 02) is situated to the north of the Flyway site.

Adjacent to the southern side of the Flyway site are occupied residential buildings.

2.7 Cultural Resource Survey

Archaeological Site 24LN1045 was first determined to be eligible for the National

Register of Historic Places by the Corps of Engineers (COE) on December 29,1978.

Tests on this site in 1978 and in 1993 through 1994 determined that it contained

significant archaeological information. An archaeological survey was conducted on the

property in 2000. Recovered artifacts are currently being held by the archaeologist.

Figure 2-4 shows 1994 information taken from the Montana Historical Society files,

relative to the location of Archaeological Site 24LN1045 and an exposed artifact area. It
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is understood that this survey has been completed and no further action is required on

the part of W. R. Grace & Co.
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Section 3
Ambient Air Monitoring Program, Rationale, and Locations

This section describes the overall strategy, sampling method, location, and

rationale for the ambient air monitoring program.

3.1 Sampling Strategy

Ambient air monitoring will be conducted to assure that excavation work activities

does not cause asbestos excursion beyond the exclusion zone.

3.2 Sampling Methods

The quality of the ambient air surrounding the Flyway site will be measured by

passing a known quantity of air over a special filter, which traps and retains any fibers or

other particles. The counting of these fibers, related back to the volume of air, will

provide an accurate indication of the air quality to the project management. The

analytical method to be used in this determination is the AHERA Transmission Electron

Microscopy (TEM) analytical method. Using an electron microscope, the fibers can be

accurately identified as to the type of asbestos and the number of fibers present on a

representative portion of the filter.

3.3 Ambient Air Monitoring Sampling

Perimeter air sample points will be established down wind of the exclusion zone.

No background air samples are proposed. Air sampling will also be conducted during

soil removal activities and during soil confirmatory sampling activities. The number and

location of the ambient air monitor stations will be determined by field personnel;

however, a minimum of two (2) air monitoring stations is anticipated down wind of the

exclusion zone and will be used for the ambient air sampling. To assure that the air
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monitoring stations are property located, the wind direction and working zones will be

taken into consideration.

The air monitoring will be conducted by Koch Environmental Health, Inc. (KEH)

personnel. KEH will conduct all of the air monitoring, using personnel trained and

certified in accordance with the requirements of the EPA (AHERA) and the State of

Montana with respect to Asbestos Professionals.

See Figure 3-1 for the Approximate Location of Air Sampling Points Around

Exclusion Zone. The location of the exclusion zone will change as the areas of

remediation change.
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3.3.1 Sample Collection

TEM ambient air samples will be collected on 25 millimeter (mm) mixed-cellulose

ester membrane filters, 0.45 micron pore size, with an effective collection area of 385

mm2. All filters used by KEH are pre-assembled by the manufacturer in three-stage,

conductive sampling cassettes with extension cowls. Asbestos removal is a dynamic

process and may necessitate altering sampling strategies regarding the numbers,

locations, and analyses (AHERA TEM method) of samples collected in and around each

work area. Any changes to the sampling strategies will be coordinated through the

Sample Coordinator, Air Monitoring Manager, Project Manager, and will be approved by

the USEPA.

Depending upon weather conditions, high volume air samples will be collected at

flow rates between 5.0 and 10.0 liters per minute (L/m) for TEM sampling. The Sample

Coordinator and Air Monitoring Manager will use professional judgment and expertise in

determining sample flow rates and locations based upon project conditions. Flow rates

will be recorded at the beginning and at the end of each sampling period utilizing an

airflow rotameter calibrated against a primary flow calibration instrument (DryCal DC Lite

# DCL739). Start times and stop times will be recorded for all sampling periods. The

Sample Coordinator and Air Monitoring Manager will maintain a primary flow calibration

instrument onsite at all times during this project and will maintain calibration records

onsite.

3.3.2 Ambient Air Sample Handling and Identification

This section provides a brief summary of the ambient air sample handling

procedures and field custody procedures.

In general, a unique alphanumeric code will identify each sample collected during

the sampling events. The coding system will provide a tracking record to allow retrieval
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of information about a particular sample and to ensure that each sample is uniquely

identified. Sample numbers will correlate with locations to be sampled. The sample

locations and numbers will be identified in the field logbooks. Remedium will coordinate

with the Vole Center on the appropriate sample prefix that will apply to the Flyway site so

we can ensure that data is tracked and entered appropriately in USEPA's data base.

Ambient air samples will be labeled with index identification numbers

supplied and maintained by the sample coordinator.

See Appendix 1 for a copy of the Request for Modification Form, Chain-of

Custody Form, and Libby Field Sample Data Sheet (FSDS) for Stationary Air monitoring.

3.3.3 Laboratory Analysis

Analysis of all ambient air samples will be analyzed will be taken to EMSL in

Libby for AHERA TEM analysis.

TEM Air Analysis - AHERA TEM

3.3.4 CIH Review and Sign-Off

Upon completion of the air sampling, a final technical report will be generated

that describes the project activities, air sample results, and visual inspection data.

3.3.5 Equipment

KEH maintains a complete inventory of air sampling pumps, calibration

equipment, and sampling media necessary to conduct the work. All of the rotameters

will be calibrated at the beginning and end of each sampling event against a primary flow

calibration standard (Dry Cal DC Lite). An inventory of up to 20 high-volume pumps and

10-15 low-volume (i.e., battery) pumps will be maintained onsite to support air

monitoring requirements for the project.
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KEH's battery pumps have a typical run-discharge cycle of approximately 16

hours for full shift coverage when work area conditions do not allow for electric pumps.

Multiple battery pumps and battery packs will be maintained on site to adequately

monitor the project on a daily basis and to allow for charge-discharge cycles, pump

failures, and backup capabilities.

3.3.6 Quality Assurance/Quality Control (QA/QC) Air Samples

A number of QA/QC ambient air samples will be conducted. Every 20* air

sample will be reanalyzed for any deviations by KEH.

EPA will require duplicate/replicate samples submitted for judgment analysis.

Replicate air samples (a 2nd pump setup alongside the 1st pump) will be submitted to

EPA. The frequency of the air samples is identified in Table 3-1.

Table 3-1 - Summary of Ambient Air Monitoring. EPA's Frequency Goals

Data Quality
Objections8

RA Monitoring
Sample Description

Ambient (perimeter)
air monitoring

Frequency
1 replicate per EZ; taken
every 3 days" ENDFIELD.
Collect the replicate at the
downwind location of the EZ
perimeter.

RA - Removal Action

EZ - Exclusion Zone

a - Describes the specific purpose for sampling.

b - One replicate sample will be collected at each EZ, but if work continues at
an EZ for more than three (3) days, a replicate air sample will be collected
every 3rd day until work at the EZ is complete.

Table 3-2 provides a summary of the ambient air monitoring program
requirements, and the action limits and actions for the ambient air monitoring program.
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TABLE 3-2

SUMMARY OF PROGRAM REQUIREMENTS - AMBIENT AIR MONITORING

Reason for
the Work

1. To
assure that
the
excavation
work
activities are
not causing
an asbestos
excursion
beyond the
exclusion
zone.

Boundaries
of the Work

1. Down
wind of the
Exclusion
zone and the
impacted
grid area
being
excavated.

Sampling
Location

1. Two (2)
down wind air
monitoring
stations will be
established.

All 4 points of
the compass
will be
involved.

Why the
Sampling
Locations

Were
Chosen

1. To
monitor air
quality at
the
exclusion
zone and at
the
boundaries
of impacted
grid area.

2. To
assure that
asbestos is
not
migrating
beyond the
grid area
being
excavated.

Method of
Analysis

1. AHERA
TEM

Field - Raw Data
Requirements

1. The sample
coordinator and air
monitoring
manager will
prepare and
maintain necessary
logs and results of
the analysis on a
daily basis.

ACTION LIMITS AND ACTIONS -
AMBIENT AIR MONITORING

Work Task Action Limits Actions
1. Monitor air quality at the
perimeter of the exclusion
zone and boundaries of the
impacted grid area by
collecting high volume air
samples on filters and
conducting analysis to
determine fiber content of the
air.

1. Observance of one fiber,
which would correspond to an
airborne concentration on the
order of .005 f/cc, is
considered acceptable. If air
sample results show more than
one fiber (greater than the .005
f/cc detection limit), the
operation will be shut down
and the EPA Project Manager
will be notified.

1. Examine the cause for the
excursion and correct it.
Excavation activities will not
start up until all corrective
actions have been
implemented and cleared by
the EPA Project Manager.
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Section 4
Personal Air Monitoring Program, Rationale, and Locations

This section describes the overall strategy, location, and rationale for the

personal air monitoring program.

4.1 Sampling Strategy

To provide assurance that the breathing zone of the workers involved in this

project is free from asbestos during soil excavation activities and during confirmatory soil

sampling.

4.2 Sampling Methods

The quality of the ambient air in the breathing zone of selected representative

workers covering all job assignments will be measured by passing a known quantity of

air over a special filter which traps and retains fibers or other particles. The counting of

these fibers, related back to the volume of air, will provide an accurate indication of the

air quality as related to the breathing environment. The analytical method to be used in

this determination is NIOSH Method 7400 entitled Asbestos and Other Fibers by PCM

(Revision 3 - dated 05/15/89). This method, also known as Phase Contrast Microscopy

(PCM), has an accuracy of 0.04 to 0.1 fibers/cubic centimeter (fiber/cc), depending on

the volume of air passed through the filter. The procedure, however, cannot distinguish

between asbestos fibers and other fibers. The OSHA (Occupational Safety and Health

Administration) standard for allowable asbestos fibers in the air breathed by exposed

workers is 0.1 fiber/cc on an 8-hour/day exposure scenario. If the filter count meets or

exceeds the OSHA allowable fiber count using the PCM method, the sample will be

analyzed using a method that can identify asbestos fibers.

C-4-1



This method is called Transmission Electron Microscopy (TEM), and the fibers

are counted using the AHERA (Asbestos Hazard Emergency Response Act) counting

rule. With an election microscope, the fibers can be accurately identified as to type of

asbestos and the actual number of fibers established on a representative portion of the

filter. The method to be used is NIOSH Method 7402, entitled Asbestos by TEM (Issue

2, dated 08/15/94). If the results of the testing by TEM indicate that the workers are

exposed to asbestos levels greater than the OSHA allowable standards, the project

manager will stop work and corrective action will be taken.

4.3 Personal Air Monitoring Sampling

Personal air sampling devices will be attached to approximately 25% of the

workers to monitor air quality in the breathing zones. The air monitoring data will be

used to document that the level of respiratory protection is adequate for the task(s) being

conducted and to provide guidance to project management.

The personal air monitoring equipment will be provided and maintained by KEH.

4.3.1 Sample Collection

Battery operated air pumps will be attached to approximately 25% of the workers

comprising all of the tasks on the project. At the end of each day, the air collection

devices will be submitted to KEH for analysis.

Samples will be collected on 25 millimeter (mm) mixed-cellulose ester membrane

filters, 0.45 micron pore size, with an effective collection area of 385 mm2. All filters

used by KEH are pre-assembled by the manufacturer in three-stage, conductive

sampling cassettes with extension cowls. Asbestos removal is a dynamic process and

may necessitate altering sampling strategies regarding the numbers, locations, and

analysis (e.g., PCM and TEM) of samples collected in and around each work area. Any
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changes to sampling strategies will be coordinated through the Sample Coordinator, the

Air Monitoring Manager, and the Project Coordinator.

Low volume pumps for personal samples will be operated at 0.5 to 2.5 liters per

minute. KEH representatives will use professional judgment and expertise in

determining sample flow rates and locations based upon project conditions. Flow rates

will be recorded at the beginning and at the end of the sampling period, utilizing an

airflow rotameter calibrated against a primary flow calibration instrument (DryCal DC Lite

# DCL739). Start times and stop times will be recorded for all personal air sampling

periods. KEH will maintain a primary flow calibration instrument at all times during this

project and will preserve calibration records.

4.3.2 Laboratory Analysis

Analysis of personal air samples will be analyzed by KEH using the PCM method

(NIOSH 7400), and the TEM method analysis (AHERA TEM) will be taken to EMSL in

Libby for analysis.

PCM Air Analysis - NIOSH 7400
TEM Air Analysis - AHERA TEM

4.3.3 Personal Air Sample Handling and Identification

This section provides a brief summary of the personal air sample handling

procedures and field custody procedures.

In general, a unique alphanumeric code will identify each sample collected during

the sampling events. The coding system will provide a tracking record to allow retrieval

of information about a particular sample and to ensure that each sample is uniquely

identified. Sample numbers will correlate with locations to be sampled. The sample

locations and numbers will be identified in the field logbooks.
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Personal air samples will be labeled with index identification numbers

supplied and maintained by the sample coordinator.

See Appendix 1 for a copy of the Request for Modification Form, Chain-of

-Custody Form, and Libby Field Sample Data Sheet (FSDS) for Personal Air monitoring.

4.3.4 CIH Review and Sign-Off

Upon completion of the personal air sampling, a final technical report will be

generated that describes the project activities, personal air sample results, and visual

inspection data.

4.3.5 Equipment

KEH maintains a complete inventory of air sampling pumps, calibration

equipment, and sampling media necessary to conduct the work at multiple projects and

multiple project locations. All of the rotameters are calibrated quarterly against a primary

flow calibration standard (Dry Cat DC Lite). An inventory of up to 20 high-volume pumps

and 10-15 low-volume (i.e., battery) pumps will be maintained onsite to support air

monitoring requirements for the project.

KEH battery pumps have a typical run-discharge cycle of approximately 16 hours

for full shift coverage when work area conditions do not allow for electric pumps.

Multiple battery pumps and battery packs will be maintained on site to adequately

monitor the project on a daily basis and to allow for charge-discharge cycles, pump

failures, and backup capabilities.

4.3.6 Quality Assurance/Quality Control (QC) Samples

A number of QA/QC personal air samples will be collected. Every 20th personal

air sample will be reanalyzed for any deviations by KEH.
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EPA does not require any split personal air samples because the personal air

samples are collected to monitor worker safety; which is the responsibility of the

employer.

Table 4-1 provides a summary of the personal air monitoring program

requirements, and the action limits and actions for the personal air monitoring program.
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TABLE 4-1

SUMMARY OF PROGRAM REQUIREMENTS - PERSONAL AIR MONITORING

Reason for
the Work

1. Protect
the safety of
the workers
during soil
excavation
activities
and during
soil
confirmatory
sampling.

Boundaries
of the
Work

1. Work
areas and
within truck
cabs.

Sampling
Location

1. 25% of
personnel will
be fitted with
personal air
monitoring
equipment.

2. Personnel
will be
equipped with
personal air
sampling
equipment,
with the filter
intake located
in the
breathing
zone.

Why the
Sampling
Locations

Were
Chosen

1. To
provide
personnel
on site
protection
regarding
potential
asbestos
exposure.

The
proximity of
the
sampling
apparatus
will be
located near
the
breathing
zone, which
will
accelerate
air intake
and provide
better
personal air
monitoring
and provide
for better
analysis.

Method of
Analysis

1. PCM
(NIOSIH
7400)
analysis will
be
conducted
on a daily
basis for
25% of the
workers.

2. TEM
(NIOSH
7402)
analysis will
be
conducted
in the event
that fibers
are found
on the
filters.

Field - Raw Data
Requirements

1. The sample
coordinator and air
monitoring
manager will
oversee this work
effort and make
field adjustments
(PPE, etc.) as
needed.

Equipment will be
calibrated before
use and
installation. All
field data
generated will be
recorded. The
results of the
sample analysis
will be reported
daily to the sample
coordinator and air
monitoring
manager.
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TABLE 4-1. continued

ACTION LIMITS AND ACTIONS
PERSONAL AIR SAMPLING

Work Task Action Limits Actions
1. Monitor personal
breathing air quality from
25% of the workers on a
daily basis using sample
equipment placed in the
breathing zone.

1. Sampling will be conducted
on a daily basis for an 8-hour
shift.

2. Sample filters will be
analyzed for fibers.

3. Fiber counts greater than
0.1 fiber/cc will be followed by
TEM (NIOSH 7402) analysis.

4. Results from the TEM
analysis that are greater than
0.1 asbestos fiber/cc will
require an immediate shut
down of field activities.

1. Notify the EPA Project
Manager of the excursion.

2. Shut the project down until
corrective action is taken.

3. Document all steps of the
procedure.

4. Review policies and
practices.

5. Take corrective action as
required before excavation
activities are resumed.
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Section 5
Soil Confirmation Sampling Program, Rationale, and Locations

5.1 Initial Work Efforts

The initial work efforts will include:

• Resurveying of the fifty-three (53) grid area to establish 100-ft. x 100-ft. grid

areas.

• EPA's soil data will be reviewed to establish the "appropriate category" for

each 100-ft. x 100-ft. grid area. See below for a list of each category.

• A 100-ft. x 100-ft. grid area map will be generated to identify the "category"

for each 100-ft. x 100-ft. grid. This map will be used to implement the

appropriate action in each area.

See Figure 5-1 for the Fifty-Three (53) Grid Area.

5.1.1 Category List

• No asbestos detected in the soil samples and no substantial visual

vermiculite present.

• No asbestos detected in the soil samples but substantial visual vermiculite is

present.

• Asbestos is present in the soil samples at greater than or equal to 1%.

• Asbestos was detected in the soil samples at trace or less than 1 % in the 0-

18-inch depth interval.

See Figure 5-2 for the Soil Sample Category - Action Process.

5.2 Plan of Action for Each Category

A plan of action will be determined for each 100-ft. x 100-ft. grid area category.

The plan of action for each category is described below.
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Figure 5-2
Soil Sample Category - Action Process
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5.2.1 No Asbestos Identified in the Soil Samples and No Substantial Visual
Vermiculite Present

No action will be required in this 100-ft. x 100-ft. grid area.

5.2.2 No Asbestos Identified in the Soil Samples but Substantial Visual
Vermiculite is Present

Three (3) inches of soil will be removed (scraped) and the excavation will be

visually inspected. If substantial Vermiculite is still present, an additional 3-inches of soil

will be removed. At this point, confirmatory soil samples will be collected. The goal is to

have non-detect sample readings from the 0-18-inch depth interval. If the soil sample

results read non-detect for asbestos, then no further action is required. However, it may

be required, based on the soil sample results, that the plan of action may follow for

asbestos present in the soil sample at greater than or equal to 1%, or for asbestos

detected in the soil samples at trace or less than 1% in the 0-18 inch depth interval.

5.2.3 Asbestos is Present in the Soil Samples at Greater than or Equal to
1%

Eighteen (18) inches of soil will be removed in this grid area. After the soil is

excavated, confirmatory soil samples will be collected. Depending on the soil sample

results (1% asbestos or greater), additional soil will be removed from 6-inch intervals,

followed by confirmatory soil samples. The depth of the excavation will not exceed 4-

feet. The goal is to have less than 1% asbestos from the confirmatory soil samples.

5.2.4 Asbestos Was Detected in the Soil Samples at Trace or Less Than
1% in the 0-18 Inch Depth Interval

If the soil sample that contained less than 1% asbestos is at the surface, 0-6

inches of soil will be removed and confirmatory soil samples collected. This will be

repeated, if necessary, to achieve a goal of non-detect asbestos in the 0-18-inch depth

interval.
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If the soil samples that contained less than 1% asbestos are for a soil sample

collected at depth (within the 0-18-inch depth interval), soil will be removed to that depth

and confirmatory soil samples collected. The goal is to have non-detect asbestos in the

0-18-inch depth interval. If the confirmatory soil samples show greater than 1%

asbestos at 18-inch, additional soil will be removed (6-inch intervals) and confirmatory

soil samples will be collected. The depth of the excavation will not exceed 4-feet.

5.3 Confirmation Soil Sampling

Each 100 ft. x 100 ft. grids will be subdivided into 20 ft. x 20 ft. subgrids (see

Figure 5-3). A composite soil sample will be collected from five (5) adjacent subgrids.

Samples of surface soil will be collected at the approximate center-point of each subgrid

(1, 2, 3, 4, etc.). Partial grids will be sampled and composited in five (5) aliquots or

lesser units for areas without five (5) adjacent subgrids.

Confirmatory soil samples will be collected from a 0-2-inch depth interval using a

decontaminated trowel or appropriate disposable sampling device.

Each of the soil sample locations will be located using GPS equipment.

5.3.1 Laboratory Analysis

The confirmatory grid area soil samples will be analyzed by Polarized Light

Microscopy (PLM) for asbestos. The detailed analysis methods and procedures will

follow NIOSH 9002.

Confirmatory Soil Analysis - Modified NIOSH 9002
Method

5.3.2 Equipment

Decontaminated soil sampling equipment will be used. The anticipated sampling device

will be a decontaminated trowel. However, disposable sampling devices may be used if

deemed to be more practical and cost-effective.
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Figure 5-3
Soil Sampling Grid
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Example: Typical composite soil sample will be generated by combining one
center soil sample from each of five sub-grids, as shown above by
the highlighted sub-grids.



5.3.3 Soil Sample Handling and Identification

This section provides a brief summary of the soil sample handling procedures

and field custody procedures.

In general, a unique alphanumeric code will identify each sample collected during

the sampling events. The coding system will provide a tracking record to allow retrieval

of information about a particular sample and to ensure that each sample is uniquely

identified. Sample numbers will correlate with locations to be sampled. The sample

locations and numbers will be identified in the field logbooks.

Soil samples will be labeled with index identification numbers supplied

and maintained by the sample coordinator.

See Appendix 1 for a copy of the Request for Modification Form, Chain-

of-Custody Form, and Libby Field Sample Data Sheet (FSDS) for Soil Sampling.

5.3.4 Quality Assurance/Quality Control (QA/QC Samples)

The EPA requires duplicate/replicate samples for independent analysis. For

soils, splits of well homogenized samples will be submitted to EPA. The frequency of

the split soil samples are identified in Table 5-1.

Table 5-1 - Frequency of the Split Soil Samples

Data Quality
Objections8

RA Confirmation
Sample Description
Asbestos in soil
confirmation

Frequency
1 homogenized split for
every 2 samples collected
(50%)b

RA- Removal Action

a - Describes the specific purpose for sampling.

b - The EPA will require this rate initially. However, the EPA may decide to
reduce the rate if data for split pairs are concordant or alternately, the rate
will increase if data is discordant.
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See Table 5-2 for a summary of asbestos in soil confirmation sampling program
requirements and action limits and action.
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TABLE 5-2

SUMMARY OF PROGRAM REQUIREMENTS - SOIL CONFIRMATION SAMPLING

Reason
for the
Work

1. To
ensure
that the
quality of
the soil
conditions
, after
excavatio
n meet the
cleanup
standards
as defined
in the SAP
(<1%
asbestos
and/or as
per
category).

Boundaries
of the Work

1. The
Fifty-Three
(53)
impacted
grid area.

Sampling Location

1. Each 1 00 ft. x 100 ft.
grid area will be subdivided
into 20 ft. x 20 ft. subgrids.
A composite soil sample
will be collected at the
approximate center-point
of each subgrid. Partial
grids will be sampled and
composited in five (5)
aliquots or lesser units for
areas without five (5)
adjacent subgrids.

The soil samples will be
collected from a 0-2 inch
depth interval using a
decontaminated trowel or
appropriate disposable
sampling device.

Why the
Sampling
Locations

Were Chosen

1 . To make
sure that the
Fifty-Three
(53) impacted
grid area is
remediated to
the cleanup
standard
(<1%
asbestos
and/or as per
category).

Method
of

Analysis
1. PLM
(NIOSH
9002).

Field - Raw
Data

Requirements
1. See
procedures
for field and
raw data
requirements.

ACTION LIMITS AND ACTIONS
SOIL CONFIRMATION

Work Task Action Limits Actions
Grid areas where no
asbestos was detected in
the soil samples and no
substantial vermiculite
was present.

1. No asbestos and no
substantial vermiculite
present.

1. No action will be required in this 100-ft. x
100-ft. grid area.

No asbestos identified in
the soil samples, but
substantial visual
vermiculite is present.

1. Non-detect sample
readings from the 0-18-
inch depth interval.

2. If required, less than
1% asbestos deeper
than 18-inchestoa
maximum depth of 4-
feet.

1. Three (3) inches of soil will be removed
(scraped) and the excavation will be
visually inspected. If substantial
vermiculite is still present, an additional 3-
inches of soil will be removed. At this
point, confirmatory soil samples will be
collected. Depending on the soil sample
results, the goal is to have non-detect
sample readings from the 0-18-inch depth
interval. If required, based on the soil
sample results, the goal is to have less
than 1% asbestos deeper than 18-inches
to a maximum depth of 4-feet.
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Asbestos is present in
the soil samples at
greater than 1%.

1. < 1% asbestos from
the confirmatory soil
samples at 18-inches.

1. Excavate contaminated soil to a depth of
18-inches. Then collect confirmatory soil
samples. If the soil results are <1%
asbestos no further action. If the soil
results are >1% asbestos an additional 6-
inches of soil will be removed and
additional confirmatory soil samples will be
collected, until soil results are <1%
asbestos to a maximum depth of 4-feet.

Asbestos was detected
in the soil samples at <
1% in the 0-18-inch
depth interval.

1. Non-detect asbestos
in the 0-18-inch depth
interval.

2. < 1 % asbestos from
the confirmatory soil
samples at 18-inches or
to a maximum depth of
4-feet.

1. If the soil sample that contained < 1 %
asbestos is at the surface, 0-6-inches of soil
will be removed and confirmatory soil
samples collected. This will be repeated, if
necessary, to achieve a goal of non-detect
in the 0-18-inch depth interval.

If the soil samples that contained < 1%
asbestos are for a soil sample collected at
depth (within the 0-18-inch depth interval),
soil will be removed to that depth and
confirmatory soil samples collected. The
goal is to have non-detect asbestos in the
0^18-inch depth interval. If confirmatory soil
samples show > 1 % asbestos at 18-
inches, additional soil will be removed (6-
inch intervals) and confirmatory soil
samples will be collected. The depth of the
excavation will not exceed 4-feet.
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Section 6
PCB Soil Sampling

A pole mounted transformer is located next to an abandoned pump house.

According to information generated from SunOhio, the transformer does not

contain PCB liquids. A copy of the SunOhio fact data sheet is located in Appendix 2.

In addition, EPA sampled soil in the area where the pole-mounted transformer is

located. According to EPA, no PCBs were identified in any of the soil samples.

In light of this information, no PCB soil sampling is proposed in the pole-mounted

transformer area.
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Section 7
Field Activities and Procedures

The following is a summary of field activities and procedures that will be

performed by Remedium personnel for removal action sampling:

• Mobilization

• Procurement of equipment and supplies

• Documentation of field activities

• Maintenance and calibration of field instruments and equipment

• Photographic documentation

• Soil and air sampling

• Decontamination of sampling equipment

7.1 Mobilization

Prior to the mobilization for field activities, a field planning meeting will be

conducted by the Remedium project coordinator and attended by the project manager,

sample coordinator and air monitoring manager, project quality assurance coordinator,

health and safety officer, excavation and equipment contractor, and field staff. The

meeting will briefly discuss and clarify the following:

• Objectives and scope of the fieldwork;

• Equipment and training needs;

• Field operating procedures, schedule of work tasks, and individual assignments;

• Required QC measures;

• Health and safety requirements;

• Documents governing fieldwork that must be on site; and

• Any changes in the field plan documents.
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A written agenda will be distributed and an attendance list will be signed. Copies

of these documents will be maintained in the project files, Libby office. Additional

meetings will be held when the documents governing fieldwork require it or when the

scope of the assignment changes significantly.

The field team personnel will:

• Review and understand the SAP, QAPP, and HASP;

• Ensure that all sample analyses are scheduled through the laboratory;

• Obtain required sample containers and other supplies;

• Obtain and check field sampling equipment;

• Obtain personal protective equipment (PPE); and

• Follow QA/QC procedures.

7.2 Equipment, Supplies, and Sample Containers

In general, the following equipment, supplies, and sample containers will be

required for the air and soil sampling activities:

• Air sampling equipment (e.g., pumps, sample cassettes, etc.);

• Soil sampling equipment (e.g., trowels or scoops, etc.);

• Field logbooks including indelible ink pens;

• Camera;

• Custody seals, chain of custody forms, and sample paperwork;

• Shipping materials (e.g., tape, etc.);

• Decontamination equipment and supplies;

• PPE; and

• Sample containers (e.g., cassettes, plastic 2-gallon baggies, zipper-top, coolers,

etc.).
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7.3 Field Documentation

Information and notations will be recorded as required in the applicable field

logbook.

7.4 Field Instrument and Equipment Calibration and Maintenance

No field measurements (e.g., PID, etc.) will be collected during the collection of

the confirmatory soil samples. The only contamination to be targeted will be asbestos.

Air sampling (ambient and personal sampling) will be conducted using field

equipment. This equipment will be calibrated and maintained in accordance with

equipment manual guidelines.

7.5 Photographic Documentation

Photographs will be taken at each subgrid sample location and at any place that

the field sampling personnel determine necessary.

7.6 Field Sampling Methods and Procedures

This section provides brief summaries of field sampling methods and procedures.

The HASP should be consulted to determine health and safety protocols for performing

site work, and the QAPP should be consulted to determine the overall project QA/QC

procedures. Prior to initiating field activities, the field team will review and discuss, in

detail, the SAP, HASP, and QAPP.

The following procedures were developed specific to this project and are listed

below:

• Confirmation Soil Sample Collection Procedure (CSSCP-Llbby-01) - See

Appendix 3 for a copy of this procedure. This procedure was developed from

COM Federal Programs Corporation's Site-Specific Standard Operating
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Procedure for Soil Sample Collection - CDM-LIBBY-05 (Rev. 1 dated 4.3.02 and

4/17/04).

• Sample Custody Procedure (SCP-Libby-01) - See Appendix 4 for a copy of

this procedure. This procedure was developed from COM Federal Programs

Corporation's Sample Custody/1-2 (Rev. 3, date 10/12/01) and Sample

Custody/1-2/Project-Specific Modification (Rev. dated 5/03).

• Packaging and Shipping of Environmental Sample Procedure

(PSESP-Libby-01) - See Appendix 5 for a copy of this procedure. This

procedure was developed from COM Federal Programs Corporation's Packaging

and Shipping of Environmental Samples/2-1 (Rev. 1 dated 6/20/01) and

Packaging and Shipping of Environmental Samples/2-1/Project-Specific

Modification (Rev. date 5/03).

• Field Logbook Content and Control Information Procedure

(FLCCIP-Libby-01) - See Appendix 6 for a copy of this procedure. This

procedure was developed from COM Federal Programs Corporation's Field

Logbook Content and Control/4-1 (Rev. 4 dated 6/20/01) and Field Logbook

Content and Control/4-1/Project-Specific Modification (REV. dated 5/03).

• Photographic Documentation of Field Activities Procedure

(PDFAP-Libby-01) - See Appendix 7 for a copy of this procedure. This

procedure was developed from COM Federal Programs Corporation's

Photographic Documentation of Field Activities/4-2 (Rev. 5, dated 10/12/01) and

Photographic Documentation of Field Activities/4-2/Project-Specific Modification

(Rev. dated 5/03).

• Field Equipment Decontamination Procedure (FEDP-Libby-01) - See

Appendix 8 for a copy of this procedure. This procedure was developed from

COM Federal Programs Corporation's Field Equipment Decontamination at
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Nonradioactive Sites/4-5 (Rev. 5 dated 5/03) and Field Equipment

Decontamination at Nonradioactive Sites/4-5/Project-Specific Modification REV.

dated 5/03).
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SECTION 8
DOCUMENTATION/RECORDS

The EPA will be provided /legible/readable copies of all information generated

during the remediation work effort. This will include (but may not be limited to):

• All electronic data-bases. The soil analytical data base will be provided by EMSL

in order that the soil analytical data can be electronically submitted directly to

EPA's Libby 2 system. The air monitoring analytical data base will be provided

by Koch Environmental Health, Inc. and will be generated electronically through

air data entry spreadsheets provided by the Volpe Center, which are similar to

the soil analysis data sheets.;

• Copies of all field log book pages and log/note sheets;

• Copies of all photographs;

• Copies of all QA/QC forms and documents (e.g., sample chain of custody forms,

etc.);

• Field sample data sheets;

• Modification forms;

• Communication logs; and

• Reports.
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Field Sampling Forms



Request for Modification
to the

Flyway Sampling and Quality Assurance Project Plan
Field Activities
FFO-000000

Instructions to Requester: Fax to contacts at bottom of form for review and approval.
File approved copy with Data Manager at the Flyway Field Office (FFO).

Data Manager will maintain legible copies in a binder that can be accessed by FFO personnel.

Project QAPP (circle one): Removal Action (approved )

Other (Title and approval date):

SOP (Number and Revision No.):_

Other Document (Title, Number/Revision):.

Requester: Title:_
Company: Date:

Description of Modification:

Field logbook and page number modification is documented on:_

Reason for modification:

Duration of Modification (circle one):
Temporary Date(s):

Resident address(es):

- If appropriate, attach a list of all applicable Index Identification numbers.

Permanent (complete Proposed Modification Section) Effective Date:

Proposed Modification to QAPP (attach additional sheets if necessary; state section and page
numbers of QAPP when applicable):

Technical Review and Approval: Date:.
(Volpe Project Manager or designate)

EPA Review and Approval: _ Date:
(USEPA RPM or designate)

Page 1 of 1
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Chain of Custody Record
From:

Libby Asbestos Investigation No. FOOOO
Send to:

via: hand delivery shipped

Sample
Placed in

Cooler/Bag Index ID Suffix ID
Sample

Date

Sample Media
<S»Soil; W=Water

D'Oust: A=Air; B=Bu!k
Insulation)

Volume (L) or
Area (cm2)

Filter
Pore Size

(O.Sum or.45nm)

Turn Around
Time Analysis Request* Comments

Sample
Received
by Lab

Reference: ISTM2 reference materials should be used in conjunction with the NIOSH 9002 Method.

Stationary AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-ISO 10312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
Personal AIR: PCM (by NIOSH 7400 (Issue 2)) TEM-ISO 10312 (by ISO 10312:1995(E)) TEM-AHERA (AHERA).
SOIL: PLM-9002 (NIOSH 9002 (Issue 2))

Total Number of Samples

Additional Comments:

END OF SUBMITTAL

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

Relinquished by (Signature and Company) Date/Time Received by (Signature and Company) Date/Time Sample Condition upon Receipt

May 5, 2004 Copies: Pink - Retained by Sample Coordinator; Yellow - Retained by laboratory; White - Included in analytical report Page of



Sheet No.: SA-

I

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR STATIONARY AIR
Field Logbook No: Page No: Sampling Date:
Address: Owner/Tenant:
Business Name:
Land Use: Commercial Mining
Sampling Team: REMEDIUM Other.

Roadway Other (
Names:

Data Item

Index ID

Location 10

Sample Group

Location Description

Category (drde)

Matrix Type (drde)

Filter Diameter (drde)

Pore Size (drde)

| Flow Meter Type (drde)

Pump ID Number

Flow Meter ID No.

Start Date

Start Time

Start Flow (L/min)

Stop Date

Stop Time

Stop Flow (L/min)

Pump fault? (drde)

MET Station onsite?

Sample Type

Field Comments

Cassette Lot Number

QC (Field Team)

Entered (LFO)

Cassette 1

FS FB-(flekJ Wank) LB-{lot Wank)

Indoor Outdoor NA

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

Cassette 2

FS FB-(fiekJ WanM LB-(lotWank)

Indoor Outdoor NA

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

Cassette 3

FS FB f̂ield blank) LB-(lotWank)

Indoor Outdoor NA

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

Pre Post Clear

2nd Clear 3rd Clear NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

,J

vs 101503

For Field Team Completion
(Provide Initials)

Completed by QCby



Sheet No.: S-

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR SOIL
Field Logbook No:

Address:

Page No: Sampling Date:

Owner/Tenant:

Business Name:

Land Use: Commercial Mining

Sampling Team: REMEDIUM Other.

Roadway Other (

Names:

Data Item

Index ID

Location ID

Sample Group

Location Description

(circle)

Category (circle)

Matrix Type
(Surface soil unless other
wise noted)

Type (circle)

Sample Time

Top Depth (in.)

Bottom Depth (in.)

Field Comments
Note if vermiculite is
visible in sampled
area

Entered (LFO)

Sample 1

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:
Entered Validated

Sample 2

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:
Entered Validated

Sample 3

Grid

Other

FS
FDof
Field Blank (lot or equipment)

Surface Soil
Other

Grab
Comp. # subsamples

BD-

Remedium:
Entered Validated

(I

vs 101503

For Field Team Completion
(Provide Initials)

Completed by QCby



Sheet No.: PA-

LIBBY FIELD SAMPLE DATA SHEET (FSDS) FOR PERSONAL AIR
Field Logbook No: Page No: Sampling Date:
Address: Owner/Tenant:
Business Name:
Land Use: Commercial Mining
Sampling Team: REMEDIUM Other.
Person Sampled:

Roadway Other (
Names:

SNN: Task:

Data Item

Index 10

Location ID

Sample Group

Location Description

Category (drde)

Matrix Type (drde)

Filter Diameter (drde)

4 Pore Size (drde)

Flow Meter Type (drde)

Pump ID Number

Flow Meter ID No.

Start Date

Start Time

Start Flow (L/min)

Stop Date

Stop Time

Stop Flow (L/min)

Pump fault? (drde)

MET Station onsite?

Sample Type

Field Comments

Cassette Lot Number

QC (Field Team)
Entered (LFO)

Cassette 1

FS FB-(fie)d blank) LB-(lot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:
Entered Validated

Cassette 2

FS FB-<field blank) LB-(lot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:
Entered Validated

Cassette 3

FS FB-{fiekJ blank) LB-(lot blank)

Outdoor

25mm 37mm

TEM- .45 PCM- 0.8

Rotometer DryCal NA

No Yes NA

No Yes NA

TWA EXC NA

Archive Blank (drde): Yes No

Volpe:

Entered Validated

vs 101503

For Field Team Completion
(Provide Initials)

Completed by QCby



Appendix 2
SunOhio Fact Data Sheet Regarding The Pump House

Transformer Sampling
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Appendix 3
Confirmation Soil Sample Collection Procedure (CSSCP-

Libby-01)



Date: May 5. 2004 (Revision 1) Procedure No. CSSCP-Libbv-01

Site: Flyway Site
Libby, Montana

Confirmatory Soil Sample Collection Procedure (CSSCP)

The following procedure applies to the collection of confirmatory soil samples at the
Flyway Site.

Equipment

Sample Container - the sample container will consist of quart-sized zip-top plastic bags.
Trowel - for collecting surface soil samples.
Stainless Steel Mixing Bowl - used to mix and homogenize composite soil samples after
collection.
Gloves - for personnel protection and to prevent cross-contamination of samples. May
be plastic or latex. Disposable, powderless.
Field Clothing and Personal Protective Equipment (PPE) - as specified in the health and
safety plan (HASP).
Field Sprayers - will be used for decontaminating non-disposable sampling equipment
between samples.
Silica Sand - for field equipment blank quality control (QC) samples.
Field Logbooks - used to record progress of sampling effort, and to record any problems
and field observations.
Field Sample Data Sheet (FSDS) - used to record soil sample information.
Permanent Marking Pen - used to label sample containers.
Index ID Stickers - used to label containers.
Plastic Buckets - used to wash nondisposable field equipment between samples.
Trash Bag - used to dispose of gloves.
Cooler - used to store samples while in the field.
Chain of Custody Record - for ensuring custody of soil samples until shipping.
Custody Seals - for ensuring custody of soil samples during shipping.

Sample Collection

Don the appropriate PPE as specified in the HASP. A new pair of plastic gloves are to be
worn for each soil sample collection.



Procedure No. CSSCP-Libbv-01
May 5, 2004 (Revision 1)

• Each 100 ft. x 100 ft. grid will be subdivided into 20 ft. x 20 ft. subgrids (see
Figure 5-3 discussed in Section 5.3 of the SAP). A composite soil sample will be
collected from five (5) adjacent subgrids. Samples of surface soil will be
collected at the approximate center-point of each subgrid (1, 2, 3, etc.). Partial
grids will be sampled and composited in five (5) aliquots or lesser units for areas
without five (5) subgrids.

• The soil samples will be collected from a 0-2 inch depth interval using a
decontaminated trowel or appropriate disposable sampling devise.

• Each of the soil sample locations will be located using GPS equipment

• A description of the soil samples will be recorded in the field log book.

• Soil field duplicate samples will be collected at a rate of 1 per 20 (5 percent) of
the field samples. These samples will be independently collected with separate
sampling equipment.

Record Keeping and Quality Control

A field logbook should be maintained by each individual that is collecting samples as
described in the Field Logbook Content and Control Procedure (FLBC-Libby-01). The
FLBC procedure will detail specific conditions, but at a minimum, the following should
be collected:

Date;
Time;
Sampler (person collecting the sample);
Weather Conditions;
PPE used;
Locations of any samples that could not be acquired; and
Descriptions of any deviations of the FLBC for each sample.

Quality control samples will include:
- field duplicates; and
- equipment blank samples (EPA will analyze the required water samples to

support this QC item).
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Decontamination

All soil sampling equipment must be decontaminated prior to reuse. Specific instructions
on sample equipment decontamination are included in Field Equipment Decontamination
Procedure (FSDP-Libby-01). In general, the procedure to decontaminate all soil
sampling equipment is outlined below:

• Remove all gross contamination with a plastic brush;
• Use clean water and a plastic brush to wash each piece of equipment;
• Remove excess water present on the equipment by shaking;
• Use a paper towel to dry each piece of equipment;
• Wrap dried equipment in aluminum foil.
• Once a week all soil sampling equipment will be cleaned using Alconox and clean

water.

Spent gloves, and PPE must be disposed or stored properly at the site.
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Appendix 4
Sample Custody Procedure (SCP-Libby-01)



Date: March 22.2004 Procedure No. SC-Libbv-01

Site: Flyway Site
Libby, Montana

Sample Custody

Due to the evidentiary nature of samples collected during environmental investigations,
possession must be traceable from the time the samples are collected until their derived
data are introduced as evidence in legal proceedings. To maintain and document sample
possession, sample custody procedures are followed. All paperwork associated with the
sample custody procedures will be retained at the Libby site office.

Responsibilities

Sampler - The sampler is personally responsible for the care and custody of the samples
collected until they are properly transferred or dispatched.

Project Quality Assurance Coordinator (PQAC) - The PQAC is responsible for ensuring
that strict chain-of-custody procedures are maintained during all sampling events. The
PQAC is responsible for coordinating with the subcontractor laboratory to ensure that
adequate information is recorded on the custody forms.

Field Sample Custodian - The field sample custodian, when designated by the PQAC, is
responsible for accepting custody of samples from the samplers) and properly packing
the samples to be shipped to the laboratory assigned to do the analyses. A field sample
custodian is typically designated only for large and complex field efforts.

Required Supplies

• Chain-of-Custody records
• Custody seals
• Sample labels or tags
• Clear tape

Procedures

Chain-of-Custody

This procedure establishes a method for maintaining custody of samples through use of
chain-of-custody record. This procedure will be followed for all samples collected or
split samples accepted.
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Field Custody

1. Collect only the number of samples needed to represent the media being sampled.
As few people as possible should handle samples.

2. Complete sample labels or tags for each sample, using waterproof ink.

Transfer of Custody and Shipment

1. Complete a chain-of-custody record for all samples (see Figure 1 for an example
of a chain-of-custody record.

2. The date/time will be the same for both signatures when custody is transferred
directly to another person. When samples are shipped via common carrier (e.g.,
Federal Express), the date/time will not be the same for both signatures.

3. In all cases, it must be readily apparent that the person who received custody is
the same person who relinquished custody to the next custodian.

4. If samples are left unattended or a person refuses to sign, this must be
documented and explained on the chain-of-custody record.

5. Samples should be properly packaged for shipment and dispatched to the
appropriate laboratory for analysis. Each shipment must be accompanied with a
separate chain-of-custody record.

6. Include a chain-of-custody record identifying its content in all shipments (refer to
Figure 1). The original record will accompany the shipment, and the copies will
be retained by the PQAC and, if applicable, distributed to appropriate sample
coordinators. Freight bills will also be retained by the PQAC as part of the
permanent documentation.

Completing Chain-of-Custody

The following procedure is to be used to fill out the chain-of-custody record.

1. Record project number.
2. Record PQAC for the project.
3. Record the name and address of the laboratory where samples are being shipped.
4. Enter the project name/location.
5. Record overnight courier's air bill number (if shipped overnight).
6. Record sample location number.
7. Record sample number.
8. Note media type (media) and reference number.
9. Note sample type.
10. Enter date of sample collection.

Procedure No. SC-Libbv-01
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11. Enter time of sample collection in military time.
12. When required, enter the names or initials of the samplers next to the sample

location number of the sample they collected.
13. List parameters for analysis and the number of containers submitted for analysis.
14. Sign the chain-of-custody record(s) in the space provided. All samplers must sign

each record.
15. If sample tags are used, record the sample tag number in the "Remarks" column.
16. Record date shipped.
17. The originator checks information entered and then signs the form including the

current date and time (military).
18. Send the top two copies with the samples to the laboratory; retain the third copy

for the project files. Retain additional copies for the project file or distribute as
required to the appropriate sample coordinators.

19. The laboratory sample custodian receiving the sample shipment checks the
sample label information against the chain-of-custody record. Sample condition
is checked and anything unusual is noted under "Remarks" on the chain-of-
custody record. The laboratory custodian receiving custody signs in the adjacent
"Received" on the chain-of-custody record. The laboratory custodian receiving
custody signs the chain-of-custody form and keeps the copy.

Custody Seals

Custody seals must be placed on the shipping containers (e.g., picnic cooler) prior to
shipment. The seal should be signed and dated by a field team member.

Sample Shipping

See the packaging and shipping of environmental samples procedures PSES-Libby-01.
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Appendix 5
Packaging and Shipping of Environmental Sample

Procedure (PSESP-Libby-01)



Date: March 22.2004 Procedure No. PSES-Libbv-01

Site: Flvwav Site
Libby, Montana

Packaging and Shipping of Environmental Samples

This procedure applies to the packaging and shipping of all environmental samples (soil
samples and air samples) specific to the SAP. No chemicals will be shipped with any of
the soil samples.

Responsibilities

The Project Quality Assurance Coordinator (PQAC), is responsible for ensuring that
packaging and sampling procedures are conducted in accordance with this procedure.

Required Equipment

Coolers with return address
Plastic Ziploc®-type bags, small and large
Clear tape
Duct tape
Large heavy-duty plastic garbage bag
Bubble wrap
Custody seals
Completed chain-of-custody record
Completed bill of lading, if applicable
'This End Up" and directional arrow labels

Procedures

The following steps must be followed when packaging samples.

1. Select a sturdy cooler in good repair.
2. Make sure that all the sample bags are secured.
3. Place the completed chain-of-custody record for the laboratory into a plastic zip-

top bag, tape the bag to the inner side of the cooler lid, and close the cooler.
4. The cooler lid shall be secured with duct tape (or other similar type tape) by

wrapping each end of the cooler a minimum of two times. Attach a completed
chain-of-custody seal across the hinges of the cooler on opposite sides. The
custody seals should be affixed to the cooler with half of the seal on the strapping
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tape so that the cooler cannot be opened without breaking the seal. Complete two
more wraps around with clear tape over the custody seals.

5. The shipping container lid must be marked 'THIS END UP" and arrow labels that
indicate the proper upward position of the container should be affixed to the
cooler. A label containing the name and address of the shipper shall be placed on
the outside of the container. The name and address of the laboratory shall be
placed on the container, or when shipped by common courier, the bill of lading
shall be completed and attached to the lid of the shipping container.
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Appendix 6
Field Logbook Content and Control Information

Procedure (FLCCIP-Libby-01)



Date: March 22.2004 Procedure No. FLBC-Libbv-01

Site: Flvwav Site
Libby, Montana

Field Logbook Content

A field logbook will be kept to document field sampling work efforts conducted at the
Flyway Site.

1. Field logbooks will be bound with lined, consecutively numbered pages. All
pages will be numbered prior to initial use of the log book. Prior to use in the
field, each logbook will be marked with a specific document control number
issued by the project quality assurance coordinator.

2. The following information will be recorded on the cover of the logbook.

a. Field logbook document control number.
b. Activity (if the logbook is to be activity-specific) and location.
c. Start date.

3. Operation

The following is a list of requirements that must be followed when using a
logbook:

a. Record work, observations, quantities of materials, calculations,
drawings, and related information directly in the logbook.

b. Do not start a new page until the previous one is full or has been marked
with a single diagonal line so that additional entries cannot be made.

c. Do not erase or blot out any entry at any time. Indicate any deletion by a
single line through the material to be deleted. Initial and date each

deletion.
d. Do not remove any pages from the logbook.

Specific requirements for field logbook entries include:

a. Initial and date each page.
b. Sign and date the final page of entries for each day.
c. Initial and date all changes.
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d. A new author must sign and print his/her name before additional entries
are made.

e. Draw a diagonal line through the remainder of the final page at the end of
each day.

f. Record the following information on a daily basis:

- Date and time;
- Name of individual making entry;
- Names of field team and other persons on site;
- Description of activity being conducted including station or location

(i.e., soil sample location, etc.);
- Weather conditions (i.e., temperature, etc.);
- Level of personal protection to be used;
- Serial numbers of instruments;
- Required calibration information; and
- Serial/tracking numbers on documentation (e.g., carrier air bills).

g. At each station where a sample is collected or an observation or measurement
made, a detailed description of the location of the station is required. A GPS
location should be included for each sample location. All maps or sketches
made in the logbook should have descriptions of the features shown.

h. Other events and observations that should be recorded include:

- Changes in weather that impact field activities;
- Deviations from procedures outlined in any governing documents.

Also record the reason for any noted deviation;
- Problems, downtime, or delays; and
- Upgrade or downgrade of personal protection equipment.

4. Post-Operation

To guard against loss of data due to damage or disappearance of logbooks,
completed pages shall be periodically photocopied (weekly, at a minimum) and
forwarded to the field or project office.

At the conclusion of each activity or phase of site work, the individual responsible
for the logbook will ensure that all entries have been appropriately signed and
dated, and that corrections were made properly. The completed logbook shall be
submitted to the field office.
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5. Restrictions/Limitations

Field logbooks constitute the official record of onsite technical work,
investigations, and data collection activities. Their use, control, and ownership
are restricted to activities pertaining to specific field operations carried out by
Remedium Group, Inc. (a subsidiary of W.G. Grace & Co.) and their
subcontractors. They are documents that may be used in court to indicate dates,
personnel, procedures, and techniques employed during site activities. Entries
made in these notebooks should be factual, clear, precise, and non-subjective.
Field logbooks, and entries within, are not to be utilized for personal use.
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Appendix 7
Photograph Documentation of Field Activities Procedure

(PDFAP-Libby-01)



Date: March 22.2004 Procedure No. PDFAP-Libbv-01

Site: Flvwav Site
Libby, Montana

Photographic Documentation of Field Activities Procedure (PDFAP)

Photograph recordings made during field investigations are used as an aid in
documenting and describing site features, sample collection activities, and equipment
used.

The project quality assurance coordinator is responsible for ensuring that the format and
content of photographic documentation are in accordance with this procedure.

The photographer shall seek direction from the project quality assurance coordinator and
discuss the visual documentation requirements and schedule. The photographer is
responsible for maintaining a logbook.

Required Equipment

• 3 5 mm camera, disposable single use camera (3 5mm or panoramic use) or digital
camera

• Logbook
• Indelible black or blue ink pen
• Standard reference markers
• Medium speed, or multi purpose fine-grain, color, 35 mm film or storage medium

for digital camera

Documentation

• A commercially available, bound logbook will be used to log and document
photographic activities.

Operation

• The photographer should be prepared to make a variety of shots, from close-up to
wide-angle.

• All still film photographs should be made using a medium speed, multi purpose
fine-grain, color negative film in 35 mm format.

• No preference of digital storage medium is specified and is left to the discretion of
the photographer.
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Slate Information

• When directed by the project quality assurance coordinator, each new roll of film
or digital storage medium shall contain upon the first usable frame (for film) a
slate with consecutively assigned control numbers.

Caption Information

• All still photographs will have a mil caption permanently attached to the back or
permanently attached to a photo log sheet. The caption should contain the
following information.

- Film roll control number(if required) and photograph sequence number
- Date and time
- Description of activity/item shown
- Direction (if applicable)
- Photographer

Digital media should be downloaded at least once each day.

Close-up and Feature Photography

When directed by the Project Quality Assurance Coordinator, close-up photographs
should include a standard reference marker of appropriate size as an indication of the
feature size and contain a slate marked with the site name and identifying label, such as a
soil sample number, that clearly communicates to the viewer the specific feature being
photographed.

Site Photography

Site photography, in general, will consist predominately of medium and wide-angle shots.
A standard reference marker should be placed adjacent to the feature or, when this is not
possible, within the same focal plane.

Panoramic

In situations where a wide-angle lens does not provide sufficient subject detail, a single
use disposable panoramic camera is recommended.
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Photographic Documentation

Photographic activities must be documented in a photographic logbook or in a section of
the field logbook. The photographer will be responsible for making proper entries.

The following information should be maintained in the appropriate logbook:

• Photographer name;
• If required, an entry shall be made for each new roll/tape control cumber

assigned;
• Sequential tracking number for each photograph taken (for digital cameras, the

camera generated number may be used);
• Date and time (military time);
• Location;
• A description of the activity/item photographed;
• If needed, a description of the general setup, including approximate distance

between the camera and the subject, may be recorded in the logbook;
• Record as much other information as possible to assist in the identification of the

photographic document.

Post Operation

All film will be sent for development and printing to a photographic laboratory (to be
determined by the photographer). The photographer will be responsible for arranging
transport of the film from the field to the photographic laboratory. The photographer
shall also be arranging delivery of the negatives and photographs, or digital storage
medium to the project management representative.

Documentation

At the end of each day's photographic session, the photographer(s) will ensure that the
appropriate logbook has been completely filled out and maintained.

Photographs and the associated set of negatives, digital media, and original unedited
documentary videotape recording will be submitted to the project files and handled
according to contact records requirements.

Completed pages of the appropriate logbook will be copied weekly and submitted to the
project files
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Appendix 8
Field Equipment Decontamination Procedure (FEDP-

Libby-01)



Date: May 5. 2004 (Revision 1) Procedure No. FEDP-Libbv-01

Site: Flvwav Site
Libby, Montana

Field Equipment Decontamination Procedure (FEDP)

The following procedure applies to the field sampling devise decontamination procedure
for the Flyway Site. A trowel or appropriate sampling devise will be decontaminated
before soil samples are collected. The following decontamination procedure is listed
below.

1. Remove all gross contamination with a plastic brush.

2. Use clean water and a plastic brush to wash each piece of equipment.

3. Remove excess water present on the equipment by shaking.

4. Use a paper towel to dry each piece of equipment.

5. Wrap dried equipment in aluminum foil.

6. Once a week all soil sampling equipment will be cleaned using Alconox and clean
water.

Spent gloves, and PPE must be properly disposed.

If disposable sampling devises are used, this decontamination procedure will not apply.

Alconox and asbestos-free water will be used every time decontamination is
performed on field sampling equipment.
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Section 1
Introduction

The Remedium Group, Inc. (Remedium) Dust Control Plan provides fugitive dust control

measures to be utilized during work activities associated with removal of asbestos and

vermiculite at the Flyway site in Libby, Montana. Remedium will maintain the project site so as

to mitigate visible dust during excavation activities, in compliance with this Dust Control Plan,

and will comply with contractor requirements.
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Section 2
Site Location

The project site is the Flyway site located 4.5 miles northeast of Libby, Montana. The work

site encompasses the Flyway site roads and support areas, transportation routes to the former

vermiculite mine disposal area and the related mine areas identified for disposal. Alternate disposal

locations, if used, would be addressed by an addendum to this plan. Such an addendum will be

submitted for review and approval by the EPA.
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Section 3
General Requirements

The general requirements of this plan ensure that adequate resources will be available to

control dust at the Flyway site during soil removal activities. Remedium plans to control dust during

weekends, holidays, and other hours when work is not in process relying heavily on Best

Management Practices, as follows. Remedium plans to haul debris to the appropriate landfill on

the same day it is accumulated. Any material removed but not being hauled to the mine disposal

area, the same day, will be kept moistened under tarp in the trucks.

To ensure that Remedium has total control of the resources needed to respond to an

unforeseen off-hour dust problem, Remedium will have a water truck on call at all times. The

excavation and equipment contractor will be responsible for dust control during times when work is

not in progress. If the excavation and equipment contractor is not available, we will assign

responsibility to the Project Manager. Remedium will have at least one qualified employee on call

to operate trucks and hoses in the off-hours. The names and contact numbers of Remedium

management personnel for off-hours response will be supplied to EPA.

Remedium dust control measures are designed to control visible dust. The Remedium

representative, Mr. Alan Stringer, will be responsible for daily weather tracking to prepare for high

wind and/or dusting conditions. Weather information will be recorded on the Remedium Daily

Control Report. Remedium will monitor weather conditions prior to leaving the site and during off-

hours to get an indication of whether dust controls may be necessary. These administrative,

engineering, and physical controls will include but will not be limited to:

• Wetting surfaces with water;

• Applying dust suppressants, where applicable (magnesium chloride on Rainey Creek
Road);

• Minimizing soil, road, and surface disturbances;

• Minimizing dusting exposure periods and wind erosion before dust-cleanup measures
are applied;

D-3-1



Curtailing work activities during high site conditions (to be field determined and set
based upon location - Flyway or mine site);

Minimizing drop heights when dumping or transferring material;

Controlling vehicle speeds on unpaved surfaces and haul roads;

Restricting traffic to designated roads and corridors;

Selecting the appropriate equipment; and

Suspending loading or removal operations, if an adequate water supply is not available.
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Section 4
Dust Control Measures

As specified in Remedium's Dust Control Plan, Section 3.0 General Requirements,

Remedium will control visible dust. This includes dust control during removal activities, sizing and

loading materials, and hauling materials to the appropriate disposal site. Remedium proposes to

use water to suppress visible dust during operations. Water will be Remedium's main resource for

dust control.

Remedium will keep all work areas, including haul roads and access points within the

Flyway site and the disposal area at the mine, thoroughly wet during our work activities at the

Flyway site and mine site. This will be accomplished using water trucks. Remedium will use the

existing hydrant and city water sources presently under a utilization agreement outside the

exclusion zone at the Flyway site, the existing well and a holding tank at the mine, and water trucks

as necessary to accommodate multiple operational sites. Each water truck will be equipped with

spray bars for wetting haul and access roads. Each water truck will be fitted with a power train

operation (PTO) pump capable of supplying water in a quantity and at a pressure sufficient to

efficiently control dust in remote areas where water truck spray bars may not be used. Excess

water use will be avoided to minimize runoff and erosion of adjacent soils.

4.1 Loading and Debris Transportation

During loading, unloading, and material transfer operations, Remedium will minimize

material drop heights to reduce emissions of visible dust. Trucks loaded with soils will be

covered. After soil is loaded into the truck beds, Remedium will cover all loads before the

vehicles leave the loading areas. During soil loading, additional water will be sprayed to control

fugitive dust emissions.
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4.2 Dust Suppressants

Water will be the primary dust control measure used. However, other approved dust

suppressants may be required during periods when the application of water is inadequate.

Magnesium chloride solution may be applied to Rainey Creek Road prior to initiation of disposal

truck activities and reapplied to areas as necessary. See Section 8.0 for dust control materials.

4.3 Area Controls

Remedium will use designated loading areas for each removal location to minimize soil

and road disturbances and to control material transfer operations.
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Section 5
Dust Control Equipment

Remedium will utilize the following equipment for dust control:

• Water truck(s) equipped with spray bars and pressun'zed hoses;

• Fire hoses (approximately 500 feet of 1- to 1.5-inch diameter hose will be available
onsite);

• Valves; and

• Fittings for removal area water application/spraying.
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Section 6
Working Hours Per Day

Remedium's anticipated work schedule for the duration of the project is Monday through

Saturday, 10 working hours per day.
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Section 7
Freeze Protection

As the work is presently scheduled, temperatures low enough to freeze water tanks, water

trucks, or hoses and fittings are highly unlikely in the Libby, Montana area. Even so, to ensure that

tanks, hoses, and fittings do not freeze, water use will be supervised so that, if freezing is

anticipated, the elevated tank and the water trucks will be empty. Hoses and valves will be left

empty and open.

D-7-1



Section 8
Materials for Dust Control

The primary material used for dust control will be non-potable water (provided by the City,

under use permits, and the well at the mine). In the event that water alone is not sufficient,

magnesium chloride will be added to the water trucks per the manufacturers' recommendations.

Magnesium chloride application may be used on the mine site road, as necessary.
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Section 9
Application

Remedium will stabilize dust and control visible dust emissions using the following methods:

• Suppressing dust before, during, and after soil excavation and cleanup;

• Suppressing dust during material sizing and loading operations;

• Covering loads of soil hauled between the Flyway and the disposal areas;

• Applying water or other approved dust control measures to the work areas and roads;

• Controlling material drop heights during loading, unloading, and material transfer
operations;

• Minimizing and controlling material handling operations;

• Applying other approved methods for controlling dust during specific activities; and

• Avoiding saturation of the surrounding soils, whenever possible, to reduce the potential
for erosion.
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Section 10
Field Quality Control

Remedium will inspect work areas continually to assess the need for additional dust control

measures. Dust control activities and inspections will be documented and reported on Remedium

Quality Control Reports.
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Section 11
High Wind Conditions

During high wind conditions, resources will be concentrated on problem dust areas. If

high winds are expected, approved dust suppressants may be applied. Work performed in high

winds will comply with the HASP and Air Monitoring Plan.
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Section 1
Introduction

Erosion control measures described in this plan pertain to temporary erosion control and

sediment control measures to be implemented during activities associated with excavation at the

Flyway site in Libby, Montana. These measures [including but not limited to the installation of

sediment barriers (such as silt fence or hay bales), ditches, and drainage controls] will ensure that

erosion of soils will be minimized, silting or muddying of drainage channels, the Kootenai River or

Rainey Creek will be minimized, and the impact to adjacent lands will be minimal. Remedium will

install all major temporary erosion and sediment control features prior to the start of any land

disturbances. The enclosed Erosion Control Plan Figures (1, 2, 3, and 4) will be used as a guide to

installing erosion and sediment control measures. EPA and Soil Conservation Service guidelines

were reviewed for general erosion control information. The following sections discuss erosion and

sediment control best management practices that will be used during the Flyway site remediation.

1.1 Detailed Plan

The Flyway site is generally flat and runoff from storm events would be minimal relative to

infiltration. Silt fencing will be installed as needed on the site. Hay bales will be installed at the

discharge end of any swale. Silt fencing will be extended as necessary to mitigate sediment

discharge to the adjacent property and the Kootenai River. Any drainage deficiencies surrounding

the former Flyway site will be adjusted to tie in with the existing drainage control structures. Either

modifications to existing drainage ditches or newly constructed drainage ditches may be required

during the removal action and will be addressed during the construction process. Additional

containment berms may also be required during the excavation and will be addressed during the

construction excavation process.

The following procedures will be followed to minimize mud on public roads:
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• Installation of gravel entrances at the junction of the construction site and public

roadways. Gravel entrances will be constructed of a clean two-inch minus quarry

rock or equivalent; and

• Installation of a decontamination wash pad facility where all construction equipment

and vehicles can be driven onto a pad and washed with water to remove visible

signs of soil and mud from the exterior of the equipment or vehicle(s) before leaving

the Flyway site. Similarly, where the mine is to be used for disposal, an exit wash

pad will be utilized for trucks leaving the upper mine area. This pad will be adjacent

to the existing well. Again, the disposal area is flat and storm water infiltrates into the

ground. A secondary line silt fence may be installed at the disposal area, if needed.

Rainey Creek Road will be inspected for points of runoff to Rainey Creek and adjacent

slopes. Silt fences and hay bales will be installed at select spots to collect fines mobilized by

storm water and the higher traffic impact. During heavy rains trucking will be restricted.

1.2 Structural Practices

The following structural erosion and sediment control practices will be used at the

Flyway site:

• Silt fence or staked hay bales will be keyed in place between the sediment source

and areas just downgradient, within the construction area, before intrusive

construction and excavation activities begin and as necessary;

• Sediment-laden water will be filtered using erosion and sediment control measures

such as staked hay bales or staked geotextile silt fence placed in natural or man-

made drainage ways. Hay bales and silt fences will be placed in such a manner as

to prevent sediment from going around or under them;

• Temporary drainage ditches to divert surface water run on and run off around the site

will be constructed as necessary before intrusive construction activities begin. The

drainage ditches will either be a V-type or a flat-bottom type, with an average depth
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of one foot and side slopes of two-to-one. The length of any new ditch will be field

determined when field personnel are on site;

Fill stockpiles will be visually monitored during and after precipitation events. The

stockpiles will be secured by covering the plastic when not in use. If sediment laden

runoff develops, a silt fence will be used; and

Temporary berms of compacted soil may be keyed into the existing surface and used

to safely manage surface water run on and run off in and around the construction

areas.
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Section 2
Inspections

Remedium shall ensure that qualified personnel visually inspects all the construction areas

for erosion daily (more frequently during heavy precipitation) during operations and report as part of

the weekly information, action and corrective actions. The inspections will report evidence of

sediment entering drainage ways and ensure that all best management practices are functioning

properly. Any deficiencies (e.g., a sit fence down or clogged) observed and/or reported on a feature

will be repaired as soon as practicable. Records of all inspections will be maintained. Areas to be

inspected include:

• Disturbed areas of the construction site shall be inspected for evidence of erosion;

• Disturbed areas and areas used for storage of materials (stockpiles, etc.) that are

exposed to precipitation shall be inspected for evidence of erosion;

• Locations where vehicles enter or exit the construction site shall be inspected for

evidence of off-site sediment tracking;

• Disposal and traffic areas at the mine site prior to disposal area restoration

completion; and

• Erosion barrier silt fences and hay bales will be checked for signs of deterioration

and sediment accumulation.
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Section 3
Maintenance

Maintenance of erosion- and sediment-control measures will be conducted as necessary to

ensure they are functioning properly. Maintenance procedures include:

• Sediment deposits will be removed from behind silt fences, hay bales, and other

controls when they reach a height of one-half of the barrier. Accumulated sediment

will be removed and placed with the materials being transported to the disposal site;

• Erosion-control devices will be replaced, repaired or repositioned, as necessary; and

• Removal areas will be finished with compacted gravel as soon as possible after final

site grading has been completed.

All repairs and maintenance activities should be implemented as soon as practicable after

the inspection, but no later than seven calendar days following the inspection.
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Section 4
Record Keeping

An inspection and maintenance report form must be completed during each site inspection

(at least once every seven calendar days). A copy of a standard form can be found as Table 1.

Copies of completed inspection reports will be kept on site.

A copy of this plan will be kept at the construction site from the start of construction through

the final construction inspection.
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Table 4-1
Erosion Inspection and Maintenance Report Form

TO BE COMPLETED EVERY 7 CALENDAR DAYS AND WITHIN 24 HOURS AFTER ANY
PRECIPITATION OR SNOWMELT THAT CAUSES EROSION.

Inspector:

Signature:

Date:

Days since last rainfall: Approximate amount of last rainfall:

Area
Disturbed?
(Yes/No)

Stabilized?
(Yes/No) Stabilized with? Condition

Stabilization and/or maintenance required:

To be performed by. On or before:

STRUCTURAL CONTROLS

Structural
Control

Control in
Satisfactory
Condition:
(Yes/No)

Maintenance or
Corrective

Action
Needed

Date
Corrected Comments
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Section 1
Introduction

This traffic control plan describes procedures that will be followed during the

transportation of materials from the Flyway site to the designated mine disposal site.

This plan has been established in accordance with appropriate local regulations and

requirements and will be maintained throughout the duration of remedial activities at the

Flyway site. Traffic control is necessary on the roadway between the Flyway site and

the Disposal Site due to potential interactions with other vehicles and restricted access

on portions of the roadway to the mine.

To implement this plan, Remedium Group, Inc. (Remedium) will employ two

"flaggers." This plan describes the responsibilities of each of these individuals and their

part in maintaining a safe, efficient transportation of waste material from the Flyway site

to deposition at the Disposal Site (former W. R. Grace & Co. vermiculite mine).

Remedium anticipates that up to 7,000 cubic yards of soil will be removed from

the Flyway site. This volume is based on an 18-inch deep cut of surface soil to be

removed across the affected area outlined in the Remedial Action Work Plan.

Remedium will employ five trucks for hauling the material from the Flyway site to the

mine disposal site. Each truck has a capacity of 10 cubic yards and should make

approximately seven round trips per day. Thus, an estimated 35 truckloads will be

moved per day, over a four-five week period of time.

Mobilization and demobilization activities involve limited staggered vehicular

traffic, and will be performed under present Department of Transportation (DOT)

regulations and local traffic control measures.

It is important to note that the traffic control procedures and routes described

herein assume disposal of Flyway site material at the mine site and at a specific location
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within the mine area. This plan will require modification under two "other" potential

scenarios:

1) Adverse weather conditions may require hauling to an alternate
disposal site.

2) Equipment availability may require hauling to an alternate disposal
site.

The alternate disposal site is defined as the gravel pit at the lower pond currently

being utilized by the EPA as a temporary disposal site for material removed from private

properties in and around Libby.

Therefore, this Traffic Control Plan may be amended pending a final decision

regarding the waste disposal. Any plan modification will be submitted for approval by

the EPA.
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Section 2
Flyway Site

The Flyway site is located on the southern end of the screen plant property. The

site may be accessed from Highway 37 North.

Access to the Flyway site will be restricted during the removal action (see RAWP

for details). Designated clean parking areas will be maintained for personnel and

authorized visitor vehicles on the southern side of the property. Designated equipment

parking areas will be maintained within the restricted zone.

Vehicles utilized for waste transportation will enter the Flyway site from the

Highway 37 entrance, at the gated entrance station. Prior to entering the Flyway site at

the start of a work shift, each driver will be outfitted in a Tyvek® suit and fitted with a

half-face respirator (Personal Protection Equipment or PPE). This PPE will be worn

during all driving operations within the exclusion zone until both the vehicle and driver

are decontaminated. All waste transportation vehicles will have their loads covered and

will be decontaminated at the decontamination pad by washing wheels and

undercarriage, as needed. The vehicles will be inspected to prevent tracking of material

onto the highway and roads. The onsite decontamination pad will be located at the

Highway 37 exit.

Flagger #1 and Flagger #2 will be located just north of the Rainey Creek Road

entrance and south of the Flyway site exit/entrance. Both flaggers will have radio

communication with all the truck drivers.
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Section 3
General Guidelines

To maintain safe transportation practices, a number of general guidelines has been

established and will be shared with all participants involved in waste transportation activities.

All personnel will comply with these guidelines. The following is a discussion of speeds not

to be exceeded by waste transportation vehicle personnel, barricades and signs, radio

communication practices, and vehicle maintenance.

3.1 Speed Limits

• Highway 37 between Flyway and Rainey Creek Road (not to exceed
20 mph);

• Rainey Creek Road: 20 mph. Rainey Creek is restricted from other
traffic;

• Disposal Site: less than 5 mph.

3.2 Barricades, Signs, Protective Equipment

Barricades and signs will be placed at the Highway 37/Flyway site and Rainey Creek

Road intersection. Daggers will be equipped with a hardhat, orange traffic vest, Stop/Slow

sign and radio. A DOT required sign would be appropriately posted on Highway 37 at least

200-feet from the flaggers, which will provide a first warning of temporary traffic conditions.

3.3 Problems

The flaggers will use radios to maintain constant communications with each other

and the waste transportation vehicles. All vehicles will be equipped with radios in good

working order so that logistical information and any problems encountered on the road may

be reported immediately.
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3.4 Fuel

Waste transportation vehicles will report fuel levels at the end of each day. Refueling

will be conducted on site from a fuel tank. The fuel tank will contain secondary containment

(to prevent spillage from the tank), and be located in an area where surrounding work efforts

are unaffected and the haul trucks have easy access to refuel. The refueling area will be

visually inspected at the end of each working day, and any minor spillage will be cleaned up.

Decontamination equipment will be present on site for potential spills of greater than 25-

gallons, if needed.

Additional traffic control procedures will be documented in writing as an addendum to

this Traffic Control Plan, as required.
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Section 1
Introduction

This document presents a Work Plan for activities associated with the control of all

documents produced during the project involving the Flyway site removal action. This Work

Plan provides the methodology, collection, and Quality Assurance/Quality Control (QA/QC)

procedures for tracking documents related to and generated during the execution of the

project.
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Section 2
Document Control

2.1 Security and Document Release Procedure

The Remedium Group, Inc. (Remedium) Project Coordinator and the Remedium

Project Manager have access to all files (original and copies). These individuals will retain

the key able to lock and unlock the secure area where files will be stored. Records will be

stored in the W. R. Grace & Co. offices located on Mineral Avenue in Libby, Montana.

The Project Coordinator is the only individual authorized to release documents to

internal or external persons. Release will require written approval by the Remedium Project

Coordinator. A transmittal letter from either of those individuals stating the approval of the

document release must accompany each document release.

2.2 Responsibilities Related to Document Control

2.2.1 Project Manager

The Project Manager is responsible for the security of all files (original and copies).

As stated in Section 2.1, only this individual and the Project Coordinator have a key able to

lock and unlock the file storage area.

At the beginning of each day, the Project Manager will distribute log books to the

appropriate personnel on site. At the end of each day, the Project Manager will retrieve the

log books from these individuals. After the log book pages have been assigned document

control numbers, copied, and filed (see Section 3.2), they will be locked in the secure

storage area with the other files.

The Project Manager will assign document control numbers to all documents

produced (see Section 2.3). After document control numbers are assigned, each document

will be entered into a database (see Section 2.4). The Project Manager will also be
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responsible for generating various reports related to the document control database, as

specified by project management individuals.

2.2.2 Field Personnel

Personnel: Excavation and Equipment Contractor

Each field manager is responsible for retrieving the appropriate log book at the

beginning of each work day from the Project Manager. Throughout the day, the log book

will be filled out according to Section 3.0. When a form is required, it should be stamped or

noted into the log book and completed (see Section 3.1). At the end of the work day, when

the Field Manager returns the log book to the Project Manager, any corrections requested

by the Project Manager will be made by the Field Manager as outlined in Section 3.2.

2.2.3 Offsite Personnel

Any original documentation generated between offsite personnel will be forwarded to

the Project Manager in order for it to be property filed according to this Work Plan.

G-2-2



2.3 Document Control Number System

Each piece of paper produced during the project will be assigned a document control

number using a stamp depicted in Figure 1-1. The document control number will have the

following format: project#.log#.file code.document #.

Figure 2-1
Document Control Stamp

Remedium Group, Inc.

Project No.

Sample No.

File Code. Doc No.

2.3.1 Project Number

The project number is assigned by Remedium.

2.3.2 File Code

Figure 2-1 illustrates the various categories for which file codes will be assigned.

The subcategories listed under the categories may be added or deleted as deemed

necessary by the Project Manager.

2.3.3 Document Number

The document number will be assigned by the document control database as a

sequential number based on the order in which documents are entered.

2.4 Document Control Database

The Project Manager is in charge of tracking all documents produced. Hard copies

of documents, access, and inventory are controlled by the Project Manager.
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Upon entering each day's set of documents into the filing system, the log for each file

will be updated. If items are released, a transmittal document will be utilized for information

and tracking (see Figure 2-1).

2.5 Filing

2.5.1 Field Documents

2.5.1.1 Daily

There will be a separate filing system consisting of folders having headings

corresponding to days of the week worked (i.e., Monday, Tuesday, Wednesday, etc.). After

all field documents are received by the Project Manager, a copy will be made and stamped

as "COPY." The COPY will be filed in the appropriate day's folder.

2.5.1.2 Weekly

At the end of each work week, the daily folders will be shipped to the Project

Coordinator for review of the week's activities and permanent filing.

2.5.1.3 Weekly Transfer of Data to Regulatory Agencies

Remedium shall submit a written progress report to the EPA and to the state,

concerning actions undertaken pursuant to the Consent Order, every seventh (7th) day after

the date of receipt of the EPA's approval of the Work Plan until termination of the Consent

Order, unless otherwise directed in writing by the EPA Project Manager. These reports shall

describe all significant developments during the preceding period, including the actions

performed and any problems encountered; analytical data received during the reporting

period; and the developments anticipated during the next reporting period, including a

schedule of work to be performed, anticipated problems, and planned resolutions of past or

anticipated problems. Subsections will include a weekly Health and Safety Summary and

material movement/disposal summary.
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2.5.2 Other Filing Categories

The same procedures will be used for filing documents that fall into the following

categories (see Figure 2-2):

• Administration;

• QA/QC;

• Project correspondence;

• Health and safety;

• Non-Remedium and reference information;

• Project deliverables;

• Construction/design;

• Subcontracting;

• Laboratory; and

• Community relations.

When the Project Manager receives a document, it will be assigned a document

control number. The document will then be copied and distributed, if needed, or filed. The

original will be stamped as "ORIGINAL," while any copies made will be stamped as "COPY."

The original version will be filed where appropriate, according to the document control

number system. With regard to e-mail, it will be electronically forwarded to the Project

Manager, who will print it out and treat it as any other document related to the project.
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Figure 2-2 Standardized Filing System for Environmental Services Performed at
the W. R. Grace - Libby, Montana Site

1.0 ADMINISTRATION
1.0 Contract

1.1 Project set-up

1.2 Statement of Work

1.3 Work Plan/Appendices

1.4 Organization Chart

1.5 Schedules
1.6 Budgets/Insurance/Permits/Bonds

1.7 Disputes/Claims

1.B Conflict of Interest

1.9 Miscellaneous

4.0 HEALTH & SAFETY
4.0 H&S Draft/Review

4.1 H&S Plan

4.2 Monitoring Plan

4.3 Monitoring Logs/Summary

4.4 Accident Reports

4.5 Monitoring Results

4.6 Training/Certification

4.7 H&S Reports

4.8 H&S Correspondence

4.9 Miscellaneous

7.0 CONSTRUCTION/DESIGN
7.0 Design Documents/Plans

7.1 Cost Estimates

7.2 Plans/Drawings
7^3 Manuals/Specification

7.4 Addendum to Specifications

7.5 Bid Documents

7.6 Miscellaneous

10.0 LABORATORY (SAMPLES)

10.0 Preliminary Lab Results

10.1 Lab Data Report

10.2 LabSOPs

10.3 C-of-C/Freight/Air Bills/Freight

10.4 Lab Support Documents

10.5 Sample Control Log

10.6 Lab Scheduling

10.7 Waste Profile Sheets

10.6 Analytical Support Docs

10.9 Miscellaneous

2.0 PAQC
2.0 Client Reviews/Comments/Responses

2.1 Ind. Peer Review (IPR)/Responses

2.2 Lab Audit Reports/Responses

2.3 Site Audit Reports/Responses

2.4 Data Validation Requests/Corresp./Reports

2.5 Audit Schedule

2.6 Project AQ Plans-Combined Forms

2.7 Miscellaneous

5.0 NON-REMEDIUM & REFERENCE INFO
5.0 News, Magazines Articles

5.1 Maps

5.2 Data Summaries

5.3 Old Reports (other companies)

5.4 Releases

5.5 Photos

5.6 Non-URS Reports
5.7 Background Info.

5.8 ROD Amendments

5.9 Miscellaneous

8.0 FIELD
8.0 Field & Instrument SOPs

8.1 Calibration and Maintenance Records

8.2 Permits/Consent for Access
8.3 Survey Data

8.4 Photos/Maps

8.5 Change Orders/Change Order List

8.6 Log Book/Inspection Reports/Log List

8.7 Sampling and Analysis Plan

8.8 Field Orders/Non-Conformance Reports

8.9 Miscellaneous

11.0 COMMUNITY RELATIONS

11.0 Presentation Materials

11.1 Schedules/Minutes of Meetings
11.2 Mailing Lists

11.3 Miscellaneous

3.0 CORRESP/MEMOS/FAX/TELECONS
3.0 W. R. Grace/Remedium

3.1 Subcontractor

3.2 EPA/Remedium/Grace

3.3 Labs/Remedium

3.4 Meeting Minutes/Agenda

3.5 Misc./Transmittals

6.0 PROJECT DELIVERABLES/REPORTS
6.0 Worksheets

6.1 Data Tables

6.2 Progress Reports

6.3 Draft/Final Reports

6.4 Final Reports (ROD. BRA. RI/FS. ARAR.

Substantial Completion Report)

6.5 Specifications
6.6 Designs

6.7 Disks

6.8 Miscellaneous

9.0 SUBCONTRACTING

9.0 Contract/Agreement

9.1 Contract Modifications

9.2 Contract Invoices

12.0 FIELD FORMS



Section 3
Logbook

Each logbook will have pre-printed, consecutively numbered pages and dimensions

of approximately 7 inches by 12 inches. The following individuals will be responsible for

their own log books:

• Project Manager; and

• Excavation & Equipment Contractor.

The following items are required to be recorded in permanent ink in each log book

each work day:

• Initials and date at the top of every page;

• Start time;

• Weather;

• Decontamination methods (a previous day's method may be cross-referenced if it
is identical);

• PPE level;

• Each entry will have the signature of the individual recording information;

• Equipment and/or procedures used;

• Sample descriptions (time, depth, volume, containers, preservatives, etc.);

• QA/QC samples (field and laboratory);

• Observations;

• Field parameters;

• Maps and photos drawn or taken (and description);

• Lost/voided paperwork; and

• Time of each entry.

The following items are suggested to be included in the log book:

• Serial and model numbers on equipment used;
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• Formulas; calculations, etc.;

• Useful phone numbers; and

• Site address.

Any deviations from planned procedures (and reasons for deviation) should be

recorded in the log book. If a page is accidentally left blank or there is unused space at the

end of a day's entry, draw a diagonal line through the space and initial and date the line.

There should be no erasures in the field log books; errors should be crossed out, initialed,

and dated.

3.1 Forms

To reduce the amount of loose and varying information on paper accumulated during

the project, the following forms needed to complete the fieldwork will be made into rubber

stamps, for log book use, and posted as standard forms or made into electronic versions:

• Daily Field Report;

• Daily Sign-In;

• Containment Log;

• Construction Safety Meeting Report;

• Incident Investigation Report;

• Qualified Operator Training Record;

• Safety Training Record;

• Heavy Equipment Daily Operating Checklist;

• Daily Traffic Control Report; and

• Erosion Inspection and Maintenance Record.

Each manager will have control over the necessary forms or stamps needed to

document their respective activities in log books. If a daily form is used, it should be

referenced in the log book.
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3.2 Daily Logbook Activity

As stated in Sections 2.2.2 and 2.2.3, the Project Manager will distribute a log book

to the Excavation and Equipment Contractor at the beginning of the day, and they will return

the log books to the Project Manager at the end of the day. Before the Excavation and

Equipment Contractor is allowed to leave the site, the Project Manager must verify the

completeness of the log books. The Project Manager will record the following items in the

log book during his/her review:

• Date;

• Time;

• Signature; and

• Any comments, changes needed, etc.

If needed, the Field Manager will record the required corrections or changes in the

log book as follows:

• Date;

• Time;

• Signature; and

• Changes or corrections made and reasons for doing so.

Any changes will be marked such that it is apparent they were added after the day's

activities were completed. After the review is finished, the Field Manager will sign and date

the bottom of the page containing the last entry for that day. The Project Manager will

assign a document control number to each page of the log book. Each page is copied at

least twice, with each copy stamped as "COPY." One copy will be three-hole punched and

inserted into either a dedicated binder for that log book or behind a tab denoting that

particular log book as a backup in case of misplacement of the log book. The second copy

will be filed in the appropriate "day" folder (see Section 2.5.1.1).
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Photo 1: Pumphouse and KDC Flyway Property Viewed from the West Side of
the Kootenai River
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Photo 2: Typical Conditions
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Photo 3: Pumphouse on KDC Flyway Property and Stilling Basin on east Bank of
the Kootenai River
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Photo 4: View of River Bank and KDC Flyway Property Facing South

Remedium Group, Inc.
6401 Poplar Ave., Suite 301
Memphis, TN 38119



I

Photo 5: Typical Conditions
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Photo 6: Typical Conditions
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Photo 7: Typical Conditions
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Photo 8: Pumphouse and Disconnected Transformer
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Photo 9: Pole Mounted Transformer at Pump Station
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